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1 Introduction

The IPDL procedure for 3.84Mcps TDD, as described in [3] is frame based. Since the frame structure for the 7.68Mcps TDD option is identical to that for the 3.84Mcps TDD option and to maintain commonality between the chip rate options, the IPDL procedure for the 7.68Mcps TDD option is proposed to be identical to that of the 3.84Mcps TDD option. This proposal is captured in the text proposals in section 3.
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3 Text Proposals
3.1 Text Proposal for TS25.202

<<<<<<<<<<<<<<<<<<<<<<<<<<< START OF TEXT PROPOSAL >>>>>>>>>>>>>>>>>>>>

7.10
IPDL procedure 
The IPDL procedure is aligned with that of 3.84Mcps TDD.


<<<<<<<<<<<<<<<<<<<<<<<<<<< END OF TEXT PROPOSAL >>>>>>>>>>>>>>>>>>>>>>

3.2 Text Proposal for TR25.809

<<<<<<<<<<<<<<<<<<<<<<<<<<< START OF TEXT PROPOSAL >>>>>>>>>>>>>>>>>>>>

9.10
Idle Periods for IPDL location method 

The IPDL procedure is aligned with that of 3.84Mcps TDD.


<<<<<<<<<<<<<<<<<<<<<<<<<<< END OF TEXT PROPOSAL >>>>>>>>>>>>>>>>>>>>>>

