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1. Introduction
The attached RAN WG2 CR (to be discussed in Riga) introduces 2 new RAB combinations for interactive/background:

· Interactive or Background / UL:32 DL:64 kbps / PS RAB +
Interactive or Background / UL:32 DL:64 kbps / PS RAB + 
UL:3.4 DL:3.4 kbps SRBs for DCCH

· Interactive or Background / UL:128 DL:384 kbps / PS RAB +
Interactive or Background / UL:128 DL:384 kbps / PS RAB +
UL:3.4 DL:3.4 kbps SRBs for DCCH

in the RAN WG2 TR 25.993 R99. Following the usual working procedures it is up to RAN WG1 to have the final word on the L1 parameters.
2. Proposal:
In order to allow for an approval of the RAN WG2 CR at the next RAN #34 it is proposed that
1. RAN WG1 meeting #47 checks the L1 parameters in the attached RAN WG2 CR to TR 25.993 R99 [1] over the week and
2. for the case that no concerns are raised in RAN WG1 to send the prepared LS on the next page (or a corresponding update if necessary) back to RAN WG2 at the end of the week.
3. References

[1]
R2-063190
CR to TR 25.993 R99 (cat.F) on "Additional I/B RAB combinations", Siemens, RAN2 #56, Riga, Latvia, Nov. 2006
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1. Overall Description:

At RAN WG1 meeting #47 in Riga, RAN WG1 has checked the L1 parameters introduced by the 2 new radio access bearer combinations for interactive/background:

· Interactive or Background / UL:32 DL:64 kbps / PS RAB +
Interactive or Background / UL:32 DL:64 kbps / PS RAB + 
UL:3.4 DL:3.4 kbps SRBs for DCCH

· Interactive or Background / UL:128 DL:384 kbps / PS RAB +
Interactive or Background / UL:128 DL:384 kbps / PS RAB +
UL:3.4 DL:3.4 kbps SRBs for DCCH
that are introduced by the corresponding RAN WG2 CR to TR 25.993 R99 in [1] and no concerns were raised.
2. Actions:

To RAN WG2:

ACTION:
RAN WG1 would kindly ask RAN WG2 to take the information provided above into account.
3. Date of Next TSG RAN WG1 Meetings:

TSG RAN WG1 Meeting #47bis
15.01. - 19.01.2007
Sorrento, Italy

TSG RAN WG1 Meeting #48
12.02. - 16.02.2007
USA
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