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1 Introduction

The resource allocation information must be signalled in the downlink L1/L2 control channel to each scheduled UE. For the uplink, an efficient Tree-based method has been already proposed for the localised allocations [2]. However, for downlink, a discontinuous localised allocations and resource block level distribution must be supported with small number of signaling bits.

In this contribution, a combination of reduced Bit-mapping and Tree-based method is proposed for the downlink resource assignment with discontinuous localised allocations and resource block level distribution transmission.

2 DL Resource Allocation Signalling 
The proposed reduced Bit-mapping method is shown on Table 1a-c for different bandwidths. In order to reduce the signalling bits, the total system bandwidth is divided into three equal parts (Upper, Middle and Lower) for 20MHz and 15MHz bandwidths while 10MHz, 5MHz and 2.5MHz are divided into two equal parts each. However, for smaller bandwidth of 1.25MHz, no division is applied as the signalling bits are already small. In  
In addition, a Tree-based method signalling can be used where there is small number of discontinuous localised allocations that are locating in different parts of the system bandwidth. This will give a greater flexibility to the scheduler. In Table 1a for 20MHz bandwidth, signalling of two localised allocations are concatenated and padding is used for the remaining bits, 13x2+padding = 34 bits.

For the DL resource block (RB) level distributed transmission, we assume the concept described in [4-5] where some RBs are put aside for distributed transmission. The location of these RBs can be signalled within L1/L2 control signalling for each UE or broadcasting channel for all UEs. In our proposal, in order to reduce the number of signalling bits, in some bandwidth, it is more efficient to signal the location of these RBs in the broadcasting channel while in some other bandwidths there is always some space for the signalling of these RBs in L1/L2 control channel. When these distributed RBs are signalled within L1/L2 control signalling as part of the resource assignments (see for example Table 1a with last 111 bits) a Tree-based method [6]  can be used to provide the smallest number of bits in view of  that the location of these RBs are equally spaced within the whole system bandwidth. A Tree-based method that can be applied for both localised and distributed RBs signalling is shown on Appendix A.
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For RB level distributed transmission, multiple users are multiplexed subcarrier-wise within one RB as shown on Figure 1. It is possible one UE to be assigned more than one subcarrier depending on the required data rate. We propose to apply either Bit-mapping (i.e. 12 bits) or Tree-based method (i.e. 7 bits) to indicate the number of subcarriers allocated for each UE. The top part of Figure 1 shows 12 UEs multiplexed in FDM manner in one RB and each UE’s data is distributed across 12 RBs to benefit from the frequency diversity. Further more, the middle and lower part of Figure 1 shows a situation where a red UE has higher data rate (i.e. 2RBs and 6RBs) than other UEs. 
        Figure 1.  RB level distributed transmissions.
  Table 1a. DL Resource assignment signalling in 20MHz and 10MHz bandwidths.
	20MHz
	15MHz

	100 RBs
	75 RBs

	Resolution 1,2,3
	Resolution 1,2,3

	000
	34 bit, Upper part with 1RB resolution (34 RBs)
	000
	25 bit, Upper part with 1RB resolution (25 RBs)

	001
	34 bit, Middle part with 1RB resolution (34 RBs)
	001
	25 bit, Middle part with 1RB resolution (25 RBs)

	010
	34 bit, Lower part with 1RB resolution (34 RBs)
	010
	25 bit, Lower part with 1RB resolution (25 RBs)

	011
	34 bit, Upper + Middle parts with 2RB resolution (68 RBs)
	011
	25 bit, Upper + Middle part with 2RB resolution (50 RBs)

	100
	34 bit, Lower + Middle parts with 2RB resolution (68 RBs)
	100
	25 bit, Lower + Middle parts with 2RB resolution (50 RBs)

	101
	34 bit, All with 3RB resolution (max 100 RBs)
	101
	25 bit, All with 3RB resolution (75 RBs)

	110
	34 bit, Concatenated two discontinuous localised assignments  using Tree-based method (13x2+padding = 34 bits)
	110
	25 bit, Concatenated two discontinuous localised assignments  using Tree-based method (12x2 = 24+padding =25 bits)

	111
	34 bit, Distributed RBs signalling using Tree-based (13 Bits) and distributed subcarrier assignment using Bit-mapping method (12 bits),  in total = 13+12+padding = 34 bits.
Note: The location distributed RBs is not needed to be signalled in BCH or from higher layers.
	111
	25 bit, Distributed RBs signalling using Tree-based (12 Bits) and distributed subcarrier assignment using Bit-mapping method (12 bits),  in total = 12+12+padding = 25 bits.

 Note: The location distributed RBs is not needed to be signalled in BCH or from higher layers.

	Total bits
	     3+34  = 37 bits
	      3+25 = 28 bits


 Table 1b. DL Resource assignment signalling in 10MHz and 5MHz bandwidths.
	10MHz
	5MHz

	50 RBs
	25 RBs

	Resolution 1,2
	Resolution 1,2

	000
	25 bit, Upper part with 1RB resolution (25 RBs)
	00
	13 bit, Upper part with 1RB resolution(13 RBs)

	001
	25 bit, Lower part with 1RB resolution(25 RBs)
	01
	13 bit, Lower part with 1RB resolution(13 RBs)

	010
	25 bit, All with 2RB resolution (50 RBs)
	10
	13 bit, All with 2RB resolution (max 25 RBs)

	011
	25 bit, Concatenated two discontinuous localised assignments using Tree-based method (11x2 = 22+padding =25 bits).
	11
	13 bit, Distributed subcarrier assignments using Bit-mapping method (12 bits), in total = 12+padding = 13 bits.

Note: The location distributed RBs is needed to be signalled in BCH or from higher layers.

	100
	25 bit, Distributed RBs signalling using Tree-based (11 Bits) and distributed subcarrier assignment using Bit-mapping method (12 bits),  in total = 11+12+padding = 25 bits.

 Note: The location distributed RBs is not needed to be signalled in BCH or from higher layers.
	                         2+13 = 15 bits

	   Total bits 
	   3+25 = 28 bits
	


       Table 1c. DL Resource assignment signalling in 2.5MHz and 1.25MHz bandwidths. 
	2.5MHz
	1.25MHz

	12 RBs
	6 RBs

	Resolution 1,2
	Resolution 1

	00
	7 bit, Upper part with 1RB resolution (7 RBs)
	0
	7 bit, All with 1RB resolution (6 RBs), all RBs are non- distributed transmissions.

	01
	7 bit, Lower part with 1RB resolution (7 RBs)
	1
	7 bit, Distributed subcarrier assignments using Tree-method (7 bits), in total = 7 bits, all RBs are distributed transmissions.

Note:The location of distributed RBs is not needed to be signalled in BCH or from higher layers.

	10
	7 bit, All with 2RB resolution (12 RBs)
	                              1+7 = 8 bits

	11
	7 bit, Distributed subcarrier assignments using Tree-method (7 bits), in total = 7 bits.

Note:The location of distributed RBs is needed to be signalled in BCH or from higher layers.
	

	Total bits
	2+7 = 9 bits
	


3 Conclusions

In this contribution, we have proposed a combination of reduced Bit-mapping method and Tree-based method to minimize the number of bits for DL resource allocation signaling. Hence, we propose to adapt such method for LTE DL resource assignment, Table 1a-c be accepted.
4 References

[1] 3GPP TR 25.814 v1.2.2, “Physical Layer Aspects for Evolved UTRA”.

[2] R1-070881, “Uplink Resource Allocation for EUTRA” NEC Group, NTT DoCoMo.
[3] R1-070036, “E-UTRA DL L1/L2 Control Channel Information & RA map reduction” Motorola.
[4] R1-070874, “Downlink Distributed Resource Block Mapping”, NEC, NTT DoCoMo.

[5] R1-071115, “Comparison between RB-level and Sub-carrier-level Distributed Transmission for Shared Data Channel in E-UTRA Downlink”, NTT DoCoMo, NEC…

[6] R1-062773, “Uplink Resource Allocation for EUTRA” NEC Group, NTT DoCoMo.
5         Appendix A: Tree Based Resource Allocation [6]
For resource allocation signalling, a triangular structure as shown below is constructed with the number of RBs available for a particular bandwidth equal to the number of leaf nodes.  An example for the 1.25 MHz bandwidth is shown in Figure 2 with a minimum resource block unit of 12 subcarriers. 


[image: image1]
          Figure 2 : Localised & Distributed Allocations with 1.25MHz bandwidth

For a bandwidth with N leaf nodes, the triangle depth equals N and the number of nodes in the tree equal N(N+1)/2. A node number can hence be signalled using ceil(log2(N*(N+1)/2)) number of bits. The exact number of bits required for each bandwidth is shown in the table below.

	MHz
	1.25
	2.5
	5
	10
	15
	20

	N
	6
	12
	25
	50
	75
	100

	#Bits
	5
	7
	9
	11
	12
	13


The node numbering is designed to optimise the number of signalling bits required to signal a particular resource allocation. In the example for 1.25 MHz bandwidth above, a 5 bit number is signalled to uniquely determine the starting RB and the number of consecutive RBs. In a bandwidth with N leaf RBs, the starting resource block O and number of consecutive resource blocks P can be signalled as an unsigned integer x as follows –
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For localised allocation, each UE is signalled a node number which maps to a set of leaf RBs. As an example, previous Figure 2 shows a scenario where three localised users are multiplexed within 1.25 MHz bandwidth with the green user allocated RBs 0 and 1, the red user RBs 2, 3 and 4 and the blue user RB 5. In this case, the green user is signalled to 6, the red user is signalled to 14 and the blue user is signalled  to 5. 

An example of distributed resource allocation for the same bandwidth is also shown in Figure 2 (on the right side). The red user allocated RBs 1 and 5 is signalled to 16. The P and O values are decoded in the same manner as in the localised transmission; however the interpretation is different with P denoting the RB spacing and O denoting the first RB in the distributed allocation.

At the receiver a simple decoding scheme not requiring the benefit of a lookup table can be used to recover the values of P and O. 
The values of P and O at the receiver can be extracted as follows:
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if (  a+b > N )

{


P = N + 2 – a 


O = N – 1 – b
}

else{


P = a

O = b
}
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