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5.3.3.15
MBMS Indicator Channel (MICH)

The MBMS Indicator Channel (MICH) is a fixed rate (SF=256) physical channel used to carry the MBMS notification indicators. The MICH is always associated with an S-CCPCH to which a FACH transport channel is mapped.

Figure 26D illustrates the frame structure of the MICH. One MICH radio frame of length 10 ms consists of 300 bits (b0, b1, …, b299). Of these, 288 bits (b0, b1, …, b287) are used to carry notification indicators. The remaining 12 bits are not formally part of the MICH and shall not be transmitted (DTX).
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Figure 26D: Structure of MBMS Indicator Channel (MICH)

In each MICH frame, Nn notification indicators {N0, …, NNn-1} are transmitted, where Nn=18, 36, 72, or 144.

The NI calculated by higher layers is associated to the index q of the notification indicator Nq, where q is computed as a function of the NI computed by higher layers, the SFN of the P-CCPCH radio frame during which the start of the MICH radio frame occurs, and the number of notification indicators per frame (Nn):
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where G = 216, C = 25033 and NI is the 16 bit Notification Indicator calculated by higher layers.
The set of NI signalled over Iub indicates all higher layer NI values for which the associated notification indicator on MICH shall be set to 1 during the corresponding modification period. Hence, the calculation in the formula above shall be performed in the Node B every MICH frame for each NI signalled over Iub to make the association between NI and q and set the related Nq to 1. All other notification indicators on MICH shall be set to 0.
The mapping from {N0, …, NNn-1} to the MICH bits {b0, …, b287} are according to table 27.

Table 27: Mapping of notification indicators Nq to MICH bits

	Number of notification

indicators per frame 
(Nn)
	Nq = 1
	Nq = 0

	Nn=18
	{b16q, …, b16q+15} = {1, 1,…, 1}
	{b16q, …, b16q+15} = {0, 0,…, 0}

	Nn=36
	{b8q, …, b8q+7} = {1, 1,…, 1}
	{b8q, …, b8q+7} = {0, 0,…, 0}

	Nn=72
	{b4q, …, b4q+3} = {1, 1,…, 1}
	{b4q, …, b4q+3} = {0, 0,…, 0}

	Nn=144
	{b2q, b2q+1} = {1, 1}
	{b2q, b2q+1} = {0, 0}
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