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Discussion
1 Introduction
The study item of inter-technology handover between E-UTRAN and 3GPP2 radio technologies has completed and the working item has been approved as the amendment of LTE working item in RAN-38 [1].  The handover between the E-UTRAN and 3GPP2 radio technologies is one of the inter-RAT handover procedures in LTE release 8.  The requirement of the measurement of CDMA2000 1x RTT and HRPD systems from E-UTRAN has been addressed in [2] for inter-RAT handover.  
2 CDMA2000 1xRTT/HRPD Measurements
The frame works of the measurement events are specified in [2] to support the inter-RAT handover from the E-UTRAN to the neighboring CDMA2000 1xRTT/HRPD cell.   The measurement threshold and trigger points are addressed in [2].  The UE measurement of the neighboring CDMA2000 1xRTT/HRPD cells are the primary elements in the measurement event defined for the inter-RAT handover.  The required UE measurements for inter-RAT handover to the CDMA2000 1xRTT/HRPD systems are CDMA2000 1xRTT and HRPD pilot strength measurements.    The definitions of the pilot strength measurements for CDMA2000 1xRTT and HRPD systems are referred directly to the 3GPP2 specifications as follows, 
:

· 1x RTT Pilot Strength measurement is defined in section 2.6.6.2.2 of [4]. 
· HRPD Pilot Strength Measurement is defined in section 8.7.6.1.2.3 of [5].  
3 Conclusion
If acceptable to RAN1, it is proposed to include the CDMA2000 1xRTT and HRPD Pilot Strength Measurement into the UE measurement  of TS 36.214 v8.0.0. 
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