Page 1



3GPP TSG RAN WG1 #53bis 


       R1-082631
Warsaw, Poland, June 30 – July 4, 2008
	CR-Form-v9.4

	Draft CHANGE REQUEST

	

	(

	36.213
	CR
	
	(

rev
	-
	(

Current version:
	8.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Clarification on mapping of  Differential CQI field

	
	

	Source to WG:
(

	Samsung

	Source to TSG:
(

	RAN 1

	
	

	Work item code:
(

	LTE-Phys
	
	Date: (

	26/06/2008

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	The mapping of differentail CQI field to offset levels was not specified.

	
	

	Summary of change:
(

	The mapping of differentail CQI field to offset levels is proposed. 

	
	

	Consequences if 
(

not approved:
	Lack of specification in how to map the differential CQI field.

	
	

	Clauses affected:
(

	7.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	Affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	Isolated impact analysis:

The correction in this CR has isolated impact, as it affects only the mapping of differential CQI field.


7.2
UE procedure for reporting channel quality indication (CQI), precoding matrix indicator (PMI) and rank indication (RI)

The time and frequency resources that can be used by the UE to report CQI, PMI, and RI are controlled by the eNB. For spatial multiplexing, as given in [3], the UE shall determine a RI corresponding to the number of useful transmission layers. For transmit diversity as given in [3], RI is equal to one.

CQI, PMI, and RI reporting is periodic or aperiodic. A UE transmits CQI, PMI, and RI reporting on a PUCCH for subframes with no PUSCH allocation. A UE transmits CQI, PMI, and RI reporting on a PUSCH for those subframes with PUSCH allocation for a) scheduled PUSCH transmissions with or without an associated scheduling grant or b) PUSCH transmissions with no UL-SCH. The CQI transmissions on PUCCH and PUSCH for various scheduling modes are summarized in the following table:

Table 7.2-1: Physical Channels for Aperiodic or Periodic CQI reporting

	Scheduling Mode
	Periodic CQI reporting channels
	Aperiodic CQI reporting channel

	Frequency non-selective
	PUCCH
	

	Frequency selective
	PUCCH
	PUSCH


In case both periodic and aperiodic reporting would occur in the same subframe, the UE shall only transmit the aperiodic report in that subframe.

When reporting RI the UE reports a single instance of the number of useful transmission layers.  For each RI reporting interval during closed-loop spatial multiplexing, a UE shall determine a RI from the supported set of RI values for the corresponding eNodeB and UE antenna configuration and report the number in each RI report. For each RI reporting interval during open-loop spatial multiplexing, a UE shall determine RI for the corresponding eNodeB and UE antenna configuration in each reporting interval and report the detected number in each RI report to support selection between RI=1 transmit diversity and RI>1 large delay CDD open-loop spatial multiplexing.
When reporting PMI the UE reports either a single or a multiple PMI report.  The number of RBs represented by a single UE PMI report can be 
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 or a smaller subset of RBs. The number of RBs represented by a single PMI report is semi-statically configured by higher layer signalling.  A UE is restricted to report PMI and RI within a precoder codebook subset specified by a bitmap configured by higher layer signalling. For a specific precoder codebook and associated transmission mode, the bitmap can specify all possible precoder codebook subsets from which the UE can assume the eNB may be using when the UE is configured in the relevant transmission mode.

The set of subbands (S) a UE shall evaluate for CQI reporting spans the entire downlink system bandwidth.  A subband is a set of k contiguous PRBs where k is also semi-statically configured by higher layers.  Note the last subband in set S may have fewer than k contiguous PRBs depending on
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 .  The number of subbands for system bandwidth given by
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.  The term “Wideband CQI” denotes a CQI value obtained over the set S.  

· For single-antenna port and transmit diversity, as well as open-loop spatial multiplexing, and closed-loop spatial multiplexing with RI=1 a single 4-bit wideband CQI is reported according to Table 7.2.3-1.
· For RI > 1, closed-loop spatial multiplexing PUSCH based triggered reporting includes reporting a wideband CQI which comprises: 
· A 4-bit wideband CQI for codeword 1 according to Table 7.2.3-1 
· A 4-bit wideband CQI for codeword 2 according to Table 7.2.3-1
· For RI > 1, closed-loop spatial multiplexing PUCCH based reporting includes separately reporting a 4-bit wideband CQI for codeword 1 according to Table 7.2.3-1 and a wideband spatial differential CQI each with a distinct reporting period and relative subframe offset.  The wideband spatial differential CQI comprises:
· A 3-bit wideband spatial differential CQI for codeword 2 = wideband CQI index for codeword 1 – wideband CQI index for codeword 2. The set of exact offset levels is {-4, -3, -2, -1, 0, +1, +2, +3}
· The mapping from the 3-bit wideband spatial differential CQI value to the offset level is shown in Table 7.2-2.

Table 7.2-2 Mapping wideband spatial differential CQI value to offset levels

	Wideband spatial differential CQI value
	Offset levels

	‘000’
	0

	‘001’
	1

	‘010’
	2

	‘011’
	3

	‘111’
	-1

	‘110’
	-2

	‘101’
	-3

	‘100’
	-4


7.2.1
Aperiodic CQI/PMI/RI Reporting using PUSCH
A UE shall perform aperiodic CQI, PMI and RI reporting using the PUSCH upon receiving an indication sent in the scheduling grant.  
The aperiodic CQI report size and message format is given by RRC.  
The minimum reporting interval for aperiodic reporting of CQI and PMI and RI is 1 subframe. The subband size for CQI shall be the same for transmitter-receiver configurations with and without precoding.
A UE is semi-statically configured by higher layers to feed back CQI and PMI and corresponding RI on the same PUSCH using one of the following reporting modes given in Table 7.2.1-1 and described below:

Table 7.2.1-1: CQI and PMI Feedback Types for PUSCH reporting Modes

	
	
	PMI Feedback Type

	
	
	No PMI
	Single PMI
	Multiple PMI

	PUSCH CQI                 Feedback Type
	
	
	
	

	
	Wideband
	
	
	Mode 1-2

	
	(wideband CQI)
	
	
	

	
	
	
	
	

	
	UE Selected
	Mode 2-0
	
	Mode 2-2

	
	(subband CQI)
	
	
	

	
	
	
	
	

	
	Higher Layer-configured
	Mode 3-0
	Mode 3-1
	

	
	(subband CQI)
	
	
	


For each of the transmission modes defined in Section 7.1, the following reporting modes are supported on PUSCH:

1. Single-antenna port



: Modes 2-0, 3-0
2. Transmit diversity




: Modes 2-0, 3-0
3. Open-loop spatial multiplexing
: Modes 2-0, 3-0
4. Closed-loop spatial multiplexing
: Modes 1-2, 2-2, 3-1 
The selection of PMI and the calculation of CQI are both dependent on the RI value that the UE selects for the corresponding reporting instance.

RI report on a PUSCH reporting mode is valid only for CQI/PMI report on that PUSCH reporting mode

· Wideband feedback

· Mode 1-2 description:
· For each subband a preferred precoding matrix is selected from the codebook subset assuming transmission only in the subband

· A UE shall report one wideband CQI value per codeword which is calculated assuming the use of the corresponding selected precoding matrix in each subband and transmission on set S subbands.

· The UE shall report the selected precoding matrix indicator for each set S subband.
· Subband size is given by Table 7.2.1-2.

· Higher Layer-configured subband feedback 

· Mode 3-0 description:

· A UE shall report a wideband CQI value which is calculated assuming transmission on set S subbands

· The UE shall also report one subband CQI value for each set S subband. The subband CQI value is calculated assuming transmission only in the subband The CQI represents channel quality for the first codeword, even when RI>1.
· Mode 3-1 description:

· A single precoding matrix is selected from the codebook subset assuming transmission on set S subbands

· A UE shall report one subband CQI value per codeword for each set S subband which are calculated assuming the use of the single precoding matrix in all subbands

· A UE shall report a wideband CQI value per codeword which is calculated assuming the use of the single precoding matrix in all subbands and transmission on set S subbands

· The UE shall report the single selected precoding matrix indicator

· Subband CQI for each codeword are encoded differentially with respect to their respective wideband CQI using 2-bits as defined by

· Subband differential CQI = subband CQI index – wideband CQI index

· Possible subband differential CQI values are {-2, 0, +1, +2}
· The mapping from the 2-bit subband differential CQI to the offset level is shown in Table 7.2.1-2.

Table 7.2.1-2:  Mapping subband differential CQI value to offset levels

	Subband differential CQI value
	Offset levels

	‘00’
	0

	‘01’
	1

	‘10’
	2

	‘11’
	-2


· Supported subband size (k) used and number of subbands (M1) in the set of subands S contained in a report include those given in Table 7.2.1-2. In Table 7.2.1-2 the k values and M1 values are semi-statically configured by higher layers as a function of system bandwidth.

· The payload size P2 in bits for closed loop spatial multiplexing feedback modes (3-0, 3-1) is given by 

· Mode 3-0 or Mode 3-1 with RI=1: 
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· Mode 3-1 with RI>1: 
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· where T=2 if 4 antenna ports for common reference symbols are configured, for 2 antenna ports T=y, while for mode 3-0 then T=0
Editor’s note: RAN1 needs to agree on y.
· where C=1 for mode 3-1 and C=0 for mode 3-0

· where R=2 for up to 4-layer spatial multiplexing else R=1 for up to 2-layer spatial multiplexing and R=0 otherwise

Table 7.2.1-3: Subband Size and #Subband CQI in S vs. System Bandwidth

	System Bandwidth
	Subband Size
	#Subband CQI in S
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	(k)
	(M1)

	6 - 7
	(wideband CQI only)
	

	8 - 10
	4
	

	11 - 26
	4
	

	27 - 63
	6
	

	64 - 110
	8
	


· UE-selected subband feedback

· Mode 2-0 description:

· The UE shall select a set of M preferred subbands of size k (where k and M are given in Table 7.2.1-3 for each system bandwidth range) within the set of subbands S. 

· The UE shall also report one CQI value reflecting transmission only over the M selected subbands determined in the previous step. The CQI represents channel quality across all layers irrespective of computed or reported RI. 

· Additionally, the UE shall also report one wideband CQI value. 
· Mode 2-2 description:
· The UE shall perform joint selection of the set of M preferred subbands of size k within the set of subbands S and a preferred single precoding matrix selected from the codebook subset that is preferred to be used for transmission over the M selected subbands.

· The UE shall report one CQI value per codeword reflecting transmission only over the selected M preferred best subbands and using the same selected single precoding matrix in each of the M subbands.  

· The UE shall also report the selected single precoding matrix preferred for the M selected subbands.

· A single precoding matrix is selected from the codebook subset assuming transmission on set S subbands
· A UE shall report a wideband CQI value per codeword which is calculated assuming the use of the single precoding matrix in all subbands and transmission on set S subbands
· A UE shall also report the selected single precoding matrix indicator for all set S subbands.
· For all UE-selected subband feedback modes the UE shall report the positions of the M selected subbands using a combinatorial index r defined as

· 
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· where the set
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) contains the M sorted subband indices and 
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 is the extended binomial coefficient, resulting in unique label 
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· The CQI value for the M selected subbands for each codeword is encoded differentially using 2-bits relative to its respective wideband CQI as defined by

· Differential CQI = best-M average index – wideband CQI index

· Possible differential CQI values are {+1, +2, +3, +4}

· The mapping from the 2-bit differential CQI to the offset level is shown in Table 7.2.1-4.

Table 7.2.1-4:  Mapping  differential CQI value to offset levels

	Differential CQI value
	Offset levels

	‘00’
	1

	‘01’
	2

	‘10’
	3

	‘11’
	4


· Supported subband size k and M values include those shown in Table 7.2.1-3. In Table 7.2.1-3 the k and M values are a function of system bandwidth.

· The payload size (P3) in bits for closed loop spatial multiplexing feedback modes (2-0, 2-2) is given by 

· Mode 2-0 or Mode 2-2 with RI=1: 
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· Mode 2-2 with RI>1: 
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· where T=2 if 4 antenna ports for common reference symbols are configured, for 2 antenna ports T=y, while for mode 2-0 then T=0
Editor’s note: RAN1 needs to agree on y.
· where C=2 for mode 2-2 and C=0 for mode 2-0
· where 
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· where R=2 for up to 4-layer spatial multiplexing else R=1 for up to 2-layer spatial multiplexing and R=0 otherwise
Table 7.2.1-5: Subband Size (k) and M values vs. Downlink System Bandwidth

	System Bandwidth
	Subband Size k (RBs)
	M
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	6 – 7
	(wideband CQI only)
	(wideband CQI only)

	8 – 10
	2
	1

	11 – 26 
	2
	3

	27 – 63 
	3
	5

	64 – 110 
	4
	6
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