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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

This document is related to the technical report for physical layer aspect of the study item “Further advancements for E-UTRA” [1]. The purpose of this TR is to help TSG RAN WG1 to define and describe the potential physical layer evolution under consideration and compare the benefits of each evolution techniques, along with the complexity evaluation of each technique.
This activity involves the Radio Access work area of the 3GPP studies and has impacts both on the Mobile Equipment and Access Network of the 3GPP systems.
This document is intended to gather all information in order to compare the solutions and gains vs. complexity, and draw a conclusion on way forward.

This document is a ‘living’ document, i.e. it is permanently updated and presented to TSG-RAN meetings.
2
References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TD RP-080137: "Proposed SID on LTE-Advanced".

[2]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[3]
3GPP TR 36.913: “Requirements for Evolved UTRA (E-UTRA) and Evolved UTRAN (E-UTRAN)
3
Definitions, symbols and abbreviations

3.1
Definitions

Void
3.2
Symbols

Void
3.3
Abbreviations

For the purposes of the present document, the abbreviations defined in 3GPP TS 21.905 [2] and the following apply:
4
Introduction

At the 3GPP TSG RAN #39 meeting, the Study Item description on "Further Advancements for E-UTRA (LTE-Advanced)" was approved [1]. The study item covers technology components to be considered for the evolution of E-UTRA, e.g. to fulfil the requirements on IMT-Advanced. This technical report covers the physical-layer aspects of these technology components.
5
Support of wider bandwidth

Editor's note: This section will capture means to support wider bandwidth as part of the evolution of E-UTRA
Carrier aggregation, where two or more component carriers are aggregated, is considered for LTE-Advanced in order to support downlink transmission bandwidths larger than 20 MHz. 
A terminal may simultaneously receive one or multiple component carriers depending on its capabilities:

· An LTE-Advanced terminal with reception capability beyond 20 MHz can simultaneously receive transmissions on multiple component carriers.

· An LTE Rel-8 terminal can receive transmissions on a single component carrier only, provided that the structure of the component carrier follows the Rel-8 specifications.
6
Uplink transmission scheme
Editor's note: This section will capture the possible extensions to the E-UTRA uplink transmission scheme, such as extended uplink multi-antenna transmission and hybrid multiple-access schemes
6.1
Uplink spatial multiplexing

Uplink spatial multiplexing of up to four layers is considered for LTE-Advanced.
7
Downlink transmission scheme
Editor's note: This section will capture the possible extensions to the E-UTRA downlink transmission scheme, such as extended downlink multi-antenna transmission
7.1
Downlink spatial multiplexing
Downlink spatial multiplexing of up to eight layers is considered for LTE-Advanced.
8
Coordinated multiple point transmission and reception
Editor's note: This section will capture techniques such as enhanced interference coordination and cooperative MIMO
Coordinated multi-point transmission/reception is considered for LTE-Advanced as a tool to improve the coverage of high data rates, the cell-edge throughput and/or to increase system throughput.

8.1
Downlink coordinated multi-point transmission

Downlink coordinated multi-point transmission implies dynamic coordination among multiple geographically separated transmission points. Examples of coordinated transmission schemes include

· Coordinated scheduling and/or beamforming

· data to a single UE is instantaneously transmitted from one of the transmission points

· scheduling decisions are coordinated to control e.g. the interference generated in a set of coordinated cells.

· Joint processing/transmission

· data to a single UE is simultaneously transmitted from multiple transmission points, e.g. to (coherently or non-coherently) improve the received signal quality and/or cancel actively interference for other UEs

Downlink coordinated multi-point transmission should include the possibility of coordination between different cells. From a radio-interface perspective, there is no difference from the UE perspective if the cells belong to the same eNodeB or different eNodeBs. If inter-eNodeB coordination is supported, information needs to be signaled between eNodeBs.

Potential impact on the radio-interface specifications is foreseen in mainly three areas:

· Feedback and measurement mechanisms from the UE

· Reporting of dynamic channel conditions between the multiple transmission points and the UE

· For TDD, channel reciprocity may be exploited

· Reporting to facilitate the decision on the set of participating transmission points

· For TDD, channel reciprocity may be exploited

· Preprocessing schemes

· Joint processing prior to transmission of the signal over the multiple transmission points

· Downlink control signaling to support the transmission scheme

· Reference signal design

· Depending on the transmission scheme, specification of additional reference signals may be required.

8.2 Uplink coordinated multi-point reception

Coordinated multi-point reception implies reception of the transmitted signal at multiple, geographically separated points. Uplink coordinated multi-point reception is expected to have very limited, impact on the RAN1 specifications. Scheduling decisions can be coordinated among cells to control interference and may have some RAN1 specification impact. (Editors note: This can be refined as for the downlink section)

9
Relaying functionality
Editor's note: This section will capture techniques such as relaying, repeaters and self-backhauling
Relaying is considered for LTE-Advanced as a tool to improve e.g. the coverage of high data rates, group mobility, temporary network deployment, the cell-edge throughput and/or to provide coverage in new areas. 

The relay node is wirelessly connected to radio-access network via a donor cell. The connection can be

· inband, in which case the network-to-relay link share the same band with direct network-to-UE links within the donor cell. Rel-8 UEs should be able to connect to the donor cell in this case.

· outband, in which case the network-to-relay link does not operate in the same band as  direct network-to-UE links within the donor cell

With respect to the knowledge in the UE, relays can be classified into

· transparent, in which case the UE is not aware of whether or not it communicates with the network via the relay.

· non-transparent, in which case the UE is aware of whether or not it is communicating with the network via the relay.

Depending on the relaying strategy, a relay may

· be part of the donor cell

· control cells of its own

In the case the relay is part of the donor cell, the relay does not have a cell identity of its own (but may still have a relay ID). At least part of the RRM is controlled by the eNodeB to which the donor cell belongs, while parts of the RRM may be located in the relay. In this case, a relay should preferably support also LTE Rel-8 UEs. Smart repeaters, decode-and-forward relays and different types of L2 relays are examples of this type of relaying. 

In the case the relay is in control of cells of its own, the relay controls one or several cells and a unique physical-layer cell identity is provided in each of the cells controlled by the relay. The same RRM mechanisms are available and from a UE perspective there is no difference in accessing cells controlled by a relay and cells controlled by a “normal” eNodeB. The cells controlled by the relay should support also LTE Rel-8 UEs. Self-backhauling (L3 relay) uses this type of relaying.

10 Further enhanced MBMS

11 Mobility enhancement

12 Evaluation of techniques for Advanced E-UTRA
Annex A: Simulation model

Editor's note: This annex will capture the evaluation model such as case in 25.814, micro cell, indoor and rural/high-speed for performance evaluation in RAN WG1.
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