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Summary of Simulation Results
The summary of simulation results is shown in the following table. The simulation assumptions are given in documents R1-095060 and R1-095114.
Rx Ec/N0 is measured per antenna. TX referenced Ec is measured over all antennas. It should be noted that the results provided by Huawei were obtained with non-ideal channel estimation.
	
	
	Magnolia Broadband
	Ericsson,
ST-Ericsson
	Icera
	Huawei
	NSN, Nokia
	Qualcomm
	InterDigital

	 
	reference
	-12,80
	-13,13
	-12,40
	-12,86
	 
	 -13,30
	-13,30

	AWGN, RX Ec/N0, dB
	genie AS
	-12,80
	-13,13
	
	
	
	
	-13,30

	 
	genie BF
	-12,80
	-13,13
	-12,40
	
	
	
	-13,30

	 
	reference
	-12,80
	-13,13
	-12,40
	-12,86
	 
	-13,30
	-13,30

	AWGN, TX referenced Ec/N0, dB
	genie AS
	-12,80
	-13,13
	
	
	
	-12,64
	-13,30

	 
	genie BF
	-15,80
	-16,13
	 -15,40
	 
	 
	-15,60
	-16,30

	 
	reference
	-7,10
	-6,60
	-7,10
	-7,60
	-7,20
	-6,89
	-6,80

	PA3, RX Ec/N0, dB
	genie AS
	-8,70
	-7,86
	
	
	-9,00
	
	-8,40

	 
	genie BF
	-8,90
	-7,94
	 -9,50
	 
	-9,00
	 
	-8,80

	 
	reference
	-6,80
	-6,60
	-6,90
	-7,60
	-7,20
	-6,65
	-6,70

	PA3, TX referenced Ec/N0, dB
	genie AS
	-9,70
	-8,99
	
	
	-10,40
	-9,11
	-9,80

	 
	genie BF
	-11,10
	-9,82
	 -11,40
	 
	-11,00
	-10,12
	-10,80

	 
	reference
	-10,80
	-10,79
	-11,00
	-10,00
	-10,80
	-10,98
	-10,90

	VA30, RX Ec/N0, dB
	genie AS
	-10,90
	-10,85
	
	
	-10,70
	
	-11,00

	 
	genie BF
	-11,30
	-11,36
	 -11,10
	 
	-11,50
	 
	-11,50

	 
	reference
	-10,80
	-10,79
	-10,80
	-10,00
	-10,80
	-10,98
	-10,90

	VA30, TX referenced Ec/N0, dB
	genie AS
	-11,00
	-10,95
	
	
	-10,90
	-10,55
	-11,20

	 
	genie BF
	-13,00
	-12,74
	 -11,90
	 
	-12,80
	-11,99
	-12,90
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