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1 Introduction
It was agreed in the RAN1#58 meeting to support a “Single Antenna Port Mode” in LTE-Advanced as the default uplink operation mode [1]. This is in addition to any transmission mode that is needed to support SU or MU-MIMO in the UL.
Conclusion:

· UL Single Antenna Port Mode is defined for the UEs with multiple transmit antennas.

· In this mode, the UE behavior is same as the UE behavior with single antenna from eNB’s perspective

· Exact UE implementation is left to UE vendors (e.g., PA architecture)

· PUCCH, and/or PUSCH, and/or SRS transmission can be independently configured for single uplink antenna port transmission

· Detail scenarios and operation FFS 

· UL Single Antenna Port Mode is the default operation mode before eNodeB is aware of the UE transmit antenna configuration

In this contribution, we discuss the number of PUSCH transmission modes that are needed for the LTE-Advanced UL, in light of these above agreements.  We also consider a preliminary design of the UL MIMO DCI format, and discuss the necessary changes to the MIMO DCI format, compared to the Rel-8 UL format 0.  Mode switching between single-antenna mode and other modes are also discussed for PUSCH transmissions. 

2 PUSCH Transmission Modes for LTE-Advanced

From the present discussions and agreements in RAN1, up to three transmission modes can be potentially defined in Rel-10 and RRC signalling, as in Rel-8, can be used to configure an UL MIMO mode. 
· UL Mode 1 – DCI Format 0 and DCI Format 0A: This is the single antenna port mode for contiguous and non-contiguous BW allocation where the UE monitors respectively DCI Format 0 or DCI Format 0A. The size of DCI Format 0A can be the same as the size of DCI Format 0 [2].  
· UL Mode 2 – DCI Formats 0/0A and DCI Format 0B: This is the general UL SU/MU MIMO mode that can support to up to 2 CWs in one sub-frame. The fall-back mode is supported by DCI Formats 0/0A.
· UL Mode 3 – DCI Formats 0/0A and DCI Format 0C: This is the UL MIMO mode that supports only 1 CW in one sub-frame, similar to the rank-1 precoding mode in the Rel-8 DL. The fall-back mode is supported by DCI Formats 0/0A..
Among the 3 potential PUSCH modes discussed above, modes 1 and 2 should form the baseline set to ensure proper operation of Rel-10 and the additional support of mode 3 can be FFS. UL mode 1 can also support rank-1 multi-antenna transmission with the UE autonomously performing “virtualization” of all physical antennas into a single antenna port. Meanwhile, UL Mode 2 (and DCI format 0B) can always be used for rank-1 transmission with a slightly higher overhead compared to UL Mode 3. Therefore, some further discussion on the trade-off between the specifications complexity from supporting another mode and the benefit of lower-overhead rank-1 beam-forming for UEs in low geometries. The first 2 UL transmission modes are assumed throughout the rest of this contribution.
Similar to Rel-8 DL, a fall-back transmission scheme is needed for each Rel-10 UL transmission mode. As discussed in a companion contribution [2], the non-contiguous RA for DCI Format 0A can be so that the size of DCI Format 0 is the same as the size of DCI Format 0A. Therefore, the fallback mode can be supported with both BW-contiguous and BW-non-contiguous transmission schemes.

We summarize the above discussion on PUSCH transmission modes in the table below, using C-RNTI as an example. Note that in this table we assume that DCI Dormats 0 and 0A have the same size.
Table 1: PDCCH and PUSCH configured by C-RNTI assuming same size for DCI formats 0 and 0A.
	UL Transmission mode
	DCI format
	Search Space
	Transmission scheme of PUSCH corresponding to PDCCH

	UL Mode 1
	DCI format 0
	Common and

UE specific by C-RNTI
	Single-antenna port, contiguous BW allocation.

	
	DCI format 0A
	UE specific by C-RNTI
	Single-antenna port, non-contiguous BW allocation.

	UL Mode 2
	DCI format 0/0A
	Common and

UE specific by C-RNTI
	Single-antenna port, contiguous or non-contiguous BW allocation.

	
	DCI format 0B
	UE specific by C-RNTI
	Multi –antenna port precoding 


3 DCI Formats for the UL Transmission Modes
The discussion in this contribution focuses on DCI Format 0B; DCI Format 0A is discussed in [2]. Note that since many areas such as layer shifting and non-contiguous RA are still open, it is not possible to finalize the DCI format 0B at this stage. Instead, a few necessary changes that may need to be considered in the design of format 0B will be discussed. Table 2 considers an example for extending the Rel-8 DCI Format 0 to DCI Format 0B.   
Further discussion is provided for some information fields to indicate how the outcome of several currently active discussions in RAN1 can change the size of the IEs in DCI Format 0B.

· RA IE - Table 2 assumes contiguous RBs but this can change depending on the discussion.

· MCS IE - For 2CWs, the baseline size is 10 bits. However, if layer shifting is adopted, maybe a 5-bit MCS + a 2-3 bit delta MCS is sufficient. 

· NDI IE - If LS and HARQ bundling is adopted, this IE is reduced from 2 bits to 1 bit.

· CSI IE - Depending on the discussion on UL DMRS, this IE may be augmented by 1 bit to accommodate an OCC indicator. However, our preference is to not increase the bits of the CSI IE and to use the 3 bits to jointly indicate OCC and CS.

·  FH indicator IE - We do not see the need to keep the FH functionality in the case of MIMO operation. 

· Swap Flag IE - Similar to the Rel-9 DL, due to precoded DMS, the need for swap flag is not clear.

· SRS Activation IE [3]: A new IE is included to indicate activation of SRS transmissions from multiple antennas.

Table 2: DCI Formats IEs for PUSCH Transmission with SIMO and SU-MIMO.

	Information Field
	Rel-8 Format 0 
	Rel-10 Format 0B for UL MIMO 
	Comment

	RA
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	MCS or TBS
	5
	10 or less
	MCS Levels

	NDI
	1
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	New Data Indicator

	TPC
	2
	2
	Power control command

	CSI
	3
	3
	DM-RS CS

	FH Indicator
	1
	0 or 1
	FH (Yes/No)

	CQI Request
	1
	1
	CQI report (Yes/No)

	PMI
	0
	3 or 6
	2 Tx or 4 Tx

	Swap Flag
	0
	0 or 1
	TB to CW Swap Flag

	SRS Activation
	0
	1
	SRS Activation

	CRC (C-RNTI)
	16
	16
	C-RNTI masked in the CRC


4 Conclusion
This contribution discussed the UL transmission modes for Rel-10 and proposes a baseline of 2 transmission modes: single antenna port mode with DCI Format 0 and DCI Format 0A, and MIMO mode with DCI Format 0B. Assuming the same size for DCI Format 0 and DCI Format 0A (non-contiguous single port transmission), the fallback transmission scheme can be supported either with BW-contiguous or with BW-non-contiguous transmission. In addition, potential changes in DCI Format 0B to support UL MIMO transmission in Rel-10 were discussed. 
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