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5.1.1
Physical uplink shared channel

5.1.1.1
UE behaviour

The setting of the UE Transmit power
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 for the physical uplink shared channel (PUSCH) transmission in subframe i is defined by
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where,

· 
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is the configured UE transmitted power defined in [6]
· 
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is the bandwidth of the PUSCH resource assignment expressed in number of resource blocks valid for subframe i.

· 
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is a parameter composed of the sum of a cell specific nominal component 
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 provided from higher layers for j=0 and 1 and a UE specific component 
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 provided by higher layers for j=0 and 1. For PUSCH (re)transmissions corresponding to a semi-persistent grant then j=0 , for PUSCH (re)transmissions corresponding to a dynamic scheduled grant then j=1 and for PUSCH (re)transmissions corresponding to the random access response grant then j=2. 
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, where the parameter preambleInitialReceivedTargetPower [8] (
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 are signalled from higher layers.

· For j =0 or 1, 
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 is a 3-bit cell specific parameter provided by higher layers. For j=2, 
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· PL is the downlink pathloss estimate calculated in the UE in dB and PL = referenceSignalPower – higher layer filtered RSRP, where referenceSignalPower is provided by higher layers and RSRP is defined in [5] and the higher layer filter configuration is defined in [11]
· 
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 is given by the UE specific parameter deltaMCS-Enabled provided by higher layers
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for control data sent via PUSCH without UL-SCH data and 
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·  where 
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 is the number of code blocks, 
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 is the size for code block 
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 is the number of CQI bits including CRC bits  and 
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 is the number of resource elements determined as
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 for control data sent via PUSCH without UL-SCH data and 
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 for other cases.
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