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5 UTRA

5.1 Maintenance of UTRA Release 99 – Release 10

Only essential corrections. 

5.1.1 FDD
R1-106451
25.214 CR0628R1 (Rel-7, F) Clarification of E-DPCCH gain factor quantization in compressed mode
Nokia, Nokia Siemens Networks, Infineon Technologies

R1-106452
25.214 CR0629R1 (Rel-8, A) Clarification of E-DPCCH gain factor quantization in compressed mode
Nokia, Nokia Siemens Networks, Infineon Technologies

R1-106453
25.214 CR0630R1 (Rel-9, A) Clarification of E-DPCCH gain factor quantization in compressed mode
Nokia, Nokia Siemens Networks, Infineon Technologies

R1-106454
25.214 CR0631R1 (Rel-10, A) Clarification of E-DPCCH gain factor quantization in compressed mode
Nokia, Nokia Siemens Networks, Infineon Technologies
Discuss offline till Friday. Updated revisions (R2) can be provided in 6416-6419 if needed.
R1-106248
On the applicability of the IE Number of PCCH transmissions in CELL_PCH
Ericsson, ST-Ericsson

R1-106333
On the applicability of Number of PCCH Transmissions in Enhanced CELL_FACH
Qualcomm Incorporated

Option 1 in 6248 is agreed. Provide a 25.214 CR in 6420-6423 (Ericsson). A stage-2 CR in RAN2 may also be needed.
R1-106260
25.214 CR0634 (Rel-7, F) Clarification of discontinuous uplink DPCCH transmission and compressed mode
Huawei, HiSilicon

R1-106261
25.214 CR0635 (Rel-8, A) Clarification of discontinuous uplink DPCCH transmission and compressed mode
Huawei, HiSilicon

R1-106262
25.214 CR0636 (Rel-9, A) Clarification of discontinuous uplink DPCCH transmission and compressed mode
Huawei, HiSilicon

R1-106263
25.214 CR0637 (Rel-10, A) Clarification of discontinuous uplink DPCCH transmission and compressed mode
Huawei, HiSilicon

Discuss offline till Friday. Updated revisions (R1) can be provided in 6424-6427 (Huawei) if needed.

R1-106297
25214 CR0638 (Rel-7, F) Correction to the single stream CQI reporting in MIMO mode
Nokia Siemens Networks, Nokia

R1-106298
25214 CR0639 (Rel-8, A) Correction to the single stream CQI reporting in MIMO mode
Nokia Siemens Networks, Nokia

R1-106299
25214 CR0640 (Rel-9, A) Correction to the single stream CQI reporting in MIMO mode
Nokia Siemens Networks, Nokia

R1-106300
25214 CR0641 (Rel-10, A) Correction to the single stream CQI reporting in MIMO mode
Nokia Siemens Networks, Nokia

Discuss offline till Friday. Provide revisions (R1) in 6428-6431 (NSN).

R1-106301
25214 CR0642 (Rel-7, F) Correction to the CQI reporting when MAC-ehs is configured
Nokia, Nokia Siemens Networks

R1-106302
25214 CR0643 (Rel-8, A) Correction to the CQI reporting when MAC-ehs is configured
Nokia, Nokia Siemens Networks

R1-106303
25214 CR0644 (Rel-9, A) Correction to the CQI reporting when MAC-ehs is configured
Nokia, Nokia Siemens Networks

R1-106304
25214 CR0645 (Rel-10, A) Correction to the CQI reporting when MAC-ehs is configured
Nokia, Nokia Siemens Networks

RAN1 agrees that the CR is technically correct but does not see the need for the CR.
Provide a draft LS to RAN5 in 6432 (Nokia).
R1-106257
On synchronization issue for DC-HSUPA
Huawei, HiSilicon

R1-106258
25.214 CR0632 (Rel-9, F) Correction to CPC procedure for DC-HSUPA
Huawei, HiSilicon

R1-106259
25.214 CR0633 (Rel-10, A) Correction to CPC procedure for DC-HSUPA
Huawei, HiSilicon

Discuss offline till Friday. Updated revisions (R1) can be provided in 6433-6434 (Huawei) if needed.
R1-106249
25.212 CR0290R2 (Rel-10, F) Clarification of 4C-HSDPA
Ericsson, ST-Ericsson, Qualcomm Incorporated
Provide a cleaned-up revision (R3) in 6435 (Ericsson) with corrected headings in tables 15B and 15C.2.

Provide a corresponding Rel-9 DC-HSDPA-MIMO Cat-F CRxxxx in 6436 (Ericsson).

R1-106305
25.214 CR0646 (Rel-10, F) 4C-HSDPA summary of CQI reporting configurations
Nokia Siemens Networks, Nokia
Provide a 25.212 CRxxxx (instead of the 25.214 CR in 6305) in 6437 (NSN).
R1-105979
HS-DPCCH Transmission in Enhanced Cell_FACH
Alcatel-Lucent, Alcatel-Lucent Shanghai Bell

5.1.2 TDD
R1-106240
25.224 CR0260R2 (Rel-8, F) Correction of MC-HSDPA DRX for 1.28Mcps TDD
TD Tech

R1-106241
25.224 CR0261R2 (Rel-9, A) Correction of MC-HSDPA DRX for 1.28Mcps TDD
TD Tech

Withdrawn

R1-106242
25.224 CR0263R1 (Rel-9, A) Clarification for special burst power calculation for 1.28Mcps TDD
TD Tech

R1-106457
25.224 CR0263R2 (Rel-9, F) Clarification for special burst power calculation for 1.28Mcps TDD
TD Tech

5.2 LCR TDD MC-HSUPA

R1-106243
25.221 CR0211R2 (Rel-10, B) Introduction of MC-HSUPA for 1.28Mcps TDD
TD Tech, CATT, ZTE, New Postcom

R1-106244
25.223 CR0062R2(Rel-10, B) Introduction of MC-HSUPA for 1.28Mcps TDD
TD Tech, CATT, ZTE, New Postcom

R1-106272
25.224 CR0257R3(Rel-10, B)  Introduction of MC-HSUPA for LCR TDD
CATT

R1-106245
25.225 CR099R2 (Rel-10, B) Introduction of MC-HSUPA for 1.28Mcps TDD
TD Tech, CATT, ZTE, New Postcom

5.3 MU-MIMO for 1.28Mcps TDD
R1-106273
25.221 CR0212R1(Rel-10, B)  Introduction of MU-MIMO for 1.28Mcps TDD
CATT

R1-106269
25.222 CR draft (Rel-10 B) Introduction of MU-MIMO for 1.28Mcps TDD
ZTE

Agreed in principle. Provide an updated CR0208 in 6414 (ZTE) with the correct spec revision number on the CR cover sheet.

R1-106274
25.223 CR0063R1(Rel-10, B)  Introduction of MU-MIMO for 1.28Mcps TDD
CATT
R1-106246
25.224 CR0259R1(Rel-10, B) Introduction of MU-MIMO for 1.28Mcps TDD
TD Tech,, New Postcom

5.4 Study on Improvements for Distributed Antennas for 1.28Mcps TDD

R1-106265
Summary from email discussion on Improvements of distributed antenna for 1.28Mcps TDD
ZTE
R1-106267
Skeleton of TR for Improvements of distributed antenna for 1.28Mcps TDD
ZTE

R1-106247
Antenna gain information in distributed antenna system for 1.28Mcps TDD
TD Tech, New Postcom
R1-106266
Discussion on Improvements of distributed antenna for 1.28Mcps TDD
ZTE

R1-106268
TP for Introduction of Improvements of distributed antenna for 1.28Mcps TDD
ZTE
Initiate an email discussion until Nov 26 on the remaining open issues (ZTE). Provide an updated TP in 6415 (ZTE).
