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	In RAN1 64 and the email discussion, the following was agreed:
For simultanesou transmission of CQI and SRS:

- For periodic SRS, considered a "misconfiguration", hence SRS is dropped (Rel-8 rule) and transmit CQI according to configuration #8 (CQI only). 

- For aperiodic SRS, drop periodic CQI and transmit aperiodic SRS according to configuration #1 (SRS only).
But the current specification did not capture this agreement.
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8.2
UE sounding procedure

A UE shall transmit Sounding Reference Symbol (SRS) on per serving cell SRS resources based on two trigger types: 

- trigger type 0: higher layer signalling 

- trigger type 1: DCI formats 0/4/1A for FDD and TDD and DCI formats 2B/2C for TDD. 

In case both trigger type 0 and trigger type 1 SRS transmissions would occur in the same subframe, the UE shall only transmit the trigger type 1 SRS transmission.
A UE shall not transmit SRS whenever SRS and PUSCH transmissions happen to coincide in the same symbol.

For TDD, when one SC-FDMA symbol exists in UpPTS of a given serving cell, it can be used for SRS transmission. When two SC-FDMA symbols exist in UpPTS of a given serving cell, both can be used for SRS transmission and both can be assigned to the same UE.


A UE shall not transmit type 0 triggered SRS whenever type 0 triggered SRS and PUCCH format 2/2a/2b  transmissions happen to coincide in the same subframe. 
A UE shall not transmit type1 triggered SRS whenever type1 triggered SRS and PUCCH format 2a/2b or format 2 with HARQ-ACK transmissions happen to coincide in the same subframe. 
A UE shall transmit type1 triggered SRS whenever type1 triggered SRS and PUCCH format 2 without HARQ-ACK transmissions happen to coincide in the same subframe. 
A UE shall not transmit SRS whenever SRS transmission and PUCCH transmission carrying HARQ-ACKand/or positive SR happen to coincide in the same subframe if the parameter ackNackSRS-SimultaneousTransmission  is FALSE. A UE shall transmit SRS whenever SRS transmission and PUCCH transmission carrying HARQ-ACKand/or positive SR happen to coincide in the same subframe if the parameter ackNackSRS-SimultaneousTransmission  is TRUE.

In UpPTS, whenever SRS transmission instance overlaps with the PRACH region for preamble format 4 or exceeds the range of uplink system bandwidth configured in the serving cell, the UE shall not transmit SRS.
The parameter ackNackSRS-SimultaneousTransmission provided by higher layers determines if a UE is configured to support the transmission of HARQ-ACK on PUCCH and SRS in one subframe. If it is configured to support the transmission of HARQ-ACK on PUCCH and SRS in one subframe, then in the cell specific SRS subframes UE shall transmit HARQ-ACK and SR using the shortened PUCCH format as defined in Section 5.4.1 of [3], where the HARQ-ACK or the SR symbol corresponding to the SRS location is punctured. This shortened PUCCH format shall be used in a cell specific SRS subframe even if the UE does not transmit SRS in that subframe. The cell specific SRS subframes are defined in Section 5.5.3.3 of [3]. Otherwise, the UE shall use the normal PUCCH format 1/1a/1b as defined in Section 5.4.1 of [3] for the transmission of HARQ-ACK and SR.
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