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7.1.6.4
PDSCH starting position

The starting OFDM symbol for the PDSCH of each activated serving cell given by index 

[image: image2.wmf]DataStart
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 in the first slot in a subframe is given by
· the higher-layer parameter pdsch-Start for the serving cell on which PDSCH is received if the UE is configured with carrier indicator field for the given serving cell and if PDSCH and the corresponding PDCCH are received on different serving cells, 

· the span of the DCI given by the CFI of the serving cell according to Section 5.3.4 of [4] otherwise. 

--- <unchanged part is omitted>---

7.2
UE procedure for reporting Channel State Information (CSI)
--- <unchanged part is omitted>---

A UE is configured with resource-restricted CSI measurements if the subframe sets 
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 and 
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 are configured by higher layers.
--- <unchanged part is omitted>---

7.2.2
Periodic CSI Reporting using PUCCH

--- <unchanged part is omitted>---

In case of collision of a CSI report with PUCCH reporting type 3, 5, or 6 of one serving cell with a CSI report with PUCCH reporting type 1, 1a, 2, 2a, 2b, 2c, or 4 of the same serving cell the latter CSI report with PUCCH reporting type (1, 1a, 2, 2a, 2b, 2c, or 4) has lower priority and is dropped. 
If the UE is configured with more than one serving cell, the UE transmits a CSI report of only one serving cell in any given subframe. For a given subframe, in case of collision of a CSI report with PUCCH reporting type 3, 5, 6, or 2a of one serving cell with a CSI report with PUCCH reporting type 1, 1a, 2, 2b, 2c, or 4 of another serving cell the latter CSI with PUCCH reporting type (1, 1a, 2, 2b, 2c, or 4) has lower priority and is dropped.  For a given subframe, in case of collision of CSI report with PUCCH reporting type 2, 2b, 2c, or 4 of one serving cell with CSI report with PUCCH reporting type 1 or 1a of another serving cell the latter CSI report with PUCCH reporting type 1, or 1a has lower priority and is dropped.

For a given subframe, in case of collision between CSI reports of different serving cells with PUCCH reporting type of the same priority the CSI of the serving cell with lowest ServCellIndex is reported, and CSI of all other serving cells are dropped.

See section 10.1 regarding UE behaviour for collision between CSI and HARQ-ACK and the corresponding PUCCH format assignment.

The CSI report of a given PUCCH reporting type shall be transmitted on the PUCCH resource 
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 as defined in [3], where 
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 is UE specific and configured by higher layers for each serving cell.

In case of collision between CSI and positive SR in a same subframe, CSI is dropped.
--- <unchanged part is omitted>---

For the calculation of CQI/PMI conditioned on the last reported RI, in the absence of a last reported RI the UE shall conduct the CQI/PMI calculation conditioned on the lowest possible RI as given by the bitmap parameter codebookSubsetRestriction . If reporting for more than one CSI subframe set is configured, CQI/PMI is conditioned on the last reported RI linked to the same subframe set as the CQI/PMI report.
--- <unchanged part is omitted>---

If parameter ttiBundling provided by higher layers is set to TRUE and if an UL-SCH in subframe bundling operation collides with a periodic CSI reporting instance, then the UE shall drop the periodic CSI report of a given PUCCH reporting type in that subframe and shall not multiplex the periodic CSI report payload in the PUSCH transmission in that subframe.

Table 7.2.2-3: PUCCH Report Type Payload size per PUCCH Reporting Mode and Mode State
	PUCCH 
Report

Type


	Reported
	Mode State 
	PUCCH Reporting Modes

	
	
	
	Mode 1-1
	Mode 2-1
	Mode 1-0
	Mode 2-0

	
	
	
	(bits/BP)
	(bits/BP)
	(bits/BP)
	(bits/BP)

	1
	Sub-band

CQI
	RI = 1
	NA
	4+L
	NA
	4+L

	
	
	RI > 1
	NA
	7+L
	NA
	4+L

	1a
	Sub-band CQI / second PMI
	8 antenna ports RI = 1
	NA
	8+L
	NA
	NA

	
	
	8 antenna ports 1 < RI < 5
	NA
	9+L
	NA
	NA

	
	
	8 antenna ports RI > 4
	NA
	7+L
	NA
	NA

	2
	Wideband CQI/PMI
	2 antenna ports RI = 1
	6
	6
	NA
	NA

	
	
	4 antenna ports RI = 1
	8
	8
	NA
	NA

	
	
	2 antenna ports RI > 1
	8
	8
	NA
	NA

	
	
	4 antenna ports RI > 1
	11
	11
	NA
	NA

	2a
	Wideband first PMI
	8 antenna ports RI < 3
	NA
	4
	NA
	NA

	
	
	8 antenna ports 2 < RI < 8
	NA
	2
	NA
	NA

	
	
	8 antenna ports RI = 8
	NA
	0
	NA
	NA

	2b
	Wideband CQI / second PMI
	8 antenna ports RI = 1
	8
	8
	NA
	NA

	
	
	8 antenna ports 1 < RI < 4
	11
	11
	NA
	NA

	
	
	8 antenna ports RI = 4
	10
	10
	NA
	NA

	
	
	8 antenna ports RI > 4
	7
	7
	NA
	NA

	2c
	Wideband CQI / first PMI / second PMI
	8 antenna ports RI = 1
	8
	-
	NA
	NA

	
	
	8 antenna ports 1 < RI ( 4
	11
	-
	NA
	NA

	
	
	8 antenna ports 4 < RI ( 7
	9
	-
	NA
	NA

	
	
	8 antenna ports RI = 8
	7
	-
	NA
	NA

	3
	RI
	2-layer spatial multiplexing
	1
	1
	1
	1

	
	
	4-layer spatial multiplexing
	2
	2
	2
	2

	
	
	8-layer spatial multiplexing
	3
	3
	NA
	NA

	4
	Wideband CQI
	RI = 1 or RI>1
	NA
	NA
	4
	4

	5
	RI/ first PMI
	8 antenna ports, 2-layer spatial multiplexing
	4
	NA
	NA
	NA

	
	
	8 antenna ports, 4 and 8-layer spatial multiplexing
	5
	
	
	

	6


	RI/PTI
	8 antenna ports, 2-layer spatial multiplexing
	NA
	2
	NA
	NA

	
	
	8 antenna ports, 4-layer spatial multiplexing
	NA
	3
	NA
	NA

	
	
	8 antenna ports, 8-layer spatial multiplexing
	NA
	4
	NA
	NA


7.2.3
Channel quality indicator (CQI) definition

The CQI indices and their interpretations are given in Table 7.2.3-1.

Based on an unrestricted observation interval in time and frequency, the UE shall derive for each CQI value reported in uplink subframe n the highest CQI index between 1 and 15 in Table 7.2.3-1 which satisfies the following condition, or CQI index 0 if CQI index 1 does not satisfy the condition:

· A single PDSCH transport block with a combination of modulation scheme and transport block size corresponding to the CQI index, and occupying a group of downlink physical resource blocks termed the CSI reference resource, could be received with a transport block error probability not exceeding 0.1. 

If CSI subframe sets 
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 and 
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 are configured by higher layers, each CSI reference resource belongs to either 
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 or 
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 but not to both. When CSI subframe sets 
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 are configured by higher layers a UE is not expected to receive a trigger for which the CSI reference resource is in subframe that does not belong to either subframe set.
For transmission mode 9 configured PMI/RI and feedback reporting modes the UE shall derive the channel measurements for computing the CQI value reported in uplink subframe n based on only the Channel-State Information (CSI) reference signals defined in [3]. For transmission mode 9 when PMI/RI reporting is disabled and other transmission modes and their respective reporting modes the UE shall derive the channel measurements for computing CQI based on CRS.

A combination of modulation scheme and transport block size corresponds to a CQI index if:

· the combination could be signalled for transmission on the PDSCH in the CSI reference resource according to the relevant Transport Block Size table, and 

· the modulation scheme is indicated by the CQI index, and 

· the combination of transport block size and modulation scheme when applied to the reference resource results in the effective channel code rate which is the closest possible to the code rate indicated by the CQI index. If more than one combination of transport block size and modulation scheme results in an effective channel code rate equally close to the code rate indicated by the CQI index, only the combination with the smallest of such transport block sizes is relevant.

The CSI reference resource is defined as follows:

· In the frequency domain, the CSI reference resource is defined by the group of downlink physical resource blocks corresponding to the band to which the derived CQI value relates.

· In the time domain, the CSI reference resource is defined by a single downlink subframe n-nCQI_ref,
· where for periodic CSI reporting nCQI_ref  is the smallest value greater than or equal to 4, such that it corresponds to a valid downlink subframe;
· where for aperiodic CSI reporting nCQI_ref  is such that the reference resource is in the same valid downlink subframe as the corresponding CSI request in an uplink DCI format.

· where for aperiodic CSI reporting nCQI_ref  is equal to 4 and downlink subframe n-nCQI_ref corresponds to a valid downlink subframe, where downlink subframe n-nCQI_ref is received after the subframe with the corresponding CSI request in a Random Access Response Grant.

A downlink subframe shall be considered to be valid if:
· it is configured as a downlink subframe for that UE, and
· except for transmission mode 9, it is not an MBSFN subframe, and

· it does not contain a DwPTS field in case the length of DwPTS is 
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 and less, and
· it does not fall within a configured measurement gap for that UE, and
· for periodic CSI reporting, it is an element of the CSI subframe set linked to the periodic CSI report when that UE is configured with CSI subframe sets.
If there is no valid downlink subframe for the CSI reference resource, CSI reporting is omitted in uplink subframe n.
· In the layer domain, the CSI reference resource is defined by any RI and PMI on which the CQI is conditioned.
--- <unchanged part is omitted>---

10.1.3  TDD HARQ-ACK feedback procedures
For TDD and one configured serving cell, two HARQ-ACK feedback modes are supported by higher layer configuration.

· HARQ-ACK bundling and 

· HARQ-ACK multiplexing 

For TDD UL-DL configuration 5 and one configured serving cell, only HARQ-ACK bundling is supported.
TDD HARQ-ACK bundling is performed per codeword across 
[image: image14.wmf]M

 multiple DL subframes associated with a single UL subframe n, where 
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 is the number of elements in the set 
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 defined in Table 10.1.3.1-1, by a logical AND operation of all the individual PDSCH transmission (with and without corresponding PDCCH) HARQ-ACKs and ACK in response to PDCCH indicating downlink SPS release. For one configured serving cell the bundled 1 or 2 HARQ-ACK bits are transmitted using PUCCH format 1a or PUCCH format 1b, respectively.

For TDD HARQ-ACK multiplexing and a subframe n with 
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>

M

, where 
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 is the number of elements in the set 
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 defined in Table 10.1.3.1-1, spatial HARQ-ACK bundling across multiple codewords within a DL subframe is performed by a logical AND operation of all the corresponding individual HARQ-ACKs. PUCCH format 1b with channel selection is used in case of one configured serving cell. For TDD HARQ-ACK multiplexing and a subframe n with 
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, spatial HARQ-ACK bundling across multiple codewords within a DL subframe is not performed, 1 or 2 HARQ-ACK bits are transmitted using PUCCH format 1a or PUCCH format 1b, respectively for one configured serving cell. 

In the case of TDD and more than one configured serving cell with PUCCH format 1b with channel selection and more than 4 HARQ-ACK bits for 
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 multiple DL subframes associated with a single UL subframe n, where 
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 is the number of elements in the set 
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 defined in Table 10.1.3.1-1 and for the configured serving cells, spatial HARQ-ACK bundling across multiple codewords within a DL subframe for all configured cells is performed and the bundled HARQ-ACK bits for each configured serving cell is transmitted using PUCCH format 1b with channel selection. For TDD and more than one configured serving cell with PUCCH format 1b with channel selection and up to 4 HARQ-ACK bits for
[image: image24.wmf]M

 multiple DL subframes associated with a single UL subframe n, where 
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 is the number of elements in the set 
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 defined in Table 10.1.3.1-1 and for the configured serving cells, HARQ-ACK bundling is not performed and the HARQ-ACK bits are transmitted using PUCCH format 1b with channel selection.
In the case of TDD and more than one configured serving cell with PUCCH format 3 and more than 20 HARQ-ACK bits for 
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 multiple DL subframes associated with a single UL subframe n, where 
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 is the number of elements in the set 
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 defined in Table 10.1.3.1-1 and for the configured serving cells, spatial HARQ-ACK bundling across multiple codewords within a DL subframe is performed for each serving cell by a logical AND operation of all of the corresponding individual HARQ-ACKs and PUCCH format 3 is used. For TDD and more than one configured serving cell with PUCCH format 3 and up to 20 HARQ-ACK bits for 
[image: image30.wmf]M

 multiple DL subframes associated with a single UL subframe n, where 
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 is the number of elements in the set 
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 defined in Table 10.1.3.1-1 and for the configured serving cells, spatial HARQ-ACK bundling is not performed and the HARQ-ACK bits are transmitted using PUCCH format 3.
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