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1
Introduction

In  R1-112671 [1],  we outlined scenarios where the Synchronization Procedure A need not be perforned and certain scenarios where Synchronization Procedure A needs to be performed while transitioning from CELL_FACH to CELL_DCH. In this document, we add a couple of more cases where Synchronization Procedure A needs to be performed while transitioning from CELL_FACH to CELL_DCH.
2
Scenarios where Synchronization A procedure is needed. 
In [1], we identified the following scenarios where Synchronization Procedure A needs to be executed.

1. If the UE has released its uplink resource (either explicit release through E-AGCH or an implicit release by signalling SI=0) the UE will follow synchronisation procedure A. 
2. If  the RBR/PCR activation time is reached during an out of sync condition for transition from CELL_FACH to CELL_DCH
In addition to the scenarios presented in [1], we would like to add the following cases where Synchronization Procedure A is needed.

1. When a layer 3 RRC message from the RNC indicates a Inter Frequency or an Intra Frequency redirection to another cell in another NodeB or another cell in the same NodeB when transitioning from CELL_FACH to CELL_DCH. 

 Proposal 1: Synchronization Procedure A is executed when a layer 3 RRC message from the RNC indicates a Inter Frequency or an Intra Frequency redirection to another cell in another nodeB or another cell in the same nodeB when transitioning from CELL_FACH to CELL_DCH. 

3. Conclusion

Proposal 1: Synchronization Procedure A is executed when a layer 3 RRC message from the RNC indicates a Inter Frequency or an Intra Frequency redirection to another cell in another nodeB or another cell in the same nodeB when transitioning from CELL_FACH to CELL_DCH. 
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