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1 Introduction 
In RAN1#68, it was agreed that 3rd and 4th common pilots will be introduced for CSI estimation. In RAN1#68bis, the following pilot options were identified for consideration for demodulation until RAN1#69:

1)
Common pilots only

2)
Common pilots + CDM based dedicated pilots

3)
Common pilots + scheduled common pilots

The issues to be considered are:

-
Performance/overhead trade-off

-
Legacy UE impact

-
Future compatibility. 

2 Discussion on pilots for demodulation
The main choice remaining is the introduction of dedicated pilots for demodulation. Dedicated pilots are precoded with the same precoding as is applied to the data streams, and they therefore act as a direct phase reference for the data. 
In terms of performance, it can be observed that the use of dedicated pilots for demodulation would enable advanced precoding algorithms to be used for 4-branch HSDPA (similar to LTE), rather than restricting the precoding to a fixed set of codewords from a codebook. For example, zero-forcing techniques could then be used to mitigate interference, which could be beneficial when combined with multiflow HSDPA, and also lay the foundations for MU-MIMO operation which has been shown to be essential for capacity maximisation. 

In terms of overhead, it can be observed that dedicated pilots would remove the additional overhead of signalling the precoding weights used in each HSDPA transmission. Further, the overhead of dedicated pilots can be scaled according to the actual transmission rank for each UE, unlike common pilots for which 4 common pilots are needed even if all the UEs in the cell use rank-1 transmission, because even a rank-1 transmission uses all 4 physical antennas. If dedicated pilots are introduced for demodulation, the overhead of 3rd and 4th common pilots for CSI estimation can be significantly reduced, since they are only required for CSI estimation. This is discussed in more detail in the following section.  
In terms of legacy UE impact, in [4] some analysis was provided of the pilot power requirements for a common pilot based solution. It is observed that the level of common pilot power required for good data demodulation will cause significant (e.g. 20%) degradation in the throughput for legacy UEs (due to the additional interference generated); similarly, if the power of the 3rd and 4th common pilots is reduced to a level that avoids significant legacy impact then there is a significant impact on the demodulation performance (and hence throughput) achieved for the 4-branch HSDPA UEs. Therefore dedicated pilots are preferable to minimise legacy UE impact. 

In terms of future compatibility, it can be observed that if HSPA technology is to continue to be competitive significantly into the future, it will in any case be necessary to introduce dedicated demodulation pilots. Since it would not be desirable to make further signficant changes to the downlink pilot structure after the introduction of 4-branch HSDPA, it seems essential to introduce dedicated pilots now if the future of the technology is to be safeguarded. 

Therefore we make the following proposal:
Proposal 1: Introduce CDM dedicated pilots for data demodulation in 4-branch downlink MIMO.

2.1 Energy/overhead/interference reduction measures for common pilots for CSI estimation

Even though gating of the 3rd and 4th common pilots has been ruled out, if dedicated pilots are adopted for demodulation the energy, overhead and interference of the 3rd and 4th common pilots for CSI estimation can nevertheless be minimised by means of a large negative power offset with respect to the primary CPICH.
The crucial importance of network energy saving has been highlighted in recent study items (e.g. [3]). This further emphasises the importance of being able to minimise the pilot power. 
Therefore:

Proposal 2: A high spreading factor should be used for the 3rd and the 4th common pilots (e.g. SF512), together with signalling to indicate a large negative power offset relative to the P-CPICH. 
2.2 Consideration of Secondary CPICH

As highlighted in [5], a further important consideration is the handling of the existing Secondary CPICH that may currently be used for Rel-7 legacy MIMO and/or transmit diversity. 

Current deployment of UEs supporting Rel-7 MIMO is not widespread. Therefore it is reasonable to suppose that after 4-branch MIMO has been standardised, it is likely that there will in the future be situations in which there are no legacy MIMO-capable UEs in a cell. 

If a UE supports 4-branch MIMO, it will not always be suitable to configure rank-4 transmission. As has already been observed above, rank-2 transmission may be supported by means of the dedicated pilots, and 4-branch MIMO capable UEs would need to support this mode of operation. It would then not be useful to support two different modes for rank-2 transmission in such cells – i.e. both dedicated pilot based and Rel-7 common pilot based – and it would not be necessary to require 4-branch MIMO capable UEs to support the Rel-7 2-branch MIMO scheme in addition. 

If all the MIMO UEs in a cell are 4-branch MIMO capable, there would then be no need to transmit the secondary CPICH at high power. The same negative power offset could in that case be applied to the secondary CPICH as to the 3rd and 4th CPICHs, since the secondary CPICH would likewise be used only for CSI estimation.

Therefore we propose:

Proposal 3: Signalling should be introduced to enable the secondary CPICH to be configured with the same power offset as the 3rd and 4th CPICHs relative to the P-CPICH.  
3 Conclusions
In this contribution we have discussed some further details of the pilot design for 4-branch HSDPA MIMO, and make the following proposals. In particular, we believe that if HSPA technology is to continue to be competitive significantly into the future, it will in any case be necessary to introduce advanced beamforming and precoding techniques. Since it would not be desirable to make further signficant changes to the downlink pilot structure after the introduction of 4-branch HSDPA, it seems essential to introduce dedicated pilots now if the future of the technology is to be safeguarded.
Proposal 1: Introduce CDM dedicated pilots for data demodulation in 4-branch downlink MIMO.

Proposal 2: A high spreading factor should be used for the 3rd and the 4th common pilots (e.g. SF512), together with signalling to indicate a large negative power offset relative to the P-CPICH. 
Proposal 3: Signalling should be introduced to enable the secondary CPICH to be configured with the same power offset as the 3rd and 4th CPICHs relative to the P-CPICH.  

4 References

[1] R1-114365, “Simulation Assumptions for Four Branch MIMO Transmission for HSPA”, Qualcomm, Ericsson, ST-Ericsson, Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
[2] R1-114034, “Discussion on pilots for 4 branch HSDPA”, Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
[3] TR 25.927, “Solutions for energy saving within UTRA Node B”
[4] R1-114291, “Pilot design for 4-Branch MIMO”, Ericsson, ST-Ericsson
[5] R1-120475, “Pilot design for 4-branch HSDPA”, Alcatel-Lucent, Alcatel-Lucent Shanghai Bell



























































































































































































































































































