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1. Introduction
One important aspect related to EPDCCH design is the ACK/NACK signalling for the PDSCH scheduled with EPDCCH. The issue of ACK/NACK resource allocation on PUCCH was discussed in RAN1#69, where also a Way Forward document submitted and left for email approval [1]. The subsequent discussion took place over the 3GPP RAN1 email reflector in June 2012 (entitled [69-15]) and lead to the following agreement:

· The PUCCH Format 1a/1b resource for HARQ-ACK transmission in response to ePDCCH-scheduled PDSCH  is at least partly implicitly determined

·  FFS which resource index could be used 

· Specification support for avoiding collisions of PUCCH format 1a/1b resources corresponding to ePDCCH and PDCCH is provided

· FFS how to provide collision avoidance
Further discussion on implicit HARQ-ACK resource allocation in the case of EPDCCH took place in RAN1#70, where following agreements were reached [2]:

Lowest eCCE index of the corresponding EPDCCH is a component of PUCCH resource determination

· A UE is configured with a semi-static PUCCH resource starting offset for each EPDCCH set; eCCE is indexed per EPDCCH set

· FFS until RAN1#70bis between 

· Option A) not to use dynamically signaled PUCCH resource offset by EPDCCH

· Option B) dynamically signaled PUCCH resource offset by EPDCCH

· Whichever of options A and B is chosen, RRC signalling will not be introduced.

· FFS until RAN1#70bis for localized EPDCCH among
· Option X) not to use antenna port index
· Option Y) to use antenna port index of EPDCCH
· Option Z) to use antenna port index of PDSCH

TDD aspects are FFS – if solutions are needed, aim for solutions without RRC impact. 

In this contribution we present our views on the remaining details related to ACK/NACK resource allocation principles to support EPDCCH operation in Release 11 taking the above agreement into account. The focus of this contribution is on FDD. TDD related aspects are addressed in a companion contribution [3]. 
2. Discussion
The main open point related to PUCCH format 1a/b resource allocation corresponding to EPDCCH is whether there is a need to introduce a way to dynamically impact the selection of the PUCCH resource. The two first FFS-points in the agreement from RAN1#70 address this issue.
The agreement to have UE specific EPDCCH sets allows in principle for having fully non-overlapping PUCCH format 1a/b resources by setting the “semi-static PUCCH resource starting offset” properly. However, this kind of arrangement leads to maximized UL (PUCCH) overhead and is hardly a practical solution. Hence in practise it seems inevitable that the PUCCH resources of different UEs and/or EPDCCH sets will need to overlap at least partially. This fact leads to the issue of PUCCH resource collisions, which may not be easy to avoid without complicated an unwanted scheduling restrictions.

Observation: Not having a mechanism to offset the implicitly derived PUCCH resource leads to increased UL overhead and /or added EPDCCH scheduling restrictions
In order to be able to manage PUCCH resources efficiently, we see that there is a need to have a mechanism to be able to dynamically offset the selection of the PUCCH resource corresponding to PDSCH scheduled via EPDCCH. To be specific, in addition to the lowest eCCE index and the semi-static EPDCCH set –specific offset, the PUCCH resource used for EPDCCH HARQ-ACK transmission should also depend on another dynamically signalled parameter. We note that there is not necessarily a need to increase the size of the DL assignment to achieve this wanted flexibility – instead the offset can be determined implicitly e.g. based on the EPDCCH antenna port as described in [4]. Having the PUCCH HARQ-ACK resource corresponding to EPDCCH-based data dependent on the EPDDCH antenna port provides a further degree of freedom and provides necessary flexibility for the eNodeB also in the case of MU-MIMO. 
Proposal: In addition to the lowest eCCE index and the semi-static EPDCCH set –specific offset, the PUCCH resource used for EPDCCH HARQ-ACK transmission should also depend on the EPDCCH antenna port.
Regarding the formulation of the above proposal, the dependency on the EPDCCH antenna port can simply be incorporated with the following formula:
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 is the lowest eCCE index of the corresponding EPDCCH,
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 is the semi-static PUCCH resource starting offset for each EPDCCH set, and 
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 is an integer which depends on the EPDCCH antenna port.
3. Conclusions

In this contribution we discussed the remaining aspects related to HARQ-ACK resource allocation for the PUSCH transport blocks scheduled via ePDCCH. Regarding the need for a dynamic additional offset term in the resource allocation formula, we make the following observation:
Observation: Not having a mechanism to offset the implicitly derived PUCCH resource leads to increased UL overhead and /or added EPDCCH scheduling restrictions
Furthermore, regarding HARQ-ACK signaling details, following proposal is made:

Proposal: In addition to the lowest eCCE index and the semi-static EPDCCH set –specific offset, the PUCCH resource used for EPDCCH HARQ-ACK transmission should also depend on the EPDCCH antenna port.
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