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1. Introduction 
A new WI on Further Downlink MIMO Enhancement for LTE-Advanced was approved at RAN#57. As a first step, it is necessary to identify reasons and agree simulation assumptions to reduce divergence of the performance evaluation results as much as possible. 

In this contribution, the summary of simulation assumptions agreed by the email discussion [71-12] is provided for future reference and information. 
2. Discussion
The following proposals were agreed through the email discussion in [71-12]:
1. Outdoor-Indoor Ratio:  
The evaluation will use user distributions for scenario A for (a) the case with 20% outdoor/80% indoor UE distribution and (b) the open-space case with 100% outdoor UE distribution

2. UE density clarification: 
The evaluation will use 10 UE per macro cell in Scenario A with uniform distribution for full buffer traffic model. 

3. Receiver type:  
The evaluation will use an MMSE-IRC receiver at the UE with realistic IRC covariance matrix estimation.

· The IRC correlation matrix can be approximated using the complex Wishart distribution with M degrees of freedom [36.829 with DMRS based sample covariance matrix]. Details of the covariance matrices, estimation error, and statistical interference modeling should be described by each company.

4. Channel Estimation: 
The evaluation will use non-ideal modeling of channel estimation on CSI-RS, orthogonal and quasi-orthogonal DM-RS, and IMR. 

· The methodology of modeling channel estimation used for simulations should be described by each company. 

5. Traffic modelling:  
The evaluations will use the full-buffer model and non-full-buffer FTP 1 model 

· FTP Model 1 must be used to decide on inclusion of any new DL MIMO enhancement feature in Rel-12

· FTP Model 1 with file size of 0.5 Mbytes,  and user arrival rate λ=2.5  and 4 (approximately 50% and 80% RU respectively, see TR 36.814)

6. Transmission mode :  
The evaluation will use TM10 with QCL behavior A and single point operation (i.e. no CoMP or ICIC features)

· Same number of CSI-processes (either one or multiple CSI processes)  applied for both baseline and enhancement evaluation

· TM10 with single CSI process as mandatory and TM10 with multiple CSI processes as optional

· If one or multiple CSI processes are configured, details of CSI process configuration for a UE should be described by each company.  

 
7. SU/MU switching : 
The evaluation will use dynamic UE selection with non-ideal modeling of orthogonal DMRS and/or quasi-orthogonal DMRS.  

· The overhead due to DMRS ports and the modeling of quasi-orthogonal DMRS should be described by each company.

· Details of SU/MU switching should be described by each company, e.g. the maximal number of UE pairing, the maximal transmission rank per UE 

8. Feedback mode : 
PUSCH reporting mode 3-1 as both baseline and enhancement evaluation with x ms feedback periodicity and y ms delay between feedback and transmission

· x = 5ms, other values as optional

· y = 5ms, other values as optional

· Other PUCCH/PUSCH reporting mode can be used as optional in condition that a common wideband or narrowband feedback is applied for both baseline and enhancement evaluation.



























































































































































































































































































