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R1-130720, Multiflow HS-DPCCH timing in the non-time reference cell
1. Overall Description:

RAN WG1 has discussed the problem of how the Multiflow non-time reference cell can calculate the reception timing of uplink HS-DPCCH described in documents [1,2,3] relating to CR proposed to RAN3 in [4] and identified that the non-time reference cell does not have sufficient information to determine the HS-DPCCH timing.
RAN WG1 identified a solution needing a modification to Multiflow related signalling in TS25.433 explained in [5] (attached). The suggested modification copied below:
9.2.2.175
Multiflow Timing

The Multiflow Timing IE is used to specify timing information for the Multiflow operation.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Time Reference, or Non-time Reference
	
	1
	
	

	>Time Reference
	
	
	NULL
	This indicates that the cell is the Multiflow time-reference cell. (refer to TS 25.211, sub-clause 7.7.1).

	>Non-time Reference
	
	
	INTEGER
(0..7680,...), in steps of 256 chips
	This IE indicates that the cell is a non-time reference cell. The value corresponds to the smallest TTX_diff value of the time reference cell (refer to TS25.211, sub-clause 7.7.1) and is used to calculate the HS-DPCCH to UL DPCCH timing difference in the non-time reference cell.(refer to TS 25.211, sub-caluse 7.7.2).


2. Actions:
To TSG RAN WG3:
RAN WG1 would like to respectfully request RAN WG3 to consider introducing a modification to TS25.433 along the lines indicated in this LS, enabling the non-time reference cell to receive HS-DPCCH correctly.
RAN WG1 would also like to ask RAN WG3 to consider similar modification to TS25.423 for inter-RNC Multiflow operation.
3. Date of Next TSG-RAN WG1 Meetings:

TSG RAN1 Meeting #72bis         15 - 19 Apr 2013,
Chicago, US
TSG RAN1 Meeting #73             20 - 24 May 2013,
Fukuoka, Japan
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