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1. Overall Description:

In RAN1#72bis meeting, detailed physical layer aspects for non-rectangular resource allocation was discussed in R1-13xxxx. The following agreements were reached.
· When non-rectangular resource allocation is enabled for the UE,

· The current CCS field on HS-SCCH indicates the channelization code set information for the timeslot with the maximal timeslot index among all the downlink timeslot scheduled to the UE.

· The HS-PDSCH channelization codes in TS0 are signalled to the UE via higher layer signaling.

· For other DL timeslot, all the 16 SF16 channelization codes are allocated to the UE when the timeslot is scheduled.

· When non-rectangular resource allocation is enabled for the UE,

· The current CRRI field on E-AGCH indicates the code resource related information for the timeslot closest to the timeslot in which HS-SICH and/or UL DPCH is allocated among all the uplink timeslot scheduled to the UE.

· For other UL timeslot, an SF1 code is allocated to the UE when the timeslot is scheduled.

· Reuse current E-TFC selection procedure.

· E-PUCH power control follows the current principle and the E-PUCH power is set on a per timeslot basis.

2. Actions:

To RAN2, RAN3 and RAN4 groups
ACTION: 
RAN1 respectfully asks RAN2, RAN3 and RAN4 to take the above agreements into account.
3. Date of Next TSG-RAN WG1 Meetings:

TSG-RAN WG1 Meeting #73
20 – 24 May 2013
Fukuoka, Japan
TSG-RAN WG1 Meeting #74
19 – 23 August 2013
Barcelona, Spain


