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	Reason for change:
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	The current specification in Section 7.2.7 (Zero Power CSI-RS Resource definition) describes that the UE configured in transmission mode 10 can be configured with one or more zero-power CSI-RS resource configuration(s).  And the following parameters including “Zero-power CSI RS Configuration list, and Zero-power CSI RS subframe configuration” should be configured for each zero-power CSI-RS resource configuration, not for one or more zero-power CSI-RS resource configurations as in the current specification (which seems a typo to be corrected).
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	Revise the relevant sentence as:  “The following parameters are configured via higher layer signaling for each zero-power CSI-RS resource configuration:”
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	There can be various unintended interpretation of the relevant sentence, and TM10 does not properly operate regarding zero power CSI RS resource configurations.
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	Isolated impact analysis
The correction in this CR has an isolated impact and it only affects zero power CSI-RS resource configurations.




7.2.7
Zero Power CSI-RS Resource definition 

For a serving cell and UE configured in transmission mode 1-9, the UE can be configured with one zero-power CSI-RS resource configuration. For a serving cell and UE configured in transmission mode 10, the UE can be configured with one or more zero-power CSI-RS resource configuration(s). 

The following parameters are configured via higher layer signaling for each zero-power CSI-RS resource configuration:

· Zero-power CSI RS Configuration list (16-bit bitmap ZeroPowerCSI-RS in [3]) 

· Zero-power CSI RS subframe configuration 
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. The allowable values are given in Section 6.10.5.3 of [3]. 

A UE should not expect the configuration of zero-power CSI-RS and PMCH in the same subframe of a serving cell. 

For frame structure type 1, the UE is not expected to receive the 16-bit bitmap ZeroPowerCSI-RS with any one of the 6 LSB bits set to 1 for the normal CP case, or with any one of the 8 LSB bits set to 1 for the extended CP case.

For frame structure type 2 and 4 CRS ports, the UE is not expected to receive the 16-bit bitmap ZeroPowerCSI-RS with any one of the 6 LSB bits set to 1 for the normal CP case, or with any one of the 8 LSB bits set to 1 for the extended CP case.
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