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1. Overall Description:

RAN1 has further discussed S-UMTS and so far the scenarios shown in the tables below have been considered in this study.
The first deployment scenarios to consider

	Mode of Operation
	Bandwidth
	Comments
	Bands

	Standalone
	2.5Mhz (corresponds to N=2)
	Support for DCH shall be considered.
	Band VIII as the first band to consider

	Standalone
	1.25Mhz (corresponds to N=4)
	HSPA data only
	Band VIII as the first band to consider

	Multi-carrier
	5MHz + 2.5 MHz (corresponds to N=2)

5 MHz+ 1.25 MHz (corresponds to N=4)
	6 MHz of contiguous band to consider first
	Band VIII as the first band to consider

	Standalone
	2.5Mhz (corresponds to N=2)
	To understand the impact of band
	Band I as the first band to consider


Additional scenarios that may be considered

	Mode of Operation
	Bandwidth
	Comments
	Bands

	Multi-carrier
	5MHz + 2.5 MHz (corresponds to N=2)
	For example 3x5MHz + 1x2.5MHz in 15 MHz of band
	Band I as the first band to consider


Note: The multi-carrier scenario refers to the mode of operation where the 5 MHz carrier acts as the primary carrier, and the S-UMTS carrier is usable as the secondary HS-DSCH carrier in downlink.
2. Actions:

To RAN4
ACTION: 
RAN1 respectfully asks RAN4 to take these updated scenarios into account in their work on 
S-UMTS.  
To GERAN1

ACTION: 
RAN1 respectfully invites GERAN1 to take these updated scenarios into account.
3. Date of Next TSG-RAN1 Meetings:

TSG RAN1 Meeting #73             20 - 24 May 2013,
Fukuoka, Japan
TSG RAN1 Meeting #74             19 - 23 Aug 2013,            Barcelona, Spain

