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1
Introduction
During the RAN1 #72bis meeting, the following codebook structure has being agreed:
Agreement:

· Adopt a new 4 tx codebook at least for rank 1-2

Working assumption for rank 1-4:

· New 4 tx codebook is constant modulus

· Companies can provide further evaluations for Scenario C1 until RAN1#73 if desired

Working assumption: 

· At least for rank 1-2:

· 4Tx codebook enhancement is based on a grid of beams design similar to the Rel 10 8Tx codebook 
· (this does not preclude that some of the Rel-8 codewords might be included in the new codebook)

· a same W1 codebook is assumed for rank 1 and rank 2 feedback

· FFS until RAN1#73 whether rank 3-4 is:

· same as Rel-8 or 

· enhanced or

· not supported in the new codebook

· If rank 3-4 is supported in the new codebook, a same W1 codebook is assumed for rank 3 and rank 4 feedback
Working assumption for structure of W1: 

· For each rank R =1,2 (and 3 and 4, if 4Tx codebook enhancement of rank 3 and 4 is supported in Rel 12),  W1 is defined as below
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Where Xn  is a 2xCR matrix with DFT columns and [image: image3.wmf] 
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· To be determined:
· N1: 
total number entries of W1 per rank

· Q1:  
granularity of beam of W1 

· For each block matrix Xn

· CR: 

total number of beams

· a1,n, …, aCR,n :  
beam coefficients determining specific directions within the block

Working assumption for structure of W2: 

· For each rank R =1,2 (and 3 and 4, if 4Tx codebook enhancement of rank 3 and 4 is supported in Rel 12), W2 is a 2CR x R matrix defined as below
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where ei is a selection vector of zeros and a “1” in the ith row

· To be determined:

· N2: 

total number entries of W2 per rank

· Q2: 

co-phasing granularity between two polarizations  

· For each ar
· yr1:  

column selection for the first polarization

· yr2 : 

column selection for the another polarization

· mr1: 

phase shift  for the first polarization

· mr2: 

phase shift  for the second polarization

Working Assumption of Codebook Parameters of Rank 1 and Rank 2

· W1 (4 bits)

· N1 


16


· Q1, q1:


FFS

· For each block matrix Xn
· CR:

FFS between 2 and 4 (4 is the default)
· a1,n, …, aCR,n :  FFS

· W2 (3 or 4 bits) and three alternatives for column selection (assuming CR=4): 
· Alt.1 (4 bits) same as 8Tx W2
· Alt.2 (3 bits) subset of 8Tx W2
· Alt.3 (4 bits) as 8Tx W2 modified to

· For rank 1 


[image: image6.wmf]þ

ý

ü

î

í

ì

ú

û

ù

ê

ë

é

-

ú

û

ù

ê

ë

é

-

ú

û

ù

ê

ë

é

ú

û

ù

ê

ë

é

=

Î

  

2

1

 

,

2

1

 

,

2

1

 

,

2

1

2

1

2

1

2

1

2

1

2

2

Y

Y

Y

Y

Y

Y

Y

Y

W

j

j

C



 EMBED Equation.3  [image: image7.wmf]{

}

4

3

2

1

2

1

~

,

~

,

~

,

~

 

,

e

e

e

e

Y

Y

Î


· For rank 2
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· Alt.4 (4 bits) as Alt 3, modified as follows:
· For rank 1
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· For rank 2
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, Q2=8.

 
Working assumption for rank 3,4 (if new codebook is agreed for rank 3-4):

· W1: 2 bits

· W2: FFS between:

· 4,3 for ranks 3,4 respectively, or 

· 3,3 for ranks 3,4

Submit codebook proposals by Monday 29th April. 

15 companies submitted codebook proposals [1]

 REF _Ref355705392 \r \h 
[2]

 REF _Ref355705394 \r \h 
[3]

 REF _Ref355705396 \r \h 
[4]

 REF _Ref355705398 \r \h 
[5]

 REF _Ref355705400 \r \h 
[6]

 REF _Ref355705402 \r \h 
[7]

 REF _Ref355705403 \r \h 
[8]

 REF _Ref355705405 \r \h 
[9]

 REF _Ref355705406 \r \h 
[10]

 REF _Ref355705408 \r \h 
[11]

 REF _Ref355705409 \r \h 
[12]

 REF _Ref355705412 \r \h 
[13]

 REF _Ref355705414 \r \h 
[14]

 REF _Ref355705416 \r \h 
[15] by the deadline. In this contribution, we give our views on rank 1-2 codebook design, and simulation results will be included when they become available.

2
Rank 1-2 Codebook design
In [17], we have provided the the rank 1-2 codebook design parameters. For completeness sake, the codebook design parameters as reported in [17] are given below.
2.1 Antenna port mapping convention

                                                 [image: image14.png]



                                                           Figure 1 Antenna configuration for 4Tx
First we have the antenna configuration for 4Tx as shown in figure 1, it is important to map the rows of a codeword to antennas in the intended order. 

2.2 Codebook description for rank1/rank2

Parameters for W1
For the codebook with parameter set 1 as in [16], we have 

· W1 (4 bits)

· N1:
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· Q1: 
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· For each block matrix Xn
· CR:

4
· 
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For the codebook with parameter set 2 as in [16], we have 

· W1 (4 bits)

· N1:


16


· Q1: 


128
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· For each block matrix Xn
· CR:

4
· 
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Parameters for W2
Alt.1 (4 bits) same as 8Tx W2 is used, i.e. the same W2 as in Rel-10 8Tx is used.

3
codebook structure analysis
While the principle of Grid of Beams has been agreed at last meeting, the codebook structure alternatives reached at last meeting allow quite some design choices. Among them we can list
1. On the design of W1, how one beam group is related to another? 

2. On the design of W2, whether to support different beam selection between polarizations (Alt.1 and Alt. 2 for W2 select the same beam for both polarizations, while Alt.3 and Alt.4 allow different beam selections for polarizations).
Table x: Construction of W1
	
	One reference beam group
	Multiple reference beam groups

	Codebook proposal
	AT&T,ALU,CATT,Ericsson,HW,Intel,NEC, NNSN, QC,RME,Samsung,TI alt 1,ZTE
	Fujitsu, LGE, TI alt 2


For many codebook proposals (proposals listed in table 1), the generation of beam groups (i.e. W1’s) can be divided into two steps [16]:

1. First a reference beam group is generated;

2. Then an increasing phase rotation, which is equivalent to a scanning in the DoA domain, is applied to the reference beam group to generate all the beam groups. 

In other words, for many codebook proposals, 
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which is consistent with the Rel-10 8Tx design. 

In table 1, under the column “One reference beam group”, we find codebook proposals from AT&T, ALU, CATT, Ericsson, Huawei, Intel, NEC,NNSN,Qualcomm, RME, Samsung, TI (alt 1) and ZTE which have  
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 as a constant vector.
For some codebook proposals e.g. [5]

 REF _Ref355705403 \r \h 
[8],  one reference beam group is not enough to generate all W1’s. In other words, 
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. The benefits for such a design are not clear.

We have 

Proposal 1: The Rel-10 8Tx design practice is adopted for W1 in Rel-12 4Tx design. Any beam group can be generated from another through phase rotation. 
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.
Table 2: Beam selection in W2
	
	Alt. 1
	Alt. 2
	Alt. 3
	Alt. 4

	Codebook proposal
	AT&T alt 1,
CATT,Ericsson,HW,Intel, LGE, NEC,NNSN, Samsung,TI,ZTE
	AT&T alt 2,QC
	 ALU
	 AT&Talt 3, Fujitsu, RME


Four alternatives are provided as part of the working assumptions for W2 design. Alternatives 1 and 2 select the same beam for both antenna polarizations; while alternatives 3 and 4 allow selecting different beams for different antenna polarizations. From table 2, it can be seen that majority of companies finds it is adequate to select the same beam for both polarizations. This clear preference is quite understandable. Rel-10 8Tx codebook design uses the same beam selection for both polarizations, and Rel-10 8Tx codebook design in general can be a useful reference for 4Tx codebook design. 
Supporting different beam selection for each polarization would make sense if the angles of departure for clusters are different for eNB antennas at different polarizations --- however, there is little evidence that is the case. As similar channel models have been used for Rel-10 8Tx codebook design and Rel-12 downlink MIMO enhancement 4Tx codebook design -- the angles of departure for any cluster are the same for both antenna polarizations, there is little reason to depart from the established practice from Rel-10. Hence we have
Proposal 2: There is no need to support different beam selections for antenna polarizations and the beam selection is identical for both antenna polarizations in W2 for 4Tx rank 1-2 codebook design. 
4
Conclusion
We give our views on rank 1-2 codebook design in this contribution. We have 
Proposal 1: The Rel-10 8Tx design practice is adopted for W1 in Rel-12 4Tx design. Any beam group can be generated from another through phase rotation. 
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Proposal 2: There is no need to support different beam selections for antenna polarizations and the beam selection is identical for both antenna polarizations in W2 for 4Tx rank 1-2 codebook design. 
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