3GPP RAN WG1 Meeting #81 
R1-153552
Fukuoka, Japan, 25-29 May 2015
Title:
[Draft] Reply LS on Sidelink measurements for relay UE selection
Response to:
 R1-152439 (R2-151738)
Release:
Release 13
Work Item:
LTE_eD2D_Prox-Core
Source:
Qualcomm Incorporated [RAN1] 
To:
RAN2
Cc:

Contact Person:

Name:
Saurabh Tavildar
E-mail Address:
tavildar@qti.qualcomm.com
Attachments:


1. Overall Description:

RAN1 would like to thank RAN2 for their LS R1-152439 (R2-151738) on Sidelink measurements for relay UE selection.
RAN1 has discussed the Sidelink measurements for relay UE selection, and has concluded that Sidelink measurements of radio link quality between remote UE and relay UE are feasible.

RAN1 has further made the following working assumption relating to Sidelink measurements:

	Working Assumption:

· At least if PSDCH is used for Relay discovery 

· A UE (i.e. at least the remote UE, FFS in RAN2 whether it can also be the Relay UE) can perform measurements for PC5 link quality between Relay UE and remote UE using DMRS of PSDCH transmission, only on resources on which the CRC passes.

· At least RSRP measurement for PC5 link quality is specified
· RAN1 assumes that any RSRP filtering only takes place across resources with the same decoded ID 
· FFS if RSRQ or other link quality measurement(s) is to be specified for PC5 link quality
· FFS what constraints (if any) are specified on power offset between  PSDCH and PSSCH from a given Relay 
· If PSDCH is not used for Relay discovery, details are FFS


2. Actions:

To RAN2 group.

ACTION: 
RAN1 would respectfully like to ask RAN2 to take the above into consideration in their work. 
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