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10
Physical uplink control channel procedures
If the UE is configured with a SCG, the UE shall apply the procedures described in this clause for both MCG and SCG

-
When the procedures are applied for MCG, the terms ‘secondary cell’, ‘secondary cells’ , ‘serving cell’, ‘serving cells’ in this clause refer to secondary cell, secondary cells, serving cell, serving cells belonging to the MCG respectively.

-
When the procedures are applied for SCG, the terms ‘secondary cell’, ‘secondary cells’, ‘serving cell’, ‘serving cells’ in this clause refer to secondary cell, secondary cells (not including PSCell), serving cell, serving cells belonging to the SCG respectively. The term ‘primary cell’ in this clause refers to the PSCell of the SCG.
If the UE is configured with a PUCCH-SCell, the UE shall apply the procedures described in this clause for both primary PUCCH group and secondary PUCCH group
-
When the procedures are applied for the primary PUCCH group, the terms ‘secondary cell’, ‘secondary cells’ , ‘serving cell’, ‘serving cells’ in this clause refer to secondary cell, secondary cells, serving cell, serving cells belonging to the primary PUCCH group respectively.

-
When the procedures are applied for secondary PUCCH group, the terms ‘secondary cell’, ‘secondary cells’, ‘serving cell’, ‘serving cells’ in this clause refer to secondary cell, secondary cells (not including the PUCCH-SCell), serving cell, serving cells belonging to the secondary PUCCH group respectively. The term ‘primary cell’ in this clause refers to the PUCCH-SCell of the secondary PUCCH group.

10.1
UE procedure for determining physical uplink control channel assignment

If the UE is configured for a single serving cell and is not configured for simultaneous PUSCH and PUCCH transmissions, then in subframe [image: image1.wmf]n

 uplink control information (UCI) shall be transmitted

· on PUCCH using format 1/1a/1b/3 or 2/2a/2b if the UE is not transmitting PUSCH

· on PUSCH if the UE is transmitting PUSCH in subframe [image: image2.wmf]n

 unless the PUSCH transmission corresponds to a Random Access Response Grant or a retransmission of the same transport block as part of the contention based random access procedure, in which case UCI is not transmitted

If the UE is configured for a single serving cell and simultaneous PUSCH and PUCCH transmission, then in subframe[image: image3.wmf]n

 UCI shall be transmitted

· on PUCCH using format 1/1a/1b/3 if the UCI consists only of HARQ-ACK and/or SR

· on PUCCH using format 2 if the UCI consists only of periodic CSI 

· on PUCCH using format 2/2a/2b/3 if the UCI consists of periodic CSI and HARQ-ACK and if the UE is not transmitting PUSCH
· on PUCCH and PUSCH if the UCI consists of HARQ-ACK/HARQ-ACK+SR/positive SR and periodic/aperiodic CSI and if the UE is transmitting PUSCH in subframe n, in which case the HARQ-ACK/HARQ-ACK+SR/positive SR is transmitted on PUCCH using format 1/1a/1b/3 and the periodic/aperiodic CSI transmitted on PUSCH unless the PUSCH transmission corresponds to a Random Access Response Grant or a retransmission of the same transport block as part of the contention based random access procedure, in which case periodic/aperiodic CSI is not transmitted  
If the UE is configured with more than one serving cell and is not configured for simultaneous PUSCH and PUCCH transmission, then in subframe [image: image4.wmf]n

 UCI shall be transmitted 

· on PUCCH using format 1/1a/1b/3 or 2/2a/2b if the UE is not transmitting PUSCH  
· on PUCCH using format 1/1a/1b/3/4/5 or 2/2a/2b if the UE is configured with more than five serving cells and the UE is not transmitting PUSCH  
· on PUSCH of the serving cell given in subclause 7.2.1 if the UCI consists of aperiodic CSI or aperiodic CSI and HARQ-ACK
· on primary cell PUSCH if the UCI consists of periodic CSI and/or HARQ-ACK and if the UE is transmitting on the primary cell PUSCH in subframe [image: image5.wmf]n

 unless the primary cell PUSCH transmission corresponds to a Random Access Response Grant or a retransmission of the same transport block as part of the contention based random access procedure, in which case UCI is not transmitted

· on PUSCH of the secondary cell with smallest SCellIndex if the UCI consists of periodic CSI and/or HARQ-ACK and if the UE is not transmitting PUSCH on primary cell but is transmitting PUSCH on at least one secondary cell  

If the UE is configured with more than one serving cell and simultaneous PUSCH and PUCCH transmission, then in subframe [image: image6.wmf]n

 UCI shall be transmitted

· on PUCCH using format 1/1a/1b/3 if the UCI consists only of HARQ-ACK and/or SR
· on PUCCH using format 4 if the UE is configured with more than five serving cells and the UCI consists only of HARQ-ACK and/or SR and/or periodic CSI corresponding to multiple serving cells
· on PUCCH using format 2 if the UCI consists only of periodic CSI
· as described in subclause 10.1.1, if the UCI consists of periodic CSI and HARQ-ACK and if the UE is not transmitting on PUSCH 

· on PUCCH and primary cell PUSCH if the UCI consists of HARQ-ACK and periodic CSI and the UE is transmitting PUSCH on the primary cell, in which case the HARQ-ACK is transmitted on PUCCH using format 1a/1b/3 and the periodic CSI is transmitted on PUSCH unless the primary cell PUSCH transmission corresponds to a Random Access Response Grant or a retransmission of the same transport block as part of the contention based random access procedure, in which case periodic CSI is not transmitted

· on PUCCH and PUSCH of the secondary cell with the smallest SCellIndex if the UCI consists of HARQ-ACK and periodic CSI and if the UE is not transmitting PUSCH on primary cell but is transmitting PUSCH on at least one secondary cell, in which case, the HARQ-ACK is transmitted on PUCCH using format 1a/1b/3 and the periodic CSI is transmitted on PUSCH 

· on PUCCH and PUSCH if the UCI consists of HARQ-ACK/HARQ-ACK+SR/positive SR and aperiodic CSI in which case the HARQ-ACK/HARQ-ACK+SR/positive SR is transmitted on PUCCH using format 1/1a/1b/3 and the aperiodic CSI is transmitted on PUSCH of the serving cell given in subclause 7.2.1 

If the UE is configured with more than one serving cell, then reporting prioritization and collision handling of periodic CSI reports of a certain PUCCH reporting type is given in subclause 7.2.2.
A UE transmits PUCCH only on the primary cell.

A UE is configured by higher layers to transmit PUCCH on one antenna port [image: image7.wmf])
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. PUCCH format 4 and PUCCH format 5 can only be transmitted on one antenna port [image: image9.wmf])
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For FDD or FDD-TDD and primary cell frame structure 1, with two configured serving cells and PUCCH format 1b with channel selection or for FDD with two or more configured serving cells and PUCCH format 3, [image: image10.wmf]å
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For TDD and a UE not configured with the parameter EIMTA-MainConfigServCell-r12 for any serving cell, if a UE is configured with one serving cell, or the UE is configured with more than one serving cell and the UL/DL configurations of all serving cells are the same, then
-
For TDD with two configured serving cells and PUCCH format 1b with channel selection and a subframe n with M = 1, or for TDD UL/DL configuration 0 and PUCCH format 3, [image: image15.wmf]å
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For TDD UL/DL configurations 1-6 and PUCCH format 3, or for TDD with two configured serving cells and PUCCH format 1b with channel selection and M = 2, [image: image20.wmf](
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For TDD with two configured serving cells and PUCCH format 1b with channel selection and M = 3 or 4, [image: image42.wmf]HARQ
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For TDD if the UE is configured with more than one serving cell and if at least two serving cells have different UL/DL configurations, or if the UE is configured with the parameter EIMTA-MainConfigServCell-r12 for at least one serving cell, or for FDD-TDD and primary cell frame structure 2, then
· For PUCCH format 3, or for two configured serving cells and PUCCH format 1b with channel selection and [image: image46.wmf]2
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 (defined in subclause 10.1.3.2.1 for TDD and subclause 10.1.3A for FDD-TDD), [image: image47.wmf](
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 is TDD UL/DL configuration 0,
· For two configured serving cells and PUCCH format 1b with channel selection and M = 3 or 4 (defined in subclause 10.1.3.2.1 for TDD and subclause 10.1.3A for FDD-TDD), [image: image75.wmf]HARQ
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Throughout the following subclauses, subframes are numbered in monotonically increasing order; if the last subframe of a radio frame is denoted as [image: image80.wmf]k

, the first subframe of the next radio frame is denoted as [image: image81.wmf]1
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Throughout the following subclauses, if the UE is configured with higher layer parameter n1PUCCH-AN-r11 then [image: image82.wmf](1)
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 is given by n1PUCCH-AN-r11, else [image: image83.wmf](1)

PUCCH
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 is given by higher layer parameter n1PUCCH-AN .
10.1.1
PUCCH format information
Using the PUCCH formats defined in subclause 5.4.1 and 5.4.2 in [3], the following combinations of UCI on PUCCH are supported:

· Format 1a for 1-bit HARQ-ACK or in case of FDD or FDD-TDD primary cell frame structure type 1 for 1-bit HARQ-ACK with positive SR.
· Format 1b for 2-bit HARQ-ACK or for 2-bit HARQ-ACK with positive SR.
· Format 1b for up to 4-bit HARQ-ACK with channel selection when the UE is configured with more than one serving cell or, in the case of TDD, when the UE is configured with a single serving cell.
· Format 1 for positive SR.
· Format 2 for a CSI report when not multiplexed with HARQ-ACK.
· Format 2a for a CSI report multiplexed with 1-bit HARQ-ACK for normal cyclic prefix.
· Format 2b for a CSI report multiplexed with 2-bit HARQ-ACK for normal cyclic prefix.
· Format 2 for a CSI report multiplexed with HARQ-ACK for extended cyclic prefix.
· Format 3 for up to 10-bit HARQ-ACK for FDD or FDD-TDD primary cell frame structure type 1 and for up to 20-bit HARQ-ACK for TDD and for up to 21 bit HARQ-ACK for FDD-TDD primary cell frame structure type 2.
· Format 3 for up to 11-bit corresponding to 10-bit HARQ-ACK and 1-bit positive/negative SR for FDD or FDD-TDD and for up to 21-bit corresponding to 20-bit HARQ-ACK and 1-bit positive/negative SR for TDD and for up to 22-bit corresponding to 21-bit HARQ-ACK and 1-bit positive/negative SR for FDD-TDD primary cell frame structure type 2. 

· Format 3 for HARQ-ACK, 1-bit positive/negative SR (if any) and a CSI report for one serving cell.
· … 
.
· …
 
· Format 4 for CSI reports corresponding to multiple serving cells, or for CSI reports corresponding to multiple serving cells multiplexed with HARQ-ACK and/or SR.
For a UE configured with PUCCH format 3 and HARQ-ACK transmission on PUSCH or using PUCCH format 3, or for a UE configured with two serving cells and PUCCH format 1b with channel selection and HARQ-ACK transmission on PUSCH, or for UE configured with one serving cell and PUCCH format 1b with channel selection according to Tables 10.1.3-5, 10.1.3-6, 10.1.3-7 and HARQ-ACK transmission on PUSCH:
-
if the configured downlink transmission mode for a serving cell supports up to 2 transport blocks and only one transport block is received in a subframe, the UE shall generate a NACK for the other transport block if spatial HARQ-ACK bundling is not applied.

-
if neither PDSCH nor PDCCH/EPDCCH indicating downlink SPS release is detected in a subframe for a serving cell, the UE shall generate two NACKs when the configured downlink transmission mode supports up to 2 transport blocks and the UE shall generate a single NACK when the configured downlink transmission mode supports a single transport block.
The scrambling initialization of PUCCH format 2, 2a, 2b,3, 4 and 5 is by C-RNTI.
For a UE that is configured with a single serving cell and is not configured with PUCCH format 3, in case of collision between a periodic CSI report and an HARQ-ACK in a same subframe without PUSCH, the periodic CSI report is multiplexed with HARQ-ACK on PUCCH if the parameter simultaneousAckNackAndCQI provided by higher layers is set TRUE, otherwise the CSI is dropped. 

For TDD and for a UE that is configured with a single serving cell and with PUCCH format 3, in case of collision between a periodic CSI report and an HARQ-ACK in a same subframe without PUSCH, if the parameter simultaneousAckNackAndCQI provided by higher layers is set TRUE or if the parameter simultaneousAckNackAndCQI-Format3-r11 provided by higher layers is set TRUE, the periodic CSI report is multiplexed with HARQ-ACK or dropped as described in subclause 7.3, otherwise the CSI is dropped.
For FDD or for FDD-TDD and primary cell frame structure type 1 and for a UE that is configured with more than one serving cell, in case of collision between a periodic CSI report and an HARQ-ACK in a same subframe without PUSCH, 
-
if the parameter simultaneousAckNackAndCQI provided by higher layers is set TRUE and if the HARQ-ACK corresponds to a PDSCH transmission or PDCCH/EPDCCH indicating downlink SPS release only on the primary cell, 
then the periodic CSI report is multiplexed with HARQ-ACK on PUCCH using PUCCH format 2/2a/2b
-
else if the UE is configured with PUCCH format 3 and if the parameter simultaneousAckNackAndCQI-Format3-r11 provided by higher layers is set TRUE, and if PUCCH resource is determined according to subclause 10.1.2.2.2, and 

-
if the total number of bits in the subframe corresponding to HARQ-ACKs, SR (if any), and the CSI is not larger than 22 or

-
if the total number of bits in the subframe corresponding to spatially bundled HARQ-ACKs, SR (if any), and the CSI is not larger than 22
then the periodic CSI report is multiplexed with HARQ-ACK on PUCCH using the determined PUCCH format 3 resource according to [4]
-
else if the UE is configured with PUCCH format 4 and if the parameter simultaneousAckNackAndCQI-Format4-r13 provided by higher layers is set TRUE and if there are periodic CSI reports corresponding to multiple serving cells, 

-,…
..
-
otherwise, 

CSI is dropped. 
For TDD or for FDD-TDD and primary cell frame structure type 2 and for a UE that is configured with more than one serving cell, in case of collision between a periodic CSI report and an HARQ-ACK in a same subframe without PUSCH, if the parameter simultaneousAckNackAndCQI provided by higher layers is set TRUE or if the parameter simultaneousAckNackAndCQI-Format3-r11 provided by higher layers is set TRUE or if the parameter simultaneousAckNackAndCQI-Format4-r13 provided by higher layers is set TRUE, the periodic CSI report is multiplexed with HARQ-ACK or dropped as described in subclause 7.3, otherwise the CSI is dropped.
In case of collision between a periodic CSI report and an HARQ-ACK in a same subframe with PUSCH, the periodic CSI is multiplexed with the HARQ-ACK in the PUSCH transmission in that subframe if the UE is not configured by higher layers for simultaneous PUCCH and PUSCH transmissions. Otherwise, if the UE is configured by higher layers for simultaneous PUCCH and PUSCH transmissions, the HARQ-ACK is transmitted in the PUCCH and the periodic CSI is transmitted in the PUSCH.
If each of the serving cells configured for the UE has frame structure type 1, UE procedures for HARQ-ACK feedback are given in subclause 10.1.2.

If each of the serving cells configured for the UE has frame structure type 2, UE procedures for HARQ-ACK feedback are given in subclause 10.1.3.

If the UE is configured for more than one serving cell, and if the frame structure type of any two configured serving cells is different, and if the primary cell is frame structure type 1, UE procedure for HARQ-ACK feedback is given in subclause 10.1.2A.

If the UE is configured for more than one serving cell, and if the frame structure type of any two configured serving cells is different, and if the primary cell is frame structure type 2, UE procedure for HARQ-ACK feedback is given in subclause 10.1.3A.
10.1.2
FDD HARQ-ACK feedback procedures

For FDD and for a UE transmitting HARQ-ACK using PUCCH format 1b with channel selection or PUCCH format 3 or PUCCH format 4 without dynamic HARQ-ACK codebook or PUCCH format 5 without dynamic HARQ-ACK codebook, the UE shall determine the number of HARQ-ACK bits, [image: image84.wmf]O

,  based on the number of configured serving cells and the downlink transmission modes configured for each serving cell. The UE shall use two HARQ-ACK bits for a serving cell configured with a downlink transmission mode that support up to two transport blocks; and one HARQ-ACK bit otherwise. 
A UE that supports aggregating at most 2 serving cells with frame structure type 1 shall use PUCCH format 1b with channel selection for transmission of HARQ-ACK when configured with more than one serving cell with frame structure type 1. 
A UE that supports aggregating more than 2 serving cells with frame structure type 1 is configured by higher layers to use either PUCCH format 1b with channel selection or PUCCH format 3 or PUCCH format 4 or PUCCH format 5 for transmission of HARQ-ACK when configured with more than one serving cell with frame structure type 1.  
The FDD HARQ-ACK feedback procedure for one configured serving cell is given in subclause 10.1.2.1 and procedures for more than one configured serving cell are given in subclause 10.1.2.2.

10.1.2.1
FDD HARQ-ACK procedure for one configured serving cell

HARQ-ACK transmission on two antenna ports [image: image85.wmf]])
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For FDD and one configured serving cell, the UE shall use PUCCH resource [image: image86.wmf])

~

,

1

(

PUCCH

p

n

 for transmission of HARQ-ACK in subframe [image: image87.wmf]n

 for [image: image88.wmf]p

~

 mapped to antenna port p for PUCCH format 1a/1b [3], where

· for a PDSCH transmission indicated by the detection of a corresponding PDCCH in subframe [image: image89.wmf]4
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 , or for a PDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe [image: image90.wmf]4
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· for a PDSCH transmission on the primary cell where there is not a corresponding PDCCH/EPDCCH detected in subframe [image: image97.wmf]4
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 is determined according to higher layer configuration and Table 9.2-2. For a UE configured for two antenna port transmission, a PUCCH resource value in Table 9.2-2 maps to two PUCCH resources with the first PUCCH resource [image: image99.wmf])
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· for a PDSCH transmission indicated by the detection of a corresponding EPDCCH in subframe [image: image105.wmf]4
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 , or for an EPDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe [image: image106.wmf]4
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 , the UE shall use 

· if EPDCCH-PRB-set [image: image107.wmf]q

is configured for distributed transmission
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· if EPDCCH-PRB-set [image: image109.wmf]q

is configured for localized transmission
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for antenna port [image: image111.wmf]0
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· if EPDCCH-PRB-set [image: image123.wmf]q

is configured for localized transmission
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Table 10.1.2.1-1: Mapping of ACK/NACK Resource offset Field 
in DCI format 1A/1B/1D/1/2A/2/2B/2C/2D to [image: image125.wmf]ARO
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10.1.2.2
FDD HARQ-ACK procedures for more than one configured serving cell

The FDD HARQ-ACK feedback procedures for more than one configured serving cell are either based on a PUCCH format 1b with channel selection HARQ-ACK procedure as described in subclause 10.1.2.2.1 or a PUCCH format 3 HARQ-ACK procedure as described in subclause 10.1.2.2.2 or a PUCCH format 4 HARQ-ACK procedure as described in subclause 10.1.2.2.3 or a PUCCH format 5 HARQ-ACK procedure as described in subclause 10.1.2.2.4.
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10.1.2.2.1
PUCCH format 1b with channel selection HARQ-ACK procedure
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A UE configured with a transmission mode that supports up to two transport blocks on serving cell, [image: image154.wmf]c

, shall use the same HARQ-ACK response for both the transport blocks in response to a PDSCH transmission with a single transport block or a PDCCH/EPDCCH indicating downlink SPS release associated with the serving cell [image: image155.wmf]c
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Table 10.1.2.2.1-1: Mapping of Transport Block and Serving Cell to HARQ-ACK(j)
 for PUCCH format 1b HARQ-ACK channel selection
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	TB2 Secondary cell
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where [image: image181.wmf]ECCE,q
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 is the number of the first ECCE (i.e. lowest ECCE index used to construct the EPDCCH) used for transmission of the corresponding DCI assignment in EPDCCH-PRB-set [image: image182.wmf]q
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Table 10.1.2.2.1-2: PUCCH Resource Value for HARQ-ACK Resource for PUCCH

	Value of 'TPC command
 for PUCCH'
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	'00'
	The 1st PUCCH resource value configured by the higher layers

	'01'
	The 2nd PUCCH resource value configured by the higher layers

	'10'
	The 3rd PUCCH resource value configured by the higher layers

	'11'
	The 4th PUCCH resource value configured by the higher layers
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Table 10.1.2.2.1-5: Transmission of Format 1b HARQ-ACK channel selection for [image: image217.wmf]4
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10.1.2.2.2
PUCCH format 3 HARQ-ACK procedure

For PUCCH format 3, the UE shall use PUCCH resource [image: image237.wmf])
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· for a PDSCH transmission only on the primary cell where there is not a corresponding PDCCH/EPDCCH detected in subframe [image: image250.wmf]4
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, the UE shall use PUCCH format 1a/1b and PUCCH resource [image: image251.wmf])
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· for a PDSCH transmission on the secondary cell indicated by the detection of a corresponding PDCCH/EPDCCH in subframe [image: image259.wmf]4

-

n

, the UE shall use PUCCH format 3 and PUCCH resource [image: image260.wmf])

~

,

3

(

PUCCH

p

n

 where the value of [image: image261.wmf])

~

,

3

(

PUCCH

p

n

 is determined according to higher layer configuration and Table 10.1.2.2.2-1. 
The TPC field in the DCI format of the corresponding PDCCH/EPDCCH shall be used to determine the PUCCH resource values from one of the four resource values configured by higher layers, with the mapping defined in Table 10.1.2.2.2-1. For a UE configured for two antenna port transmission for PUCCH format 3, a PUCCH resource value in Table 10.1.2.2.2-1 maps to two PUCCH resources with the first PUCCH resource [image: image262.wmf])
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. A UE shall assume that the same HARQ-ACK PUCCH resource value is transmitted in each DCI format of the corresponding secondary cell PDCCH assignments in a given subframe. 

· for a PDSCH transmission only on the primary cell indicated by the detection of a corresponding EPDCCH in subframe [image: image268.wmf]4
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, or for a EPDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe [image: image269.wmf]4
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 on the primary cell, the UE shall use PUCCH format 1a/1b and PUCCH resource [image: image270.wmf])
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is configured for localized transmission
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for antenna port [image: image275.wmf]0
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 is the number of the first ECCE (i.e. lowest ECCE index used to construct the EPDCCH) used for transmission of the corresponding DCI assignment in EPDCCH-PRB-set [image: image277.wmf]q
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is determined from the antenna port used for localized EPDCCH transmission which is described in subclause 6.8A.5 in [3]. When two antenna port transmission is configured for PUCCH format 1a/1b, the PUCCH resource for antenna port [image: image284.wmf]1
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 is given by.
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if EPDCCH-PRB-set [image: image285.wmf]q

is configured for distributed transmission
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is configured for localized transmission
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Table 10.1.2.2.2-1: PUCCH Resource Value for HARQ-ACK Resource for PUCCH

	Value of 'TPC command for PUCCH'
 or 'HARQ-ACK resource offset'
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	'00'
	The 1st PUCCH resource value configured by the higher layers

	'01'
	The 2nd PUCCH resource value configured by the higher layers

	'10'
	The 3rd PUCCH resource value configured by the higher layers

	'11'
	The 4th PUCCH resource value configured by the higher layers


10.1.2.2.3
PUCCH format 4 HARQ-ACK procedure
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· for a PDSCH transmission on the secondary cell indicated by the detection of a corresponding PDCCH/EPDCCH in subframe [image: image312.wmf]4
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, the UE shall use PUCCH format 4 and PUCCH resource 
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 is determined according to higher layer configuration and Table 10.1.2.2.2-1. 
The TPC field in the DCI format of the corresponding PDCCH/EPDCCH shall be used to determine the PUCCH resource values from one of the four resource values configured by higher layers, with the mapping defined in Table 10.1.2.2.3-1. A UE shall assume that the same HARQ-ACK PUCCH resource value is transmitted in each DCI format of the corresponding secondary cell PDCCH assignments in a given subframe. 

· for a PDSCH transmission only on the primary cell indicated by the detection of a corresponding EPDCCH in subframe [image: image315.wmf]4
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, or for a EPDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe [image: image316.wmf]4
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 on the primary cell, the UE shall use PUCCH format 1a/1b and PUCCH resource [image: image317.wmf])
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is configured for distributed transmission
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for antenna port [image: image322.wmf]0
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 is the number of the first ECCE (i.e. lowest ECCE index used to construct the EPDCCH) used for transmission of the corresponding DCI assignment in EPDCCH-PRB-set [image: image324.wmf]q
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is determined from the antenna port used for localized EPDCCH transmission which is described in subclause 6.8A.5 in [3]. When two antenna port transmission is configured for PUCCH format 1a/1b, the PUCCH resource for antenna port [image: image331.wmf]1
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is configured for localized transmission
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Table 10.1.2.2.3-1: PUCCH Resource Value for HARQ-ACK Resource for PUCCH

	Value of 'TPC command for PUCCH'
 or 'HARQ-ACK resource offset'
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	'00'
	The 1st PUCCH resource value configured by the higher layers

	'01'
	The 2nd PUCCH resource value configured by the higher layers

	'10'
	The 3rd PUCCH resource value configured by the higher layers

	'11'
	The 4th PUCCH resource value configured by the higher layers


For a UE configured to transmit up to more than 22 HARQ-ACK bits and configured with PUCCH format 4 with dynamic HARQ-ACK codebook, the UE may be indicated to transmit the HARQ-ACK using PUCCH format 3 in some subframes
. 

10.1.2.2.4
PUCCH format 5 HARQ-ACK procedure

The HARQ-ACK feedback procedure for PUCCH format 5 HARQ-ACK procedure is as described in subclause 10.1.2.2.3
, by replacing 
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10.1.2A
FDD-TDD HARQ-ACK feedback procedures for primary cell frame structure type 1

For a UE transmitting HARQ-ACK using PUCCH format 1b with channel selection, the UE shall determine the number of HARQ-ACK bits, [image: image339.wmf]O

 in subframe [image: image340.wmf]n

,  based on the number of configured serving cells with subframe [image: image341.wmf]4
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n

 configured as a downlink or special subframe according to the DL-reference UL/DL configuration (defined in subclause 10.2) of each serving cell and the downlink transmission modes configured for each serving cell. For a UE transmitting HARQ-ACK using PUCCH format 3 or PUCCH format 4 without dynamic HARQ-ACK codebook or PUCCH format 5 without dynamic HARQ-ACK codebook, the UE shall determine the number of HARQ-ACK bits, [image: image342.wmf]O

 in subframe [image: image343.wmf]n

,  based on the number of configured serving cells with subframe [image: image344.wmf]4
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n

 configured as a downlink or special subframe except a special subframe of configurations 0 and 5 with normal downlink CP or of configurations 0 and 4 with extended downlink CP according to the DL-reference UL/DL configuration (defined in subclause 10.2) of each serving cell and the downlink transmission modes configured for each serving cell. The UE shall use two HARQ-ACK bits for a serving cell configured with a downlink transmission mode that support up to two transport blocks; and one HARQ-ACK bit otherwise. 

A UE that supports aggregating at most 2 serving cells shall use PUCCH format 1b with channel selection for transmission of HARQ-ACK when configured with primary cell frame structure type 1 and secondary cell frame structure type 2. 
A UE that supports aggregating more than 2 serving cells with primary cell frame structure type 1 is configured by higher layers to use either PUCCH format 1b with channel selection or PUCCH format 3 or PUCCH format 4 or PUCCH format 5 for transmission of HARQ-ACK when configured with more than one serving cell and primary cell frame structure type 1 and at least one secondary cell with frame structure type 2.  

For HARQ-ACK transmission in subframe [image: image345.wmf]n

 with PUCCH format 1b with channel selection, the FDD-TDD HARQ-ACK procedure follows HARQ-ACK procedure described in subclause 10.1.2.1 if subframe [image: image346.wmf]4
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n

 is an uplink or a special subframe of configurations 0 and 5 with normal downlink CP or of configurations 0 and 4 with extended downlink CP for the secondary cell according to the higher layer parameter subframeAssignment for UE not configured with the higher layer parameter EIMTA-MainConfigServCell-r12, and according to the higher layer parameter eimta-HARQ-ReferenceConfig-r12 for UE configured with the higher layer parameter EIMTA-MainConfigServCell-r12, and HARQ-ACK procedure described in subclause 10.1.2.2.1 otherwise.

The FDD-TDD HARQ-ACK feedback procedure for PUCCH format 3 HARQ-ACK procedure as described in subclause 10.1.2.2.2.

The FDD-TDD HARQ-ACK feedback procedure for PUCCH format 4 HARQ-ACK procedure is as described in subclause 10.1.2.2.3.

The FDD-TDD HARQ-ACK feedback procedure for PUCCH format 5 HARQ-ACK procedure is as described in subclause 10.1.2.2.4.

HARQ-ACK transmission on two antenna ports [image: image347.wmf]])
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 is supported for PUCCH format 3. 

HARQ-ACK transmission on two antenna ports [image: image348.wmf]])
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 is supported for PUCCH format 1b with channel selection and with two configured serving cells.
10.1.3
TDD HARQ-ACK feedback procedures

For TDD and a UE that does not support aggregating more than one serving cell with frame structure type 2, two HARQ-ACK feedback modes are supported by higher layer configuration.

· HARQ-ACK bundling and 

· HARQ-ACK multiplexing 

For TDD UL/DL configuration 5 and a UE that does not support aggregating more than one serving cell with frame structure type 2 and the UE is not configured with EIMTA-MainConfigServCell-r12 for the serving cell, only HARQ-ACK bundling is supported. 
A UE that supports aggregating more than one serving cell with frame structure type 2 is configured by higher layers to use either PUCCH format 1b with channel selection or PUCCH format 3 or PUCCH format 4 or PUCCH format 5 for transmission of HARQ-ACK when configured with more than one serving cell with frame structure type 2.
A UE that supports aggregating more than one serving cell with frame structure type 2 and is not configured with the parameter EIMTA-MainConfigServCell-r12 for any serving cell is configured by higher layers to use HARQ-ACK bundling, PUCCH format 1b with channel selection according to the set of Tables 10.1.3-2/3/4 or according to the set of Tables 10.1.3-5/6/7, or PUCCH format 3 for transmission of HARQ-ACK when configured with one serving cell with frame structure type 2. 
A UE that is configured with the parameter EIMTA-MainConfigServCell-r12 for at least one serving cell is configured by higher layers to use PUCCH format 1b with channel selection according to the set of Tables 10.1.3-5/6/7, or PUCCH format 3 or PUCCH format 4 or PUCCH format 5 for transmission of HARQ-ACK.
PUCCH format 1b with channel selection according to the set of Tables 10.1.3-2/3/4 or according to the set of Tables 10.1.3-5/6/7 is not supported for TDD UL/DL configuration 5.
TDD HARQ-ACK bundling is performed per codeword across [image: image349.wmf]M

 multiple downlink or special subframes associated with a single UL subframe n, where [image: image350.wmf]M

 is the number of elements in the set [image: image351.wmf]K

 defined in Table 10.1.3.1-1, by a logical AND operation of all the individual PDSCH transmission (with and without corresponding PDCCH/EPDCCH) HARQ-ACKs and ACK in response to PDCCH/EPDCCH indicating downlink SPS release. For one configured serving cell the bundled 1 or 2 HARQ-ACK bits are transmitted using PUCCH format 1a or PUCCH format 1b, respectively.

For TDD HARQ-ACK multiplexing and a subframe n with [image: image352.wmf]1

>

M

, where [image: image353.wmf]M

 is the number of elements in the set [image: image354.wmf]K

 defined in Table 10.1.3.1-1, spatial HARQ-ACK bundling across multiple codewords within a downlink or special subframe is performed by a logical AND operation of all the corresponding individual HARQ-ACKs. PUCCH format 1b with channel selection is used in case of one configured serving cell. For TDD HARQ-ACK multiplexing and a subframe n with [image: image355.wmf]1

=

M

, spatial HARQ-ACK bundling across multiple codewords within a downlink or special subframe is not performed, 1 or 2 HARQ-ACK bits are transmitted using PUCCH format 1a or PUCCH format 1b, respectively for one configured serving cell. 

In the case of TDD and more than one configured serving cell with PUCCH format 1b with channel selection and more than 4 HARQ-ACK bits for [image: image356.wmf]M

 multiple downlink or special subframes associated with a single UL subframe n, where [image: image357.wmf]M

 is defined in subclause 10.1.3.2.1, and for the configured serving cells, spatial HARQ-ACK bundling across multiple codewords within a downlink or special subframe for all configured cells is performed and the bundled HARQ-ACK bits for each configured serving cell is transmitted using PUCCH format 1b with channel selection. For TDD and more than one configured serving cell with PUCCH format 1b with channel selection and up to 4 HARQ-ACK bits for[image: image358.wmf]M

 multiple downlink or special subframes associated with a single UL subframe n, where [image: image359.wmf]M

 is defined in subclause 10.1.3.2.1, and for the configured serving cells, spatial HARQ-ACK bundling is not performed and the HARQ-ACK bits are transmitted using PUCCH format 1b with channel selection.

In the case of TDD and more than one configured serving cell with PUCCH format 3 and more than 20 HARQ-ACK bits for [image: image360.wmf]M

 multiple downlink or special subframes associated with a single UL subframe n, where [image: image361.wmf]M

 is the number of elements in the set [image: image362.wmf]K

 defined in subclause 10.1.3.2.2  and for the configured serving cells, spatial HARQ-ACK bundling across multiple codewords within a downlink or special subframe is performed for each serving cell by a logical AND operation of all of the corresponding individual HARQ-ACKs and PUCCH format 3 is used. For TDD and more than one configured serving cell with PUCCH format 3 and up to 20 HARQ-ACK bits for [image: image363.wmf]M

 multiple downlink or special subframes associated with a single UL subframe n, where [image: image364.wmf]M

 is the number of elements in the set [image: image365.wmf]K

 defined in subclause 10.1.3.2.2 and for the configured serving cells, spatial HARQ-ACK bundling is not performed and the HARQ-ACK bits are transmitted using PUCCH format 3.

For TDD with PUCCH format 3 or PUCCH format 4 without dynamic HARQ-ACK codebook or PUCCH format 5 without dynamic HARQ-ACK codebook, a UE shall determine the number of HARQ-ACK bits, [image: image366.wmf]O

, associated with an UL subframe n 
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is the number of HARQ-bits for the c-th serving cell defined in subclause 7.3.

TDD HARQ-ACK feedback procedures for one configured serving cell are given in subclause 10.1.3.1 and procedures for more than one configured serving cell are given in subclause 10.1.3.2.

10.1.3.1
TDD HARQ-ACK procedure for one configured serving cell

HARQ-ACK transmission on two antenna ports [image: image370.wmf]])
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 is supported for PUCCH format 1a/1b with TDD HARQ-ACK bundling feedback mode and for PUCCH format 3. 

A UE that supports aggregating more than one serving cell with frame structure type 2 can be configured by higher layers for HARQ-ACK transmission on two antenna ports [image: image371.wmf]])
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 for PUCCH format 1b with channel selection.
The TDD HARQ-ACK procedure for a UE configured with PUCCH format 3 is as described in subclause 10.1.3.2.2 when the UE receives PDSCH and/or SPS release PDCCH/EPDCCH only on the primary cell.
If the UE is not configured with the higher layer parameter EIMTA-MainConfigServCell-r12, for TDD HARQ-ACK bundling or TDD HARQ-ACK multiplexing for one configured serving cell and a subframe n with [image: image372.wmf]1
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 defined in Table 10.1.3.1-1, the UE shall use PUCCH resource [image: image375.wmf])
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· If there is PDSCH transmission indicated by the detection of corresponding PDCCH/EPDCCH or there is PDCCH/EPDCCH indicating downlink SPS release within subframe(s) [image: image378.wmf]k

n

-

, where [image: image379.wmf]K

k

Î

 and [image: image380.wmf]K
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and the corresponding m. When two antenna port transmission is configured for PUCCH format 1a/1b, the PUCCH resource for HARQ-ACK bundling for antenna port [image: image395.wmf]1
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· If there is only a PDSCH transmission where there is not a corresponding PDCCH/EPDCCH detected within subframe(s) [image: image397.wmf]k
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, where [image: image398.wmf]K

k

Î

and [image: image399.wmf]K
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· If there is PDSCH transmission indicated by the detection of corresponding PDCCH/EPDCCH or there is PDCCH/EPDCCH indicating downlink SPS release within subframe(s) [image: image408.wmf]k
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if EPDCCH-PRB-set [image: image419.wmf]q
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for antenna port [image: image421.wmf]0
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, where [image: image422.wmf]ECCE,q
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 is the number of the first ECCE (i.e. lowest ECCE index used to construct the EPDCCH) used for transmission of the corresponding DCI assignment in EPDCCH-PRB-set [image: image423.wmf]q
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is equal to 0. When two antenna port transmission is configured for PUCCH format 1a/1b, the PUCCH resource for HARQ-ACK bundling for antenna port [image: image448.wmf]1
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if EPDCCH-PRB-set [image: image451.wmf]q

is configured for localized transmission
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Table 10.1.3.1-1: Downlink association set [image: image453.wmf]K
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 for TDD

	UL/DL

Configuration
	Subframe n

	
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9

	0
	-
	-
	6
	-
	4
	-
	-
	6
	-
	4

	1
	-
	-
	7, 6
	4
	-
	-
	-
	7, 6
	4
	-

	2
	-
	-
	8, 7, 4, 6
	-
	-
	-
	-
	8, 7, 4, 6
	-
	-

	3
	-
	-
	7, 6, 11
	6, 5
	5, 4
	-
	-
	-
	-
	-

	4
	-
	-
	12, 8, 7, 11
	6, 5, 4, 7
	-
	-
	-
	-
	-
	-

	5
	-
	-
	13, 12, 9, 8, 7, 5, 4, 11, 6
	-
	-
	-
	-
	-
	-
	-

	6
	-
	-
	7
	7
	5
	-
	-
	7
	7
	-


Table 10.1.3.1-1A: eIMTA downlink association set [image: image455.wmf]A
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	Higher layer parameter 
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	Subframe n

	
	
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9

	2
	0
	-
	-
	7,8,4
	-
	-
	-
	-
	7,8,4
	-
	-

	
	1
	-
	-
	8,4
	-
	-
	-
	-
	8,4
	-
	-

	
	6
	-
	-
	6,8,4
	-
	-
	-
	-
	8,6,4
	-
	-

	4
	0
	-
	-
	12,7,11,8
	7,4,5,6
	-
	-
	-
	-
	-
	-

	
	1
	-
	-
	12,8,11
	7,5,6
	-
	-
	-
	-
	-
	-

	
	3
	-
	-
	12,8
	4,7
	-
	-
	-
	-
	-
	-

	
	6
	-
	-
	12,11,8
	4,5,6
	-
	-
	-
	-
	-
	-

	5
	0
	-
	-
	12,7,11,13,8,4,9,5
	-
	-
	-
	-
	-
	-
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	-
	-
	13,12,8,11,4,9,5
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	-
	-
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	-
	-
	-
	-
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	-
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	-
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	13,12,5,4,8,9
	-
	-
	-
	-
	-
	-
	-

	
	4
	-
	-
	13,5,4,6,9
	-
	-
	-
	-
	-
	-
	-

	
	6
	-
	-
	13,12,11,6,8,4,9,5
	-
	-
	-
	-
	-
	-
	-


Table 10.1.3.1-2: Mapping of ACK/NACK Resource offset Field in DCI format 1A/1B/1D/1/2A/2/2B/2C/2D to [image: image457.wmf]ARO
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Table 10.1.3.1-3: Mapping of ACK/NACK Resource offset Field in DCI format 1A/1B/1D/1/2A/2/2B/2C/2D to [image: image462.wmf]ARO
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If the UE is not configured with the higher layer parameter EIMTA-MainConfigServCell-r12, for TDD HARQ-ACK multiplexing and sub-frame [image: image468.wmf]n

 with [image: image469.wmf]1

>
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 and one configured serving cell, where [image: image470.wmf]M

 is the number of elements in the set [image: image471.wmf]K

 defined in Table 10.1.3.1-1, denote [image: image472.wmf])

1

(

PUCCH,

i

n

 as the PUCCH resource derived from sub-frame [image: image473.wmf]i
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 and HARQ-ACK(i) as the ACK/NACK/DTX response from sub-frame [image: image474.wmf]i
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(defined in Table 10.1.3.1-1) and [image: image476.wmf]1
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· For a PDSCH transmission indicated by the detection of corresponding PDCCH or a PDCCH indicating downlink SPS release in sub-frame [image: image477.wmf]i
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, [image: image483.wmf]CCE,
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 is the number of the first CCE used for transmission of the corresponding PDCCH in subframe [image: image484.wmf]i
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, and [image: image485.wmf](1)
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 is configured by higher layers. 
· For a PDSCH transmission where there is not a corresponding PDCCH/EPDCCH detected in subframe [image: image486.wmf]i
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 is determined according to higher layer configuration and Table 9.2-2.

· For a PDSCH transmission indicated by the detection of corresponding EPDCCH or a EPDCCH indicating downlink SPS release in sub-frame [image: image488.wmf]i
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if EPDCCH-PRB-set [image: image492.wmf]q

is configured for localized transmission
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where [image: image494.wmf]ECCE,q

n

 is the number of the first ECCE (i.e. lowest ECCE index used to construct the EPDCCH) used for transmission of the corresponding DCI assignment in EPDCCH-PRB-set [image: image495.wmf]q

in subframe [image: image496.wmf]i
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If a UE is configured with the higher layer parameter EIMTA-MainConfigServCell-r12, then[image: image522.wmf]KK
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 where the set [image: image523.wmf]K

is defined in Table 10.1.3.1-1 (where “UL/DL configuration” in the table refers to the higher layer parameter subframeAsssignment), and [image: image524.wmf]M
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is the number of elements in set [image: image525.wmf]K
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If a UE is configured with the higher layer parameter EIMTA-MainConfigServCell-r12, then the set [image: image526.wmf]K

for the rest of this subclause is as defined in Sec 10.2, and [image: image527.wmf]M

is the number of elements for subframe n in the set [image: image528.wmf]K


If the UE is configured with the higher layer parameter EIMTA-MainConfigServCell-r12, for TDD HARQ-ACK multiplexing and sub-frame [image: image529.wmf]n
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If a UE is not configured with two antenna port transmission for PUCCH format 1b with channel selection, and if the UE is not configured with the higher layer parameter EIMTA-MainConfigServCell-r12, based on higher layer signalling the UE configured with a single serving cell will perform channel selection either according to the set of Tables 10.1.3-2, 10.1.3-3, and 10.1.3-4 or according to the set of Tables 10.1.3-5, 10.1.3-6, and 10.1.3-7. 

If a UE is configured with two antenna port transmission for PUCCH format 1b with channel selection, and if the UE is not configured with the higher layer parameter EIMTA-MainConfigServCell-r12, then the UE will perform channel selection according to the set of Tables 10.1.3-5, 10.1.3-6, and 10.1.3-7. 
If the UE is configured with the higher layer parameter EIMTA-MainConfigServCell-r12, the UE configured with a single serving cell will perform channel selection according to the set of Tables 10.1.3-5, 10.1.3-6, and 10.1.3-7.
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Table 10.1.3-2: Transmission of HARQ-ACK multiplexing for M = 2
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Table 10.1.3-3: Transmission of HARQ-ACK multiplexing for M = 3
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Table 10.1.3-4: Transmission of HARQ-ACK multiplexing for M = 4
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Table 10.1.3-5: Transmission of HARQ-ACK multiplexing for M = 2
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Table 10.1.3-6: Transmission of HARQ-ACK multiplexing for M = 3
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Table 10.1.3-7: Transmission of HARQ-ACK multiplexing for M = 4
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10.1.3.2
TDD HARQ-ACK procedure for more than one configured serving cell

If a UE configured with EIMTA-MainConfigServCell-r12 for a serving cell, “UL/DL configuration” of the serving cell in the rest of this subclause refers to the UL/DL configuration given by the parameter eimta-HARQ-ReferenceConfig-r12 for the serving cell unless specified otherwise.
The TDD HARQ-ACK feedback procedures for more than one configured serving cell are either based on a PUCCH format 1b with channel selection HARQ-ACK procedure as described in subclause 10.1.3.2.1 or a PUCCH format 3 HARQ-ACK procedure as described in subclause 10.1.3.2.2 or a PUCCH format 4 HARQ-ACK procedure as described in subclause 10.1.3.2.3 or a PUCCH format 5 HARQ-ACK procedure as described in subclause 10.1.3.2.4.

HARQ-ACK transmission on two antenna ports [image: image731.wmf]])
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 is supported for PUCCH format 3 and TDD with more than one configured serving cell. 
If a UE is configured with more than one serving cell and the TDD UL/DL configurations of all serving cells are the same, TDD UL/DL configuration 5 with PUCCH format 3 is only supported for up to two configured serving cells. 
If a UE is configured with two serving cells and the TDD UL/DL configuration of the two serving cells is the same, TDD UL/DL configuration 5 with PUCCH format 1b with channel selection for two configured serving cells is not supported. If a UE is configured with two serving cells and if the TDD UL/DL configuration of the two serving cells are not the same and if the DL-reference UL/DL configuration (as defined in subclause 10.2) of at least one serving cell is TDD UL/DL Configuration 5, PUCCH format 1b with channel selection is not supported. 
If a UE is configured with the parameter EIMTA-MainConfigServCell-r12 for at least one serving cell, the UE is not expected to be configured with more than two serving cells having UL/DL Configuration 5 as a DL-reference UL/DL configuration.
HARQ-ACK transmission on two antenna ports [image: image732.wmf]])
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 is supported for PUCCH format 1b with channel selection and TDD with two configured serving cells.
10.1.3.2.1
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· for a PDSCH transmission indicated by the detection of a corresponding PDCCH/EPDCCH within subframe(s) [image: image849.wmf]k
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Table 10.1.3.2-1: Transmission of HARQ-ACK multiplexing for A = 2
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Table 10.1.3.2-2: Transmission of HARQ-ACK multiplexing for A = 3
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Table 10.1.3.2-3: Transmission of HARQ-ACK multiplexing for A = 4
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Table 10.1.3.2-4: Mapping of subframes on each serving cell to HARQ-ACK(j) for PUCCH format 1b HARQ-ACK channel selection for TDD with [image: image895.wmf]2
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where [image: image1065.wmf]ECCE,q
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Table 10.1.3.2-5: Transmission of HARQ-ACK multiplexing for M = 3

	Primary Cell
	Secondary Cell
	Resource
	Constellation
	RM Code
 Input Bits

	HARQ-ACK(0), 
HARQ-ACK(1), 
HARQ-ACK(2)
	HARQ-ACK(0), 
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	ACK, ACK, ACK
	[image: image1263.wmf])

1

(

PUCCH,1

n


	0, 0
	1,0,1,1

	ACK, NACK/DTX, any
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	[image: image1266.wmf])

1

(

PUCCH,0

n


	1, 0
	1,1,1,0

	ACK, ACK, NACK/DTX
	ACK, ACK, NACK/DTX
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	1,0,1,0

	ACK, NACK/DTX, any
	ACK, ACK, NACK/DTX
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	NACK/DTX, any, any
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	0, 0, 0, 0

	DTX, any, any
	NACK/DTX, any, any
	No Transmission
	0, 0, 0, 0


Table 10.1.3.2-6: Transmission of HARQ-ACK multiplexing for M = 4

	Primary Cell
	Secondary Cell
	Resource
	Constellation
	RM Code
 Input Bits

	HARQ-ACK(0), 
HARQ-ACK(1), 
HARQ-ACK(2), 
HARQ-ACK(3)
	HARQ-ACK(0), 
HARQ-ACK(1), 
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	ACK, ACK, ACK, NACK/DTX
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	ACK, ACK, NACK/DTX, any
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	ACK, ACK, NACK/DTX, any
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	0, 1, 0, 1

	ACK, DTX, DTX, DTX
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	[image: image1298.wmf])
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	0, 1, 0, 1

	ACK, ACK, ACK, ACK
	ACK, DTX, DTX, DTX
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	0, 1, 0, 1

	ACK, ACK, ACK, ACK
	ACK, ACK, ACK, ACK
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	0, 1, 0, 1

	NACK/DTX, any, any, any
	ACK, DTX, DTX, DTX
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	NACK/DTX, any, any, any
	ACK, ACK, ACK, ACK
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	(ACK, NACK/DTX, any, any), except for (ACK, DTX, DTX, DTX)
	ACK, DTX, DTX, DTX
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	(ACK, NACK/DTX, any, any), except for (ACK, DTX, DTX, DTX)
	ACK, ACK, ACK, ACK
	[image: image1304.wmf])

1

(

PUCCH,2

n


	0, 0
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	ACK, ACK, ACK, NACK/DTX
	NACK/DTX, any, any, any
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	1, 0
	1, 1, 0, 0

	ACK, ACK, ACK, NACK/DTX
	(ACK, NACK/DTX, any, any), except for (ACK, DTX, DTX, DTX)
	[image: image1306.wmf])
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	1, 0
	1, 1, 0, 0

	ACK, ACK, NACK/DTX, any
	NACK/DTX, any, any, any
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	0, 1
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	ACK, ACK, NACK/DTX, any
	(ACK, NACK/DTX, any, any), except for (ACK, DTX, DTX, DTX)
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	0, 1
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	ACK, DTX, DTX, DTX
	NACK/DTX, any, any, any
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	1, 1
	0, 1, 0, 0

	ACK, DTX, DTX, DTX
	(ACK, NACK/DTX, any, any), except for (ACK, DTX, DTX, DTX)
	[image: image1310.wmf])

1

(

PUCCH,0

n


	1, 1
	0, 1, 0, 0

	ACK, ACK, ACK, ACK
	NACK/DTX, any, any, any
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	ACK, ACK, ACK, ACK
	(ACK, NACK/DTX, any, any), except for (ACK, DTX, DTX, DTX)
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	0, 1, 0, 0

	NACK, any, any, any 
	NACK/DTX, any, any, any
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	0, 0, 0, 0

	NACK, any, any, any 
	(ACK, NACK/DTX, any, any), except for (ACK, DTX, DTX, DTX)
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	0, 0
	0, 0, 0, 0

	(ACK, NACK/DTX, any, any), except for (ACK, DTX, DTX, DTX)
	NACK/DTX, any, any, any
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	(ACK, NACK/DTX, any, any), except for (ACK, DTX, DTX, DTX)
	(ACK, NACK/DTX, any, any), except for (ACK, DTX, DTX, DTX)
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	DTX, any, any, any
	NACK/DTX, any, any, any
	No Transmission
	0, 0, 0, 0

	DTX, any, any, any
	(ACK, NACK/DTX, any, any), except for (ACK, DTX, DTX, DTX)
	No Transmission
	0, 0, 0, 0


10.1.3.2.2
PUCCH format 3 HARQ-ACK procedure
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-
If the UE is configured with the higher layer parameter EIMTA-MainConfigServCell-r12 on the primary cell, 
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-
If the UE is not configured with the higher layer parameter EIMTA-MainConfigServCell-r12 on the primary cell, 
-
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If EPDCCH-PRB-set [image: image1386.wmf]q
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where [image: image1388.wmf]ECCE,q
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10.1.3.2.3
PUCCH format 4 HARQ-ACK procedure
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If the UE is configured with the higher layer parameter EIMTA-MainConfigServCell-r12 on the primary cell, 

-
for a single PDSCH transmission only on the primary cell indicated by the detection of a corresponding PDCCH in subframe [image: image1713.wmf]m

k

n

-

, where [image: image1714.wmf]K

k

m

Î

, and for a TDD UL/DL configuration of the primary cell belonging to {1,2,3,4,5,6} the DAI value in the PDCCH is equal to '1' (defined in Table 7.3-X), or 
-
for a single PDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe [image: image1715.wmf]m

k

n

-

, where [image: image1716.wmf]K

k

m

Î

, and for a TDD UL/DL configuration of the primary cell belonging to {1,2,3,4,5,6} the DAI value in the PDCCH is equal to '1', 
-
the UE shall use PUCCH format 1a/1b, and
-
if the value of [image: image1717.wmf]m

k

is same as the value of an element [image: image1718.wmf]2

'

i

k

, where [image: image1719.wmf]'

'

2

K

k

i

Î

, the PUCCH resource [image: image1720.wmf])

~

,

1

(

PUCCH

p

n

 is given by [image: image1721.wmf](1)

PUCCH

CCE,

1

)

~

,

1

(

PUCCH

2

)

1

2

'

(

N

n

N

i

N

i

M

n

m

c

c

p

+

+

×

+

×

-

-

=

+

; 
-
otherwise, if the value of [image: image1722.wmf]m

k

is same as the value of an element [image: image1723.wmf]A

i

k

3

 in set [image: image1724.wmf]A

K

, where [image: image1725.wmf]A

A

i

K

k

Î

3

(defined in Table 10.1.3.1-1A, where "UL/DL configuration" in the table refers to the higher layer parameter subframeAssignment), the PUCCH resource [image: image1726.wmf])

~

,

1

(

PUCCH

p

n

 is given by [image: image1727.wmf]A

K

PUCCH

CCE,

1

)

~

,

1

(

PUCCH

3

)

1

3

(

N

n

N

i

N

i

M

n

m

c

c

A

p

+

+

×

+

×

-

-

=

+

; 

where [image: image1728.wmf]A

M

 is the number of elements in the set [image: image1729.wmf]A

K

 defined in Table 10.1.3.1-1A , where [image: image1730.wmf]c

 is selected from {0, 1, 2, 3} such that [image: image1731.wmf]1

CCE,

+

<

£

c

m

c

N

n

N

, [image: image1732.wmf]ë

û

{

}

36

/

)]

4

(

[

,

0

max

RB

sc

DL

RB

-

×

×

=

c

N

N

N

c

 where [image: image1733.wmf]DL

RB

N

 is determined from the primary cell, [image: image1734.wmf]m

CCE

n

,

 is the number of the first CCE used for transmission of the corresponding PDCCH in subframe [image: image1735.wmf]m

k

n

-

, and [image: image1736.wmf]A

K

PUCCH

N

, [image: image1737.wmf](1)

PUCCH

N

, are configured by higher layers. When two antenna port transmission is configured for PUCCH format 1a/1b, the PUCCH resource for antenna port [image: image1738.wmf]1

p

 is given by [image: image1739.wmf]1

)

~

,

1

(

PUCCH

)

~

,

1

(

PUCCH

0

1

+

=

p

p

n

n


-
If the UE is not configured with the higher layer parameter EIMTA-MainConfigServCell-r12 on the primary cell, 
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for a single PDSCH transmission only on the primary cell indicated by the detection of a corresponding EPDCCH in subframe [image: image1740.wmf]m
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If the UE is configured with the higher layer parameter EIMTA-MainConfigServCell-r12 on the primary cell, the PUCCH resource [image: image1921.wmf])
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If EPDCCH-PRB-set [image: image1925.wmf]q

is configured for localized transmission
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are determined as described in section 10.1.3.1.
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For a UE configured with a transmission mode that supports up to two transport blocks on the primary cell, the PUCCH resource [image: image1948.wmf])
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.HARQ-ACK(0) is the ACK/NACK/DTX response for the PDSCH without a corresponding EPDCCH detected. HARQ-ACK(1) is the ACK/NACK/DTX response for the first transport block of the PDSCH indicated by the detection of a corresponding EPDCCH for which the value of the DAI field in the corresponding DCI format is equal to '1' or for the EPDCCH indicating downlink SPS release for which the value of the DAI field in the corresponding DCI format is equal to '1'. HARQ-ACK(2) is the ACK/NACK/DTX response for the second transport block of the PDSCH indicated by the detection of a corresponding EPDCCH for which the value of the DAI field in the corresponding DCI format is equal to '1'.
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 with the DAI value in the PDCCH greater than '1' (defined in Table 7.3-X), or 
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for a PDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe [image: image1953.wmf]m
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[image: image1958.wmf]k

n

-

, where 
[image: image1959.wmf]K

k

Î

 with the DAI value equal to '1', or

-
for 
[image: image1960.wmf]9

=

M

 and for a PDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe 
[image: image1961.wmf]m

k

n

-

, where 
[image: image1962.wmf]K

k

m

Î

 with the DAI value in the PDCCH equal to ‘1’ (defined in Table 7.3-X) not being the first PDCCH/EPDCCH transmission in subframe(s) 
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 with the DAI value equal to '1', shall be used to determine the PUCCH resource value from one of the four PUCCH resource values configured by higher layers, with the mapping defined in Table 10.1.2.2.3-1. A UE shall assume that the same HARQ-ACK PUCCH resource value is transmitted on all PDCCH assignments used to determine the PUCCH resource values within the subframe(s) [image: image1969.wmf]k
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 with the DAI value in the EPDCCH greater than '1' (defined in Table 7.3-X), or 
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for an EPDCCH indicating downlink SPS release (defined in subclause 9.2) in subframe [image: image1974.wmf]m
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 with the DAI value in the EPDCCH equal to '1' (defined in Table 7.3-X) not being the first PDCCH/EPDCCH transmission in subframe(s) 
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 with the DAI value in the EPDCCH equal to ‘1’ (defined in Table 7.3-X) not being the first PDCCH/EPDCCH transmission in subframe(s) 
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the UE shall use PUCCH format 4 and PUCCH resource 
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 is determined according to higher layer configuration and Table 10.1.2.2.3-1 and the HARQ-ACK resource offset field in the DCI format of the corresponding EPDCCH assignment with DAI value greater than '1' or with DAI value equal to ‘1’ (defined in Table 7.3-X), not being the first PDCCH/EPDCCH assignment in subframe(s) 
[image: image1988.wmf]k

n

-

, where 
[image: image1989.wmf]K

k

Î

 with the DAI value equal to '1', shall be used to determine the PUCCH resource value from one of the four PUCCH resource values configured by higher layers, with the mapping defined in Table 10.1.2.2.3-1. A UE shall assume that the same HARQ-ACK PUCCH resource value is transmitted on all EPDCCH assignments used to determine the PUCCH resource values within the subframe(s) [image: image1990.wmf]k
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If the UL/DL configurations of all serving cells are the same, for a PDSCH transmission on the secondary cell indicated by the detection of a corresponding PDCCH/EPDCCH within subframe(s) [image: image1992.wmf]k
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, the UE shall use PUCCH format 4 and PUCCH resource 
[image: image1994.wmf](

)

p

n

~

,

4

PUCCH

 where the value of 
[image: image1995.wmf](

)

p

n

~

,

4

PUCCH

 is determined according to higher layer configuration and Table 10.1.2.2.3-1 and the TPC field in the corresponding PDCCH/EPDCCH shall be used to determine the PUCCH resource value from one of the four resource values configured by higher layers, with the mapping defined in Table 10.1.2.2.3-1. 
For TDD UL/DL configurations 1-6, if a PDCCH corresponding to a PDSCH on the primary cell within subframe(s) [image: image1996.wmf]k
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, is detected, the TPC field in the PDCCH with the DAI value greater than '1' or with DAI value equal to ‘1’, not being the first PDCCH/EPDCCH transmission in subframe(s) 
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 with the DAI value equal to '1' (defined in Table 7.3-X), shall be used to determine the PUCCH resource value from one of the four resource values configured by higher layers, with the mapping defined in Table 10.1.2.2.3-1. A UE shall assume that the same HARQ-ACK PUCCH resource value is transmitted on all PDCCH assignments in the primary cell and in each secondary cell that are used to determined the PUCCH resource value within the subframe(s) [image: image2002.wmf]k
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. For TDD UL/DL configurations 1-6, if an EPDCCH corresponding to a PDSCH on the primary cell within subframe(s) [image: image2004.wmf]k
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, or an EPDCCH indicating downlink SPS release (defined in subclause 9.2) within subframe(s) [image: image2006.wmf]k
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, is detected, the HARQ-ACK resource offset field in the DCI format of the corresponding EPDCCH assignment with the DAI value greater than '1' (defined in Table 7.3-X) or with DAI value equal to ‘1’, not being the first PDCCH/EPDCCH transmission in subframe(s) 
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 with the DAI value equal to '1', shall be used to determine the PUCCH resource value from one of the four resource values configured by higher layers, with the mapping defined in Table 10.1.2.2.3-1. A UE shall assume that the same HARQ-ACK PUCCH resource value is transmitted on all EPDCCH assignments in the primary cell and in each secondary cell that are used to determined the PUCCH resource value within the subframe(s) [image: image2010.wmf]k
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If the UL/DL configurations of at least two serving cells are different, for a PDSCH transmission on the secondary cell indicated by the detection of a corresponding PDCCH/EPDCCH within subframe(s) [image: image2012.wmf]k
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, the UE shall use PUCCH format 4 and PUCCH resource 
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 is determined according to higher layer configuration and Table 10.1.2.2.3-1 and the TPC field in the corresponding PDCCH/EPDCCH shall be used to determine the PUCCH resource value from one of the four resource values configured by higher layers, with the mapping defined in Table 10.1.2.2.3-1. 
For a UL/DL configuration of the primary cell belonging to {1,2,3,4,5,6} as defined in subclause 10.2, if a PDCCH corresponding to a PDSCH on the primary cell within subframe(s) [image: image2016.wmf]k
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, is detected, the TPC field in the PDCCH with the DAI value greater than '1' (defined in Table 7.3-X) or with DAI value equal to ‘1’, not being the first PDCCH/EPDCCH transmission in subframe(s) 
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 with the DAI value equal to '1', shall be used to determine the PUCCH resource value from one of the four resource values configured by higher layers, with the mapping defined in Table 10.1.2.2.3-1. A UE shall assume that the same HARQ-ACK PUCCH resource value is transmitted on all PDCCH assignments in the primary cell and in each secondary cell that are used to determined the PUCCH resource value within the subframe(s) [image: image2022.wmf]k
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. For a UL/DL configuration of the primary cell belonging to {1,2,3,4,5,6} as defined in subclause 10.2, if an EPDCCH corresponding to a PDSCH on the primary cell within subframe(s) [image: image2024.wmf]k
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, is detected, the HARQ-ACK resource offset field in the DCI format of the corresponding EPDCCH assignment with the DAI value greater than '1' or with DAI value equal to ‘1’, not being the first PDCCH/EPDCCH transmission in subframe(s) 
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 with the DAI value equal to '1', shall be used to determine the PUCCH resource value from one of the four resource values configured by higher layers, with the mapping defined in Table 10.1.2.2.3-1. A UE shall assume that the same HARQ-ACK PUCCH resource value is transmitted on all EPDCCH assignments in the primary cell and in each secondary cell that are used to determined the PUCCH resource value within the subframe(s) [image: image2030.wmf]k
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10.1.3.2.4
PUCCH format 5 HARQ-ACK procedure

The HARQ-ACK feedback procedure for PUCCH format 5 HARQ-ACK procedure is as described in subclause 10.1.3.2.3, by replacing 
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10.1.3A
FDD-TDD HARQ-ACK feedback procedures for primary cell frame structure type 2

A UE is configured by higher layers to use either PUCCH format 1b with channel selection or PUCCH format 3 or PUCCH format 4 or PUCCH format 5 for transmission of HARQ-ACK. 
For a serving cell, if the serving cell is frame structure type 1, and a UE is not configured to monitor PDCCH/EPDCCH in another serving cell for scheduling the serving cell, set [image: image2034.wmf]K

is defined in Table 10.1.3A-1, otherwise set [image: image2035.wmf]K

is defined in Table 10.1.3.1-1.

PUCCH format 1b with channel selection is not supported if a UE is configured with more than two serving cells, or if the DL-reference UL/DL configuration 5 (as defined in subclause 10.2) is defined for any serving cell, or if the DL-reference UL/DL configuration of a serving cell with frame structure type 1 belongs to {2, 3, 4} and the UE is not configured to monitor PDCCH/EPDCCH in another serving cell for scheduling the serving cell.

If a UE is configured with the parameter EIMTA-MainConfigServCell-r12 for at least one serving cell, the UE is not expected to be configured with more than two serving cells having DL-reference UL/DL configuration 5.
If a UE is configured to use PUCCH format 1b with channel selection for HARQ-ACK transmission, for the serving cells,

-
if  more than 4 HARQ-ACK bits for [image: image2036.wmf]M

multiple downlink and special subframes associated with a single UL subframe n, where [image: image2037.wmf]M

 is as defined in subclause 10.1.3.2.1 for case where the UE is configured with two serving cells with different UL/DL configurations,
-
spatial HARQ-ACK bundling across multiple codewords within a downlink or special subframe is performed for each serving cell by a logical AND operation of all the corresponding individual HARQ-ACKs, and the bundled HARQ-ACK bits for each serving cell is transmitted using PUCCH format 1b with channel selection,
-
otherwise,
-
spatial HARQ-ACK bundling is not performed, and the HARQ-ACK bits are transmitted using PUCCH format 1b with channel selection. 
If a UE is configured to use PUCCH format 3 for HARQ-ACK transmission, for the serving cells,

-
if  more than 21 HARQ-ACK bits for [image: image2038.wmf]M

 multiple downlink and special subframes associated with a single UL subframe n, where [image: image2039.wmf]M

 as defined in subclause 10.1.3.2.2 for the case of UE configured with more than one serving cell and if at least two cells have different UL/DL configurations,
-
spatial HARQ-ACK bundling across multiple codewords within a downlink or special subframe is performed for each serving cell by a logical AND operation of all of the corresponding individual HARQ-ACKs, and PUCCH format 3 is used,
-
otherwise,
-
spatial HARQ-ACK bundling is not performed, and the HARQ-ACK bits are transmitted using PUCCH format 3. 
-
UE shall determine the number of HARQ-ACK bits, [image: image2040.wmf]O

,  associated with an UL subframe n according to [image: image2041.wmf]å

=

=

DL

cells

N

c

ACK

c

O

O

1

  where [image: image2042.wmf]DL

cells

N

 is the number of configured cells, and [image: image2043.wmf]ACK

c

O

is the number of HARQ-bits for the c-th serving cell defined in subclause 7.3.4. If a UE is not configured to monitor PDCCH/EPDCCH in another serving cell for scheduling a serving cell with frame structure type 1, and the DL-reference UL/DL configuration of the serving cell belongs to {2, 3, 4, 5}, then the UE is not expected to be configured with [image: image2044.wmf]DL
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If a UE is configured with PUCCH format 4 without dynamic HARQ-ACK codebook or PUCCH format 5 without dynamic HARQ-ACK codebook for HARQ-ACK transmission, a UE shall determine the number of HARQ-ACK bits, [image: image2046.wmf]O

, associated with an UL subframe n 
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is the number of HARQ-bits for the c-th serving cell defined in subclause 7.3.4.
HARQ-ACK transmission on two antenna ports [image: image2050.wmf]])
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 is supported for PUCCH format 3. 

HARQ-ACK transmission on two antenna ports [image: image2051.wmf]])
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 is supported for PUCCH format 1b with channel selection and with two configured serving cells.

The FDD-TDD HARQ-ACK feedback procedure for PUCCH format 1b with channel selection follows the HARQ-ACK procedure described in subclause 10.1.3.2.1 for the case of UE configured with two serving cells with different UL/DL configurations, and for PUCCH format 3/4/5 follows the HARQ-ACK procedure described in subclause 10.1.3.2.2/10.1.3.2.3/10.2.3.2.4  for the case of UE configured with more than one serving cell and if at least two cells have different UL/DL configurations.

Table 10.1.3A-1: Downlink association set [image: image2052.wmf]K
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 for FDD-TDD and serving cell frame structure type 1
	DL-reference UL/DL

Configuration
	Subframe n

	
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9

	0
	-
	-
	6, 5
	5, 4
	4
	-
	-
	6, 5
	5, 4
	4

	1
	-
	-
	7, 6
	6, 5, 4
	-
	-
	-
	7, 6
	6, 5, 4
	-

	2
	-
	-
	8, 7, 6, 5, 4
	-
	-
	-
	-
	8, 7, 6, 5, 4
	-
	-

	3
	-
	-
	11, 10, 9, 8, 7, 6
	6, 5
	5, 4
	-
	-
	-
	-
	-

	4
	-
	-
	12, 11, 10, 9, 8, 7
	7, 6, 5, 4
	-
	-
	-
	-
	-
	-

	5
	-
	-
	13, 12, 11, 10, 9, 8, 7, 6, 5, 4
	-
	-
	-
	-
	-
	-
	-

	6
	-
	-
	8, 7
	7, 6
	6, 5
	-
	-
	7
	7, 6, 5
	-


10.1.4
HARQ-ACK Repetition procedure

HARQ-ACK repetition is enabled or disabled by a UE specific parameter ackNackRepetition configured by higher layers. Once enabled, the UE shall repeat any HARQ-ACK transmission with a repetition factor [image: image2054.wmf]ANRep
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 is provided by higher layers and includes the initial HARQ-ACK transmission, until HARQ-ACK repetition is disabled by higher layers. For a PDSCH transmission without a corresponding PDCCH/EPDCCH detected, the UE shall transmit the corresponding HARQ-ACK response [image: image2056.wmf]ANRep

N

 times using PUCCH resource [image: image2057.wmf])

~

,

1

(

PUCCH

p

n

 configured by higher layers. For a PDSCH transmission with a corresponding PDCCH/EPDCCH detected, or for a PDCCH/EPDCCH indicating downlink SPS release, the UE shall first transmit the corresponding HARQ-ACK response once using PUCCH resource derived from the corresponding PDCCH CCE index or EPDCCH ECCE index (as described in subclauses 10.1.2 and 10.1.3), and repeat the transmission of the corresponding HARQ-ACK response [image: image2058.wmf]1
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is configured by higher layers.
HARQ-ACK repetition is only applicable for UEs configured with one serving cell for FDD and TDD. For TDD, HARQ-ACK repetition is only applicable for HARQ-ACK bundling. 

HARQ-ACK repetition can be enabled with PUCCH format 1a/1b on two antenna ports. For a UE configured for two antenna port transmission for HARQ-ACK repetition with PUCCH format 1a/1b, a PUCCH resource value [image: image2061.wmf])
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10.1.5
Scheduling Request (SR) procedure

A UE is configured by higher layers to transmit the SR on one antenna port or two antenna ports. 
The scheduling request shall be transmitted on the PUCCH resource(s) [image: image2068.wmf])
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 mapped to antenna port p as defined in [3], where [image: image2070.wmf])
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 is configured by higher layers unless the SR coincides in time with the transmission of HARQ-ACK using PUCCH Format 3 or PUCCH Format 4 in which case the SR is multiplexed with HARQ-ACK according to subclause 5.2.3.1 of [4]. The SR configuration for SR transmission periodicity [image: image2071.wmf]PERIODICITY
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 is defined in Table 10.1.5-1 by the parameter sr-ConfigIndex [image: image2073.wmf]SR
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 given by higher layers. 

SR transmission instances are the uplink subframes satisfying [image: image2074.wmf](
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Table 10.1.5-1: UE-specific SR periodicity and subframe offset configuration
	SR configuration Index
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10.2
Uplink HARQ-ACK timing

For TDD or for FDD-TDD and primary cell frame structure type 2 or for FDD-TDD and primary cell frame structure type 1, if a UE configured with EIMTA-MainConfigServCell-r12 for a serving cell, “UL/DL configuration” of the serving cell in subclause 10.2 refers to the UL/DL configuration given by the parameter eimta-HARQ-ReferenceConfig-r12 for the serving cell unless specified otherwise.

For FDD or for FDD-TDD and primary cell frame structure type 1, the UE shall upon detection of a PDSCH transmission in subframe n-4 intended for the UE and for which an HARQ-ACK shall be provided, transmit the HARQ-ACK response in subframe n. If HARQ-ACK repetition is enabled, upon detection of a PDSCH transmission in subframe n-4 intended for the UE and for which HARQ-ACK response shall be provided, and if the UE is not repeating the transmission of any HARQ-ACK in subframe [image: image2085.wmf]n
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, the UE:

-
shall transmit only the HARQ-ACK response (corresponding to the detected PDSCH transmission in subframe [image: image2088.wmf]4
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-
shall not transmit any other signal/channel in subframes [image: image2092.wmf]n
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-
shall not transmit any HARQ-ACK response repetitions corresponding to any detected PDSCH transmission in subframes [image: image2095.wmf]3
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For TDD and a UE configured with EIMTA-MainConfigServCell-r12 for at least one serving cell, if the UE is configured with one serving cell or if the UE is configured with more than one serving cell and the TDD UL/DL configuration of all the configured serving cells is the same, the DL-reference UL/DL configuration for a serving cell is the UL/DL configuration of the serving cell.
For FDD-TDD and primary cell frame structure type 1, if a serving cell is a secondary serving cell with frame structure type 2, the DL-reference UL/DL configuration for the serving cell is the UL/DL configuration of the serving cell.
For TDD, if the UE is configured with more than one serving cell and if at least two serving cells have different UL/DL configurations and if a serving cell is a primary cell, then the primary cell UL/DL configuration is the DL-reference UL/DL configuration for the serving cell. 
For FDD-TDD and primary cell frame structure type 2, if a serving cell is a primary cell or if a serving cell is a secondary cell with frame structure type 1, then the primary cell UL/DL configuration is the DL-reference UL/DL configuration for the serving cell.
For TDD and if the UE is configured with more than one serving cell and if at least two serving cells have different UL/DL configurations and if a serving cell is a secondary cell, or for FDD-TDD and primary cell frame structure type 2 and if a serving cell is a secondary cell with frame structure type 2 

-
if the pair formed by (primary cell UL/DL configuration, serving cell UL/DL configuration ) belongs to Set 1 in Table 10.2-1 or 
-
if the UE is not configured to monitor PDCCH/EPDCCH in another serving cell for scheduling the serving cell, and if the pair formed by (primary cell UL/DL configuration, serving cell UL/DL configuration ) belongs to Set 2 or Set 3 in Table 10.2-1 or
-
if the UE is configured to monitor PDCCH/EPDCCH in another serving cell for scheduling the serving cell, and if the pair formed by (primary cell UL/DL configuration, serving cell UL/DL configuration) belongs to Set 4 or Set 5 in Table 10.2-1
then the DL-reference UL/DL configuration for the serving cell is defined in the corresponding Set in Table 10.2-1.

For TDD and if a UE is configured with more than one serving cell and if at least two serving cells have different UL/DL configurations or for FDD-TDD and primary cell frame structure type 2, if the DL-reference UL/DL configuration for at least one serving cell is TDD UL/DL Configuration 5, then the UE is not expected to be configured with more than two serving cells. 

For TDD and a UE not configured with EIMTA-MainConfigServCell-r12 for any serving cell, if the UE is configured with one serving cell, or the UE is configured with more than one serving cell and the UL/DL configurations of all serving cells is same, then the UE shall upon detection of a PDSCH transmission within subframe(s) [image: image2097.wmf]k
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 is defined in Table 10.1.3.1-1 intended for the UE and for which HARQ-ACK response shall be provided, transmit the HARQ-ACK response in UL subframe n. 

For TDD and if a UE is configured with more than one serving cell and if at least two serving cells have different UL/DL configurations, or if a UE is configured with EIMTA-MainConfigServCell-r12 for at least one serving cell. or for FDD-TDD and primary cell frame structure type 2 and if a serving cell c is frame structure type 2, then the UE shall upon detection of a PDSCH transmission within subframe(s) [image: image2100.wmf]k
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 for serving cell [image: image2101.wmf]c
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 intended for the UE and for which HARQ-ACK response shall be provided, transmit the HARQ-ACK response in UL subframe n, wherein set [image: image2103.wmf]c
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contains values of [image: image2104.wmf]K
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such that subframe n-k corresponds to a DL subframe or a special subframe for serving cell [image: image2105.wmf]c

, where DL subframe or special subframe of serving cell [image: image2106.wmf]c

 is according to the higher layer parameter eimta-HARQ-ReferenceConfig-r12 if the UE is configured with the higher layer parameter EIMTA-MainConfigServCell-r12 for  serving cell [image: image2107.wmf]c
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 defined in Table 10.1.3.1-1 (where "UL/DL configuration" in Table 10.1.3.1-1 refers to the "DL-reference UL/DL configuration") is associated with subframe n. 
For FDD-TDD and primary cell frame structure type 2, if a serving cell [image: image2109.wmf]c

 is frame structure type 1 and a UE is not configured to monitor PDCCH/EPDCCH in another serving cell for scheduling the serving cell [image: image2110.wmf]c

, then the UE shall upon detection of a PDSCH transmission within subframe(s) [image: image2111.wmf]k
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is defined in Table 10.1.3A-1 intended for the UE and for which HARQ-ACK response shall be provided, transmit the HARQ-ACK response in subframe n. 
For FDD-TDD and primary cell frame structure type 2, if a serving cell [image: image2116.wmf]c

 is frame structure type 1 and a UE is configured to monitor PDCCH/EPDCCH in another serving cell for scheduling serving cell [image: image2117.wmf]c

, then the UE shall upon detection of a PDSCH transmission within subframe(s) [image: image2118.wmf]k
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is defined in Table 10.1.3.1-1, intended for the UE and for which HARQ-ACK response shall be provided, transmit the HARQ-ACK response in subframe n, where "UL/DL configuration" in Table 10.1.3.1-1 refers to the "DL-reference UL/DL configuration" of serving cell [image: image2123.wmf]c

.
For TDD, if HARQ-ACK repetition is enabled, upon detection of a PDSCH transmission within subframe(s) [image: image2124.wmf]k
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 is defined in Table 10.1.3.1-1 intended for the UE and for which HARQ-ACK response shall be provided, and if the UE is not repeating the transmission of any HARQ-ACK in subframe [image: image2127.wmf]n

 corresponding to a PDSCH transmission in a downlink or special subframe earlier than subframe [image: image2128.wmf]k
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shall not transmit any other signal/channel in UL subframe [image: image2134.wmf]n
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shall not transmit any HARQ-ACK response repetitions corresponding to any detected PDSCH transmission in subframes  [image: image2137.wmf]k
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For TDD, HARQ-ACK bundling, if the UE detects that at least one downlink assignment has been missed as described in subclause 7.3, the UE shall not transmit HARQ-ACK on PUCCH if HARQ-ACK is the only UCI present in a given subframe. 

The uplink timing for the ACK corresponding to a detected PDCCH/EPDCCH indicating downlink SPS release shall be the same as the uplink timing for the HARQ-ACK corresponding to a detected PDSCH, as defined above.

Table 10.2-1: DL-reference UL/DL configuration for serving cell based on pair formed by (primary cell UL/DL configuration, secondary cell UL/DL configuration)

	Set #
	(Primary cell UL/DL configuration, 
Secondary cell UL/DL configuration)
	DL-reference 
UL/DL configuration

	Set 1
	(0,0)
	0

	
	(1,0),(1,1),(1,6)
	1

	
	(2,0),(2,2),(2,1),(2,6)
	2

	
	(3,0),(3,3),(3,6)
	3

	
	(4,0),(4,1),(4,3),(4,4),(4,6)
	4

	
	(5,0),(5,1),(5,2),(5,3),(5,4),(5,5),(5,6)
	5

	
	(6,0),(6,6)
	6

	Set 2
	(0,1),(6,1)
	1

	
	(0,2),(1,2),(6,2)
	2

	
	(0,3),(6,3)
	3

	
	(0,4),(1,4),(3,4),(6,4)
	4

	
	(0,5),(1,5),(2,5),(3,5),(4,5),(6,5)
	5

	
	(0,6)
	6

	Set 3
	(3,1),(1,3)
	4

	
	(3,2),(4,2),(2,3),(2,4)
	5

	Set 4
	(0,1),(0,2),(0,3),(0,4),(0,5),(0,6)
	0

	
	(1,2),(1,4),(1,5)
	1

	
	(2,5)
	2

	
	(3,4),(3,5)
	3

	
	(4,5)
	4

	
	(6,1),(6,2),(6,3),(6,4),(6,5)
	6

	Set 5
	(1,3)
	1

	
	(2,3),(2,4)
	2

	
	(3,1),(3,2)
	3

	
	(4,2)
	4


11
Physical Multicast Channel (PMCH) related procedures

11.1
UE procedure for receiving the PMCH
The UE shall decode the PMCH when configured by higher layers. The UE may assume that an eNB transmission on the PMCH is performed according to subclause 6.5 of [3].
The[image: image2142.wmf]MCS
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for the PMCH is configured by higher layers. If the UE is configured by higher layers to decode the PMCH based on QPSK, 16QAM, 64QAM, and 256QAM then the UE shall use[image: image2143.wmf]MCS
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and Table 7.1.7.1-1A to determine the modulation order ([image: image2144.wmf]m
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) and TBS index ([image: image2145.wmf]TBS
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) used in the PMCH.  Else the UE shall use[image: image2146.wmf]MCS
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for the PMCH and Table 7.1.7.1-1 to determine the modulation order ([image: image2147.wmf]m
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) and TBS index ([image: image2148.wmf]TBS
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) used in the PMCH. 
The UE shall then follow the procedure in subclause 7.1.7.2.1 to determine the transport block size, assuming [image: image2149.wmf]PRB
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is equal to[image: image2150.wmf]DL

RB
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. The UE shall set the redundancy version to 0 for the PMCH.
11.2
UE procedure for receiving MCCH change notification
If a UE is configured by higher layers to decode PDCCHs with the CRC scrambled by the M-RNTI, the UE shall decode the PDCCH according to the combination defined in Table 11.2-1.

Table 11.2-1: PDCCH configured by M-RNTI
	DCI format
	Search Space

	DCI format 1C
	Common


The 8-bit information for MCCH change notification [11], as signalled on the PDCCH, shall be delivered to higher layers.
12
Assumptions independent of physical channel 
A UE shall not assume that two antenna ports are quasi co-located unless specified otherwise. 
A UE may assume the antenna ports 0 – 3 of a serving cell are quasi co-located (as defined in [3]) with respect to delay spread, Doppler spread, Doppler shift, average gain, and average delay. 
For the purpose of discovery-signal-based measurements, a UE shall not assume any other signals or physical channels are present other than the discovery signal.
If a UE supports discoverySignalsInDeactSCell-r12, and if the UE is configured with discovery-signal-based RRM measurements on a carrier frequency applicable for a secondary cell on the same carrier frequency, and if the secondary cell is deactivated, and if the UE is not configured by higher layers to receive MBMS on the secondary cell, the UE shall, except for discovery-signal transmissions, assume that PSS, SSS, PBCH, CRS, PCFICH, PDSCH, PDCCH, EPDCCH, PHICH, DMRS and CSI-RS may be not transmitted by the secondary cell until the subframe where an activation command is received for the secondary cell.
13
Uplink/Downlink configuration determination procedure for Frame Structure Type 2 
If the UE is configured with a SCG, the UE shall apply the procedures described in this clause for both MCG and SCG

-
When the procedures are applied for MCG, the terms ‘secondary cell’, ‘secondary cells’ , ‘serving cell’, ‘serving cells’ in this clause refer to secondary cell, secondary cells, serving cell, serving cells belonging to the MCG respectively.

-
When the procedures are applied for SCG, the terms ‘secondary cell’, ‘secondary cells’, ‘serving cell’, ‘serving cells’ in this clause refer to secondary cell, secondary cells (not including PSCell), serving cell, serving cells belonging to the SCG respectively. The term ‘primary cell’ in this clause refers to the PSCell of the SCG.
For each serving cell

If the UE is not configured with the higher layer parameter EIMTA-MainConfigServCell-r12, 

-
the UE shall set the UL/DL configuration equal to the UL/DL configuration (i.e., the parameter subframeAssignment) indicated by higher layers.

If the UE is configured by higher layers with the parameter EIMTA-MainConfigServCell-r12, then for each radio frame,

-
the UE shall determine eIMTA-UL/DL-configuration as described in subclause 13.1. 
-
the UE shall set the UL/DL configuration for each radio frame equal to the eIMTA-UL/DL-configuration of that radio frame.
13.1
UE procedure for determining eIMTA-uplink/downlink configuration

If a UE is configured by higher layers to decode PDCCHs with the CRC scrambled by the eIMTA-RNTI, the UE shall decode the PDCCH according to the combination defined in Table 13.1-1. 
Table 13.1-1: PDCCH configured by eIMTA-RNTI
	DCI format
	Search Space

	DCI format 1C
	Common


The subframes in which the UE monitors PDCCH with CRC scrambled by eIMTA-RNTI are configured by higher layers.

For each serving cell, 

-
if T= 10,

-
if the UE detects PDCCH with CRC scrambled by eIMTA-RNTI in subframe 0 of a radio frame m or if the UE detects PDCCH with CRC scrambled by eIMTA-RNTI in a subframe other than subframe 0 of a radio frame m-1, 

-
the eIMTA-UL/DL-configuration for radio frame m is given by the UL/DL configuration indication signalled on the PDCCH as described in [4],
-
the UE may assume that the same UL/DL configuration indication is indicated by PDCCH with CRC scrambled by eIMTA-RNTI in subframe 0 of radio frame m and in all the subframes other than subframe 0 of radio frame m-1 in which PDCCH with CRC scrambled by eIMTA-RNTI is monitored, 
-
otherwise
-
the eIMTA-UL/DL-configuration for radio frame m is same as the UL/DL configuration (i.e., the parameter subframeAssignment) indicated by higher layers;
-
if T is a value other than 10, 

-
if the UE detects PDCCH with CRC scrambled by eIMTA-RNTI in a subframe in radio frame mT/10, 
-
the eIMTA-UL/DL-configuration for radio frames {mT/10+1 , mT/10+2,…. (m + 1)T/10} is given by the UL/DL configuration indication signalled on the PDCCH as described [4],
-
the UE may assume that the same UL/DL configuration indication is indicated by PDCCH with CRC scrambled by eIMTA-RNTI in all the subframes of radio frame mT/10 in which PDCCH with CRC scrambled by eIMTA-RNTI is monitored, 
-
otherwise

-
the eIMTA-UL/DL-configuration for radio frames {mT/10+1 , mT/10+2,…. (m +1) T/10} is same as the UL/DL configuration (i.e., the parameter subframeAssignment) indicated by higher layers.
where T denotes the value of parameter eimta-CommandPeriodicity-r12.

For a serving cell [image: image2151.wmf]c

, if subframe i is indicated as uplink subframe or a special subframe by higher layer parameter eimta-HARQ-ReferenceConfig-r12, the UE is not expected to receive a PDCCH with CRC scrambled by eIMTA-RNTI containing an UL/DL configuration for serving cell [image: image2152.wmf]c

 that would indicate subframe i as a downlink subframe.

For a serving cell [image: image2153.wmf]c

, if subframe i is indicated as downlink subframe or a special subframe by higher layer parameter subframeAssignment, the UE is not expected to receive a PDCCH with CRC scrambled by eIMTA-RNTI containing an UL/DL configuration for serving cell [image: image2154.wmf]c

 that would indicate subframe i as an uplink subframe.
For a serving cell [image: image2155.wmf]c

, a UE is not expected to be configured with parameter eimta-HARQ-ReferenceConfig-r12 if a subframe indicated as an uplink subframe by eimta-HARQ-ReferenceConfig-r12 is not indicated as an uplink subframe by the UL-reference UL/DL configuration. 

If UE is not configured with the parameter EIMTA-MainConfigServCell-r12 for any activated serving cell, the UE is not expected to monitor PDCCH with CRC scrambled by eIMTA-RNTI.
�Placeholder for Format 4 for up to up to 64-bit HARQ-ACK for FDD or FDD-TDD primary cell frame structure type 1 and for up to u�-bit HARQ-ACK for TDD and FDD-TDD primary cell frame structure type 2


�Placeholder for Format 4 for up to 65 bits corresponding to 64-bit HARQ-ACK and 1-bit positive/negative SR for FDD or FDD-TDD primary cell frame structure type 1 and for up to x�-bits corresponding to y�-bit HARQ-ACK and 1-bit positive/negative SR for TDD and FDD-TDD primary cell frame structure type 2


�A place holder for the following agreement in RAN1#82bis:





For periodic CSI + HARQ-ACK/SR,


FFS how to define a maximum number of CSI + HARQ-ACK/SR bits to be transmitted in one new PUSCH-like PUCCH resource in a subframe


�Copy of TDD PUCCH format 3 HARQ-ACK procedure (10.1.3.2.2) text with PUCCH reference changes from 3 to 4


�This text is temporary and still subject to future agreements


�Need more agreements on PUCCH format adaptation. Pending on further agreement, above procedures may be revised to include PUCCH format adaptation.


�May decide to replicate in next iteration, as there would likely be format specific text – as the PUCCH format 4 adaptation text near the end of previous section


�If further agreement reveals otherwise, this section needs to be expanded.


�This text is temporary and still subject to future agreements


�This text is temporary and still subject to future agreements





�If further agreement reveals otherwise, this section needs to be expanded.
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