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1 Introduction

This contribution contains a list of open issues on EB/FD-MIMO identified by the editor in the drafting of the 36.212 specification for Rel-13 [1]. 
The list is not meant to become an exclusive or exhaustive list, but rather publicly documents the issues identified to date to provide guidance for discussion in the RAN1#83 meeting. The goal is to facilitate successful completion of the specification work.
2 List of open issues
· TM9/10 or new transmission mode for EB/FD-MIMO features. Update in Section 5.2.2.6 and 5.2.3.3
· For CSI reporting Class B with K>1, if not all K=2 to 8 are supported in the specification then update in Section 5.2.2.6.
· For CSI reporting Class A, the payload size of PMI and Sub-band differential CQI for rank>2 needs to determined in case of PUSCH reporting. Update in Section 5.2.2.6 and 5.2.3.3.
· For CSI reporting Class B with K=1 and PMI-config=1, the payload size of PMI for rank>1 needs to determined. Update in Section 5.2.2.6 and 5.2.3.3.
· For CSI reporting Class B with K>1, CRI is separately reported, or jointly reported with RI, or jointly reported with PMI. Update in Section 5.2.3.3.
· CSI reporting on PUCCH for CSI reporting Class A.  Update in Section 5.2.3.3.
· DCI for signaling DMRS ports. Update in Section 5.3.3.1.
· Capture the agreements for UE-selected sub-band reports for Class B reporting and K=1 on PUCCH. Update in Section 5.2.3.3.2.
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