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E-mail activities:

-
11th October 1999
Kick off by the Rapporteur (Mannesmann Mobilfunk): Following documents were given as input for the e-mail discussion:
<discussion paper>
TR 25.925 v0.2.0 “Radio interface for Broadcast/multicast service”(as sent to TSG RAN for information)
TS 25.324 v0.1.0 “BMC protocol specification” (as sent to TSG RAN for information)
R2-99b32 “Editorial changes and consistency update of TR 25.925” (contribution of R2 #7)

-
15th October 1999
Contribution “CBS-discussion-pa3.doc” from Ericsson supporting the proposed changes to TR 25.925 given in R2-99b32 and providing new material

-
25th October 1999
Providing a set of contributions which should be part of the e-mail presentation.

-
28th October 1999
Comments received from Ericsson regarding the contributions

-
29th October 1999
The e-mail discussion is closed and the report and the output was sent on the reflector.

Work to be done:

Two meetings are available till RAN #6 scheduled for mid of December. To reach the milestone for finalisation of the CBS specification on the radio interface it is necessary of have an overview what should be done when.

Table 1: Specifications/reports where CBS related issues are described


TS/TR
Changes requested
RAN2 #8
RAN2 #9

1
TR 25.925
1st Update: R2-99b32 “Editorial changes and consistency check

2nd Update of Ch.6.2 to refine the protocol architecture and functional description and to describe the CBS behaviour by procedure examples.

3rd update 
X

X
X

2
TS 25.301
Changes may be necessary depending on the e-mail discussion
Update of Figure 2 (BMC entity per cell) and update of the functional description of RRC, BMC (clarification of ffs items) 

X

3
TS 25.303
Example message sequences (may be there or in TR 25.925, to be decided)

X


4
TS 25.304
Adaptation of UE state IDLE

Ch. 8.2: Reception of CB messages

Examples of procedures may be there or in TR 25.925: A decision is requested.

Descriptions regarding TDD
X
X

X

X

5
TS 25.321
Specification of the CTCH mapping onto FACH and the priority handling with other traffic

Descriptions regarding TDD

X


X

6
TS 25.322
Incorporation of CTCH into the figures and associated text

X

7
TS 25.324
Description of the CB DRX scheme

Procedure “CB scheduling”, traffic volume measurement and reporting

Description of CB SCHEDULE MESSAGE and its information elements

Descriptions of the BMC and CBMC primitives

Descriptions regarding TDD
X

     X

X


X


X

    X

X


X

X

8
TS 25.331
Adaptation of UE state definitions 

Usage of System Information Messages to configure CBS resources

Descriptions regarding TDD
X


X

X

Output of the e-mail discussion:

A set of contribution for RAN2#8 is provided to inform the working group and to request necessary decisions forcing the progress on the CBS work item. The input provided during the e-mail discussion was merged into the output documents.

R2-99e16 (R2-99BM001)
Report
R2-99e74 (R2-99b32)
1st Update of TR 25.925 (v0.2.1) (based on R2-99b32, editoral changes)
R2-99e75 (R2-99BM002)
2nd Update of TR 25.925 (v0.2.2) (based on 1st update)
R2-99e76 (R2-99BM003)
Update of TS 25.324 (v0.1.1)
R2-99e77 (R2-99BM004)
Proposals for CRs to TR 25.304 and TR 25.331: 

UE state definition incorporating CBS reception
R2-99e78 (R2-99BM005)
Draft of LS to R3 (cc: S2, T2) to incorporate into TS 25.401 the BM

architecture and to specify an BM related interworking function

