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Support for DS-41 Initial UE Identity

1.0 Introduction

The DS-41 system requires different UE id types in the information element that identifies the UE at the request of an RRC connection.

2.0 Modifications required to 25.331

The following additions are required to 25.331:

10.2.3.4 Initial UE identity

This information element identifies the UE at a request of an RRC connection.

Information Element/Group name
Presence
Range
IE type and reference
Semantics description

CHOICE UE id type
M




     IMSI


TS 24.008


    TMSI


TS 24.008


    P-TMSI


TS 24.008


    IMEI


TS 24.008


    ESN (DS-41)


TIA/EIA/IS-2000-4


    IMSI (DS-41)


TIA/EIA/IS-2000-4


    IMSI and ESN (DS-41)


TIA/EIA/IS-2000-4


    TMSI (DS-41)


TIA/EIA/IS-2000-4


LAI
C newLA

TS 24.008


RAI
C newRA

TS 24.008


CHOICE UE Id Type
Condition under which the given UE Id Type is used

IMSI
See section 8.5.1

TMSI
See section 8.5.1

P-TMSI
See section 8.5.1

IMEI
See section 8.5.1

ESN (DS-41)
See section 8.5.1

IMSI (DS-41)
See section 8.5.1

IMSI and ESN (DS-41)
See section 8.5.1

TMSI (DS-41)
See section 8.5.1

Condition
Explanation

NewLA
See section 8.5.1

NewRA
See section 8.5.1
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