
	3GPP TSG RAN WG2 meeting #12
	Document
	R2-000732

	Seoul, Korea, 10 - 13 April 2000
	
	e.g. for 3GPP use the format  TP-99xxx 

or for SMG, use the format  P-99-xxx

	
	
	

	

	CHANGE REQUEST
	Please see embedded help file at the bottom of this
page for instructions on how to fill in this form correctly.

	

	
	TS25.331
	CR
	280
	Current Version:
	3.2.0
	

	
	
	
	
	

	GSM (AA.BB) or 3G (AA.BBB) specification number (
	
	( CR number as allocated by MCC support team

	

	For submission to: 
	RAN#8
	for approval
	X
	
	strategic
	
	(for SMG

	list expected approval meeting # here (
	for information
	
	
	non-strategic
	
	use only)

	
	
	

	Form: CR cover sheet, version 2 for 3GPP and SMG        The latest version of this form is available from: ftp://ftp.3gpp.org/Information/CR-Form-v2.doc

	

	Proposed change affects:
	(U)SIM
	
	ME
	x
	UTRAN / Radio
	X
	Core Network
	

	(at least one should be marked with an X)

	

	Source:
	NTT DoCoMo
	Date: 
	2000-4-10

	

	Subject:
	Editorial modification on CN IE

	

	Work item:
	

	

	Category: 
	F
Correction
	
	Release: 
	Phase 2
	

	
	A
Corresponds to a correction in an earlier release
	
	
	Release 96
	

	(only one category 
	B
Addition of feature
	
	
	Release 97
	

	shall be marked
	C
Functional modification of feature
	
	
	Release 98
	

	with an X)
	D
Editorial modification
	x
	
	Release 99
	X

	
	
	
	
	Release 00
	

	

	Reason for 
change:

	Need columns for some IEs are filled in.

	

	Clauses affected:
	10.3.1.5, 10.3.1.6, 10.3.1.11

	

	Other specs
	Other 3G core specifications
	
	(  List of CRs:
	

	affected:
	Other GSM core specifications
	
	(  List of CRs:
	

	
	MS test specifications
	
	(  List of CRs:
	

	
	BSS test specifications
	
	(  List of CRs:
	

	
	O&M specifications
	
	(  List of CRs:
	

	

	Other 
comments:
	


[image: image1.wmf]help.doc

  <--------- double-click here for help and instructions on how to create a CR.

-

10.3.1
CN Information elements

10.3.1.1
CN domain identity

Identifies the type of core network domain. 

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	CN domain identity
	MP
	
	Enumerated (CS domain, PS domain, Don't care)
	At least 1 spare value needed

Criticality: criticality reject is needed


10.3.1.2
CN Domain System Information

	Information element
	Need
	Multi
	Type and reference
	Semantics description

	CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	

	CHOICE CN Type
	MP
	
	
	

	>GSM-MAP
	
	
	
	

	>>CN domain specific NAS system information
	MP
	
	NAS system information (GSM-MAP) 10.3.1.9
	

	>ANSI-41
	
	
	
	

	>>CN domain specific NAS system information
	MP
	
	ANSI-41 NAS system information, 10.3.9.3
	

	CN domain specific DRX cycle length coefficient
	MP
	
	DRX cycle length coefficient, 10.3.3.9
	


10.3.1.3
CN Information info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	PLMN identity
	OP
	
	PLMN identity 10.3.1.11
	

	CN common GSM-MAP NAS system information
	OP
	
	NAS system information (GSM-MAP) 10.3.1.9
	

	CN domain related information
	OP
	1 to <MaxNoCNdomains>
	
	

	>CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	

	>CN domain specific GSM-MAP NAS system info
	MP
	
	NAS system information (GSM-MAP) 10.3.1.9
	


	Multi Bound
	Explanation

	MaxNoCNdomains
	Maximum number of CN domains=2


NOTE 1:
Necessity of PLMN is FFS and for CN domain identity and NAS system information, the confirmation in SA WG2 is needed.
10.3.1.4
Flow Identifier
This IE is allocated by UE for a particular session.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Flow Identifier
	MP
	
	Enumerated (0…15)
	


10.3.1.5
IMEI 

This IE contains an International Mobile Equipment Identity. Setting specified in [TS 23.003]

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	IMEI
	MP
	15
	
	

	>IMEI digit
	MP
	
	INTEGER(0..9)
	


10.3.1.6
IMSI (GSM-MAP)

This IE contains an International Mobile Subscriber Identity, used towards a GSM-MAP type of PLMN. Setting specified in [TS 23.003]

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	IMSI
	MP
	6 to 15
	
	

	>IMSI digit
	MP
	
	INTEGER(0..9)
	


10.3.1.7
Location Area Identification

Identifies uniquely a location area for a GSM-MAP type of PLMN. Setting specified in [TS24.008].
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	PLMN identity
	MP
	
	PLMN identity 10.3.1.11
	

	LAC
	MP
	
	Bit string(16)
	


10.3.1.8
NAS message

A non-access stratum message to be transferred transparently through UTRAN.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	NAS message
	MP
	
	Octet string (1..4095)
	


10.3.1.9
NAS system information (GSM-MAP)

This information element contains system information that belongs to the non-access stratum for a GSM-MAP type of PLMN. This information is transparent to RRC. It may contain either information specific to one CN domain (CS or PS) or information common for both CN domains.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	GSM-MAP NAS system information
	MP
	
	Octet string(1..8 )
	


10.3.1.10
Paging record Type identifier

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Paging Record Type Identifier
	MP
	
	Enumerated (IMSI (GSM-MAP), TMSI (GSM-MAP)/ P-TMSI, IMSI (DS-41), TMSI (DS-41))
	


10.3.1.11
PLMN identity

This information element identifies a Public Land Mobile Network for a GSM-MAP type of PLMN. Setting of digits is defined in [TS 23.003].

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	MCC
	MP
	3
	
	

	>MCC digit
	MP
	
	INTEGER(0..9)
	

	MNC
	MP
	2 to 3
	
	

	>MNC digit
	MP
	
	INTEGER(0..9)
	


10.3.1.12
PLMN Type
Identifies the type of Public Land Mobile Network (PLMN). This IE shall be used to control the interpretation of network dependent messages and information elements in the RRC protocol.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	PLMN Type
	MP
	
	Enumerated (GSM-MAP, ANSI-41, GSM-MAP and ANSI-41)
	At least 1 spare value needed

Criticality: reject is needed


10.3.1.13
P-TMSI (GSM-MAP)

This IE contains a Packet Temporary Mobile Subscriber Identity, used towards a GSM-MAP type of PLMN.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	P-TMSI
	MP
	
	Bit string (32)
	Setting specified in [TS 23.003]


10.3.1.14
RAB identity

This information element uniquely identifies a radio access bearer within a CN domain.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	CHOICE RAB identity type
	MP
	
	
	

	>RAB identity (GSM-MAP)
	
	
	Bit string (8)
	Formatted according to [TS 24.008].

	>RAB identity (ANSI-41)
	
	
	Bit string (8)
	


	CHOICE NAS binding info type
	Condition under which the given RAB identity type is chosen

	RAB identity (GSM-MAP)
	PLMN is of type GSM-MAP

	RAB identity (ANSI-41)
	PLMN is of type ANSI-41


10.3.1.15
Routing Area Code

Identifies a routing area within a location area for a GSM-MAP type of PLMN.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Routing Area Code
	MP
	
	Bit string(8)
	Setting specified in [TS 23.003]


10.3.1.16
Routing Area Identification

Identifies uniquely a routing area for a GSM-MAP type of PLMN. Setting specified in [TS 23.003].

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	LAI
	MP
	
	Location area identification 10.3.1.7
	

	RAC
	MP
	
	Routing area code 10.3.1.15
	


10.3.1.17
Service Descriptor

Identifies a service and/or a protocol entity in the core network.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	CHOICE Service descriptor type
	MP
	
	
	

	>Service Descriptor (GSM-MAP)
	
	
	Bit string (4) 
	Protocol Discriminator [TS 24.007]

The value of RR in the reference mentioned below is reserved for paging response.

	>Service Descriptor (ANSI-41)
	
	
	Bit string(4) 
	TIA/EIA IS-834


	CHOICE Service descriptor type
	Condition under which the given Service descriptor type is chosen

	Service descriptor (GSM-MAP)
	PLMN is of type GSM-MAP

	Service descriptor (ANSI-41)
	PLMN is of type ANSI-41


10.3.1.18
TMSI (GSM-MAP)

This IE contains a Temporary Mobile Subscriber Identity, used towards a GSM-MAP type of PLMN.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	TMSI (GSM-MAP)


	MP
	
	Bit string (32)
	Setting specified in [TS 23.003]


