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10.2.5
CELL UPDATE CONFIRM

This message confirms the cell update procedure and can be used to reallocate new RNTI information for the UE valid in the new cell.


RLC-SAP: UM 


Logical channel: DCCH


Direction: UTRAN(UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE Information Elements





Integrity check info
CH

Integrity check info 10.3.3.15


Integrity protection mode info
OP

Integrity protection mode info 10.3.3.18


Ciphering mode info
OP

Ciphering mode info 10.3.3.5


New U-RNTI
OP

U-RNTI 10.3.3.45


New C-RNTI
OP

C-RNTI 10.3.3.8


DRX Indicator
MP

DRX Indicator 10.3.3.10


UTRAN DRX cycle length coefficient
MD

UTRAN DRX cycle length coefficient 10.3.3.47
Default value is the existing DRX cycle length coefficient

RLC reset indicator (for C-plane) 
MD

RLC reset indicator 10.3.3.35


RLC reset (for U-plane) 
MD

RLC reset indicator 10.3.3.35


CN Information Elements





CN Information info
OP

CN Information info 10.3.1.3


UTRAN Information Elements





URA identity
OP

URA identity 10.3.2.6


RB information elements





RB with PDCP information list
OP
1 to <maxRBallRABs>

This IE is needed for each RB having PDCP in the case of lossless SRNS relocation

>RB with PDCP information
MP

RB with PDCP information

10.3.4.19


PhyCH information elements





Frequency info
MD

Frequency info 10.3.6.30
Default value is the existing value of frequency information

Uplink radio resources





Maximum allowed UL TX power
MD

Maximum allowed UL TX power 10.3.6.33
Default value is the existing maximum UL TX power

PRACH Info (for RACH) 
OP

PRACH Info (for RACH) 10.3.6.44


Downlink radio resources





Downlink information for one radio link
OP

Downlink information for each radio link 10.3.6.23


10.2.31
RADIO BEARER SETUP

This message is sent by UTRAN to the UE to establish new radio bearer(s). It can also include modifications to the configurations of transport channels and/or physical channels.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE Information Elements





Integrity check info
CH

Integrity check info 10.3.3.15


Integrity protection mode info
OP

Integrity protection mode info 10.3.3.18


Ciphering mode info
OP

Ciphering mode info 10.3.3.5


Activation time
MD

Activation time 10.3.3.1
Default value is "now"

New U-RNTI
OP

U-RNTI 10.3.3.45


New C-RNTI
OP

C-RNTI 10.3.3.8


DRX Indicator
MP

DRX Indicator 10.3.3.10


UTRAN DRX cycle length coefficient
MD

UTRAN DRX cycle length coefficient 10.3.3.47
Default value is the existing value of UTRAN DRX cycle length coefficient

CN Information Elements





CN Information info
OP

CN Information info 10.3.1.3


RB Information Elements





Signalling RB information to setup list
OP
1 to <maxSRBsetup>

For each signalling radio bearer established

>Signalling RB information to setup
MP

Signalling RB information to setup 10.3.4.21


RAB information to setup list
OP
1 to <maxRABsetup>

For each RAB established

>RAB information for setup
MP

RAB information for setup 10.3.4.9


RB information to be affected list
OP
1 to <maxRB>



>RB information to be affected
MP

RB information to be affected 10.3.4.14


TrCH Information Elements





Uplink transport channels





UL Transport channel information common for all transport channels
OP

UL Transport channel information common for all transport channels 10.3.5.24


Deleted TrCH information list
OP
1 to <maxTrCH>



>Deleted UL TrCH information
MP

Deleted UL TrCH information 10.3.5.5


Added or Reconfigured TrCH
 information list
OP
1 to <maxTrCH>



>Added or Reconfigured UL TrCH information
MP

Added or Reconfigured UL TrCH information 10.3.5.2


CHOICE mode
OP




>FDD





>>CPCH set ID
OP

CPCH set ID 10.3.5.3


>> Added or Reconfigured TrCH
 information for DRAC list
OP
1 to <maxTrCH>



>>>DRAC static information
MP

DRAC static information 10.3.5.7


>TDD



(no data)

Downlink transport channels





DL Transport channel information common for all transport channels
OP

DL Transport channel information common for all transport channels10.3.5.6


Deleted TrCH information list
OP
1 to <maxTrCH>



>Deleted DL TrCH information
MP

Deleted DL TrCH information 10.3.5.4


Added or Reconfigured TrCH
 information list
OP
1 to <maxTrCH>



>Added or Reconfigured DL TrCH information
MP

Added or Reconfigured DL TrCH information 10.3.5.1


PhyCH information elements





Frequency info
MD

Frequency info 10.3.6.30
Default value is the existing value of frequency information

Uplink radio resources





Maximum allowed UL TX power
MD

Maximum allowed UL TX power 10.3.6.33
Default value is the existing maximum UL TX power

CHOICE channel requirement
OP


At least one spare choice (criticality = reject) required

>Uplink DPCH info 


Uplink DPCH info 10.3.6.76


>PRACH Info (for RACH) 


PRACH Info (for RACH) 10.3.6.44


Downlink radio resources





CHOICE mode
MP




>FDD





>>Downlink information common for all radio links
OP

Downlink information common for all radio links10.3.6.20


>>Downlink PDSCH information
OP

Downlink PDSCH information10.3.6.26


>>CPCH SET Info
OP

CPCH SET Info 10.3.6.10


>TDD



(no data)

Downlink information per radio link list
OP
1 to <maxRL>

Send downlink information for each radio link 

>Downlink information for each radio link
MP

Downlink information for each radio link 10.3.6.23


10.2.45
RRC CONNECTION SETUP COMPLETE

This message confirms the establishment of the RRC Connection by the UE.


RLC-SAP: AM 


Logical channel: DCCH


Direction: UE ( UTRAN 

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


START list
MP
1 to <maxCNdomains>

START [TS 33.102] values for all CN domains.

>CN domain identity
MP

CN domain identity 10.3.1.1


>START
MP

Hyper frame number 10.3.3.13
START value to be used in this CN domain.

UE information elements





UE radio access capability
OP

UE radio access capability 10.3.3.40


UE system specific capability
OP

Inter-system message 10.3.8.6


10.2.50
SIGNALLING CONNECTION RELEASE

This message is used to notify the UE that one of its ongoing signalling connections to a CN domain has been released.


RLC-SAP: AM 


Logical channel: DCCH


Direction: UTRAN(UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE information elements





Integrity check info
CH

Integrity check info 10.3.3.15
Integrity check info is included if integrity protection is applied

CN information elements





Signalling Flow related information list
MP
1 to <maxSignallingFlow>

Flow identifier to be provided for each signalling flow to be released.

>Flow Identifier
MP

Flow Identifier 10.3.1.4








10.2.51
SIGNALLING CONNECTION RELEASE REQUEST

This message is used by the UE to request for the release of one or more signalling connections to a CN domain. 


RLC-SAP: AM 


Logical channel: DCCH


Direction: UE(UTRAN

Information Element/Group name
Need
Multi
IE type and reference
Semantics description

Message Type
MP

Message type


CN information elements





Signalling Flow related information

1 to < maxSignallingFlow>

Flow identifier to be provided for each signalling flow to be released.

>Flow Identifier
MP

Flow Identifier 10.3.1.4
Allocated by UE for a particular session







10.2.52.6.16.1
System Information Block type 15.1

The system information block type 15.1 contains information useful for LCS DGPS Corrections. The DGPS Corrections message contents are based on a Type-1 message of version 2.2 of the RTCM-SC-104 recommendation for differential service. This format is a standard of the navigation industry and is supported by all DGPS receivers.

Information Element/Group name
Need
Multi
Type and Reference
Semantics description

UTRAN Time Flag
MP

Bitstring(1)


Node B Clock Drift Flag
MP

Bitstring(1)


Node B Clock Drift
OP

Real(-0.1..0.1 by a proper step)
This IE provides an estimate of the drift rate of the Node B clock relative to GPS time. It has units of (sec/sec (ppm) and a range of (0.1. This IE aids the UE in maintaining the relation between GPS and cell timing over a period of time. A positive value for Node B Clock Drift indicates that the Node B clock is running at a greater frequency than desired. 

Reference Location
MP

As defined in TS23.032
Provides a prior knowledge of the approximate location of the UE

SFN
OP

Integer(0..4095)
The SFN that occurs at the Reference GPS TOW time

Reference GPS TOW
MP

Integer(0..6.047*1011)
GPS Time of Week with scaling factor of 1 usec. This field time-stamps the start of the frame with SFN=0.

Status/Health
MP

Enumerated(UDRE scale 1.0, UDRE scale 0.75, UDRE scale 0.5, UDRE scale 0.3, UDRE scale 0.2, UDRE scale 0.1, no data, invalid data)
This field indicates the status of the differential corrections.

DPGS information
CV-Status
1.. <maxSat>

The following fields contain the DPGS corrections. If the Cipher information is included these fields are ciphered.

>SatID
MP

Integer(0..31)
The satellite ID number.

>IODE
MP

Integer(0..255)
This IE is the sequence number for the ephemeris for the particular satellite. The MS can use this IE to determine if new ephemeris is used for calculating the corrections that are provided in the broadcast message. This eight-bit IE is incremented for each new set of ephemeris for the satellite and may occupy the numerical range of [0, 239] during normal operations.

>UDRE
MP

Enumerated(UDRE ( 1.0 m,

1.0m < UDRE ( 4.0m,

4.0m < UDRE ( 8.0m,

8.0m < UDRE)
User Differential Range Error. This field provides an estimate of the uncertainty (1-() in the corrections for the particular satellite. The value in this field shall be multiplied by the UDRE Scale Factor in the Status field to determine the final UDRE estimate for the particular satellite.

>PRC
MP

Integer(-2047..2047)
Scaling factor 0.32 meters (different from [13])

>RRC
MP

Integer(-127..127)
Scaling factor 0.032 meters/sec (different from [13])

>Delta PRC2
MP

Integer(-127..127)
The difference in the pseudorange correction between the satellite's ephemeris identified by IODE and the previous ephemeris two issues ago IODE –2.

>Delta RRC2
MP

Integer(-7..7)
The difference in the pseudorange rate-of-change correction between the satellite's ephemeris identified by IODE and IODE-2.

NOTE:
Each UDRE value shall be adjusted based on the operation of an Integrity Monitor (IM) function which exists at the network (SRNC, GPS server, or reference GPS receiver itself). Positioning errors derived at the IM which are excessive relative to DGPS expected accuracy levels shall be used to scale the UDRE values to produce consistency.







Condition
Explanation

Status/Health
This IE is mandatory if "status" is not equal to "no data" or "invalid data", otherwise the IE is not needed

10.3.4.21
Signalling RB information to setup

Information Element/Group name
Need
Multi
Type and reference
Semantics description

RB identity

MD

RB identity 10.3.4.13
Default value is the smallest value not yet used as default in the message (e.g., 0, then 1, and so on) 

CHOICE RLC info type
MP


At least one spare choice needed, 

critically: reject

>RLC info


RLC info 10.3.4.20


RB mapping info
MP

RB mapping info 10.3.4.18


NOTE

This information element is included within IE "Predefined RB configuration"

10.3.6.27
DPCH compressed mode info

NOTE:
Only for FDD.

This information element indicates the parameters of the downlink compressed mode to be used by the UE in order to perform inter-frequency measurements.

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Transmission gap pattern sequence

1 to < maxTGPS >



> TGPSI
MP

Integer(1..< maxTGPS >)
Transmission Gap Pattern Sequence Identifier

Establish a reference to the compressed mode pattern sequence. Up to <MaxTGPS> simultaneous compressed mode pattern sequences can be used.

>TGPS Status Flag
MP



Enumerated(active, inactive)
This flag indicates the current status of the Transmission Gap Pattern Sequence, whether it shall be activated or deactivated.

>Transmission gap pattern sequence configuration parameters
OP




>> TGMP
MP

Enumerated(TDD measurement, FDD measurement, GSM measurement, Other)
Transmission Gap pattern sequence Measurement Purpose.

>> TGPRC
MP

Integer (1..63, Infinity)
The number of transmission gap patterns within the Transmission Gap Pattern Sequence.

>> TGCFN
MP

Integer (0..255)
Connection Frame Number of the first frame of the first pattern within the Transmission Gap Pattern Sequence.

>> TGSN
MP

Integer (0..14)
Transmission Gap Starting Slot Number

The slot number of the first transmission gap slot within the TGCFN.

>>TGL1
MP

Integer(1..14)
The length of the first Transmission Gap within the transmission gap pattern expressed in number of slots

>> TGL2
MD

Integer (1..14)
The length of the second Transmission Gap within the transmission gap pattern. If omitted, then TGL2=TGL1.

>>TGD
MP

Integer(15..269, undefined)
Transmission gap distance indicates the number of slots between starting slots of two consecutive transmission gaps within a transmission gap pattern. If there is only one transmission gap in the transmission gap pattern, this parameter shall be set to zero.



>> TGPL1
MP

Integer (1..144)
The duration of transmission gap pattern 1.

>> TGPL2
MD

Integer (1..144)
The duration of transmission gap pattern 2. If omitted, then TGPL2=TGPL1.

>>RPP
MP

Enumerated (mode 0, mode 1).
Recovery Period Power control mode during the frame after the transmission gap within the compressed frame. Indicates whether normal PC mode or compressed PC mode is applied

>>ITP
MP

Enumerated (mode 0, mode 1).
Initial Transmit Power is the uplink power control method to be used to compute the initial transmit power after the compressed mode gap.

>>UL/DL mode
MP

Enumerated (UL only, DL only, UL/DL)
Defines whether only DL, only UL, or combined UL/DL compressed mode is used.

>> Downlink compressed mode method
CV DL

Enumerated (puncturing, SF/2, higher layer scheduling)
Method for generating downlink compressed mode gap



>> Uplink compressed mode method
CV UL

Enumerated (SF/2, none, higher layer scheduling)
Method for generating uplink compressed mode gap

>>Downlink frame type
MP

Enumerated (A, B)


>>DeltaSIR1
MP

Real(0..3 by step of 0.1)
Delta in DL SIR target value to be set in the UE during the compressed frames corresponding to the first transmission gap in the transmission gap pattern (without including the effect of the bit-rate increase)

>>DeltaSIRafter1
MP

Real(0..3 by step of 0.1)
Delta in DL SIR target value to be set in the UE one frame after the compressed frames corresponding to the first transmission gap in the transmission gap pattern. 

>>DeltaSIR2
OP

Real(0..3 by step of 0.1)
Delta in DL SIR target value to be set in the UE during the compressed frames corresponding to the second transmission gap in the transmission gap pattern (without including the effect of the bit-rate increase) 

When omitted, DeltaSIR2 = DeltaSIR1.







Condition
Explanation

UL
This information element is only sent when the value of the "UL/DL mode" IE is "UL only" or "UL/DL".

DL
This information element is only sent when the value of the "UL/DL mode" IE is "DL only" or "UL/DL".

10.3.6.28
DPCH Compressed Mode Status Info

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Transmission gap pattern sequence

1 to < maxTGPS >



> TGPSI
MP

Integer(1..< maxTGPS >)
Transmission Gap Pattern Sequence Identifier



> TGPS Status Flag
MP

Enumerated(active, inactive)
This flag indicates the current status of the Transmission Gap Pattern Sequence, whether it shall be active or inactive.

10.3.6.44
PRACH info (for RACH)

Information Element/Group name
Need
Multi
Type and reference
Semantics description

CHOICE mode
MP




>FDD





>>Available Signature
MP
1 to <maxSig>



>>>Signature 
MP

Integer (0..15)


>>Available SF
MP

Integer (32,64,128,256)
In chips per symbol

Defines the smallest permitted SF (i.e. the maximum rate)

>> Preamble scrambling code number 
MP

Integer (0 .. 15)
Identification of scrambling code see TS 25.213

>>Puncturing Limit
MP

Real(0.40..1.00 by step of 0.04)


>>Available Sub Channel number
MP
1 to < maxSubCh>



>>>Sub Channel number
MP

Integer (0..11)


>TDD





>>Timeslot
MP

Timeslot number 10.3.6.72


>>PRACH Channelisation Code
MP

PRACH Channelisation Code 10.3.6.43


>>PRACH Midamble
OP

Enumerated (Direct, Direct/Inverted)
 Direct or direct and inverted midamble are used for PRACH










10.3.6.46
PRACH power offset

NOTE:
Only for FDD.

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Power Ramp Step
MP

Integer (1..8)
Power step when no acquisition indicator is received in dB

Preamble Retrans Max
MP

Integer (1..64)
Maximum number of preambles in one preamble ramping cycle

10.3.6.47
PRACH system information list

Information element
Need
Multi
Type and reference
Semantics description

PRACH system information
MP
1 .. <maxPRACH>



>PRACH info
MP

PRACH info (for RACH) 10.3.6.44


>Transport channel identity
MP

Transport channel identity 10.3.5.18


>RACH TFS
MD

Transport format set 10.3.5.23
Default value is the value of "RACH TFS" for the previous PRACH in the list (note : the first occurrence is then MP)

>RACH TFCS
MD

Transport Format Combination Set 10.3.5.20
Default value is the value of "RACH TFCS" for the previous PRACH in the list (note : the first occurrence is then MP)

>PRACH partitioning
MD

PRACH partitioning 10.3.6.45
Default value is the value of "PRACH partitioning" for the previous PRACH in the list (note : the first occurrence is then MP)

>Persistence scaling factors
OP

Persistence scaling factors 10.3.6.40
If this IE is absent, value is the value of "Persistence scaling factors" for the previous PRACH in the list if value exists

>AC-to-ASC mapping
OP

AC-to-ASC mapping 10.3.6.1
Only present in SIB 5

If this IE is absent, value is the value of "Persistence scaling factors" for the previous PRACH in the list if value exists

>CHOICE mode
MP




>>FDD





>>>Primary CPICH TX power
MD

Primary CPICH TX power 10.3.6.52
Default value is the value of "Primary CPICH TX power" for the previous PRACH in the list (note : the first occurrence is then MP)

>>>Constant value
MD

Constant value 10.3.6.8
Default value is the value of "Constant value" for the previous PRACH in the list (note : the first occurrence is then MP)

>>>PRACH power offset 
MD

PRACH power offset 10.3.6.46
Default value is the value of "PRACH power offset" for the previous PRACH in the list (note : the first occurrence is then MP)

>>>RACH transmission parameters
MD

RACH transmission parameters 10.3.6.58
Default value is the value of "RACH transmission parameters" for the previous PRACH in the list (note : the first occurrence is then MP)

>>>AICH info
MD

AICH info 10.3.6.2
Default value is the value of "AICH info" for the previous PRACH in the list (note : the first occurrence is then MP)

>>TDD



(no data)

NOTE:
If the setting of the PRACH information results in that a combination of a signature, preamble scrambling code and subchannel corresponds to a RACH with a TTI of both 10 ms and 20 ms, then for that combination only the TTI of value 10 ms is valid.
10.3.6.59
Radio link addition information

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Primary CPICH info
MP

Primary CPICH info 10.3.6.51


Downlink DPCH info for each RL
MP

Downlink DPCH info for each RL 10.3.6.17


TFCI combining indicator
OP

TFCI combining indicator 10.3.6.70


Secondary CCPCH info
OP

Secondary CCPCH info 10.3.6.61
Note 1

TFCS
OP

Transport format set 10.3.5.23
For FACHs and PCH

Note 1

FACH/PCH information
OP
1 to <maxFACHPCH>

Note 1

>TFS
OP

Transport format set 10.3.5.23
For each FACHs and PCH

Note 1


References to system information blocks
OP
1 to <maxSIB-FACH>

Note 1

>Scheduling information
MP

Scheduling information 10.3.8.12
Note 1

NOTE 1:
These IEs are present when the UE needs to listen to system information on FACH in CELL_DCH state.
10.3.10
Multiplicity values and type constraint values

The following table includes constants that are either used as multi bounds (name starting with "max") or as high or low value in a type specification (name starting with "lo" or "hi"). Constants are specified only for values appearing more than once in the RRC specification. In case a constant is related to one or more other constants, an expression is included in the "value" column instead of the actual value.

Constant
Explanation
Value

CN information



maxCNdomains
Maximum number of CN domains
4

maxSignallingFlow
Maximum number of flow identifiers
16

UTRAN mobility information



maxRAT
Maximum number or Radio Access Technologies
maxOtherRAT + 1

maxOtherRAT
Maximum number or other Radio Access Technologies
15

maxURA
Maximum number of URAs in a cell
8

maxInterSysMessages
Maximum number of Inter System Messages
4

maxRABsetup
Maximum number of RABs to be established
16

UE information



maxPDCPalgoType
Maximum number of PDCP algorithm types
8

maxDRACclasses
Maximum number of UE classes which would require different DRAC parameters
8

maxFrequencybands
Maximum number of frequency bands supported by the UE as defined in 25.102
4

maxPage1
Number of Ues paged in the Paging Type 1 message
8

maxSystemCapability
Maximum number of system specific capabilities that can be requested in one message.
16

RB information



maxPredefConfig
Maximum number of predefined configurations
16

maxRB
Maximum number of RBs
32

maxSRBsetup
Maximum number of signalling RBs to be established 
8

maxRBperRAB
Maximum number of RBs per RAB
8

maxRBallRABs
Maximum number of non signalling RBs
27

maxRBMuxOptions
Maximum number of RB multiplexing options
8

maxLoCHperRLC
Maximum number of logical channels per RLC entity
2

TrCH information



maxTrCH
Maximum number of transport channels used in one direction (UL or DL)
32

maxTrCHpreconf
Maximum number of preconfigured Transport channels, per direction
16

maxCCTrCH
Maximum number of CCTrCHs
8

maxTF
Maximum number of different transport formats that can be included in the Transport format set for one transport channel
32

maxTF-CPCH
Maximum number of TFs in a CPCH set 
16

maxTFC
Maximum number of Transport Format Combinations
1024

maxTFCI-1-Combs
Maximum number of TFCI (field 1) combinations
512

maxTFCI-2-Combs
Maximum number of TFCI (field 2) combinations
512

maxCPCHsets
Maximum number of CPCH sets per Node B
16

maxSIBsegm
Maximum number of complete system information blocks per SYSTEM INFORMATION message
16

maxSIB
Maximum number of references to other system information blocks.
32

maxSIB-FACH
Maximum number of references to system information blocks on the FACH
8

PhyCH information



maxSubCh
Maximum number of sub-channels on PRACH
12

maxPCPCH-APsubCH
Maximum number of available sub-channels for AP signature on PCPCH
12

maxPCPCH-CDsubCH
Maximum number of available sub-channels for CD signature on PCPCH
12

maxSig
Maximum number of signatures on PRACH 
16

maxPCPCH-APsig
Maximum number of available signatures for AP on PCPCH
16

maxPCPCH-CDsig
Maximum number of available signatures for CD on PCPCH
16

maxAC
Maximum number of access classes
16

maxASC
Maximum number of access service classes
8

maxASCmap
Maximum number of access class to access service classes mappings
7

maxASCpersist
Maximum number of access service classes for which persistence scaling factors are specified
6

maxPRACH
Maximum number of PRACHs in a cell
16

maxFACHPCH
Maximum number of FACHs and PCHs mapped onto one secondary CCPCHs
8

maxRL
Maximum number of radio links
8

maxSCCPCH
Maximum number of secondary CCPCHs per cell
16

maxDPDCH-UL
Maximum number of DPDCHs per cell
6

maxDPCH-DLchan
Maximum number of channelisation codes used for DL DPCH

8

maxDPCHcodesPerTS
Maximum number of codes for one timeslots (TDD)
16

maxPUSCH
Maximum number of PUSCHs
(8)

maxPDSCH
Maximum number of PDSCHs
8

maxPDSCHcodes
Maximum number of codes for PDSCH
16

maxPDSCH-TFCIgroups
Maximum number of TFCI groups for PDSCH
256

maxPDSCHcodeGroups
Maximum number of code groups for PDSCH
256

maxPCPCHs
Maximum number of PCPCH channels in a CPCH Set
64

maxPCPCH-SF
Maximum number of available SFs on PCPCH
7

maxTS
Maximum number of timeslots used in one direction (UL or DL)
14

Measurement information



maxTGPS
Maximum number of transmission gap pattern sequences 
6

maxAdditionalMeas
Maximum number of additional measurements for a given measurement identity
4

maxMeasEvent
Maximum number of events that can be listed in measurement reporting criteria
8

maxMeasParEvent
Maximum number of measurement parameters (e.g. thresholds) per event
2

maxMeasIntervals
Maximum number of intervals that define the mapping function between the measurements for the cell quality Q of a cell and the representing quality value
1

maxCellMeas
Maximum number of cells to measure
32

maxFreq
Maximum number of frequencies to measure
8

maxSat
Maximum number of satellites to measure
16

HiRM
Maximum number that could be set as rate matching attribute for a transport channel
256





11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS


CN-DomainIdentity,


CN-InformationInfo,


FlowIdentifier,


NAS-Message,


PagingRecordTypeID,


ServiceDescriptor,


SignallingFlowInfoList

FROM CoreNetwork-IEs


URA-Identity

FROM UTRANMobility-IEs


ActivationTime,


C-RNTI,


CapabilityUpdateRequirement,


CellUpdateCause,


CipheringAlgorithm,


CipheringModeInfo,


DRX-Indicator,


EstablishmentCause,


FailureCauseWithProtErr,


HyperFrameNumber,


InitialUE-Identity,


IntegrityProtActivationInfo,


IntegrityProtectionModeInfo,


PagingCause,


PagingRecordList,


ProtocolErrorIndicator,


ProtocolErrorIndicatorWithInfo,


Re-EstablishmentTimer,


RedirectionInfo,


RejectionCause,


ReleaseCause,


RRC-MessageTX-Count,


SecurityCapability,


STARTList,


U-RNTI,


U-RNTI-Short,


UE-RadioAccessCapability,


URA-UpdateCause,


UTRAN-DRX-CycleLengthCoefficient,


WaitTime

FROM UserEquipment-IEs


PredefinedConfigIdentity,


RAB-Info,


RAB-InformationSetupList,


RB-ActivationTimeInfo,


RB-ActivationTimeInfoList,


RB-COUNT-C-InformationList,


RB-COUNT-C-MSB-InformationList,


RB-IdentityList,


RB-InformationAffectedList,


RB-InformationReconfigList,


RB-InformationReleaseList,


RB-InformationSetupList,


RB-WithPDCP-InfoList,


SRB-InformationSetupList,


SRB-InformationSetupList2

FROM RadioBearer-IEs


CPCH-SetID,


DL-AddReconfTransChInfo2List,


DL-AddReconfTransChInfoList,


DL-CommonTransChInfo,


DL-DeletedTransChInfoList,


DRAC-StaticInformationList,


TFC-Subset,


UL-AddReconfTransChInfoList,


UL-CommonTransChInfo,


UL-DeletedTransChInfoList

FROM TransportChannel-IEs


AllocationPeriodInfo,


CCTrCH-PowerControlInfo,


ConstantValue,


CPCH-SetInfo,


DL-CommonInformation,


DL-CommonInformationPost,


DL-InformationPerRL,


DL-InformationPerRL-List,


DL-InformationPerRL-ListPost,


DL-DPCH-PowerControlInfo,


DL-OuterLoopControl,


DL-PDSCH-Information,


DPCH-CompressedModeStatusInfo,


FrequencyInfo,


IndividualTS-InterferenceList,


MaxAllowedUL-TX-Power,


PDSCH-Info,


PRACH-RACH-Info,


PrimaryCCPCH-TX-Power,


PUSCH-CapacityAllocationInfo,


RL-AdditionInformationList,


RL-RemovalInformationList,


SSDT-Information,


TFC-ControlDuration,


TimeslotList,


TX-DiversityMode,


UL-ChannelRequirement,


UL-DPCH-Info,


UL-DPCH-InfoPost,


UL-TimingAdvance

FROM PhysicalChannel-IEs


AdditionalMeasurementID-List,


EventResults,


MeasuredResults,


MeasuredResultsList,


MeasuredResultsOnRACH,


MeasurementCommand,


MeasurementIdentityNumber,


MeasurementReportingMode,


PrimaryCCPCH-RSCP,


TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList

FROM Measurement-IEs


BCCH-ModificationInfo,


InterSystemHO-Failure,


InterSystemMessage,


ProtocolErrorInformation,


SegCount,


SegmentIndex,


SFN-Prime,


SIB-Data-fixed,


SIB-Data-variable,


SIB-Type

FROM Other-IEs


maxSIBsegm

FROM Constant-definitions;

-- ***************************************************

--

-- ACTIVE SET UPDATE (FDD only)

--

-- ***************************************************

ActiveSetUpdate ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



newU-RNTI





U-RNTI







OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



rl-AdditionInformationList

RL-AdditionInformationList


OPTIONAL,



rl-RemovalInformationList

RL-RemovalInformationList


OPTIONAL,



tx-DiversityMode



TX-DiversityMode




OPTIONAL,



ssdt-Information



SSDT-Information




OPTIONAL,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- ACTIVE SET UPDATE COMPLETE (FDD only)

--

-- ***************************************************

ActiveSetUpdateComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- ACTIVE SET UPDATE FAILURE (FDD only)

--

-- ***************************************************

ActiveSetUpdateFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- CELL UPDATE

--

-- ***************************************************

CellUpdate ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,



hyperFrameNumber



HyperFrameNumber,



am-RLC-ErrorIndicationC-plane
BOOLEAN,



am-RLC-ErrorIndicationU-plane
BOOLEAN,



cellUpdateCause




CellUpdateCause,



protocolErrorIndicator


ProtocolErrorIndicatorWithInfo,



-- TABULAR: Protocol error information is nested in 



-- ProtocolErrorIndicatorWithInfo.


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- CELL UPDATE CONFIRM

--

-- ***************************************************

CellUpdateConfirm ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-ResetIndicatorC-Plane

BOOLEAN,



rlc-ResetIndicatorU-Plane

BOOLEAN,

 -- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Physical channel IEs


frequencyInfo




FrequencyInfo








maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



prach-RACH-Info




PRACH-RACH-Info





OPTIONAL,



dl-InformationPerRL



DL-InformationPerRL




OPTIONAL,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- COUNTER CHECK

--

-- ***************************************************

CounterCheck ::= SEQUENCE {


-- Radio bearer IEs



rb-COUNT-C-MSB-InformationList
RB-COUNT-C-MSB-InformationList,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- COUNTER CHECK RESPONSE

--

-- ***************************************************

CounterCheckResponse ::= SEQUENCE {


-- Radio bearer IEs



rb-COUNT-C-InformationList

RB-COUNT-C-InformationList


OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- DOWNLINK DIRECT TRANSFER

--

-- ***************************************************

DownlinkDirectTransfer ::= SEQUENCE {


-- Core network IEs



cn-DomainIdentity



CN-DomainIdentity,



nas-Message





NAS-Message,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- DOWNLINK OUTER LOOP CONTROL

--

-- ***************************************************

DownlinkOuterLoopControl ::= SEQUENCE {


-- Physical channel IEs



dl-OuterLoopControl



DL-OuterLoopControl,



dl-DPCH-PowerControlInfo

DL-DPCH-PowerControlInfo


OPTIONAL,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- HANDOVER TO UTRAN COMMAND

--

-- ***************************************************

HandoverToUTRANCommand ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



activationTime




ActivationTime





OPTIONAL,



cipheringAlgorithm



CipheringAlgorithm




OPTIONAL,


-- Radio bearer IEs



rab-Info





RAB-Info,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





re-EstablishmentTimer


Re-EstablishmentTimer,





srb-InformationSetupList

SRB-InformationSetupList,





rb-InformationSetupList


RB-InformationSetupList,





ul-CommonTransChInfo


UL-CommonTransChInfo,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,





dl-CommonTransChInfo


DL-CommonTransChInfo,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList,





ul-DPCH-Info




UL-DPCH-Info,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







dl-CommonInformation


DL-CommonInformation,







dl-PDSCH-Information


DL-PDSCH-Information OPTIONAL,







cpch-SetInfo




CPCH-SetInfo

OPTIONAL






},






tdd







NULL





},





dl-InformationPerRL-List

DL-InformationPerRL-List




},




preconfiguration



SEQUENCE {





predefinedConfigIdentity

PredefinedConfigIdentity,





ul-DPCH-Info




UL-DPCH-InfoPost,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







dl-CommonInformationPost

DL-CommonInformationPost






},






tdd








NULL





},





dl-InformationPerRL-List

DL-InformationPerRL-ListPost




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power,



modeSpecificPhysChInfo


CHOICE {




fdd







NULL,




tdd







SEQUENCE {





primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power




}



},


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- HANDOVER TO UTRAN COMPLETE

--

-- ***************************************************

HandoverToUTRANComplete ::= SEQUENCE {


-- User equipment IEs


-- TABULAR: the IE below is conditional on history.



startList





STARTList






OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- INITIAL DIRECT TRANSFER

--

-- ***************************************************

InitialDirectTransfer ::= SEQUENCE {


-- Core network IEs



serviceDescriptor



ServiceDescriptor,



flowIdentifier




FlowIdentifier,



cn-DomainIdentity



CN-DomainIdentity,



nas-Message





NAS-Message,


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- INTER-SYSTEM HANDOVER COMMAND

--

-- ***************************************************

InterSystemHandoverCommand ::= SEQUENCE {


-- User equipment IEs



activationTime




ActivationTime





OPTIONAL,


-- Radio bearer IEs



remainingRAB-Info



RAB-Info






OPTIONAL,


-- Other IEs



interSystemMessage



InterSystemMessage,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- INTER-SYSTEM HANDOVER FAILURE

--

-- ***************************************************

InterSystemHandoverFailure ::= SEQUENCE {


-- Other IEs



interSystemHO-Failure


InterSystemHO-Failure



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- MEASUREMENT CONTROL

--

-- ***************************************************

MeasurementControl ::= SEQUENCE {


-- Measurement IEs



measurementIdentityNumber

MeasurementIdentityNumber,



measurementCommand



MeasurementCommand,



-- TABULAR: The measurement type is included in MeasurementCommand.



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- MEASUREMENT CONTROL FAILURE

--

-- ***************************************************

MeasurementControlFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- MEASUREMENT REPORT

--

-- ***************************************************

MeasurementReport ::= SEQUENCE {


-- Measurement IEs



measurementIdentityNumber

MeasurementIdentityNumber,



measuredResults




MeasuredResults





OPTIONAL,



additionalMeasuredResults

MeasuredResultsList




OPTIONAL,



eventResults




EventResults





OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- PAGING TYPE 1

--

-- ***************************************************

PagingType1 ::= SEQUENCE {


-- User equipment IEs



pagingRecordList



PagingRecordList




OPTIONAL,


-- Other IEs



bcch-ModificationInfo


BCCH-ModificationInfo



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- PAGING TYPE 2

--

-- ***************************************************

PagingType2 ::= SEQUENCE {


-- User equipment IEs



pagingCause





PagingCause,


-- Core network IEs



cn-DomainIdentity



CN-DomainIdentity,



pagingRecordTypeID



PagingRecordTypeID,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION

--

-- ***************************************************

PhysicalChannelReconfiguration ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



-- TABULAR: UL-ChannelRequirement contains the choice 



-- between UL DPCH info and PRACH info for RACH.



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





dl-CommonInformation


DL-CommonInformation

OPTIONAL,





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL,





cpch-SetInfo




CPCH-SetInfo



OPTIONAL




},




tdd







NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION COMPLETE

--

-- ***************************************************

PhysicalChannelReconfigurationComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



-- TABULAR: UL-TimingAdvance is applicable for TDD mode only.



ul-TimingAdvance



UL-TimingAdvance




OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION FAILURE

--

-- ***************************************************

PhysicalChannelReconfigurationFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- PHYSICAL SHARED CHANNEL ALLOCATION (TDD only)

--

-- ***************************************************

PhysicalSharedChannelAllocation ::= SEQUENCE {


-- User equipment IEs



c-RNTI






C-RNTI







OPTIONAL,


-- Physical channel IEs



ul-TimingAdvance



UL-TimingAdvance




OPTIONAL,



allocationPeriodInfo


AllocationPeriodInfo



OPTIONAL,



pusch-CapacityAllocationInfo
PUSCH-CapacityAllocationInfo

OPTIONAL,



pdsch-Info





PDSCH-Info






OPTIONAL,



timeslotList




TimeslotList





OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- PUSCH CAPACITY REQUEST (TDD only)

--

-- ***************************************************

PUSCHCapacityRequest ::= SEQUENCE {


-- User equipment IEs



c-RNTI






C-RNTI







OPTIONAL,


-- Measurement IEs



trafficVolumeMeasuredResultsList











TrafficVolumeMeasuredResultsList,



timeslotListWithISCP


TimeslotListWithISCP



OPTIONAL,



primaryCCPCH-RSCP



PrimaryCCPCH-RSCP




OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION

--

-- ***************************************************

RadioBearerReconfiguration ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



rb-InformationReconfigList

RB-InformationReconfigList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfo2List

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-CommonInformation


DL-CommonInformation

OPTIONAL,





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL,





cpch-SetInfo




CPCH-SetInfo



OPTIONAL




},




tdd







NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION COMPLETE

--

-- ***************************************************

RadioBearerReconfigurationComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



-- TABULAR: UL-TimingAdvance is applicable for TDD mode only.



ul-TimingAdvance



UL-TimingAdvance




OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION FAILURE

--

-- ***************************************************

RadioBearerReconfigurationFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Radio bearer IEs



potentiallySuccesfulBearerList
RB-IdentityList





OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RADIO BEARER RELEASE

--

-- ***************************************************

RadioBearerRelease ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfo2List

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-CommonInformation


DL-CommonInformation

OPTIONAL,





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL,





cpch-SetInfo




CPCH-SetInfo



OPTIONAL




},




tdd






NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RADIO BEARER RELEASE COMPLETE

--

-- ***************************************************

RadioBearerReleaseComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



-- TABULAR: UL-TimingAdvance is applicable for TDD mode only.



ul-TimingAdvance



UL-TimingAdvance




OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RADIO BEARER RELEASE FAILURE

--

-- ***************************************************

RadioBearerReleaseFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Radio bearer IEs



potentiallySuccesfulBearerList
RB-IdentityList





OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RADIO BEARER SETUP

--

-- ***************************************************

RadioBearerSetup ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-CommonInformation


DL-CommonInformation

OPTIONAL,





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL,





cpch-SetInfo




CPCH-SetInfo



OPTIONAL




},




tdd







NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RADIO BEARER SETUP COMPLETE

--

-- ***************************************************

RadioBearerSetupComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



-- TABULAR: UL-TimingAdvance is applicable for TDD mode only.



ul-TimingAdvance



UL-TimingAdvance




OPTIONAL,



hyperFrameNumber



HyperFrameNumber




OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RADIO BEARER SETUP FAILURE

--

-- ***************************************************

RadioBearerSetupFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Radio bearer IEs



potentiallySuccesfulBearerList
RB-IdentityList





OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RNTI REALLOCATION

--

-- ***************************************************

RNTIReallocation ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RNTI REALLOCATION COMPLETE

--

-- ***************************************************

RNTIReallocationComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RNTI REALLOCATION FAILURE

--

-- ***************************************************

RNTIReallocationFailure ::= SEQUENCE {


-- UE information elements



failureCause




FailureCauseWithProtErr,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RRC CONNECTION RE-ESTABLISHMENT

--

-- ***************************************************

RRCConnectionReEstablishment ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-ResetIndicatorC-plane

BOOLEAN,



rlc-ResetIndicatorU-plane

BOOLEAN,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList


OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-CommonInformation


DL-CommonInformation

OPTIONAL,





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL,





cpch-SetInfo




CPCH-SetInfo



OPTIONAL




},




tdd







NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RRC CONNECTION RE-ESTABLISHMENT for CCCH

--

-- ***************************************************

RRCConnectionReEstablishment-CCCH ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,


-- The rest of the message is identical to the one sent on DCCH.



rrcConnectionReEstablishment
RRCConnectionReEstablishment

}

-- ***************************************************

--

-- RRC CONNECTION RE-ESTABLISHMENT COMPLETE

--

-- ***************************************************

RRCConnectionReEstablishmentComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



-- TABULAR: UL-TimingAdvance is applicable for TDD mode only.



ul-TimingAdvance



UL-TimingAdvance




OPTIONAL,



hyperFrameNumber



HyperFrameNumber,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RRC CONNECTION RE-ESTABLISHMENT REQUEST

--

-- ***************************************************

RRCConnectionReEstablishmentRequest ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,



hyperFrameNumber



HyperFrameNumber,



am-RLC-ErrorIndicationC-plane
BOOLEAN,



am-RLC-ErrorIndicationU-plane
BOOLEAN,



protocolErrorIndicator


ProtocolErrorIndicatorWithInfo,



-- TABULAR: The IE above is MD in tabular, but making a 2-way choice



-- optional wastes one bit (using PER) and produces no additional 



-- information.


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RRC CONNECTION REJECT

--

-- ***************************************************

RRCConnectionReject ::= SEQUENCE {


-- User equipment IEs



initialUE-Identity



InitialUE-Identity,



rejectionCause




RejectionCause,



waitTime





WaitTime,



redirectionInfo




RedirectionInfo





OPTIONAL,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RRC CONNECTION RELEASE

--

-- ***************************************************

RRCConnectionRelease ::= SEQUENCE {


-- User equipment IEs



rrc-MessageTX-Count



RRC-MessageTX-Count




OPTIONAL,



-- The IE above is conditional on the UE state.



releaseCause




ReleaseCause,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RRC CONNECTION RELEASE for CCCH

--

-- ***************************************************

RRCConnectionRelease-CCCH ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,


-- The rest of the message is identical to the one sent on DCCH.



rrcConnectionRelease


RRCConnectionRelease

}

-- ***************************************************

--

-- RRC CONNECTION RELEASE COMPLETE

--

-- ***************************************************

RRCConnectionReleaseComplete ::= SEQUENCE {


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RRC CONNECTION RELEASE COMPLETE for CCCH

--

-- ***************************************************

RRCConnectionReleaseComplete-CCCH ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,


-- The rest of the message is identical to the one sent on DCCH.



rrcConnectionReleaseComplete
RRCConnectionReleaseComplete

}

-- ***************************************************

--

-- RRC CONNECTION REQUEST

--

-- ***************************************************

RRCConnectionRequest ::= SEQUENCE {


-- User equipment IEs



initialUE-Identity



InitialUE-Identity,



establishmentCause



EstablishmentCause,



protocolErrorIndicator


ProtocolErrorIndicator,



-- The IE above is MD, but for compactness reasons no default value



-- has been assigned to it.


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RRC CONNECTION SETUP

--

-- ***************************************************

RRCConnectionSetup ::= SEQUENCE {


-- User equipment IEs



initialUE-Identity



InitialUE-Identity,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI,



new-c-RNTI





C-RNTI







OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient,



capabilityUpdateRequirement

CapabilityUpdateRequirement


OPTIONAL,



-- TABULAR: If the IE is not present, the default value defined in 10.3.3.2 shall



-- be used.


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList2,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





dl-CommonInformation


DL-CommonInformation

OPTIONAL




},




tdd







NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RRC CONNECTION SETUP COMPLETE

--

-- ***************************************************

RRCConnectionSetupComplete ::= SEQUENCE {


-- User equipment IEs



startList





STARTList,



ue-RadioAccessCapability

UE-RadioAccessCapability


OPTIONAL,



ue-SystemSpecificCapability

InterSystemMessage




OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RRC STATUS

--

-- ***************************************************

RRCStatus ::= SEQUENCE {


-- Other IEs



protocolErrorInformation

ProtocolErrorInformation,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- SECURITY MODE COMMAND

--

-- ***************************************************

SecurityModeCommand ::= SEQUENCE {


-- User equipment IEs



cipheringAlgorithm



SecurityCapability,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,


-- Core network IEs



cn-DomainIdentity



CN-DomainIdentity,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- SECURITY MODE COMPLETE

--

-- ***************************************************

SecurityModeComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfoList


OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- SECURITY MODE FAILURE

--

-- ***************************************************

SecurityModeFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- SIGNALLING CONNECTION RELEASE

--

-- ***************************************************

SignallingConnectionRelease ::= SEQUENCE {


-- Core network IEs



signallingFlowInfoList


SignallingFlowInfoList,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- SIGNALLING CONNECTION RELEASE REQUEST

--

-- ***************************************************

SignallingConnectionReleaseRequest ::= SEQUENCE {


-- Core network IEs



signallingFlowInfoList


SignallingFlowInfoList,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL}

-- ***************************************************

--

-- SYSTEM INFORMATION for BCH

--

-- ***************************************************

SystemInformation-BCH ::= SEQUENCE {


-- Other information elements



sfn-Prime





SFN-Prime,



payload 





CHOICE {




noSegment





NULL,




firstSegment




FirstSegment,




subsequentSegment



SubsequentSegment,




lastSegment





LastSegment,




lastAndFirst




SEQUENCE {





lastSegment





LastSegment,





firstSegment




FirstSegmentShort




},




lastAndComplete




SEQUENCE {





completeSIB-List



CompleteSIB-List,





lastSegment





LastSegment




},




lastAndCompleteAndFirst


SEQUENCE {





lastSegment





LastSegment,





completeSIB-List



CompleteSIB-List,





firstSegment




FirstSegmentShort




},




completeSIB-List



CompleteSIB-List,




completeAndFirst



SEQUENCE {





completeSIB-List



CompleteSIB-List,





firstSegment




FirstSegmentShort




}



}

}

-- ***************************************************

--

-- SYSTEM INFORMATION for FACH

--

-- ***************************************************

SystemInformation-FACH ::= SEQUENCE {


-- Other information elements



payload 





CHOICE {




noSegment





NULL,




firstSegment




FirstSegment,




subsequentSegment



SubsequentSegment,




lastSegment





LastSegment,




lastAndFirst




SEQUENCE {





lastSegment





LastSegment,





firstSegment




FirstSegmentShort




},




lastAndComplete




SEQUENCE {





completeSIB-List



CompleteSIB-List,





lastSegment





LastSegment




},




lastAndCompleteAndFirst


SEQUENCE {





lastSegment





LastSegment,





completeSIB-List



CompleteSIB-List,





firstSegment




FirstSegmentShort




},




completeSIB-List



CompleteSIB-List,




completeAndFirst



SEQUENCE {





completeSIB-List



CompleteSIB-List,





firstSegment




FirstSegmentShort




}



}

}

-- ***************************************************

--

-- First segment

--

-- ***************************************************

FirstSegment ::=




SEQUENCE {


-- Other information elements



sib-Type





SIB-Type,



seg-Count





SegCount,



sib-Data-fixed




SIB-Data-fixed

}

-- ***************************************************

--

-- First segment (short)

--

-- ***************************************************

FirstSegmentShort ::=



SEQUENCE {


-- Other information elements



sib-Type





SIB-Type,



seg-Count





SegCount,



sib-Data-variable



SIB-Data-variable

}

-- ***************************************************

--

-- Subsequent segment

--

-- ***************************************************

SubsequentSegment ::=



SEQUENCE {


-- Other information elements



sib-Type





SIB-Type,



segmentIndex




SegmentIndex,



sib-Data-fixed




SIB-Data-fixed

}

-- ***************************************************

--

-- Last segment

--

-- ***************************************************

LastSegment ::=





SEQUENCE {


-- Other information elements



sib-Type





SIB-Type,



segmentIndex




SegmentIndex,



sib-Data-variable



SIB-Data-variable

}

-- ***************************************************

--

-- Complete SIB

--

-- ***************************************************

CompleteSIB-List ::=



SEQUENCE (SIZE (1..maxSIBsegm)) OF











CompleteSIB

CompleteSIB ::=





SEQUENCE {


-- Other information elements



sib-Type





SIB-Type,



sib-Data-variable



SIB-Data-variable

}

-- ***************************************************

--

-- SYSTEM INFORMATION CHANGE INDICATION

--

-- ***************************************************

SystemInformationChangeIndication ::= 
SEQUENCE {


-- Other IEs



bcch-ModificationInfo



BCCH-ModificationInfo,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- TRANSPORT CHANNEL RECONFIGURATION

--

-- ***************************************************

TransportChannelReconfiguration ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-CommonInformation


DL-CommonInformation

OPTIONAL,





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL,





cpch-SetInfo




CPCH-SetInfo



OPTIONAL




},




tdd






NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- TRANSPORT CHANNEL RECONFIGURATION COMPLETE

--

-- ***************************************************

TransportChannelReconfigurationComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



-- TABULAR: UL-TimingAdvance is applicable for TDD mode only.



ul-TimingAdvance



UL-TimingAdvance




OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- TRANSPORT CHANNEL RECONFIGURATION FAILURE

--

-- ***************************************************

TransportChannelReconfigurationFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- TRANSPORT FORMAT COMBINATION CONTROL

--

-- ***************************************************

TransportFormatCombinationControl ::= SEQUENCE {


dpch-TFCS-InUplink




TFC-Subset,


tfc-ControlDuration




TFC-ControlDuration




OPTIONAL,


-- The information element is not included when transmitting the message


-- on the transparent mode signalling DCCH and is optional otherwise


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- TRANSPORT FORMAT COMBINATION CONTROL FAILURE

--

-- ***************************************************

TransportFormatCombinationControlFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- UE CAPABILITY ENQUIRY

--

-- ***************************************************

UECapabilityEnquiry ::= SEQUENCE {


-- User equipment IEs



capabilityUpdateRequirement

CapabilityUpdateRequirement,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- UE CAPABILITY INFORMATION

--

-- ***************************************************

UECapabilityInformation ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability

UE-RadioAccessCapability


OPTIONAL,


-- Other IEs



ue-SystemSpecificCapability

InterSystemMessage




OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- UE CAPABILITY INFORMATION CONFIRM

--

-- ***************************************************

UECapabilityInformationConfirm ::= SEQUENCE {


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- UPLINK DIRECT TRANSFER

--

-- ***************************************************

UplinkDirectTransfer ::= SEQUENCE {


-- Core network IEs



flowIdentifier




FlowIdentifier,



nas-Message





NAS-Message,


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- UPLINK PHYSICAL CHANNEL CONTROL

--

-- ***************************************************

UplinkPhysicalChannelControl ::= SEQUENCE {


-- Physical channel IEs



ccTrCH-PowerControlInfo


CCTrCH-PowerControlInfo



OPTIONAL,



timingAdvance




UL-TimingAdvance




OPTIONAL,



individualTS-InterferenceList
IndividualTS-InterferenceList

OPTIONAL,



prach-ConstantValue



ConstantValue





OPTIONAL,



dpch-ConstantValue



ConstantValue





OPTIONAL,



pusch-ConstantValue



ConstantValue





OPTIONAL,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- URA UPDATE

--

-- ***************************************************

URAUpdate ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,



ura-UpdateCause




URA-UpdateCause,



protocolErrorIndicator


ProtocolErrorIndicatorWithInfo,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- URA UPDATE CONFIRM

--

-- ***************************************************

URAUpdateConfirm ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- URA UPDATE CONFIRM for CCCH

--

-- ***************************************************

URAUpdateConfirm-CCCH ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,


-- The rest of the message is identical to the one sent on DCCH.



uraUpdateConfirm



URAUpdateConfirm

}

END

11.3
Information element definitions

11.3.6
Physical channel information elements

PhysicalChannel-IEs DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxASC,


maxASCmap,


maxASCpersist,


maxCCTrCH,


maxCPCHsets,


maxDPCH-DLchan,


maxDPCHcodesPerTS,


maxDPDCH-UL,


maxFACH,


maxPCPCH-APsig,


maxPCPCH-APsubCh,


maxPCPCH-CDsig,


maxPCPCH-CDsubCh,


maxPCPCH-SF,


maxPCPCHs,


maxPDSCH,


maxPDSCH-TFCIgroups,


maxPRACH,


maxPUSCH,


maxRL,


maxRL-1,


maxSCCPCH,


maxSig,


maxSubCh,


maxTF-CPCH,


maxTFCI-2-Combs,


maxTGPS,


maxTS

FROM Constant-definitions


ActivationTime

FROM UserEquipment-IEs


CPCH-SetID,



TFCS,


TFCS-Identity,


TransportChannelIdentity,


TransportFormatSet

FROM TransportChannel-IEs


SIB-ReferenceListFACH

FROM Other-IEs;

AC-To-ASC-Mapping ::=



INTEGER (0..7)

AC-To-ASC-MappingTable ::=


SEQUENCE (SIZE (maxASCmap)) OF











AC-To-ASC-Mapping

AccessServiceClass ::=



SEQUENCE {


availableSignatureStartIndex

INTEGER (0..15),


availableSignatureEndIndex


INTEGER (0..15),


availableSubChannelStartIndex

INTEGER (0..11),


availableSubChannelEndIndex


INTEGER (0..11)

}

AccessServiceClassIndex ::=


INTEGER (1..8)

AICH-Info ::=





SEQUENCE {


secondaryScramblingCode



SecondaryScramblingCode



OPTIONAL,


channelisationCode256



ChannelisationCode256,


sttd-Indicator





BOOLEAN,


aich-TransmissionTiming



AICH-TransmissionTiming

}

AICH-PowerOffset ::=



INTEGER (-10..5)

AICH-TransmissionTiming ::=


ENUMERATED {











e0, e1 }

AllocationPeriodInfo ::=


SEQUENCE {


allocationActivationTime


INTEGER (1..256),


allocationDuration




INTEGER (1..256)

}

AP-AICH-ChannelisationCode ::=

INTEGER (0..255)

AP-PreambleScramblingCode ::=

INTEGER (0..79)

AP-Signature ::=




INTEGER (0..15)

AP-Signature-VCAM ::=



SEQUENCE {


ap-Signature





AP-Signature,


availableAP-SubchannelList


AvailableAP-SubchannelList OPTIONAL

}

AP-Subchannel ::=




INTEGER (0..11)

ASC ::=







SEQUENCE {


accessServiceClass




AccessServiceClassIndex,


repetitionPeriodAndOffset


ASC-RepetitionPeriodAndOffset

OPTIONAL


-- TABULAR: The offset is nested in the repetition period

}

ASC-RepetitionPeriodAndOffset ::=
CHOICE {


rp1








NULL,


rp2








INTEGER (0..1),


rp4








INTEGER (0..3),


rp8








INTEGER (0..7)

}

AvailableAP-Signature-VCAMList ::=
SEQUENCE (SIZE (1..maxPCPCH-APsig)) OF











AP-Signature-VCAM

AvailableAP-SignatureList ::=

SEQUENCE (SIZE (1..maxPCPCH-APsig)) OF











AP-Signature

AvailableAP-SubchannelList ::=

SEQUENCE (SIZE (1..maxPCPCH-APsubCh)) OF











AP-Subchannel

AvailableMinimumSF-ListVCAM ::=

SEQUENCE (SIZE (1..maxPCPCH-SF)) OF











AvailableMinimumSF-VCAM

AvailableMinimumSF-VCAM ::=


SEQUENCE {


minimumSpreadingFactor



MinimumSpreadingFactor,


nf-Max







NF-Max,


maxAvailablePCPCH-Number


MaxAvailablePCPCH-Number,


availableAP-Signature-VCAMList

AvailableAP-Signature-VCAMList

}

AvailableSignatureList ::=


SEQUENCE (SIZE (1..maxSig)) OF











Signature

AvailableSubChannelNumber ::=

INTEGER (0..11)

AvailableSubChannelNumberList ::=
SEQUENCE (SIZE (1..maxSubCh)) OF











AvailableSubChannelNumber

BurstType ::=





ENUMERATED {











short1, long2 }

BurstType1 ::=





ENUMERATED { ms4, ms8, ms16 }

BurstType2 ::=





ENUMERATED { ms3, ms6 }

CCTrCH-PowerControlInfo ::=


SEQUENCE {


tfcs-Identity





TFCS-Identity





OPTIONAL,


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfo

}

CD-AccessSlotSubchannel ::=


INTEGER (0..11)

CD-AccessSlotSubchannelList ::=

SEQUENCE (SIZE (1..maxPCPCH-CDsubCh)) OF











CD-AccessSlotSubchannel

CD-CA-ICH-ChannelisationCode ::=
INTEGER (0..255)

CD-PreambleScramblingCode ::=

INTEGER (0..79)

CD-SignatureCode ::=



INTEGER (0..15)

CD-SignatureCodeList ::=


SEQUENCE (SIZE (1..maxPCPCH-CDsig)) OF











CD-SignatureCode

CellParametersID ::=



INTEGER (0..127)

ChannelAssignmentActive ::=


CHOICE {


notActive






NULL,


isActive






AvailableMinimumSF-ListVCAM

}

ChannelisationCode256 ::=


INTEGER (0..255)

ChannelReqParamsForUCSM ::=


SEQUENCE {


availableAP-SignatureList


AvailableAP-SignatureList,


availableAP-SubchannelList


AvailableAP-SubchannelList


OPTIONAL

}

ClosedLoopTimingAdjMode ::=


ENUMERATED {











slot1, slot2 }

CodeNumberDSCH ::=




INTEGER (0..255)

CodeRange ::=





SEQUENCE {


pdsch-CodeMapList




PDSCH-CodeMapList,


codeNumberStart





CodeNumberDSCH,


codeNumberStop





CodeNumberDSCH

}

CodeWordSet ::=





ENUMERATED {











longCWS,











mediumCWS,











shortCWS,











ssdtOff }

CommonTimeslotInfo ::=



SEQUENCE {


-- TABULAR: The IE below is MD, but since it can be encoded in a single


-- bit it is not defined as OPTIONAL.


secondInterleavingMode



SecondInterleavingMode,


tfci-Coding






TFCI-Coding






OPTIONAL,


puncturingLimit





PuncturingLimit,


repetitionPeriodAndLength


RepetitionPeriodAndLength


OPTIONAL

}

CommonTimeslotInfoSCCPCH ::=

SEQUENCE {


-- TABULAR: The IE below is MD, but since it can be encoded in a single


-- bit it is not defined as OPTIONAL.


secondInterleavingMode



SecondInterleavingMode,


tfci-Coding






TFCI-Coding






OPTIONAL,


puncturingLimit





PuncturingLimit,


repetitionPeriodLengthAndOffset

RepetitionPeriodLengthAndOffset

OPTIONAL

}

-- Values from -10 to 10 are used in Release 99

ConstantValue ::=




INTEGER (-10..21)

CPCH-PersistenceLevels ::=


SEQUENCE {


cpch-SetID






CPCH-SetID,


dynamicPersistenceLevelTF-List

DynamicPersistenceLevelTF-List


}

CPCH-PersistenceLevelsList ::=

SEQUENCE (SIZE (1..maxCPCHsets)) OF











CPCH-PersistenceLevels

CPCH-SetInfo ::=




SEQUENCE {


cpch-SetID






CPCH-SetID,


transportFormatSet




TransportFormatSet,


tfcs







TFCS,


ap-PreambleScramblingCode


AP-PreambleScramblingCode,


ap-AICH-ScramblingCode



SecondaryScramblingCode



OPTIONAL,


ap-AICH-ChannelisationCode


AP-AICH-ChannelisationCode,


cd-PreambleScramblingCode


CD-PreambleScramblingCode,


cd-CA-ICH-ScramblingCode


SecondaryScramblingCode



OPTIONAL,


cd-CA-ICH-ChannelisationCode

CD-CA-ICH-ChannelisationCode,


cd-AccessSlotSubchannelList


CD-AccessSlotSubchannelList


OPTIONAL,


cd-SignatureCodeList



CD-SignatureCodeList



OPTIONAL,


deltaPp-m






DeltaPp-m,


ul-DPCCH-SlotFormat




UL-DPCCH-SlotFormat,


n-StartMessage





N-StartMessage,


n-EOT







N-EOT,


channelAssignmentActive



ChannelAssignmentActive,


-- TABULAR: VCAM info has been nested inside ChannelAssignmentActive,


-- which in turn is mandatory since it's only a binary choice.


cpch-StatusIndicationMode


CPCH-StatusIndicationMode,


pcpch-ChannelInfoList



PCPCH-ChannelInfoList

}

CPCH-SetInfoList ::=



SEQUENCE (SIZE (1..maxCPCHsets)) OF











CPCH-SetInfo

CPCH-StatusIndicationMode ::=

ENUMERATED {











pcpch-Availability,











pcpch-AvailabilityAndMinAvailableSF }

CSICH-PowerOffset ::=



INTEGER (-10..5)

-- Actual value = IE value * 512, only values from 0 to 599 used in Release 99. 

DefaultDPCH-OffsetValue ::=


INTEGER (0..1023)

DeltaPp-m ::=





INTEGER (-10..10)
-- Actual value = IE value * 0.1

DeltaSIR ::=





INTEGER (0..30)

DL-CCTrCh ::=





SEQUENCE {


tfcs-Identity





TFCS-Identity





OPTIONAL,


timeInfo






TimeInfo,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


individualTS-InfoDL-CCTrCHList

IndividualTS-InfoDL-CCTrCHList

OPTIONAL

}

DL-CCTrCh-Post ::=





SEQUENCE {


timeInfo






TimeInfo,


commonTimeslotInfo




CommonTimeslotInfo,


individualTS-InfoDL-CCTrCHList

IndividualTS-InfoDL-CCTrCHList

}

DL-CCTrChList ::=




SEQUENCE (SIZE (1..maxCCTrCH)) OF











DL-CCTrCh

DL-ChannelisationCode ::=


SEQUENCE {


secondaryScramblingCode



SecondaryScramblingCode



OPTIONAL,


sf-AndCodeNumber




SF512-AndCodeNumber,


scramblingCodeChange



ScramblingCodeChange



OPTIONAL

}

DL-ChannelisationCodeList ::=

SEQUENCE (SIZE (1..maxDPCH-DLchan)) OF











DL-ChannelisationCode

DL-CommonInformation ::=


SEQUENCE {


dl-DPCH-InfoCommon




DL-DPCH-InfoCommon




OPTIONAL,


defaultDPCH-OffsetValue



DefaultDPCH-OffsetValue



DEFAULT 0,


dpch-CompressedModeInfo



DPCH-CompressedModeInfo



OPTIONAL,


tx-DiversityMode




TX-DiversityMode




OPTIONAL,


ssdt-Information




SSDT-Information




OPTIONAL

}

DL-CommonInformationPost ::=

SEQUENCE {


dl-DPCH-InfoCommon




DL-DPCH-InfoCommonPost



OPTIONAL

}

DL-CommonInformationPredef ::=

SEQUENCE {


dl-DPCH-InfoCommon




DL-DPCH-InfoCommonPredef


OPTIONAL,


defaultDPCH-OffsetValue



DefaultDPCH-OffsetValue



OPTIONAL

}

DL-CompressedModeMethod ::=


ENUMERATED {











puncturing, sf-2,











higherLayerScheduling }

DL-DPCH-InfoCommon ::=



SEQUENCE {


dl-DPCH-PowerControlInfo


DL-DPCH-PowerControlInfo


OPTIONAL,


spreadingFactorAndPilot



SF512-AndPilot,


-- TABULAR: The number of pilot bits is nested inside the spreading factor.


positionFixedOrFlexible



PositionFixedOrFlexible,


tfci-Existence





BOOLEAN

}

DL-DPCH-InfoCommonPost ::=


SEQUENCE {


dl-DPCH-PowerControlInfo


DL-DPCH-PowerControlInfo



OPTIONAL

}

DL-DPCH-InfoCommonPredef ::=

SEQUENCE {


spreadingFactorAndPilot



SF512-AndPilot,


-- TABULAR: The number of pilot bits is nested inside the spreading factor.


positionFixedOrFlexible



PositionFixedOrFlexible,


tfci-Existence





BOOLEAN

}

DL-DPCH-InfoPerRL ::=



CHOICE {


fdd








SEQUENCE {



pCPICH-UsageForChannelEst


PCPICH-UsageForChannelEst,



dcph-FrameOffset




DPCH-FrameOffset,



secondaryCPICH-Info




SecondaryCPICH-Info



OPTIONAL,



dl-ChannelisationCodeList


DL-ChannelisationCodeList,



tpc-CombinationIndex



TPC-CombinationIndex,



ssdt-CellIdentity




SSDT-CellIdentity



OPTIONAL,



closedLoopTimingAdjMode



ClosedLoopTimingAdjMode


OPTIONAL


},


tdd








DL-CCTrChList

}

DL-DPCH-InfoPerRL-Post ::=



CHOICE {


fdd 








SEQUENCE {



pCPICH-UsageForChannelEst



PCPICH-UsageForChannelEst

OPTIONAL,



dl-ChannelisationCode




DL-ChannelisationCode,



tpc-CombinationIndex




TPC-CombinationIndex


},


tdd









SEQUENCE {



dl-CCTrCh-Post





DL-CCTrCh-Post


}

}

DL-DPCH-PowerControlInfo ::=


SEQUENCE {


-- TABULAR: DPC-Mode is applicable for FDD mode only.


dpc-Mode







DPC-Mode





OPTIONAL

}

DL-FrameType ::=




ENUMERATED {











dl-FrameTypeA, dl-FrameTypeB }

DL-InformationPerRL ::=



SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info,




pdsch-SHO-DCH-Info




PDSCH-SHO-DCH-Info


OPTIONAL,




pdsch-CodeMapping




PDSCH-CodeMapping


OPTIONAL



},



tdd








PrimaryCCPCH-Info


},


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL




OPTIONAL,


secondaryCCPCH-Info




SecondaryCCPCH-Info




OPTIONAL,


tfcs







TFCS







OPTIONAL,


fach-PCH-InformationList


FACH-PCH-InformationList


OPTIONAL,


sib-ReferenceList




SIB-ReferenceListFACH



OPTIONAL

}

DL-InformationPerRL-List ::=

SEQUENCE (SIZE (1..maxRL)) OF











DL-InformationPerRL

DL-InformationPerRL-ListPost ::=
SEQUENCE (SIZE (1..maxRL)) OF











DL-InformationPerRL-Post

DL-InformationPerRL-Post ::=

SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info



},



tdd








SEQUENCE {




primaryCCPCH-Info




PrimaryCCPCH-Info


OPTIONAL



}


},


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL-Post

}

DL-OuterLoopControl ::=



ENUMERATED {











increaseAllowed, increaseNotAllowed }

DL-PDSCH-Information ::=


SEQUENCE {


pdsch-SHO-DCH-Info




PDSCH-SHO-DCH-Info




OPTIONAL,


pdsch-CodeMapping




PDSCH-CodeMapping




OPTIONAL

}

DL-TS-ChannelisationCode ::=

ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

DL-TS-ChannelisationCodeList ::=
SEQUENCE (SIZE (1..maxDPCHcodesPerTS)) OF











DL-TS-ChannelisationCode

DPC-Mode ::=





ENUMERATED {











singleTPC,











tpcTripletInSoft }


-- The actual value of DPCCH power offset is the value of this IE * 2.

DPCCH-PowerOffset ::=



INTEGER (-82..-3)

DPCH-CompressedModeInfo ::=


SEQUENCE {


tgp-SequenceList




TGP-SequenceList

}

DPCH-CompressedModeStatusInfo ::=
SEQUENCE (SIZE (1..maxTGPS)) OF











TGP-SequenceShort

-- TABULAR: Actual value = IE value * 256

DPCH-FrameOffset::=




INTEGER (0..149)

DSCH-Mapping ::=




SEQUENCE {


maxTFCI-Field2Value




MaxTFCI-Field2Value,


spreadingFactor





SF-PDSCH,


codeNumber






CodeNumberDSCH,


multiCodeInfo





MultiCodeInfo

}

DSCH-MappingList ::=



SEQUENCE (SIZE (1..maxPDSCH-TFCIgroups)) OF











DSCH-Mapping

DSCH-RadioLinkIdentifier ::=

INTEGER (0..511)

DurationTimeInfo ::=



INTEGER (1..4096)

DynamicPersistenceLevel ::=


INTEGER (1..8)

DynamicPersistenceLevelList ::=

SEQUENCE (SIZE (1..maxPRACH)) OF











DynamicPersistenceLevel

DynamicPersistenceLevelTF-List ::= SEQUENCE (SIZE (1..maxTF-CPCH)) OF











DynamicPersistenceLevel

FACH-PCH-Information ::=


SEQUENCE {


transportFormatSet




TransportFormatSet,


transportChannelIdentity


TransportChannelIdentity,


ctch-Indicator





BOOLEAN

}

FACH-PCH-InformationList ::=

SEQUENCE (SIZE (1..maxFACH)) OF











FACH-PCH-Information

FrequencyInfo ::=




SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




uarfcn-UL






UARFCN,




uarfcn-DL






UARFCN





OPTIONAL



},



tdd








SEQUENCE {




uarfcn-Nt






UARFCN



}


}

}

IndividualTimeslotInfo ::=


SEQUENCE {


timeslotNumber





TimeslotNumber,


tfci-Existence





BOOLEAN







OPTIONAL,


burstType






CHOICE {



type-1







SEQUENCE {




midambleShift





MidambleShiftLong


OPTIONAL



},



type-2







SEQUENCE {




midambleShift





MidambleShiftShort


OPTIONAL



}


}

}

IndividualTS-InfoDL-CCTrCH ::= 

SEQUENCE {


individualTimeslotInfo



IndividualTimeslotInfo,


dl-TS-ChannelisationCodeList

DL-TS-ChannelisationCodeList

}

IndividualTS-InfoDL-CCTrCHList ::= SEQUENCE (SIZE (1..maxTS)) OF











IndividualTS-InfoDL-CCTrCH

IndividualTS-InfoPDSCH ::=


SEQUENCE {


individualTimeslotInfo



IndividualTimeslotInfo,


pdsch-ChannelisationCode


DL-TS-ChannelisationCodeList

}

IndividualTS-InfoPDSCH-List ::=

SEQUENCE (SIZE (1..maxTS)) OF











IndividualTS-InfoPDSCH

IndividualTS-InfoPUSCH ::=


SEQUENCE {


individualTimeslotInfo



IndividualTimeslotInfo,


ul-ChannelisationCode


UL-TS-ChannelisationCodeList

}

IndividualTS-InfoPUSCH-List ::=

SEQUENCE (SIZE (1..maxTS)) OF











IndividualTS-InfoPUSCH

IndividualTS-InfoUL-CCTrCH ::=

SEQUENCE {


individualTimeslotInfo



IndividualTimeslotInfo,


channelisationCodeList



UL-TS-ChannelisationCodeList

}


IndividualTS-InfoUL-CCTrCH-List ::= SEQUENCE (SIZE (1..maxTS)) OF











IndividualTS-InfoUL-CCTrCH

IndividualTS-Interference ::=

SEQUENCE {


timeslot






TimeslotNumber,


ul-TimeslotInterference



UL-Interference

}

IndividualTS-InterferenceList ::=
SEQUENCE (SIZE (1..maxTS)) OF











IndividualTS-Interference

ITP ::=







ENUMERATED {











mode0, mode1 }

-- Value range of -50..33 is used for Release 99

MaxAllowedUL-TX-Power ::=


INTEGER (-50..77)

MaxAvailablePCPCH-Number ::=

INTEGER (1..64)

MaxTFCI-Field2Value ::=



INTEGER (1..1023)

MidambleConfiguration ::=


SEQUENCE {


burstType1






BurstType1






DEFAULT ms8,


-- TABULAR: The default value for BurstType2 has not been specified due to


-- compactness reasons.


burstType2






BurstType2

}

MidambleShiftLong ::=



INTEGER (0..15)

MidambleShiftShort ::=



INTEGER (0..5)

MinimumSpreadingFactor ::=


ENUMERATED {











sf4, sf8, sf16, sf32,











sf64, sf128, sf256 }

MultiCodeInfo ::=




INTEGER (1..16)

N-EOT ::=






INTEGER (0..7)

N-GAP ::=






ENUMERATED {











f2, f4, f8 }

N-PCH ::=






INTEGER (1..8)

N-StartMessage ::=




INTEGER (1..8)

NB01 ::=






INTEGER (0..50)

NF-Max ::=






INTEGER (1..64)

NumberOfDPDCH ::=




INTEGER (1..maxDPDCH-UL)

NumberOfFBI-Bits ::=



INTEGER (1..2)

PagingIndicatorLength ::=


ENUMERATED {











pi2, pi4, pi8 }

PC-Preamble ::=





ENUMERATED {











pcp0, pcp15 }

PCP-Length ::=





ENUMERATED {











as0, as8 }

PCPCH-ChannelInfo ::=



SEQUENCE {


pcpch-UL-ScramblingCode



INTEGER (0..79),


pcpch-DL-ChannelisationCode


INTEGER (0..511),


pcpch-DL-ScramblingCode



SecondaryScramblingCode



OPTIONAL,


pcp-Length






PCP-Length,


ucsm-Info






UCSM-Info






OPTIONAL

}

PCPCH-ChannelInfoList ::=


SEQUENCE (SIZE (1..maxPCPCHs)) OF











PCPCH-ChannelInfo

PCPICH-UsageForChannelEst ::=

ENUMERATED {











mayBeUsed,











shallNotBeUsed }

PDSCH-CodeInfo ::=




SEQUENCE {


spreadingFactor





SF-PDSCH,


codeNumber






CodeNumberDSCH,


multiCodeInfo





MultiCodeInfo

}

PDSCH-CodeInfoList ::=



SEQUENCE (SIZE (1..maxTFCI-2-Combs)) OF











PDSCH-CodeInfo

PDSCH-CodeMap ::=




SEQUENCE {


spreadingFactor





SF-PDSCH,


multiCodeInfo





MultiCodeInfo

}

PDSCH-CodeMapList ::=



SEQUENCE (SIZE (1..maxPDSCH-TFCIgroups)) OF











PDSCH-CodeMap

PDSCH-CodeMapping ::=



SEQUENCE {


dl-ScramblingCode




SecondaryScramblingCode



OPTIONAL,


signallingMethod




CHOICE {



codeRange






CodeRange,



tfci-Range






DSCH-MappingList,



explicit






PDSCH-CodeInfoList,



replace







ReplacedPDSCH-CodeInfoList


}

}


PDSCH-Info ::=





SEQUENCE {


tfcs-Identity





TFCS-Identity





OPTIONAL,


sfn-TimeInfo





SFN-TimeInfo





OPTIONAL,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


individualTimeslotInfoList


IndividualTS-InfoPDSCH-List


OPTIONAL

}

PDSCH-SHO-DCH-Info ::=



SEQUENCE {


dsch-RadioLinkIdentifier


DSCH-RadioLinkIdentifier,


tfci-CombiningSet




TFCI-CombiningSet




OPTIONAL,


rl-IdentifierList




RL-IdentifierList




OPTIONAL

}

PDSCH-SysInfo ::=




SEQUENCE {


pdsch-Info






PDSCH-Info,


dsch-TFS






TransportFormatSet,


dsch-TFCS






TFCS

}

PDSCH-SysInfoList ::=



SEQUENCE (SIZE (1..maxPDSCH)) OF











PDSCH-SysInfo

PersistenceScalingFactor ::=

ENUMERATED {











psf0-9, psf0-8, psf0-7, psf0-6,











psf0-5, psf0-4, psf0-3, psf0-2 }

PersistenceScalingFactorList ::=
SEQUENCE (SIZE (1..maxASCpersist)) OF











PersistenceScalingFactor

PI-CountPerFrame ::=



ENUMERATED {











e18, e36, e72, e144 }

PICH-Info ::=





CHOICE {


fdd








SEQUENCE {



secondaryScramblingCode



SecondaryScramblingCode


OPTIONAL,



channelisationCode256



ChannelisationCode256,



pi-CountPerFrame




PI-CountPerFrame,



sttd-Indicator





BOOLEAN


},


tdd








SEQUENCE {



channelisationCode




TDD-PICH-CCode




OPTIONAL,



timeslot






TimeslotNumber




OPTIONAL,



burstType






CHOICE {




type-1







MidambleShiftLong,




type-2







MidambleShiftShort



}
















OPTIONAL,



repetitionPeriodLengthOffset

RepPerLengthOffset-PICH


OPTIONAL,



pagingIndicatorLength



PagingIndicatorLength


DEFAULT pi2,



n-GAP







N-GAP






DEFAULT f4,



n-PCH







N-PCH






DEFAULT 2


}


}

PICH-PowerOffset ::=



INTEGER (-10..5)

PilotBits128 ::=




ENUMERATED {











pb4, pb8 }

PilotBits256 ::=




ENUMERATED {











pb2, pb4, pb8 }

PositionFixedOrFlexible ::=


ENUMERATED {











fixed,











flexible }

PowerControlAlgorithm ::=


CHOICE {


algorithm1






TPC-StepSize,


algorithm2






NULL

}

PowerRampStep ::=




INTEGER (1..8)

PRACH-Midamble ::=




ENUMERATED {











direct,











direct-Inverted }

PRACH-Partitioning ::=



CHOICE {


fdd








SEQUENCE (SIZE (1..maxASC)) OF












AccessServiceClass,


tdd








SEQUENCE (SIZE (1..maxASC)) OF












ASC

}


PRACH-PowerOffset ::=



SEQUENCE {


powerRampStep





PowerRampStep,


preambleRetransMax




PreambleRetransMax

}

PRACH-RACH-Info ::=




SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




availableSignatureList



AvailableSignatureList,




availableSF






SF-PRACH,




preambleScramblingCodeWordNumber


PreambleScramblingCodeWordNumber,




puncturingLimit





PuncturingLimit,




availableSubChannelNumberList

AvailableSubChannelNumberList



},



tdd








SEQUENCE {




timeslot






TimeslotNumber,




channelisationCode




TDD-PRACH-CCodeList,




prach-Midamble





PRACH-Midamble



OPTIONAL



}


}

}

PRACH-SystemInformation ::=


SEQUENCE {


prach-RACH-Info





PRACH-RACH-Info,


transportChannelIdentity


TransportChannelIdentity,


rach-TransportFormatSet



TransportFormatSet




OPTIONAL,


rach-TFCS






TFCS







OPTIONAL,


prach-Partitioning




PRACH-Partitioning




OPTIONAL,


persistenceScalingFactorList

PersistenceScalingFactorList

OPTIONAL,


ac-To-ASC-MappingTable



AC-To-ASC-MappingTable



OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-TX-Power



PrimaryCPICH-TX-Power

OPTIONAL,




constantValue





ConstantValue



OPTIONAL,




prach-PowerOffset




PRACH-PowerOffset


OPTIONAL,




rach-TransmissionParameters


RACH-TransmissionParameters
OPTIONAL,




aich-Info






AICH-Info




OPTIONAL



},



tdd








NULL


}


}

PRACH-SystemInformationList ::=

SEQUENCE (SIZE (1..maxPRACH)) OF











PRACH-SystemInformation

PreambleRetransMax ::=



INTEGER (1..64)
PreambleScramblingCodeWordNumber ::=

INTEGER (0..15)
PreDefPhyChConfiguration ::=

SEQUENCE {


ul-DPCH-InfoPredef




UL-DPCH-InfoPredef,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




dl-CommonInformationPredef


DL-CommonInformationPredef
OPTIONAL



},



tdd








NULL


}

}

PrimaryCCPCH-Info ::=



CHOICE {


fdd








SEQUENCE {








tx-DiversityIndicator



BOOLEAN


},


tdd








SEQUENCE {



syncCase 






CHOICE {




syncCase1






SEQUENCE {





timeslot






TimeslotNumber









},




syncCase2






SEQUENCE {





timeslotSync2





TimeslotSync2




}



}
















OPTIONAL,



cellParametersID




CellParametersID



OPTIONAL,



blockSTTD-Indicator




BOOLEAN


}

}

PrimaryCCPCH-TX-Power ::=


INTEGER (6..43)

PrimaryCPICH-Info ::=



SEQUENCE {


primaryScramblingCode



PrimaryScramblingCode

}

-- Value range -10 .. 50 used for Release 99 

PrimaryCPICH-TX-Power ::=


INTEGER (-10..53)

PrimaryScramblingCode ::=


INTEGER (0..511)

PuncturingLimit ::=




ENUMERATED {











pl0-40, pl0-44, pl0-48, pl0-52, pl0-56,











pl0-60, pl0-64, pl0-68, pl0-72, pl0-76,











pl0-80, pl0-84, pl0-88, pl0-92, pl0-96, pl1 }

PUSCH-CapacityAllocationInfo ::=
SEQUENCE {


pusch-Allocation




CHOICE {



pusch-AllocationPending



NULL,



pusch-AllocationAssignment


SEQUENCE {




pusch-PowerControlInfo



UL-TargetSIR



OPTIONAL,




pusch-Info






PUSCH-Info



}


}

}

PUSCH-Info ::=





SEQUENCE {


tfcs-Identity





TFCS-Identity





OPTIONAL,


sfn-timeInfo





SFN-TimeInfo





OPTIONAL,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


timeslotInfoList




IndividualTS-InfoPUSCH-List


OPTIONAL

}

PUSCH-SysInfo ::=




SEQUENCE {


pusch-Info






PUSCH-Info,


usch-TFS






TransportFormatSet,


usch-TFCS






TFCS

}

PUSCH-SysInfoList ::=



SEQUENCE (SIZE (1..maxPUSCH)) OF











PUSCH-SysInfo

RACH-TransmissionParameters ::=

SEQUENCE {


mmax







INTEGER (1..32),


nb01Min







NB01,


nb01Max







NB01

}

ReducedScramblingCodeNumber ::=

INTEGER (0..8191)

RepetitionPeriodAndLength ::=

CHOICE {


repetitionPeriod1




NULL,


repetitionPeriod2




INTEGER (1..1),


-- repetitionPeriod2 could just as well be NULL also.


repetitionPeriod4




INTEGER (1..3),


repetitionPeriod8




INTEGER (1..7),


repetitionPeriod16




INTEGER (1..15),


repetitionPeriod32




INTEGER (1..31),


repetitionPeriod64




INTEGER (1..63)

}

RepetitionPeriodLengthAndOffset ::= CHOICE {


repetitionPeriod1




NULL,


repetitionPeriod2




SEQUENCE {



length







NULL,



offset







INTEGER (0..1)


},


repetitionPeriod4




SEQUENCE {



length







INTEGER (1..3),



offset







INTEGER (0..3)


},


repetitionPeriod8




SEQUENCE {



length







INTEGER (1..7),



offset







INTEGER (0..7)


},


repetitionPeriod16




SEQUENCE {



length







INTEGER (1..15),



offset







INTEGER (0..15)


},


repetitionPeriod32




SEQUENCE {



length







INTEGER (1..31),



offset







INTEGER (0..31)


},


repetitionPeriod64




SEQUENCE {



length







INTEGER (1..63),



offset







INTEGER (0..63)


}

}

ReplacedPDSCH-CodeInfo ::=


SEQUENCE {


tfci-Field2






MaxTFCI-Field2Value,


spreadingFactor





SF-PDSCH,


codeNumber






CodeNumberDSCH,


multiCodeInfo





MultiCodeInfo

}

ReplacedPDSCH-CodeInfoList ::=

SEQUENCE (SIZE (1..maxTFCI-2-Combs)) OF











ReplacedPDSCH-CodeInfo

RepPerLengthOffset-PICH ::=


CHOICE {


rpp4-2







INTEGER (0..3), 


rpp8-2







INTEGER (0..7), 


rpp8-4







INTEGER (0..7),


rpp16-2







INTEGER (0..15), 


rpp16-4







INTEGER (0..15), 


rpp32-2







INTEGER (0..31), 


rpp32-4







INTEGER (0..31), 


rpp64-2







INTEGER (0..63), 


rpp64-4







INTEGER (0..63)

}

RL-AdditionInformation ::=


SEQUENCE {


primaryCPICH-Info




PrimaryCPICH-Info,


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL,


tfci-CombiningIndicator



BOOLEAN,


secondaryCCPCH-Info




SecondaryCCPCH-Info




OPTIONAL,


tfcs







TFCS







OPTIONAL,


fach-PCH-InformationList


FACH-PCH-InformationList


OPTIONAL,


sib-ReferenceListFACH



SIB-ReferenceListFACH



OPTIONAL

}

RL-AdditionInformationList ::=

SEQUENCE (SIZE (1..maxRL-1)) OF











RL-AdditionInformation

RL-IdentifierList ::=



SEQUENCE (SIZE (1..maxRL)) OF











PrimaryCPICH-Info

RL-RemovalInformationList ::=

SEQUENCE (SIZE (1..maxRL)) OF











PrimaryCPICH-Info

RPP ::=







ENUMERATED {











mode0, mode1 }

S-Field ::=






ENUMERATED {











e1bit, e2bits }

SCCPCH-ChannelisationCode ::=

ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

SCCPCH-ChannelisationCodeList ::=
SEQUENCE (SIZE (1..16)) OF











SCCPCH-ChannelisationCode

SCCPCH-SystemInformation ::=

SEQUENCE {


secondaryCCPCH-Info




SecondaryCCPCH-Info,


tfcs







TFCS







OPTIONAL,


fach-PCH-InformationList


FACH-PCH-InformationList


OPTIONAL,


pich-Info






PICH-Info






OPTIONAL

}

SCCPCH-SystemInformationList ::=
SEQUENCE (SIZE (1..maxSCCPCH)) OF











SCCPCH-SystemInformation

ScramblingCodeChange ::=


ENUMERATED {











codeChange, noCodeChange }

ScramblingCodeType ::=



ENUMERATED {











shortSC,











longSC }


SecondaryCCPCH-Info ::=



SEQUENCE {


selectionIndicator




SelectionIndicator




OPTIONAL,


-- The IE above is conditional on the logical channel type.


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




pCPICH-UsageForChannelEst

PCPICH-UsageForChannelEst,




secondaryCPICH-Info



SecondaryCPICH-Info



OPTIONAL,




secondaryScramblingCode


SecondaryScramblingCode


OPTIONAL,




sttd-Indicator




BOOLEAN,




sf-AndCodeNumber



SF256-AndCodeNumber,




pilotSymbolExistence


BOOLEAN,




tfci-Existence




BOOLEAN,




positionFixedOrFlexible


PositionFixedOrFlexible,




timingOffset




TimingOffset




DEFAULT 0



},



tdd 






SEQUENCE {




-- TABULAR: the offset is included in CommonTimeslotInfoSCCPCH




commonTimeslotInfo



CommonTimeslotInfoSCCPCH,




individualTimeslotInfo


IndividualTimeslotInfo,




channelisationCode



SCCPCH-ChannelisationCodeList



}


}

}

SecondaryCPICH-Info ::=



SEQUENCE {


secondaryDL-ScramblingCode


SecondaryScramblingCode



OPTIONAL,


channelisationCode




ChannelisationCode256

}

-- Value range 1..15 used for Release 99

SecondaryScramblingCode ::=


INTEGER (1..16)

SecondInterleavingMode ::=


ENUMERATED {











frameRelated, timeslotRelated }

SelectionIndicator ::=



ENUMERATED {











on, off }

-- SF256-AndCodeNumber encodes both "Spreading factor" and "Code Number"

SF256-AndCodeNumber ::=



CHOICE {


sf4








INTEGER (0..3),


sf8








INTEGER (0..7),


sf16







INTEGER (0..15),


sf32







INTEGER (0..31),


sf64







INTEGER (0..63),


sf128







INTEGER (0..127),


sf256







INTEGER (0..255)

}

-- SF512-AndCodeNumber encodes both "Spreading factor" and "Code Number"

SF512-AndCodeNumber ::=



CHOICE {


sf4








INTEGER (0..3),


sf8








INTEGER (0..7),


sf16







INTEGER (0..15),


sf32







INTEGER (0..31),


sf64







INTEGER (0..63),


sf128







INTEGER (0..127),


sf256







INTEGER (0..255),


sf512







INTEGER (0..511)

}

-- SF512-AndPilot encodes both "Spreading factor" and "Number of bits for Pilot bits"

SF512-AndPilot ::=




CHOICE {


sfd4







NULL, 


sfd8







NULL, 


sfd16







NULL, 


sfd32







NULL,


sfd64







NULL, 


sfd128







PilotBits128, 


sfd256







PilotBits256, 


sfd512







NULL

}

SF-PDSCH ::=





ENUMERATED {











sfp4, sfp8, sfp16, sfp32,











sfp64, sfp128, sfp256, spare }

SF-PRACH ::=





ENUMERATED {











sfpr32, sfpr64, sfpr128, sfpr256 }

SFN-TimeInfo ::=




SEQUENCE {


activationTime




INTEGER (0..4094)



OPTIONAL,


physChDuration




DurationTimeInfo



OPTIONAL

}

Signature ::=





INTEGER (0..15)

SpreadingFactor::=




ENUMERATED {











sf4, sf8, sf16, sf32,











sf64, sf128, sf256 }

SSDT-CellIdentity ::=



ENUMERATED {











ssdt-id-a, ssdt-id-b, ssdt-id-c,











ssdt-id-d, ssdt-id-e, ssdt-id-f,











ssdt-id-g, ssdt-id-h }

SSDT-Information ::=



SEQUENCE {


s-Field







S-Field,


codeWordSet






CodeWordSet

}

TDD-PICH-CCode ::=




ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

TDD-PRACH-CCode8 ::=



ENUMERATED {











cc8-1, cc8-2, cc8-3, cc8-4,











cc8-5, cc8-6, cc8-7, cc8-8 }

TDD-PRACH-CCode16 ::=



ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

TDD-PRACH-CCodeList ::= 


CHOICE {


sf8








SEQUENCE (SIZE (1..8)) OF 












TDD-PRACH-CCode8,


sf16







SEQUENCE (SIZE (1..8)) OF












TDD-PRACH-CCode16

}

TFC-ControlDuration ::=



ENUMERATED {











tfc-cd1, tfc-cd16, tfc-cd24, tfc-cd32,











tfc-cd48, tfc-cd64, tfc-cd128,











tfc-cd192, tfc-cd256, tfc-cd512,











spare1, spare2, spare3, spare4,











spare5, spare6, spare7, spare8 }

TFCI-Coding ::=





ENUMERATED { 











tfci-bits-4, tfci-bits-8,











tfci-bits-16, tfci-bits-32 }

-- **TODO**, not defined

TFCI-CombiningSet ::=



SEQUENCE {

}

TGCFN ::=






INTEGER (0..255)

-- The value 270 represents "undefined" in the tabular description.

TGD ::=







INTEGER (15..270)

TGL ::=







INTEGER (1..14)

TGMP ::=






ENUMERATED {











tdd-Measurement, fdd-Measurement,











gsm-Measurement, otherMP }

TGP-Sequence ::=




SEQUENCE {


tgpsi







TGPSI,


tgps-StatusFlag





TGPS-StatusFlag,


tgps-ConfigurationParams


TGPS-ConfigurationParams


OPTIONAL

}

TGP-SequenceList ::=



SEQUENCE (SIZE (1..maxTGPS)) OF











TGP-Sequence

TGP-SequenceShort ::=



SEQUENCE {


tgpsi







TGPSI,


tgps-StatusFlag





TGPS-StatusFlag

}

TGPL ::=






INTEGER (1..144)

-- TABULAR: The value 0 represents "infinity" in the tabular description.

TGPRC ::=






INTEGER (0..63)

TGPS-ConfigurationParams ::=

SEQUENCE {


tgmp







TGMP,


tgprc







TGPRC,


tgcfn







TGCFN,


tgsn







TGSN,


tgl1







TGL,


tgl2







TGL








OPTIONAL,


tgd








TGD,


tgpl1







TGPL,


tgpl2







TGPL







OPTIONAL,


rpp








RPP,


itp








ITP,


ul-DL-Mode






UL-DL-Mode,


-- TABULAR: Compressed mode method is nested inside UL-DL-Mode


dl-FrameType





DL-FrameType,


deltaSIR1






DeltaSIR,


deltaSIRAfter1





DeltaSIR,


deltaSIR2






DeltaSIR






OPTIONAL,


deltaSIRAfter2





DeltaSIR






OPTIONAL

}

TGPS-StatusFlag ::=




ENUMERATED {











tgpsActive, tgpsInactive }

TGPSI ::=






INTEGER (1..maxTGPS)

TGSN ::=






INTEGER (0..14)

TimeInfo ::=





SEQUENCE {


activationTime





ActivationTime





OPTIONAL,


durationTimeInfo




DurationTimeInfo




OPTIONAL

}

TimeslotList ::=




SEQUENCE (SIZE (1..maxTS)) OF











TimeslotNumber

TimeslotNumber ::=





INTEGER (0..14)

TimeslotSync2 ::=



INTEGER (0..6)

-- Actual value = IE value * 256

TimingOffset ::=




INTEGER (0..149)

TPC-CombinationIndex ::=


INTEGER (0..5)

TPC-StepSize ::=




INTEGER (0..1)

TX-DiversityMode ::=



ENUMERATED {











noDiversity,











sttd,











closedLoopMode1,











closedLoopMode2 }

UARFCN ::=





INTEGER (0..16383)

UCSM-Info ::=





SEQUENCE {


minimumSpreadingFactor



MinimumSpreadingFactor,


nf-Max







NF-Max,


channelReqParamsForUCSM



ChannelReqParamsForUCSM

}

UL-CCTrCH ::=





SEQUENCE {


tfcs-Identity





TFCS-Identity





OPTIONAL,


timeInfo






TimeInfo,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


timeslotInfoList




IndividualTS-InfoUL-CCTrCH-List

OPTIONAL

}

UL-CCTrCHList ::=




SEQUENCE (SIZE (1..maxCCTrCH)) OF











UL-CCTrCH

UL-ChannelRequirement ::=


CHOICE {


ul-DPCH-Info





UL-DPCH-Info,


prach-RACH-Info





PRACH-RACH-Info,


spare







NULL

}

UL-CompressedModeMethod ::=


ENUMERATED {











sf-2, noCompressing,











higherLayerScheduling }

UL-DL-Mode ::=





CHOICE {


ul








UL-CompressedModeMethod,


dl








DL-CompressedModeMethod

}

UL-DPCCH-SlotFormat ::=



ENUMERATED {











slf0, slf1, slf2 }

UL-DPCH-Info ::=




SEQUENCE {


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfo


OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




scramblingCodeType




ScramblingCodeType,




scramblingCode





UL-ScramblingCode,




numberOfDPDCH





NumberOfDPDCH



DEFAULT 1,




spreadingFactor





SpreadingFactor,




tfci-Existence





BOOLEAN,




numberOfFBI-Bits




NumberOfFBI-Bits


OPTIONAL,




-- The IE above is conditional based on history




puncturingLimit





PuncturingLimit



},



tdd








SEQUENCE {




ul-TimingAdvance




UL-TimingAdvance


OPTIONAL,




ul-CCTrCHList





UL-CCTrCHList



}


}

}

UL-DPCH-InfoPost ::=



SEQUENCE {


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfoPost,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




scramblingCodeType




ScramblingCodeType,




reducedScramblingCodeNumber


ReducedScramblingCodeNumber,




spreadingFactor





SpreadingFactor



},



tdd








SEQUENCE {




ul-TimingAdvance




UL-TimingAdvance


OPTIONAL,




timeInfo






TimeInfo,




commonTimeslotInfo




CommonTimeslotInfo,




timeslotInfoList




IndividualTS-InfoUL-CCTrCH-List



}


}

}

UL-DPCH-InfoPredef ::=



SEQUENCE {


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfoPredef,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




tfci-Existence





BOOLEAN,




puncturingLimit





PuncturingLimit



},



tdd








NULL


}

}

UL-DPCH-PowerControlInfo ::=

CHOICE {


fdd








SEQUENCE {



dpcch-PowerOffset




DPCCH-PowerOffset,



pc-Preamble






PC-Preamble,



powerControlAlgorithm



PowerControlAlgorithm



-- TABULAR: TPC step size nested inside PowerControlAlgorithm


},


tdd








SEQUENCE {



ul-TargetSIR





UL-TargetSIR,



handoverGroup





SEQUENCE {




individualTS-InterferenceList

IndividualTS-InterferenceList,




dpch-ConstantValue




ConstantValue



}
















OPTIONAL


}

}

UL-DPCH-PowerControlInfoPost ::=
SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




powerControlAlgorithm



PowerControlAlgorithm




-- TABULAR: TPC step size nested inside PowerControlAlgorithm



},



tdd








SEQUENCE {




ul-TargetSIR





UL-TargetSIR,




individualTS-InterferenceList

IndividualTS-InterferenceList



}


}

}

UL-DPCH-PowerControlInfoPredef ::=

CHOICE {


fdd








SEQUENCE {



dpcch-PowerOffset




DPCCH-PowerOffset,



pc-Preamble






PC-Preamble


},


tdd








SEQUENCE {



dpch-ConstantValue




ConstantValue


}

}

-- Value range -110 .. -70 used for Release 99

UL-Interference ::=




INTEGER (-110..-47)

-- 

UL-ScramblingCode ::=



INTEGER (0..16777215)

-- Actual value = (IE value * 0.5) - 11

UL-TargetSIR ::=




INTEGER (0..62)

UL-TimingAdvance ::=



INTEGER (0..63)

UL-TS-ChannelisationCode ::=

ENUMERATED {











cc1-1, cc2-1, cc2-2,











cc4-1, cc4-2, cc4-3, cc4-4,











cc8-1, cc8-2, cc8-3, cc8-4,











cc8-5, cc8-6, cc8-7, cc8-8,











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

UL-TS-ChannelisationCodeList ::= 
SEQUENCE (SIZE (1..2)) OF











UL-TS-ChannelisationCode

END
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1)
Open the CR cover sheet with MS Word 97. The lastest version of the CR coversheet can be found at:


ftp://ftp.3gpp.org/information/3gCRF-??.DOC


2)
Fill out all areas that are relevant on the CR cover sheet - only the areas that have yellow shading shall be filled out. See Annex A of these instructions for further detail. 


3)
Open the specification to which you wish to make a change. It is very IMPORTANT  to ensure that you are using the latest version of the specification to make the change. The latest versions of all approved 3G specifications is located at:


for the 3GPP:  ftp://ftp.3gpp.org/specifications/      for SMG: http://docbox.etsi.org/tech-org/document/smg/specs

Do a "save as" using a file name related to the tdoc number (e.g. T3-99123.DOC).

4)
If the formatting looks incorrect (most easily noticed by the fact that there is no space between paragraphs), it may be because you do not have the correct document sheet in your MS Word style directory. All 3GPP specification use the style sheet 3GPP_70.DOT. This can be downloaded from:



ftp://ftp.3gpp.org/information/3gpp_70.dot

5)
Go to the beginning of the heading of the first subclause which you want to change. Press <CTRL><SHIFT><HOME> to select everything before that point and delete it.


6)
Switch to the window in MS word that contains your CR cover sheet and do a <CTRL>A   <CTRL>C to select and copy the entire sheet (including the section break at the end). Switch back to the other window with the specification to be changed and paste it in.


7)
Between group of changed pages in the CR, insert a section break (insert / break / next page/)


8)
When all the changes have been made (using the "tools / track changes" feature of MS Word 97), the headers and page number need to be corrected other the headers will contain an error message like "error, reference not found". You can fix this by changing to page layout mode (view / page layout) to see the headers. Then, go to the menu item "view / header and footer", select the frame that contains the error message(s) ini the header and delete them (there are normally 2). Do not delete the page number in the middle. On the left side, write the spec name and current version number For example, "3G TS 21.111 version 3.0.0 (1999-04)". Go back to normal view.


9) 
For each group of changes, insert the correct starting page number. The number should be that which is a clean unmodified specification. It is only a guide to the reader only and so they can be +/- 1 page number wrong. Insert the page number using the following method. Go to the line following the first section break in your CR. Choose the menu item insert / page number / format / start at and insert the correct starting page number for that group of changes. click "OK" and then "CLOSE" (don't press "OK" at this last step). Repeat this step for each section break.


10)
When you have finished making all changes, go to "tools / track changes / highlight changes" and uncheck the "track changes while editing" box, otherwise the page numbers in the headers will be difficult to read. Make sure that the two other options in this box (highlight changes on screen" and "highlight changes in printed document" are both maked "X".


Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the USIM" is correct Do not use "The ME resets the USIM" or "the ME must reset the USIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.


MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".


CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".


A more detailed guide to the 3GPP drafting rules can be found on the 3GPP server at:



ftp://ftp.3gpp.org/information/drafting-rules.pdf

ANNEX A   
The CR cover sheet


This annex provides further information on how to fill out the cover sheet of a CR.


The header:


a)
The header, including the TSG or Working Group, the tdoc number (normally obtinaed from the 3GPP support team) and the meeting location and date.


The title box:


b)
The change request number. This is a 3 digit number and is allocated by the 3GPP support team project manager of the relevant WG. For GSM specifications, it is prefixed with an "A"


c)
The 3G or GSM specification number (e.g. 21.111 for 3G or 12.05 for GSM).


d)
The TSG or SMG plenary meeting to which this CR will be submitted to if it gets agreed at the WG meeting. 


e)
for approval/for information: one box only shall be marked with an "X"


Proposed change affects:


f)
At least one box shall be marked with an "X"


Source:


g)
The company name of the author of the CR. If the CR has already been agreed at a Working groups or sub working group, meeting, the subgroup name ( and Tdoc number) should be used instead.


Subject:


h)
One line (only) of concise text that describes the subject of the CR. Details should be put under "reason for change"



good examples:
"Clarification to FETCH command"






"Alignment of operation and parameter names"



recently used



bad examples:
"correction"






"editorial correction"






"correction to TS xxx.yy"






"various improvements"


Work item:



h)
The name of the 3G work item for which the CR is relevant.


Category and release:


i)
Choose one category only


Reason:


j)
This should be 1 to 10 lines of text that describes in further detail the reasons why the change is necessary and how the change is done.


Clauses Affected:


m)
Each subclause that is affected by the change should be listed here. New subclause number can be followed by " (new) ".


Other specs affected:


n)
Other 3G core specifications: to be used if the CR is linked to a CR for another 3G specification.
Other 2G core specifications: to be used if a CR is also needed for a GSM or other 2G specification.



MS test specifications: to be used if a change is needed to the MS test specifications.



BSS test specifications: to be used if a change is needed to the base station test specifications.



O&M specifications: to be used if a change is needed to O&M specifications.



When listing other CRs in part n) use, for example, the form "21.111-CR001" or "12.05-A123"


______________________________________


How to create a CR for 3G or SMG specifications.


File location: http://ftp.3gpp.org/information/3gCRF-??.doc





