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Reason for 
change:

PICH power offset is defined for FDD to enable Ues to perform measurements on the PICH instead of the CPICH. A similar feature is also reasonable for TDD. 
In TDD the PICH may be measured instead of the PCCPCH.

Therefore as harmonisation with FDD the PICH power offset is included for TDD.

Additionally, power control related presence values in system information are changed from OP to MP because these parameters are always need for TDD open loop power control

- Primary CCPCH Tx power

- DPCH Constant value

 -PRACH Constant value
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10.2.49.8.6
System Information Block type 5

The system information block type 5 contains parameters for the configuration of the common physical channels in the cell. The block may also contain scheduling information for other system information blocks.

Information Element/Group name
Need
Multi
Type and reference
Semantics description

References to other system information blocks
OP

References to other system information blocks 10.3.8.11
Only system information blocks with area scope "Cell" and update mechanism "value tag" may be referenced.

PhyCH information elements





PICH Power offset
MP

PICH Power offset 10.3.6.49


CHOICE mode
MP




>FDD











>>AICH Power offset
MP

AICH Power offset 10.3.6.3


>TDD





>>PUSCH system information
OP

PUSCH system information 10.3.6.65


>>PDSCH system information
OP

PDSCH system information 10.3.6.45


>>Midamble configuration
MD

Midamble configuration10.3.6.39
Default value is defined in 10.3.6.39

>>Primary CCPCH Tx Power
MP

Primary CCPCH Tx Power 10.3.6.58
For path loss calculation

>>PRACH Constant Value
MP

Constant Value

10.3.6.10
Operator controlled PRACH Margin

>>DPCH Constant Value
MP

Constant Value

10.3.6.10
Operator controlled UL DPCH Margin

>>PUSCH Constant Value
OP

Constant Value

10.3.6.10
Operator controlled PUSCH Margin

Primary CCPCH info
OP

Primary CCPCH info 10.3.6.56
Note 1

PRACH system information list
MP

PRACH system information list 10.3.6.54


Secondary CCPCH system information
MP

Secondary CCPCH system information 10.3.6.71


CBS DRX Level 1 information
CV CTCH

CBS DRX Level 1 information 10.3.8.3


NOTE 1:
DL scrambling code of the Primary CCPCH is the same as the one for Primary CPICH (FDD only).

Condition
Explanation

CTCH
The IE is mandatory if the IE "CTCH indicator" is equal to TRUE for at least one FACH, otherwise the IE is not needed in the message

10.2.49.8.7
System Information Block type 6

The system information block type 6 contains parameters for the configuration of the common and shared physical channels to be used in connected mode. The block may also contain scheduling information for other system information blocks. 

Information Element/Group name
Need
Multi
Type and reference
Semantics description

References to other system information blocks
OP

References to other system information blocks 10.3.8.11
Only system information blocks with area scope "Cell" and update mechanism "value tag" may be referenced.

PhyCH information elements





PICH Power offset
MP

PICH Power offset 10.3.6.49


CHOICE mode
MP




>FDD











>>AICH Power offset
MP

AICH Power offset 10.3.6.3


>>CSICH Power offset
OP

CSICH Power offset 10.3.6.14


>TDD





>>PUSCH system information
OP

PUSCH system information 10.3.6.65


>>PDSCH system information
OP

PDSCH system information 10.3.6.45


>>Midamble configuration
MD

Midamble configuration10.3.6.39
Default value is defined in 10.3.6.39

>>Primary CCPCH Tx Power
MP

Primary CCPCH Tx Power 10.3.6.58
For path loss calculation

>>PRACH Constant Value
MP

Constant Value

10.3.6.10
Operator controlled PRACH Margin for SF 16 case. In the SF 8 case 3dB is added.

>>DPCH Constant Value
MP

Constant Value

10.3.6.10
Operator controlled UL DPCH Margin

>>PUSCH Constant Value
OP

Constant Value

10.3.6.10
Operator controlled PUSCH Margin

Primary CCPCH info
OP

Primary CCPCH info 10.3.6.56
Note 1

PRACH system information list
MP

PRACH system information list 10.3.6.54


Secondary CCPCH system information
MP

Secondary CCPCH system information 10.3.6.71


CBS DRX Level 1 information
CV CTCH

CBS DRX Level 1 information 10.3.8.3


NOTE 1:
DL scrambling code of the Primary CCPCH is the same as the one for Primary CPICH (FDD only).

Condition
Explanation

CTCH
The IE is mandatory if the IE "CTCH indicator" is equal to TRUE for at least one FACH, otherwise the IE is not needed

10.3.6.49
PICH Power offset


This is the power transmitted on the PICH minus power of the Primary CPICH in FDD and Primary CCPCH Tx Power.

Information Element/Group name
Need
Multi
Type and reference
Semantics description

PICH Power offset
MP

Integer(-10 .. +5)
Offset in dB

11.3.8
Other information elements

Other-IEs DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

...

SysInfoType5 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Physical channel IEs


pich-PowerOffset



PICH-PowerOffset,


modeSpecificInfo



CHOICE {




fdd







SEQUENCE {






aich-PowerOffset



AICH-PowerOffset




},




tdd







SEQUENCE {





pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN

OPTIONAL,





pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN

OPTIONAL,





midambleConfiguration


MidambleConfiguration

OPTIONAL,





primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power,





prach-ConstantValue



ConstantValue,





dpch-ConstantValue



ConstantValue,





pusch-ConstantValue



ConstantValue



OPTIONAL


}



},



primaryCCPCH-Info



PrimaryCCPCH-Info




OPTIONAL,



prach-SystemInformationList

PRACH-SystemInformationList,



sCCPCH-SystemInformationList
SCCPCH-SystemInformationList,



cbs-DRX-Level1Information

CBS-DRX-Level1Information


OPTIONAL,



-- Conditional on any of the CTCH indicator IEs in



-- sCCPCH-SystemInformationList


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}

}

SysInfoType6 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Physical channel IEs



pich-PowerOffset



PICH-PowerOffset,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {






aich-PowerOffset



AICH-PowerOffset,





csich-PowerOffset



CSICH-PowerOffset


OPTIONAL




},




tdd







SEQUENCE {





pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN

OPTIONAL,





pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN

OPTIONAL,





midambleConfiguration


MidambleConfiguration

OPTIONAL,





primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power,





prach-ConstantValue



ConstantValue,





dpch-ConstantValue



ConstantValue,





pusch-ConstantValue



ConstantValue



OPTIONAL




}



},



primaryCCPCH-Info



PrimaryCCPCH-Info




OPTIONAL,



prach-SystemInformationList

PRACH-SystemInformationList,



sCCPCH-SystemInformationList
SCCPCH-SystemInformationList,



cbs-DRX-Level1Information

CBS-DRX-Level1Information


OPTIONAL,



-- Conditional on any of the CTCH indicator IEs in



-- sCCPCH-SystemInformationList


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}

}

...

END
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Do a "save as" using a file name related to the tdoc number (e.g. T3-99123.DOC).

4)
If the formatting looks incorrect (most easily noticed by the fact that there is no space between paragraphs), it may be because you do not have the correct document sheet in your MS Word style directory. All 3GPP specification use the style sheet 3GPP_70.DOT. This can be downloaded from:



ftp://ftp.3gpp.org/information/3gpp_70.dot

5)
Go to the beginning of the heading of the first subclause which you want to change. Press <CTRL><SHIFT><HOME> to select everything before that point and delete it.


6)
Switch to the window in MS word that contains your CR cover sheet and do a <CTRL>A   <CTRL>C to select and copy the entire sheet (including the section break at the end). Switch back to the other window with the specification to be changed and paste it in.


7)
Between group of changed pages in the CR, insert a section break (insert / break / next page/)
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Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the USIM" is correct Do not use "The ME resets the USIM" or "the ME must reset the USIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.
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ANNEX A   
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This annex provides further information on how to fill out the cover sheet of a CR.
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The header, including the TSG or Working Group, the tdoc number (normally obtinaed from the 3GPP support team) and the meeting location and date.


The title box:


b)
The change request number. This is a 3 digit number and is allocated by the 3GPP support team project manager of the relevant WG. For GSM specifications, it is prefixed with an "A"


c)
The 3G or GSM specification number (e.g. 21.111 for 3G or 12.05 for GSM).


d)
The TSG or SMG plenary meeting to which this CR will be submitted to if it gets agreed at the WG meeting. 


e)
for approval/for information: one box only shall be marked with an "X"


Proposed change affects:


f)
At least one box shall be marked with an "X"


Source:


g)
The company name of the author of the CR. If the CR has already been agreed at a Working groups or sub working group, meeting, the subgroup name ( and Tdoc number) should be used instead.


Subject:


h)
One line (only) of concise text that describes the subject of the CR. Details should be put under "reason for change"



good examples:
"Clarification to FETCH command"






"Alignment of operation and parameter names"



recently used



bad examples:
"correction"






"editorial correction"






"correction to TS xxx.yy"






"various improvements"


Work item:



h)
The name of the 3G work item for which the CR is relevant.


Category and release:


i)
Choose one category only


Reason:


j)
This should be 1 to 10 lines of text that describes in further detail the reasons why the change is necessary and how the change is done.


Clauses Affected:


m)
Each subclause that is affected by the change should be listed here. New subclause number can be followed by " (new) ".


Other specs affected:


n)
Other 3G core specifications: to be used if the CR is linked to a CR for another 3G specification.
Other 2G core specifications: to be used if a CR is also needed for a GSM or other 2G specification.



MS test specifications: to be used if a change is needed to the MS test specifications.



BSS test specifications: to be used if a change is needed to the base station test specifications.



O&M specifications: to be used if a change is needed to O&M specifications.



When listing other CRs in part n) use, for example, the form "21.111-CR001" or "12.05-A123"


______________________________________
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