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In the current version of the spec the state transition mechanism can cause the UTRAN to send unusefull information. 

Examples:

1.the UE is in CELL_DCH state. The UTRAN sends a message but wants the UE stay in CELL_DCH state with the same physical channel configuration: it must send the DPCH configuration it has already sent, otherwise the  UE enters CELL_FACH at the end of the procedure.
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- New state transition mechanism: addition of the IE “State Indicator”  to define clearly the connected state to enter at the end of the procedure.

  -Physical channel configuration: addition of the 2 boolean IEs     “DL Physical configuration From SIB”  and “UL Physical configuration From SIB”  to indicate whether the UE has to read the configuration in the SIBs or to keep the configuration it has. This IE is obviously not present in the RRC Connection Setup message, since there is no physical channel configuration.

- change implied by the previous ones: as the DRX indicator is no more useful for the indication of the state to enter, it is proposed to include the DRX indicator in the state indicator as follows:

StateIndicator ::= CHOICE {

CELL_FACH NULL,

CELL_DCH NULL,

CELL_PCH DRXIndicator,

URA_PCH DRXIndicator},

DRXIndicator := ENUMERATED{NoDRX, DRXUsed}
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8.1.3.4
Reception of an RRC CONNECTION SETUP message by the UE

The UE shall compare the value of the IE "Initial UE identity" in the received RRC CONNECTION SETUP message with the value of the IE "Initial UE identity" in the most recent RRC CONNECTION REQUEST message sent by the UE.

If the values are different, the UE shall:

-
ignore the rest of the message;

If the values are identical, the UE shall:

-
stop timer T300, and act upon all received information elements as specified in 8.6, unless specified otherwise in the following;

.-
store the value of the IE "New U-RNTI";

-
initiate the signalling link parameters according to the IE "RB mapping info";
- If the IE "Uplink DPCH info" and/or "Downlink DPCH info" is present, the UE shall enter CELL_DCH state at the end of the procedure, otherwise, it shall enter CELL_FACH state.
-
if neither the IE "PRACH info (for RACH)",nor the IE "Uplink DPCH info" is included: 

-
let the physical channel of type PRACH that is given in system information to be the default in uplink to which the RACH is mapped to;

-
if neither the IE "Secondary CCPCH info", nor the IE "Downlink DPCH info" is included: 

-
start to receive the physical channel of type Secondary CCPCH that is given in system information to be used as default by FACH;

-
enter a state according to subclause 8.5.7;

-
transmit an RRC CONNECTION SETUP COMPLETE message on the uplink DCCH after successful state transition per subclause 8.5.7, with the contents set as specified below:

-
include START [3G TS 33.102] values to be used in ciphering and integrity protection for each CN domain;

-
if requested in the IE "Capability update requirement" sent in the RRC CONNECTION SETUP message:


include its UTRAN-specific capabilities in the IE "UE radio access capability";

-
if requested in the IE "Capability update requirement" sent in the RRC CONNECTION SETUP message:

-
include its inter-system capabilities in the IE "UE system specific capability".

When the successful delivery of the RRC CONNECTION SETUP COMPLETE message has been confirmed by RLC the UE shall:

-
update its variable UE_CAPABILITY_TRANSFERRED which UE capabilities it has transmitted to the UTRAN;

-
set the "Status" in the variable INTEGRITY_ PROTECTION_INFO to "Not started";

and the procedure ends.

/* Next Modified Section */

8.1.5.5
Reception of an RRC CONNECTION RE-ESTABLISHMENT message by the UE

Upon reception of the RRC CONNECTION RE-ESTABLISHMENT message the UE shall stop timer T301, and use the contents of the RRC CONNECTION RE-ESTABLISHMENT message as specified in subclause 8.6, unless specified otherwise in the following:
-
For each reconfigured radio bearer use the mapping option applicable for the transport channels used according to the IE "RB mapping info";

-
Configure MAC multiplexing if that is needed in order to use appropriate transport channel(s);

Use MAC logical channel priority when selecting TFC in MAC.

If the IE "Uplink DPCH info" and/or "Downlink DPCH info" is present, the UE shall enter CELL_DCH state at the end of the procedure, otherwise, it shall enter CELL_FACH state.






.

The UE shall use the transport channel(s) applicable for the physical channel types that is used. If the IE "TFS" is neither included nor previously stored in the UE for that transport channel(s), the UE shall:

-
use the TFS given in system information.

If none of the TFS stored is compatible with the physical channel, the UE shall:

-
delete the stored TFS;

-
use the TFS given in system information.

If the IE "New C-RNTI" is included, the UE shall:

-
use that C-RNTI when using common transport channels of type RACH, FACH and CPCH in the current cell.

If the IE "New U-RNTI" is included, the UE shall:

-
update its identity. 

If the IEs "CN domain identity" and "NAS system information" are included, the UE shall:

-
forward the content of the IE to the non-access stratum entity of the UE indicated by the IE "CN domain identity".

The UE shall enter a state according to 8.5.7.

After successful state transition, the UE shall:

-
check if the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO is set;

-
if the variable is set:

-
include and set the IE "Radio bearer uplink ciphering activation time info" to the value of that variable;

-
transmit an RRC CONNECTION RE-ESTABLISHMENT COMPLETE message on the uplink DCCH using AM RLC.

When the successful delivery of the RRC CONNECTION RE-ESTABLISHMENT COMPLETE message has been confirmed by RLC, the UE shall clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO and the procedure ends.

/* Next Modified Section */
8.2.1.3
Reception of a RADIO BEARER SETUP message by the UE

The UE shall be able to receive an RADIO BEARER SETUP message and perform a hard handover, even if no prior UE measurements have been performed on the target cell and/or frequency:
Upon reception of a RADIO BEARER SETUP message the UE shall perform actions as specified below: 

-
if the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO is set, the UE shall:

-
include and set the IE "Radio bearer uplink ciphering activation time info" to the value of that variable;

The UE shall store the received UE Information Elements, RB Information Elements, TrCH Information Elements and PhyCH information elements in the variable ORDERED_CONFIG.

The UE shall act upon all received information elements as specified in 8.6, unless specified otherwise in the following.

The UE shall:

-
for the new radio bearer(s):

-
if the variable CIPHERING_STATUS is set to "Started":

-
initialise ciphering on the non-transparent radio bearers using the current START value. All transparent mode radio bearers have a common hyperframe number (MAC-d HFN), which is not incremented due to addition of new transparent radio bearer(s);

-
in case of non-transparent mode radio bearers:

-
transmit the current START value to UTRAN in RADIO BEARER SETUP COMPLETE message;

-
suspend data transmission on RB 3 and upward, if RLC-AM or RLC-UM is used on those radio bearers.

-
if the IE "RAB information for setup" is included, the procedure is used to establish radio bearers belonging to a radio access bearer:

-
associate the new radio bearers that are defined by the IE(s) "RB information to setup" with the radio access bearer that is identified by the IE "RAB info";

-
check whether that radio access bearer exists in the variable ESTABLISHED_RABS.

-
if the radio access bearer exists: 

-
store information about the radio bearer under the radio access bearer entry in the variable ESTABLISHED_RABS;

-
if the radio access bearer does not exist:

-
store information about the new radio access bearer in the variable ESTABLISHED_RABS;

-
store information about the radio bearer under the radio access bearer entry in the variable ESTABLISHED_RABS;

-
indicate the establishment of the radio access bearer to the upper layer entity using the IE "CN domain identity", forwarding the content of the IE "RAB identity"; 

-
for each new radio bearer:

-
create a new RAB subflow for the radio access bearer; 

-
number the RAB subflow in ascending order, assigning the smallest number to the RAB subflow which appear first in the RADIO BEARER SETUP message; 

-
store the number of the RAB subflow in the variable ESTABLISHED_RABS;

If the IE “ULPhysicalConfigurationFromSIB” and/or “DLPhysicalConfigurationFromSIB” is set to TRUE, the UE may first release the current physical channel configuration and shall then establish a new physical channel configuration according to 8.6, otherwise, the physical channel configuration is not changed. 




-
in FDD, if the IE 'PDSCH code mapping' is included but the IE 'PDSCH with SHO DCH Info' is not included and if the DCH has only one link in its active set then the UE shall act upon the 'PDSCH code mapping' IE as specified in subclause 8.6 and:

-
infer that the PDSCH will be transmitted from the BS from which the downlink DPCH is transmitted; 

The UE shall use the physical channel(s) applicable to the state in which it will be at the conclusion of this procedure as specified below.

If the UE will be in CELL_FACH state at the conclusion of this procedure the UE shall:

-
if the IE "TFS" is neither included nor previously stored in the UE for that transport channel(s):

-
use the TFS given in system information.

-
if none of the TFS stored is compatible with the physical channel to be used:

-
delete stored TFS;

-
use the TFS given in system information;

The UE shall transmit a RADIO BEARER SETUP COMPLETE message on the uplink DCCH using AM RLC when the new configuration is in place. In particular the UE shall:

-
transmit the RADIO BEARER SETUP COMPLETE message using the new configuration;

When the transmission of the RADIO BEARER SETUP COMPLETE message has been confirmed by RLC the UE shall

-
resume data transmission on RB 3 and upwards if RLC-AM or RLC-UM is used on those radio bearers;

-
clear the variable ORDERED_CONFIG;

-
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

The UE shall enter a state according to 8.5.7.

The procedure ends.

/* Next Modified Section */

8.2.2.3
Reception of RADIO BEARER RECONFIGURATION or TRANSPORT CHANNEL RECONFIGURATION or PHYSICAL CHANNEL RECONFIGURATION by the UE in CELL_DCH state

Upon reception of a RADIO BEARER RECONFIGURATION or TRANSPORT CHANNEL RECONFIGURATION or PHYSICAL CHANNEL RECONFIGURATION message in CELL_DCH state, the UE shall perform actions specified below:

-
store the received UE Information Elements, RB Information Elements, TrCH Information Elements and PhyCH information elements in the variable ORDERED_CONFIG;

-
act upon all received information elements as specified in 8.6, unless specified otherwise in the following.
The UE shall:

-
suspend or resume uplink transmission for each radio bearer, as indicated by the IE "RB suspend/resume" information element, if included;

-
suspend data transmission on RB 3 and upward, if RLC-AM or RLC-UM is used on those radio bearers.

The UE may first release the current physical channel configuration and shall then establish a new physical channel configuration according to 8.6 and the following. 




.

In FDD, if the IE "PDSCH code mapping" is included but the IE "PDSCH with SHO DCH Info" is not included and if the DCH has only one link in its active set then the UE shall act upon the 'PDSCH code mapping' IE as specified in subclause 8.6 and:

-
infer that the PDSCH will be transmitted from the cell from which the downlink DPCH is transmitted. 

The UE shall use the physical channel(s) applicable to the state in which it will be at the conclusion of this procedure as specified below:

-
if the UE will be in CELL_FACH state at the conclusion of this procedure and if the IE "TFS" is neither included nor previously stored in the UE for that transport channel(s):

-
use the TFS given in system information;

-
if the UE will be in CELL_FACH state at the conclusion of this procedure and if none of the TFS stored is compatible with the physical channel to be used:

-
delete stored TFS;

-
use the TFS given in system information;

The UE shall enter a state according to 8.5.7.

If the RADIO BEARER RECONFIGURATION message is used to initiate a transition from CELL_DCH to CELL_FACH state and the IE "New C-RNTI" is not included the UE shall:

-
perform a cell update procedure according to 8.3.1 before sending the RADIO BEARER RECONFIGURATION COMPLETE message;

In case of reception of a RADIO BEARER RECONFIGURATION message, if the UE is not entering CELL_PCH or URA_PCH, the UE shall:

-
transmit a RADIO BEARER RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC when the new configuration is in place. In particular:

-
transmit the COMPLETE message using the new configuration;

If the UE is entering CELL_PCH or URA_PCH, the UE shall:

-
transmit the COMPLETE message on the uplink DCCH using AM RLC and in particular:

-
transmit the COMPLETE message using the old configuration;

In case of reception of a TRANSPORT CHANNEL RECONFIGURATION message, the UE shall

-
transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.;

In case of reception of a PHYSICAL CHANNEL RECONFIGURATION message, the UE shall

-
transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC;

If the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO is set, the UE shall:

-
include and set the IE "Radio bearer uplink ciphering activation time info" to the value of that variable;

If the RADIO BEARER RECONFIGURATION or TRANSPORT CHANNEL RECONFIGURATION or PHYSICAL CHANNEL RECONFIGURATION message is used to initiate a transition from CELL_DCH to CELL_FACH state, the RADIO BEARER RECONFIGURATION COMPLETE or TRANSPORT CHANNEL RECONFIGURATION COMPLETE or PHYSICAL CHANNEL RECONFIGURATION COMPLETE message shall be transmitted on the RACH after the UE has completed the state transition. When the successful delivery of the RADIO BEARER RECONFIGURATION COMPLETE or TRANSPORT CHANNEL RECONFIGURATION COMPLETE or PHYSICAL CHANNEL RECONFIGURATION COMPLETE message has been confirmed by RLC, the UE shall:

-
clear the variable ORDERED_CONFIG;

-
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

-
resume data transmission on each radio bearer fulfilling the following criteria:

-
the radio bearer identity is RB 3 and upward;

-
RLC-AM or RLC-UM is used; and 

the radio bearers was not indicated to be suspended by the IE "RB suspend/resume" information element in the RADIO BEARER RECONFIGURATION message and the procedure ends.

/* Next Modified Section */

8.2.2.4
Reception of a RADIO BEARER RECONFIGURATION or TRANSPORT CHANNEL RECONFIGURATION or PHYSICAL CHANNEL RECONFIGURATION message by the UE in CELL_FACH state

Upon reception of a RADIO BEARER RECONFIGURATION or TRANSPORT CHANNEL RECONFIGURATION or PHYSICAL CHANNEL RECONFIGURATION message in CELL_FACH state, the UE shall perform actions specified below: 

-
store the received UE Information Elements, RB Information Elements, TrCH Information Elements and PhyCH information elements in the variable ORDERED_CONFIG;

-
act upon all received information elements as specified in 8.6, unless specified otherwise in the following.
The UE shall:

-
suspend or resume uplink transmission for each radio bearer, as indicated by the IE "RB suspend/resume", if included. 





In FDD, if the IE "PDSCH code mapping" is included but the IE "PDSCH with SHO DCH Info" is not included then the UE shall act upon the IE "PDSCH code mapping" as specified in Subclause 8.6 and:

-
infer that the PDSCH will be transmitted from the cell from which the downlink DPCH is transmitted (there being only one link in the active set). 

The UE shall use the physical channel(s) applicable to the state in which it will be at the conclusion of this procedure as specified below.

-
if the UE will be in CELL_FACH state at the conclusion of this procedure:

-
if the IE "TFS" is neither included nor previously stored in the UE for that transport channel(s):

-
use the TFS given in system information;

-
if none of the TFS stored is compatible with the physical channel to be used:

-
delete stored TFS;

-
use the TFS given in system information;

The UE shall enter a state according to 8.5.7.

In case of reception of a RADIO BEARER RECONFIGURATION message, the UE shall:

-
if the UE is not entering CELL_PCH or URA_PCH:

-
transmit a RADIO BEARER RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC when the new configuration is in place. In particular:

-
transmit the COMPLETE message using the new configuration;

-
if the UE is entering CELL_PCH or URA_PCH:

-
transmit the COMPLETE message on the uplink DCCH using AM RLC and in particular:

-
transmit the COMPLETE message using the old configuration;

In case of reception of a TRANSPORT CHANNEL RECONFIGURATION message, the UE shall:

-
transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC. 

In case of reception of a PHYSICAL CHANNEL RECONFIGURATION message, the UE shall:

-
transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC;

If the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO is set, the UE shall:

-
include and set the IE "Radio bearer uplink ciphering activation time info" to the value of that variable.

When the successful delivery of the RADIO BEARER RECONFIGURATION COMPLETE or TRANSPORT CHANNEL RECONFIGURATION COMPLETE or PHYSICAL CHANNEL RECONFIGURATION COMPLETE message has been confirmed by RLC, the UE shall:

-
enter a state according to subclause 8.5.7

-
if the UE ends up in the CELL_PCH or URA_PCH state:

-
delete its C-RNTI. 

-
clear the variable ORDERED_CONFIG;

clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO and the procedure ends. 

/* Next Modified Section */

8.2.3.3
Reception of RADIO BEARER RELEASE by the UE

The UE shall be able to receive an RADIO BEARER RELEASE message and perform a hard handover, even if no prior UE measurements have been performed on the target cell and/or frequency.

Upon reception of a RADIO BEARER RELEASE message the UE shall perform the following:

-
store the received UE Information Elements, RB Information Elements, TrCH Information Elements and PhyCH information elements in the variable ORDERED_CONFIG;

-
act upon all received information elements as specified in 8.6, unless specified otherwise in the following:

-
for the released radio bearer(s):

-
delete the information about the radio bearer from the variable ESTABLISHED_RABS;

-
when all radio bearers belonging to the same radio access bearer have been released:

-
indicate release of the radio access bearer to the upper layer entity using the CN domain identity together with the RAB identity stored in the variable ESTABLISHED_RABS;

-
delete all information about the radio access bearer from the variable ESTABLISHED_RABS;

-
for all remaining radio bearer(s):

-
use the multiplexing option applicable for the transport channels to be used;

-
configure MAC multiplexing if that is needed in order to use appropriate transport channel(s);

-
use MAC logical channel priority when selecting TFC in MAC;

-
suspend data transmission on RB 3 and upward, if RLC-AM or RLC-UM is used on those radio bearers;

If the IE “ULPhysicalConfigurationFromSIB” and/or “DLPhysicalConfigurationFromSIB” is set to TRUE, the UE may first release the current physical channel configuration and shall then establish a new physical channel configuration according to 8.6, otherwise, the physical channel configuration is not changed.. 




-
in FDD, if the IE "PDSCH code mapping" is included but the IE "PDSCH with SHO DCH Info" is not included and if the DCH has only one link in its active set:

-
act upon the IE "PDSCH code mapping" as specified in subclause 8.6;

-
infer that the PDSCH will be transmitted from the cell from which the downlink DPCH is transmitted; 

-
use the physical channel(s) applicable to the state in which it will be at the conclusion of this procedure as specified below;

-
if the UE will be in CELL_FACH state at the conclusion of this procedure:

-
if the IE "TFS" is neither included nor previously stored in the UE for that transport channel(s):

-
use the TFS given in system information.

-
if none of the TFS stored is compatible with the physical channel to be used:

-
delete stored TFS and use the TFS given in system information;

The UE shall enter a state according to 8.5.7.

If the RADIO BEARER RELEASE message is used to initiate a transition from CELL_DCH to CELL_FACH state and the IE "New C-RNTI" is not included the UE shall:

-
perform a cell update procedure according to 8.3.1 before sending the RADIO BEARER RELEASE COMPLETE message.

The UE shall transmit a RADIO BEARER RELEASE COMPLETE message on the uplink DCCH using AM RLC when the new configuration is in place, with the exception below. If the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO is set, the UE shall:

-
include and set the IE "Radio bearer uplink ciphering activation time info" to the value of that variable.

If the RADIO BEARER RELEASE message is used to initiate a transition from CELL_DCH to CELL_FACH state, the RADIO BEARER RELEASE COMPLETE message shall be transmitted on the RACH after the UE has completed the state transition.

If the RADIO BEARER RELEASE message is used to initiate a transition from CELL_DCH to CELL_PCH or to URA_PCH state, the RADIO BEARER RELEASE COMPLETE message shall be transmitted on the old configuration before the UE has completed the state transition.

When the successful delivery of the RADIO BEARER RELEASE COMPLETE message has been confirmed by RLC the UE shall:

-
clear the variable ORDERED_CONFIG;

-
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

resume data transmission on RB 3 and upwards if RLC-AM or RLC-UM is used on those radio bearers and the procedure ends.

/* Next Modified Section */

8.3.1.5
Reception of the CELL UPDATE CONFIRM message by the UE

Upon receiving the CELL UPDATE CONFIRM message (old C-RNTI or U-RNTI may be used for MAC header), the UE shall stop timer T302.

The UE shall delete old C-RNTI when a new C-RNTI is allocated. If not allocated, the UE shall use old C-RNTI as a valid C-RNTI.

The UE shall act upon all received information elements as specified in 8.6, unless specified otherwise in the following:

-
if the CELL UPDATE CONFIRM message includes the IE "CN domain identity" and the IE "NAS system information", the UE shall forward the content of the IE "NAS system information" to the non-access stratum entity of the UE identified by the IE "CN domain identity".
-
if the CELL UPDATE CONFIRM message includes the IE "URA-Id" the UE shall store this URA identity.
-
if IE " State Indicator” is set to CELL_FACH or CELL_DCH, no RRC response message is sent to the UTRAN.

-
if the CELL UPDATE CONFIRM message does not include IE "new C-RNTI", IE "new U-RNTI", IE "PRACH info" nor IE "Secondary CCPCH info", following actions are taken;

-
if cell update is due to "periodical cell update", no RRC response message is sent to the UTRAN. 

-
if cell update is due to "UL data transmission" or "paging response" and if there is no difference in TFS and/or TFCS stored in UE compared to that for the PRACH/SCCPCH indicated in the broadcast system information, PHYSICAL CHANNEL RECONFIGURATION COMPLETE message is sent to the UTRAN using the PRACH indicated in the broadcast system information. 

-
if cell update is due to "UL data transmission" or "paging response" and if there is a difference in TFS and/or TFCS stored in UE compared to PRACH/SCCPCH indicated in the broadcast system information,, TRANSPORT CHANNEL RECONFIGURATION COMPLETE message is sent to the UTRAN using the PRACH indicated in the broadcast system information. 

-
no case for cell update due to "cell reselection" or "RB control response". 

-
if the CELL UPDATE CONFIRM message includes the IE "new C-RNTI" and optionally the IE "new U-RNTI" but does not include IE "PRACH info" or IE "Secondary CCPCH info", the UE shall update its identities and following actions are taken:

-
if cell update is due to "periodical cell update", transmit a UTRAN MOBIITY INFORMATION CONFIRM message on the uplink DCCH using the PRACH stored in the UE.

-
if cell update is due to "cell reselection", "UL data transmission" or "paging response" and if there is no difference in TFS and/or TFCS stored in UE compared to PRACH/SCCPCH indicated in the broadcast system information, PHYSICAL CHANNEL RECONFIGURATION COMPLETE message is sent to the UTRAN using the PRACH indicated in the broadcast system information. 

-
if cell update is due to "UL data transmission" or "paging response" and if there is a difference in TFS and/or TFCS stored in UE compared to PRACH/SCCPCH indicated in the broadcast system information,, TRANSPORT CHANNEL RECONFIGURATION COMPLETE message is sent to the UTRAN using the PRACH indicated in the broadcast system information. 

-
if cell update is due to "RB control response", transmit a RB control response message on the uplink DCCH using the PRACH indicated in the broadcast system information.

-
if the CELL UPDATE CONFIRM message includes the IE "RLC reset indicator (for C-plane)" the UE shall reset the AM RLC entities on C-plane.

-
if the CELL UPDATE CONFIRM message includes the IE "RLC reset indicator (for U-plane)" the UE shall reset the AM RLC entities on U-plane.

-
if the CELL UPDATE CONFIRM message includes the IE "PRACH info" and/or the IE "Secondary CCPCH info", the UE shall 

-
perform the actions stated in subclauses 8.6.6.2 and 8.6.6.3.

-
update its identities if the CELL UPDATE CONFIRM message includes the IE new C-RNTI" and optionally the IE "new U-RNTI".

-
if cell update is due to "periodical cell update", "cell reselection", "UL data transmission" or "paging response", transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using the PRACH indicated in CELL UPDATE CONFIRM message.
-
if cell update is due to "RB control response", transmit a RB control response message on the uplink DCCH using the PRACH indicated in the broadcast system information.

The UE shall enter a state according to subclause 8.5.7 applied on the CELL UPDATE CONFIRM message.

In case the UE transits to CELL_FACH or CELL_PCH state and periodic cell updating is configured, it shall reset timer T305. 
In case the UE does not transit to CELL_FACH state, it shall delete its C-RNTI and PRACH/SCCPCH information.
If the UE remains in CELL_FACH state and the CELL UPDATE CONFIRM message includes the IE "New C-RNTI" the UE shall then resume data transmission on RB 3 and upward, if RLC-AM or RLC-UM is used on those radio bearers.

/* Next Modified Section */

8.6.6.2
PRACH info and PRACH selection

The UE shall select a PRACH according to the following rule. The UE shall:

-
if the IE "PRACH info" is included in a dedicated message (in Connected Mode only):

-
release any active dedicated physical channels in the uplink;
-
let the PRACH be the default in the uplink for RACH;
-
if the IE “ULPhysicalConfigurationFromSIB” is set to TRUE:

-
select a default PRACH from the ones indicated in the IE "PRACH info" in System Information Block type 5 (applicable in Idle Mode and Connected Mode) and System Information Block type 6 (applicable in Connected Mode only), as follows:

-
if both RACH with 10 ms and 20 ms TTI are indicated in SIB 5 and SIB 6:

-
select the appropriate TTI based on power requirements, as specified in subclause 8.5.7.6.3;

-
select a RACH randomly from the ones listed in SIB 5 and SIB 6 as follows:

"Index of selected PRACH" = floor (rand * K)

where K is equal to the number of listed PRACHs which carry an RACH with the above selected TTI, "rand" is a random number uniformly distributed in the range 0,...,1, and "floor" refers to rounding down to nearest integer. RACHs with 10 and 20 ms TTI shall be counted separately. These RACHs shall be indexed from 0 to K-1 in the order of their occurrence in SIB 5 and SIB 6, where RACHs listed in SIB 5 shall be counted first. The random number generator is left to implementation. The scheme shall be implemented such that one of the available RACHs is randomly selected with uniform probability. At startup of the random number generator in the UE the seed shall be dependent on the IMSI of the UE or time, thereby avoiding that all UEs select the same RACH;

-
reselect the default PRACH when a new cell is selected. RACH reselection may also be performed after each transmission of a Transport Block Set on RACH;

for emergency call, the UE is allowed to select any of the available RACHs.

/* Next Modified Section */

8.6.6.x ULPhysicalChannelConfigurationFromSIB

If this IE is set to TRUE, the UE has to let the PRACH info from the system information be the default for RACH. (see 8.6.6.2 for the choice of the PRACH).
If it is set to F
ALSE, the physical configuration remains.
8.6.6.y DLPhysicalChannelConfigurationFromSIB

If this IE is set to TRUE, the UE shall start to receive the sCCPCH given in system information.
If it is set to F
ALSE, the physical configuration remains.
/* Next Modified Section */

8.5.7
Generic state transition rules depending on received information elements










The UE shall move to the state indicated in the IE State Indicator.  If this IE is not present in the message refer to the corresponding procedure description to determine the state to enter.
/* Next Modified Section */

10.2.5
CELL UPDATE CONFIRM

This message confirms the cell update procedure and can be used to reallocate new RNTI information for the UE valid in the new cell.


RLC-SAP: UM 


Logical channel: CCCH or DCCH


Direction: UTRAN(UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE Information Elements





U-RNTI
CV-CCCH

U-RNTI 10.3.3.45


Integrity check info
CH

Integrity check info 10.3.3.14


Integrity protection mode info
OP

Integrity protection mode info 10.3.3.17


Ciphering mode info
OP

Ciphering mode info 10.3.3.5


New U-RNTI
OP

U-RNTI 10.3.3.45


New C-RNTI
OP

C-RNTI 10.3.3.8


 State Indicator
MP

State Indicator

10.3.3.



UTRAN DRX cycle length coefficient
MD

UTRAN DRX cycle length coefficient 10.3.3.47
Default value is the existing DRX cycle length coefficient

RLC reset indicator (for C-plane) 
MD

RLC reset indicator 10.3.3.34


RLC reset indicator (for U-plane) 
MD

RLC reset indicator 10.3.3.34


CN Information Elements





CN Information info
OP

CN Information info 10.3.1.3


UTRAN Information Elements





URA identity
OP

URA identity 10.3.2.6


RB information elements





RB with PDCP information list
OP
1 to <maxRBallRABs>

This IE is needed for each RB having PDCP in the case of lossless SRNS relocation

>RB with PDCP information
MP

RB with PDCP information

10.3.4.22


PhyCH information elements





Frequency info
MD

Frequency info 10.3.6.35
Default value is the existing value of frequency information

Uplink radio resources





Maximum allowed UL TX power
MD

Maximum allowed UL TX power 10.3.6.38
Default value is the existing maximum UL TX power

ULPhysicalConfigurationFromSIB
CV-PRACH

boolean


PRACH Info (for RACH) 
OP

PRACH Info (for RACH) 10.3.6.51


Downlink radio resources





Downlink information for one radio link
OP

Downlink information for each radio link 10.3.6.26


Condition
Explanation

CCCH
This IE is only sent when CCCH is used and ciphering is not required

PRACH
This IE is present only when PRACH RACH info is absent

/* Next Modified Section */

10.2.20
PHYSICAL CHANNEL RECONFIGURATION

This message is used by UTRAN to assign, replace or release a set of physical channels used by a UE.


RLC-SAP: AM or UM 


Logical channel: DCCH


Direction: UTRAN ( UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE Information Elements





Integrity check info
CH

Integrity check info 10.3.3.1415


Integrity protection mode info
OP

Integrity protection mode info 10.3.3.17


Ciphering mode info
OP

Ciphering mode info 10.3.3.5


Activation time
MD

Activation time 10.3.3.1
Default value is "now"

New U-RNTI
OP

U-RNTI 10.3.3.45


New C-RNTI
OP

C-RNTI 10.3.3.8


State indicator 
MP

State Idicator


UTRAN DRX cycle length coefficient
MD

UTRAN DRX cycle length coefficient 10.3.3.47
Default value is the existing value of UTRAN DRX cycle length coefficient

CN Information Elements





CN Information info
OP

CN Information info 10.3.1.3


UTRAN mobility information elements





URA identity
OP

URA identity 10.3.2.6


RB information elements





RB with PDCP information list
OP
1 to <maxRBallRABs>

This IE is needed for each RB having PDCP in the case of lossless SRNS relocation

>RB with PDCP information
MP

RB with PDCP information

10.3.4.22


PhyCH information elements





Frequency info
MD

Frequency info 10.3.6.35
Default value is the existing value of frequency information

Uplink radio resources





Maximum allowed UL TX power
MD

Maximum allowed UL TX power 10.3.6.38
Default value is the existing value of the maximum allowed UL TX power

CHOICE channel requirement
OP


At least one criticality=reject spare value needed for future extension

>Uplink DPCH info 


Uplink DPCH info 10.3.6.86


>PRACH Info (for RACH) 


PRACH Info (for RACH) 10.3.6.51


>ULPhysicalConfigurationFromSIB


boolean


>CPCH SET Info


CPCH SET Info 10.3.6.12


>CPCH set ID


CPCH set ID 10.3.5.3


Downlink radio resources





CHOICE mode
MP




>FDD





>>Downlink PDSCH information
OP

Downlink PDSCH information 10.3.6.29


> TDD



(no data)

Downlink information common for all radio links
OP

Downlink information common for all radio links 10.3.6.23


Downlink information per radio link list
OP
1 to <maxRL>

Send downlink information for each radio link

>Downlink information for each radio link
MP

Downlink information for each radio link 10.3.6.26


/* Next Modified Section */

10.2.25
RADIO BEARER RECONFIGURATION

This message is sent from UTRAN to reconfigure parameters related to a change of QoS. This procedure can also change the multiplexing of MAC, reconfigure transport channels and physical channels.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE Information elements





Integrity check info
CH

Integrity check info 10.3.3.14


Integrity protection mode info
OP

Integrity protection mode info 10.3.3.17


Ciphering mode info
OP

Ciphering mode info 10.3.3.5


Activation time
MD

Activation time 10.3.3.1
Default value is "now"

New U-RNTI
OP

U-RNTI 10.3.3.45


New C-RNTI
OP

C-RNTI 10.3.3.8


 State Idicator
MP

 StateIndicator 10.3.3.


UTRAN DRX cycle length coefficient
MD

UTRAN DRX cycle length coefficient 10.3.3.47
Default value is the existing value of UTRAN DRX cycle length coefficient

CN information elements





CN Information info
OP

CN Information info 10.3.1.3


UTRAN mobility information elements





URA identity
OP

URA identity 10.3.2.6


RB information elements





RAB information to reconfigure list
OP
1 to < maxRABsetup >



>RAB information to reconfigure
MP

RAB information to reconfigure 10.3.4.11


RB information to reconfigure list
OP
1to <maxRB>



>RB information to reconfigure
MP

RB information to reconfigure 10.3.4.18


RB information to be affected list
OP
1 to <maxRB>



>RB information to be affected
MP

RB information to be affected 10.3.4.17


TrCH Information Elements





Uplink transport channels





UL Transport channel information common for all transport channels
OP

UL Transport channel information common for all transport channels 10.3.5.24


Deleted TrCH information list
OP


1 to <maxTrCH>



> Deleted UL TrCH information
MP

Deleted UL TrCH information 10.3.5.5


Added or Reconfigured TrCH
 information list
OP


1 to <maxTrCH>



>Added or Reconfigured UL TrCH information
MP

Added or Reconfigured UL TrCH information 10.3.5.2


CHOICE mode
OP




>FDD





>>CPCH set ID
OP

CPCH set ID 10.3.5.3


>> Added or Reconfigured TrCH
 information for DRAC list
OP


1 to <maxTrCH>



>>>DRAC static information
MP

DRAC static information 10.3.5.7


>TDD



(no data)

Downlink transport channels





DL Transport channel information common for all transport channels
OP

DL Transport channel information common for all transport channels 10.3.5.6


Deleted TrCH information list
OP


1 to <maxTrCH>



>Deleted DL TrCH information
MP

Deleted DL TrCH information 10.3.5.4


Added or Reconfigured TrCH
 information list
OP


1 to <maxTrCH>



>Added or Reconfigured DL TrCH information
MP

Added or Reconfigured DL TrCH information 10.3.5.1


PhyCH information elements





Frequency info
MD

Frequency info 10.3.6.35
Default value is the existing value of frequency information

Uplink radio resources





Maximum allowed UL TX power
MD

Maximum allowed UL TX power 10.3.6.38
Default value is the existing maximum UL TX power

CHOICE channel requirement
OP


At least one spare choice (criticality = reject) required

>Uplink DPCH info 


Uplink DPCH info 10.3.6.86


>PRACH Info (for RACH) 


PRACH Info (for RACH) 10.3.6.51


> ULPsysicalConfigurationFromSIB


boolean


>CPCH SET Info


CPCH SET Info 10.3.6.12


Downlink radio resources





CHOICE mode
MP




>FDD





>>Downlink PDSCH information
OP

Downlink PDSCH information 10.3.6.29


>TDD



(no data)

Downlink information common for all radio links
OP

Downlink information common for all radio links 10.3.6.23


Downlink information per radio link list
OP


1 to <maxRL>



>Downlink information for each radio link
MP

Downlink information for each radio link 10.3.6.26


/* Next Modified Section */

10.2.28
RADIO BEARER RELEASE

This message is used by UTRAN to release a radio bearer. It can also include modifications to the configurations of transport channels and/or physical channels.


RLC-SAP: AM or UM 


Logical channel: DCCH


Direction: UTRAN ( UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE Information Elements





Integrity check info
CH

Integrity check info 10.3.3.14


Integrity protection mode info
OP

Integrity protection mode info 10.3.3.17


Ciphering mode info
OP

Ciphering mode info 10.3.3.5


Activation time
MD

Activation time 10.3.3.1
Default value is "now"

New U-RNTI
OP

U-RNTI 10.3.3.45


New C-RNTI
OP

C-RNTI 10.3.3.8


 State Indicator
MP

State Indicator 10.3.3.


UTRAN DRX cycle length coefficient
MD

UTRAN DRX cycle length coefficient 10.3.3.47
Default value is the existing value of UTRAN DRX cycle length coefficient

CN Information Elements





CN Information info
OP

CN Information info 10.3.1.3


UTRAN mobility information elements





URA identity
OP

URA identity 10.3.2.6


RB Information Elements





RAB information to reconfigure list
OP
1 to < maxRABsetup >



>RAB information to reconfigure
MP

RAB information to reconfigure 10.3.4.11


RB information to release list
MP
1 to <maxRB>



>RB information to release
MP

RB information to release 10.3.4.19


RB information to be affected list
OP
1 to <maxRB>



>RB information to be affected
MP

RB information to be affected 10.3.4.17


TrCH Information Elements





Uplink transport channels





UL Transport channel information common for all transport channels
OP

UL Transport channel information common for all transport channels 10.3.5.24


Deleted TrCH information list
OP
1 to <maxTrCH>



>Deleted UL TrCH information
MP

Deleted UL TrCH information 10.3.5.5


Added or Reconfigured TrCH
 information list
OP
1 to <maxTrCH>



>Added or Reconfigured UL TrCH information
MP

Added or Reconfigured UL TrCH information 10.3.5.2


CHOICE mode
OP




>FDD





>>CPCH set ID
OP

CPCH set ID 10.3.5.3


>> Added or Reconfigured TrCH
 information for DRAC list
OP
1 to <maxTrCH>



>>>DRAC static information
MP

DRAC static information 10.3.5.7


>TDD



(no data)

Downlink transport channels





DL Transport channel information common for all transport channels
OP

DL Transport channel information common for all transport channels 10.3.5.6


Deleted TrCH information list
OP
1 to <maxTrCH>



>Deleted DL TrCH information
MP

Deleted DL TrCH information 10.3.5.4


Added or Reconfigured TrCH
 information list
OP
1 to <maxTrCH>



>Added or Reconfigured DL TrCH information
MP

Added or Reconfigured DL TrCH information 10.3.5.1


PhyCH information elements





Frequency info
MD

Frequency info 10.3.6.35
Default value is the existing value of frequency information

Uplink radio resources





Maximum allowed UL TX power
MD

Maximum allowed UL TX power 10.3.6.38
Default value is the existing maximum UL TX power

CHOICE channel requirement
OP


At least one spare choice (criticality = reject) required

>Uplink DPCH info 


Uplink DPCH info 10.3.6.86


>PRACH Info (for RACH) 


PRACH Info (for RACH) 10.3.6.51


> ULPsysicalConfigurationFromSIB


boolean


>CPCH SET Info


CPCH SET Info 10.3.6.12


Downlink radio resources





CHOICE mode
MP




>FDD





>>Downlink PDSCH information
OP

Downlink PDSCH information 10.3.6.29


>TDD



(no data)

Downlink information common for all radio links
OP

Downlink information common for all radio links 10.3.6.23


Downlink information per radio link list
OP
1 to <maxRL>

Send downlink information for each radio link to be set-up

>Downlink information for each radio link
MP

Downlink information for each radio link 10.3.6.26


/* Next Modified Section */

10.2.31
RADIO BEARER SETUP

This message is sent by UTRAN to the UE to establish new radio bearer(s). It can also include modifications to the configurations of transport channels and/or physical channels.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE Information Elements





Integrity check info
CH

Integrity check info 10.3.3.14


Integrity protection mode info
OP

Integrity protection mode info 10.3.3.17


Ciphering mode info
OP

Ciphering mode info 10.3.3.5


Activation time
MD

Activation time 10.3.3.1
Default value is "now"

New U-RNTI
OP

U-RNTI 10.3.3.45


New C-RNTI
OP

C-RNTI 10.3.3.8


State Indicator
MP

State Indicator 10.3.3.


UTRAN DRX cycle length coefficient
MD

UTRAN DRX cycle length coefficient 10.3.3.47
Default value is the existing value of UTRAN DRX cycle length coefficient

CN Information Elements





CN Information info
OP

CN Information info 10.3.1.3


UTRAN mobility information elements





URA identity
OP

URA identity 10.3.2.6


RB Information Elements





Signalling RB information to setup list
OP
1 to <maxSRBsetup>

For each signalling radio bearer established

>Signalling RB information to setup
MP

Signalling RB information to setup 10.3.4.24


RAB information to setup list
OP
1 to <maxRABsetup>

For each RAB established

>RAB information for setup
MP

RAB information for setup 10.3.4.10


RB information to be affected list
OP
1 to <maxRB>



>RB information to be affected
MP

RB information to be affected 10.3.4.17


TrCH Information Elements





Uplink transport channels





UL Transport channel information common for all transport channels
OP

UL Transport channel information common for all transport channels 10.3.5.24


Deleted TrCH information list
OP
1 to <maxTrCH>



>Deleted UL TrCH information
MP

Deleted UL TrCH information 10.3.5.5


Added or Reconfigured TrCH
 information list
OP
1 to <maxTrCH>



>Added or Reconfigured UL TrCH information
MP

Added or Reconfigured UL TrCH information 10.3.5.2


CHOICE mode
OP




>FDD





>>CPCH set ID
OP

CPCH set ID 10.3.5.3


>> Added or Reconfigured TrCH
 information for DRAC list
OP
1 to <maxTrCH>



>>>DRAC static information
MP

DRAC static information 10.3.5.7


>TDD



(no data)

Downlink transport channels





DL Transport channel information common for all transport channels
OP

DL Transport channel information common for all transport channels10.3.5.6


Deleted TrCH information list
OP
1 to <maxTrCH>



>Deleted DL TrCH information
MP

Deleted DL TrCH information 10.3.5.4


Added or Reconfigured TrCH
 information list
OP
1 to <maxTrCH>



>Added or Reconfigured DL TrCH information
MP

Added or Reconfigured DL TrCH information 10.3.5.1


PhyCH information elements





Frequency info
MD

Frequency info 10.3.6.35
Default value is the existing value of frequency information

Uplink radio resources





Maximum allowed UL TX power
MD

Maximum allowed UL TX power 10.3.6.38
Default value is the existing maximum UL TX power

CHOICE channel requirement
OP


At least one spare choice (criticality = reject) required

>Uplink DPCH info 


Uplink DPCH info 10.3.6.86


>PRACH Info (for RACH) 


PRACH Info (for RACH) 10.3.6.51


> ULPsysicalConfigurationFromSIB


boolean


>CPCH SET Info


CPCH SET Info 10.3.6.12


Downlink radio resources





CHOICE mode
MP




>FDD





>>Downlink PDSCH information
OP

Downlink PDSCH information 10.3.6.29


>TDD



(no data)

Downlink information common for all radio links
OP

Downlink information common for all radio links 10.3.6.23


Downlink information per radio link list
OP
1 to <maxRL>

Send downlink information for each radio link 

>Downlink information for each radio link
MP

Downlink information for each radio link 10.3.6.26


/* Next Modified Section */

10.2.34
RRC CONNECTION RE-ESTABLISHMENT

This message is sent by UTRAN in order to re-establish an RRC connection.


RLC-SAP: UM 


Logical channel: CCCH, DCCH


Direction: UTRAN ( UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE Information Elements





U-RNTI
CV-CCCH

U-RNTI 10.3.3.45


Integrity check info
CH

Integrity check info 10.3.3.14


Integrity protection mode info
OP

Integrity protection mode info 10.3.3.17


Ciphering mode info
OP

Ciphering mode info 10.3.3.5


Activation time
MD

Activation time 10.3.3.1
Default value is "now"

New U-RNTI
OP

U-RNTI 10.3.3.45


New C-RNTI
OP

C-RNTI 10.3.3.8


state Indicator
MP

 state Indicator 10.3.3.


UTRAN DRX cycle length coefficient
MD

UTRAN DRX cycle length coefficient 10.3.3.47
Default value is the existing value of UTRAN DRX cycle length coefficient

RLC reset indicator (for C-plane) 
MP

RLC reset indicator 10.3.3.35


RLC reset indicator (for U-plane) 
MP

RLC reset indicator 10.3.3.35


CN Information Elements





CN Information info
OP

CN Information info 10.3.1.3


RB Information Elements





Signalling RB information to setup list
OP
1 to <maxSRBsetup>

For each signalling radio bearer established

>Signalling RB information to setup
MP

Signalling RB information to setup 10.3.4.24


RAB information for setup list
OP
1 to <maxRABsetup>

For each RAB established

>RAB information for setup
MP

RAB information for setup 10.3.4.10


RB information to release list
OP
1 to <maxRB>



>RB information to release
MP

RB information to release 10.3.4.19


RB information to reconfigure list
OP
1 to <maxRB>



>RB information to reconfigure
MP

RB information to reconfigure 10.3.4.18


RB information to be affected list
OP
1 to <maxRB>



>RB information to be affected
MP

RB information to be affected 10.3.4.17


TrCH Information Elements





Uplink transport channels





UL Transport channel information common for all transport channels
OP

UL Transport channel information common for all transport channels 10.3.5.24


Deleted TrCH information list
OP
1 to <maxTrCH>



>Deleted UL TrCH information
MP

Deleted UL TrCH information 10.3.5.5


Added or Reconfigured TrCH
 information list
OP
1 to <maxTrCH>



>Added or Reconfigured UL TrCH information
MP

Added or Reconfigured UL TrCH information 10.3.5.2


CHOICE mode
OP




>FDD





>>CPCH set ID
OP

CPCH set ID 10.3.5.3


>> Added or Reconfigured TrCH
 information for DRAC list
OP
1 to <maxTrCH>



>>>DRAC static information
MP

DRAC static information 10.3.5.7


>TDD



(no data)

Downlink transport channels





DL Transport channel information common for all transport channels
OP

DL Transport channel information common for all transport channels 10.3.5.6


Deleted TrCH information list
OP
1 to <maxTrCH>



>Deleted DL TrCH information
MP

Deleted DL TrCH information 10.3.5.4


Added or Reconfigured TrCH
 information list
OP
1 to <maxTrCH>



>Added or Reconfigured DL TrCH information
MP

Added or Reconfigured DL TrCH information 10.3.5.1


PhyCH information elements





Frequency info
MD

Frequency info 10.3.6.35
Default value is the existing value of frequency information

Uplink radio resources





Maximum allowed UL TX power
MD

Maximum allowed UL TX power 10.3.6.38
Default value is the existing maximum UL TX power

CHOICE channel requirement
OP


At least one spare choice (criticality = reject) required

>Uplink DPCH info 


Uplink DPCH info 10.3.6.86.


>PRACH Info (for RACH) 


PRACH Info (for RACH) 10.3.6.51


> ULPsysicalConfigurationFromSIB


boolean


>CPCH SET Info


CPCH SET Info 10.3.6.12


Downlink radio resources





CHOICE mode





>FDD





>>Downlink PDSCH information
OP

Downlink PDSCH information 10.3.6.29


>TDD



(no data)

Downlink information common for all radio links
OP

Downlink information common for all radio links 10.3.6.23


Downlink information per radio link list
OP
1 to <maxRL>

Send downlink information for each radio link to be set-up

>Downlink information for each radio link
MP

Downlink information for each radio link 10.3.6.26


Condition
Explanation

CCCH
This IE is only sent when CCCH is used

/* Next Modified Section */

10.2.41
RRC CONNECTION SETUP

This message is used by the network to accept the establishment of an RRC connection for an UE, including assignment of signalling link information, transport channel information and optionally physical channel information.


RLC-SAP: UM 


Logical channel: CCCH


Direction: UTRAN ( UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE Information Elements





Initial UE identity
MP

Initial UE identity 10.3.3.13


Activation time
MD

Activation time 10.3.3.1
Default value is "now"

New U-RNTI
MP

U-RNTI 10.3.3.45


New C-RNTI
OP

C-RNTI 10.3.3.8


UTRAN DRX cycle length coefficient
MP

UTRAN DRX cycle length coefficient 10.3.3.47


Capability update requirement
MD

Capability update requirement 10.3.3.2
Default value is defined in subclause 10.3.3.3

RB Information Elements





Signalling RB information to setup list
MP
3 to 4

Information for signalling radio bearers, in the order RB 1 up to 4.

>Signalling RB information to setup
MP

Signalling RB information to setup 10.3.4.24


TrCH Information Elements





Uplink transport channels





UL Transport channel information common for all transport channels
OP

UL Transport channel information common for all transport channels 10.3.5.24


Added or Reconfigured TrCH
 information list
MP
1 to <maxTrCH>



>Added or Reconfigured UL TrCH information
MP

Added or Reconfigured UL TrCH information 10.3.5.2


Downlink transport channels





DL Transport channel information common for all transport channels
OP

DL Transport channel information common for all transport channels 10.3.5.6


Added or Reconfigured TrCH
 information list
MP
1 to <maxTrCH>



>Added or Reconfigured DL TrCH information
MP

Added or Reconfigured DL TrCH information

10.3.5.1


PhyCH information elements





Frequency info
MD

Frequency info 10.3.6.35
Default value is the existing value of frequency information

Uplink radio resources





Maximum allowed UL TX power
MD

Maximum allowed UL TX power 10.3.6.38
Default value is the existing maximum UL TX power

CHOICE channel requirement
OP


At least one spare choice (criticality = reject) required

>Uplink DPCH info 


Uplink DPCH info 10.3.6.86


>PRACH Info (for RACH) 


PRACH Info (for RACH) 10.3.6.51


> ULPsysicalConfigurationFromSIB


boolean


>CPCH SET Info


CPCH SET Info 10.3.6.12


Downlink radio resources





Downlink information common for all radio links
OP

Downlink information common for all radio links 10.3.6.23


Downlink information per radio link list
OP
1 to <MaxRL>

Send downlink information for each radio link to be set-up

>Downlink information for each radio link
MP

Downlink information for each radio link 10.3.6.26


/* Next Modified Section */

10.2.51
TRANSPORT CHANNEL RECONFIGURATION

This message is used by UTRAN to configure the transport channel of a UE. This also includes a possible reconfiguration of physical channels. The message can also be used to assign a TFC subset and reconfigure physical channel.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE Information Elements





Integrity check info
CH

Integrity check info 10.3.3.14


Integrity protection mode info
OP

Integrity protection mode info 10.3.3.17


Ciphering mode info
OP

Ciphering mode info 10.3.3.5


Activation time
MD

Activation time 10.3.3.1
Default value is "now"

New U-RNTI
OP

U-RNTI 10.3.3.45


New C-RNTI
OP

C-RNTI 10.3.3.8


DRX Indicator
MP

DRX Indicator 10.3.3.10


UTRAN DRX cycle length coefficient
MD

UTRAN DRX cycle length coefficient 10.3.3.47
Default value is the existing value of UTRAN DRX cycle length coefficient

CN Information Elements





CN Information info
OP

CN Information info 10.3.1.3


UTRAN mobility information elements





URA identity
OP

URA identity 10.3.2.6


RB information elements





RB with PDCP information list
OP
1 to <maxRBallRABs>

This IE is needed for each RB having PDCP in the case of lossless SRNS relocation

>RB with PDCP information
MP

RB with PDCP information

10.3.4.22


TrCH Information Elements





Uplink transport channels





UL Transport channel information common for all transport channels
OP

UL Transport channel information common for all transport channels 10.3.5.24


Added or Reconfigured TrCH
 information list
MP
1 to <maxTrCH>



>Added or Reconfigured UL TrCH information
MP

Added or Reconfigured UL TrCH information 10.3.5.2


CHOICE mode
OP




>FDD





>>CPCH set ID
OP

CPCH set ID 10.3.5.3


>> Added or Reconfigured TrCH
 information for DRAC list
OP
1 to <maxTrCH>



>>>DRAC static information
MP

DRAC static information 10.3.5.7


>TDD



(no data)

Downlink transport channels





DL Transport channel information common for all transport channels
OP

DL Transport channel information common for all transport channels 10.3.5.6


Added or Reconfigured TrCH
 information list
MP
1 to <maxTrCH>



>Added or Reconfigured DL TrCH information
MP

Added or Reconfigured DL TrCH information

10.3.5.1


PhyCH information elements





Frequency info
MD

Frequency info 10.3.6.35
Default value is the existing value of frequency information

Uplink radio resources





Maximum allowed UL TX power
MD

Maximum allowed UL TX power 10.3.6.38
Default value is the existing maximum UL TX power

CHOICE channel requirement
OP


At least one spare choice (criticality = reject) required

>Uplink DPCH info 


Uplink DPCH info 10.3.6.86


>PRACH Info (for RACH) 


PRACH Info (for RACH) 10.3.6.51


>CPCH SET Info


CPCH SET Info 10.3.6.12


Downlink radio resources





CHOICE mode





>FDD





>>Downlink PDSCH information
OP

Downlink PDSCH information 10.3.6.29


>TDD



(no data)

Downlink information common for all radio links
OP

Downlink information common for all radio links 10.3.6.23


Downlink information per radio link list
OP
1 to <maxRL>

Send downlink information for each radio link 

/* Next Modified Section */

10.2.62
URA UPDATE CONFIRM

This message confirms the URA update procedure and can be used to reallocate new RNTI information for the UE valid after the URA update.

RLC-SAP: UM 


Logical channel: CCCH or DCCH


Direction: UTRAN(UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE information elements





U-RNTI
CV-CCCH

U-RNTI 10.3.3.45


Integrity check info
CH

Integrity check info 10.3.3.14
Integrity check info is included if integrity protection is applied

Integrity protection mode info
OP

Integrity protection mode info 10.3.3.17


Ciphering mode info
OP

Ciphering mode info 10.3.3.5


New U-RNTI
OP

U-RNTI 10.3.3.45


New C-RNTI
OP

C-RNTI 10.3.3.8


State Indicator
MP

State Indicator 10.3.3.


UTRAN DRX cycle length coefficient
MD

UTRAN DRX cycle length coefficient 10.3.3.47
Default value is the existing value of UTRAN DRX cycle length coefficient

CN Information Elements





CN Information info
OP

CN Information info 10.3.1.3


UTRAN mobility information elements





URA identity
OP

URA identity 10.3.2.6


RB information elements





RB with PDCP information list
OP
1 to <maxRBallRABs>

This IE is needed for each RB having PDCP in the case of lossless SRNS relocation

>RB with PDCP information
MP

RB with PDCP information

10.3.4.22


Condition
Explanation

CCCH
This IE is only sent when CCCH is used

/* Next Modified Section */

10.2.63
UTRAN MOBILITY INFORMATION

This message is used by UTRAN to allocate a new RNTI and to convey other UTRAN mobility related information to a UE.


RLC-SAP: AM or UM 


Logical channel: DCCH


Direction: UTRAN(UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE Information Elements





Integrity check info
CH

Integrity check info 10.3.3.14


Integrity protection mode info
OP

Integrity protection mode info 10.3.3.17


Ciphering mode info
OP

Ciphering mode info 10.3.3.5


New U-RNTI
OP

U-RNTI 10.3.3.45


New C-RNTI
OP

C-RNTI 10.3.3.8


State Indicator
MP

State Indicator 10.3.3.


UTRAN DRX cycle length coefficient
MD

UTRAN DRX cycle length coefficient 10.3.3.47
Default value is the existing value of UTRAN DRX cycle length coefficient

CN Information Elements





CN Information info
OP

CN Information info 10.3.1.3


UTRAN Information Elements





URA identity
OP

URA identity 10.3.2.6


RB Information elements





RB with PDCP information list
OP
1 to <maxRBallRABs>

This IE is needed for each RB having PDCP in the case of lossless SRNS relocation

>RB with PDCP information
MP

RB with PDCP information

10.3.4.22


/* Next Modified Section */

10.3.3.10
DRX Indicator

Indicates to a UE if DRX shall be used with Cell updating or URA updating or if no DRX at all shall be used.

Information Element/Group name
Need
Multi
Type and reference
Semantics description

DRX indicator
MP

Enumerated(no DRX, DRX used)


10.3.3.x
State Indicator

Indicates the state the UE shall enter at the end of the procedure.

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Choice State indicator
MP




> CELL_FACH



(no data)

> CELL_DCH



(no data)

> CELL_PCH


DRX Indcator

10.3.3.10


> URA_PCH


DRX Indcator

10.3.3.10


/* Next Modified Section */

10.3.6.26
Downlink information for each radio link

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Choice mode
MP




>FDD





>>Primary CPICH info
MP

Primary CPICH info 10.3.6.59


>>PDSCH with SHO DCH Info
OP

PDSCH with SHO DCH Info 10.3.6.46


>>PDSCH code mapping
OP

PDSCH code mapping 10.3.6.42


>TDD





>>Primary CCPCH info
OP

Primary CCPCH info 10.3.6.56


Downlink DPCH info for each RL
OP

Downlink DPCH info for each RL 10.3.6.20
Note 1

Secondary CCPCH info
OP

Secondary CCPCH info 10.3.6.70


DLPhysicalConfigurationFromSIB
MP

boolean
Shall be set to FALSE if either sCCPCH info or DL DPCH info for each RL is present

References to system information blocks
OP
1 to <maxSIB-FACH>

Note 1

>Scheduling information
MP

Scheduling information 10.3.8.12
Note 1

NOTE 1:
This IE shall not be set in case of CELL UPDATE CONFIRM message.

/* Next Modified Section */

11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS


CN-DomainIdentity,


CN-InformationInfo,


FlowIdentifier,


NAS-Message,


PagingRecordTypeID,


ServiceDescriptor,


SignallingFlowInfoList

FROM CoreNetwork-IEs


URA-Identity

FROM UTRANMobility-IEs


ActivationTime,


C-RNTI,


CapabilityUpdateRequirement,


CellUpdateCause,


CipheringAlgorithm,


CipheringModeInfo,


DRX-Indicator,


EstablishmentCause,


FailureCauseWithProtErr,


InitialUE-Identity,


IntegrityProtActivationInfo,


IntegrityProtectionModeInfo,


PagingCause,


PagingRecordList,


ProtocolErrorIndicator,


ProtocolErrorIndicatorWithInfo,


Re-EstablishmentTimer,


RedirectionInfo,


RejectionCause,


ReleaseCause,


RRC-MessageTX-Count,


SecurityCapability,


START,


STARTList,


U-RNTI,


U-RNTI-Short,


UE-RadioAccessCapability,


URA-UpdateCause,


UTRAN-DRX-CycleLengthCoefficient,


WaitTime

FROM UserEquipment-IEs





PredefinedConfigIdentity,


RAB-Info,


RAB-Info-Short,


RAB-InformationReconfigList,


RAB-InformationSetupList,


RB-ActivationTimeInfo,


RB-ActivationTimeInfoList,


RB-COUNT-C-InformationList,


RB-COUNT-C-MSB-InformationList,


RB-IdentityList,


RB-InformationAffectedList,


RB-InformationReconfigList,


RB-InformationReleaseList,


RB-InformationSetupList,


RB-WithPDCP-InfoList,


SRB-InformationSetupList,


SRB-InformationSetupList2

FROM RadioBearer-IEs


CPCH-SetID,


DL-AddReconfTransChInfo2List,


DL-AddReconfTransChInfoList,


DL-CommonTransChInfo,


DL-DeletedTransChInfoList,


DRAC-StaticInformationList,


TFC-Subset,


TFCS-Identity,


UL-AddReconfTransChInfoList,


UL-CommonTransChInfo,


UL-DeletedTransChInfoList

FROM TransportChannel-IEs


AllocationPeriodInfo,


CCTrCH-PowerControlInfo,


ConstantValue,


CPCH-SetInfo,


DL-CommonInformation,


DL-CommonInformationPost,


DL-InformationPerRL,


DL-InformationPerRL-List,


DL-InformationPerRL-ListPostFDD,


DL-InformationPerRL-PostTDD,


DL-DPCH-PowerControlInfo,


DL-OuterLoopControl,


DL-PDSCH-Information,


DPCH-CompressedModeStatusInfo,


FrequencyInfo,


FrequencyInfoFDD,


FrequencyInfoTDD,


IndividualTS-InterferenceList,


MaxAllowedUL-TX-Power,


PDSCH-CapacityAllocationInfo,


PDSCH-Identity,


PDSCH-Info,


PRACH-RACH-Info,


PrimaryCCPCH-TX-Power,


PUSCH-CapacityAllocationInfo,


PUSCH-Identity,


RL-AdditionInformationList,


RL-RemovalInformationList,


SSDT-Information,


TFC-ControlDuration,


TimeslotList,


TX-DiversityMode,


UL-ChannelRequirement,


UL-DPCH-Info,


UL-DPCH-InfoPostFDD,


UL-DPCH-InfoPostTDD,


UL-TimingAdvance,


UL-TimingAdvanceControl

FROM PhysicalChannel-IEs


AdditionalMeasurementID-List,


EventResults,


MeasuredResults,


MeasuredResultsList,


MeasuredResultsOnRACH,


MeasurementCommand,


MeasurementIdentityNumber,


MeasurementReportingMode,


PrimaryCCPCH-RSCP,


TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList

FROM Measurement-IEs


BCCH-ModificationInfo,


CDMA2000-MessageList,


GSM-MessageList,


InterSystemHO-Failure,


InterSystemMessage,


ProtocolErrorInformation,


SegCount,


SegmentIndex,


SFN-Prime,


SIB-Data-fixed,


SIB-Data-variable,


SIB-Type

FROM Other-IEs


maxSIBperMsg

FROM Constant-definitions;

-- ***************************************************

--

-- ACTIVE SET UPDATE (FDD only)

--

-- ***************************************************

ActiveSetUpdate ::= CHOICE {


v1







SEQUENCE {



v1-IEs






ActiveSetUpdate-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

ActiveSetUpdate-v1-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



newU-RNTI





U-RNTI







OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



rl-AdditionInformationList

RL-AdditionInformationList


OPTIONAL,



rl-RemovalInformationList

RL-RemovalInformationList


OPTIONAL,



tx-DiversityMode



TX-DiversityMode




OPTIONAL,



ssdt-Information



SSDT-Information




OPTIONAL
}

-- ***************************************************

--

-- ACTIVE SET UPDATE COMPLETE (FDD only)

--

-- ***************************************************

ActiveSetUpdateComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}

}

-- ***************************************************

--

-- ACTIVE SET UPDATE FAILURE (FDD only)

--

-- ***************************************************

ActiveSetUpdateFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}

}

-- ***************************************************

--

-- CELL UPDATE

--

-- ***************************************************

CellUpdate ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,



startList

STARTList,



am-RLC-ErrorIndicationC-plane
BOOLEAN,



am-RLC-ErrorIndicationU-plane
BOOLEAN,



cellUpdateCause




CellUpdateCause,



protocolErrorIndicator


ProtocolErrorIndicatorWithInfo,



-- TABULAR: Protocol error information is nested in 



-- ProtocolErrorIndicatorWithInfo.


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}


}

-- ***************************************************

--

-- CELL UPDATE CONFIRM

--

-- ***************************************************

CellUpdateConfirm ::= CHOICE {


v1







SEQUENCE {



v1-IEs






CellUpdateConfirm-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

CellUpdateConfirm-v1-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



state-Indicator




State-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-ResetIndicatorC-Plane

BOOLEAN,



rlc-ResetIndicatorU-Plane

BOOLEAN,

 -- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,


ul-PhysicalConfigurationFromSIB UL-PhysicalConfigurationFromSIB     OPTIONAL,


prach-RACH-Info




PRACH-RACH-Info





OPTIONAL,



dl-InformationPerRL



DL-InformationPerRL




OPTIONAL

}

-- ***************************************************

--

-- CELL UPDATE CONFIRM for CCCH

--

-- ***************************************************

CellUpdateConfirm-CCCH ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,


-- The rest of the message is identical to the one sent on DCCH.



cellUpdateConfirm



CellUpdateConfirm

}

-- ***************************************************

--

-- COUNTER CHECK

--

-- ***************************************************

CounterCheck ::= CHOICE {


v1







SEQUENCE {



v1-IEs






CounterCheck-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

CounterCheck-v1-IEs ::= SEQUENCE {


-- Radio bearer IEs



rb-COUNT-C-MSB-InformationList
RB-COUNT-C-MSB-InformationList
}

-- ***************************************************

--

-- COUNTER CHECK RESPONSE

--

-- ***************************************************

CounterCheckResponse ::= SEQUENCE {


-- Radio bearer IEs



rb-COUNT-C-InformationList

RB-COUNT-C-InformationList


OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}

}

-- ***************************************************

--

-- DOWNLINK DIRECT TRANSFER

--

-- ***************************************************

DownlinkDirectTransfer ::= CHOICE {


v1







SEQUENCE {



v1-IEs






DownlinkDirectTransfer-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

DownlinkDirectTransfer-v1-IEs ::= SEQUENCE {


-- Core network IEs



cn-DomainIdentity



CN-DomainIdentity,



nas-Message





NAS-Message
}

-- ***************************************************

--

-- DOWNLINK OUTER LOOP CONTROL

--

-- ***************************************************

DownlinkOuterLoopControl ::= CHOICE {


v1







SEQUENCE {



v1-IEs






DownlinkOuterLoopControl-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

DownlinkOuterLoopControl-v1-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-OuterLoopControl



DL-OuterLoopControl,



dl-DPCH-PowerControlInfo

DL-DPCH-PowerControlInfo


OPTIONAL,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- HANDOVER TO UTRAN COMMAND

--

-- ***************************************************

HandoverToUTRANCommand ::= CHOICE {


v1







SEQUENCE {



v1-IEs






HandoverToUTRANCommand-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

HandoverToUTRANCommand-v1-IEs ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



activationTime




ActivationTime





OPTIONAL,



cipheringAlgorithm



CipheringAlgorithm




OPTIONAL,


-- Radio bearer IEs



rab-Info





RAB-Info-Short,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





re-EstablishmentTimer


Re-EstablishmentTimer,





srb-InformationSetupList

SRB-InformationSetupList,





rb-InformationSetupList


RB-InformationSetupList,





ul-CommonTransChInfo


UL-CommonTransChInfo,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,





dl-CommonTransChInfo


DL-CommonTransChInfo,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList,





ul-DPCH-Info




UL-DPCH-Info,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







dl-PDSCH-Information


DL-PDSCH-Information OPTIONAL,







cpch-SetInfo




CPCH-SetInfo

OPTIONAL






},






tdd







NULL





},





dl-CommonInformation


DL-CommonInformation,





dl-InformationPerRL-List

DL-InformationPerRL-List,





frequencyInfo




FrequencyInfo




},




preconfiguration



SEQUENCE {

-- All IEs that include an FDD/TDD choice are split in two IEs for this message,

-- one for the FDD only elements and one for the TDD only elements, so that one

-- FDD/TDD choice in this level is sufficient.





predefinedConfigIdentity

PredefinedConfigIdentity,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostFDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL-List

DL-InformationPerRL-ListPostFDD,







frequencyInfo




FrequencyInfoFDD






},






tdd








SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostTDD,







dl-InformationPerRL



DL-InformationPerRL-PostTDD,







frequencyInfo




FrequencyInfoTDD,







primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power






}





}




}



},


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power

}

-- ***************************************************

--

-- HANDOVER TO UTRAN COMPLETE

--

-- ***************************************************

HandoverToUTRANComplete ::= SEQUENCE {


--TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs


-- TABULAR: the IE below is conditional on history.



startList





STARTList






OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}

}

-- ***************************************************

--

-- INITIAL DIRECT TRANSFER

--

-- ***************************************************

InitialDirectTransfer ::= SEQUENCE {


-- Core network IEs



serviceDescriptor



ServiceDescriptor,



flowIdentifier




FlowIdentifier,



cn-DomainIdentity



CN-DomainIdentity,



nas-Message





NAS-Message,


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}

}

-- ***************************************************

--

-- INTER-SYSTEM HANDOVER COMMAND

--

-- ***************************************************

InterSystemHandoverCommand-GSM ::= CHOICE {


v1







SEQUENCE {



v1-IEs






InterSystemHandoverCommand-GSM-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

InterSystemHandoverCommand-GSM-v1-IEs ::= SEQUENCE {


-- User equipment IEs



activationTime




ActivationTime





OPTIONAL,


-- Radio bearer IEs



remainingRAB-Info



RAB-Info






OPTIONAL,


-- Other IEs



message-and-extension


CHOICE {




gsm-Message





SEQUENCE {},




-- In this case, what follows the basic production is a variable length bit string




-- with no length field, containing the GSM message including GSM padding up to end




-- of container, to be analysed according to GSM specifications




with-extension




SEQUENCE {





messages





GSM-MessageList



}



}

}

InterSystemHandoverCommand-CDMA2000 ::= CHOICE {


v1







SEQUENCE {



v1-IEs






InterSystemHandoverCommand-CDMA2000-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

InterSystemHandoverCommand-CDMA2000-v1-IEs ::= SEQUENCE {


-- User equipment IEs



activationTime




ActivationTime





OPTIONAL,


-- Radio bearer IEs



remainingRAB-Info



RAB-Info






OPTIONAL,


-- Other IEs



cdma2000-MessageList


CDMA2000-MessageList

}

-- ***************************************************

--

-- INTER-SYSTEM HANDOVER FAILURE

--

-- ***************************************************

InterSystemHandoverFailure ::= SEQUENCE {


-- Other IEs



interSystemHO-Failure


InterSystemHO-Failure



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}

}

-- ***************************************************

--

-- MEASUREMENT CONTROL

--

-- ***************************************************

MeasurementControl ::= CHOICE {


v1







SEQUENCE {



v1-IEs






MeasurementControl-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

MeasurementControl-v1-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentityNumber

MeasurementIdentityNumber,



measurementCommand



MeasurementCommand,



-- TABULAR: The measurement type is included in MeasurementCommand.



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL
}

-- ***************************************************

--

-- MEASUREMENT CONTROL FAILURE

--

-- ***************************************************

MeasurementControlFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}

}

-- ***************************************************

--

-- MEASUREMENT REPORT

--

-- ***************************************************

MeasurementReport ::= SEQUENCE {


-- Measurement IEs



measurementIdentityNumber

MeasurementIdentityNumber,



measuredResults




MeasuredResults





OPTIONAL,



additionalMeasuredResults

MeasuredResultsList




OPTIONAL,



eventResults




EventResults





OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}


}

-- ***************************************************

--

-- PAGING TYPE 1

--

-- ***************************************************

PagingType1 ::= SEQUENCE {


-- User equipment IEs



pagingRecordList



PagingRecordList




OPTIONAL,


-- Other IEs



bcch-ModificationInfo


BCCH-ModificationInfo



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}

}

-- ***************************************************

--

-- PAGING TYPE 2

--

-- ***************************************************

PagingType2 ::= SEQUENCE {


-- User equipment IEs



pagingCause





PagingCause,


-- Core network IEs



cn-DomainIdentity



CN-DomainIdentity,



pagingRecordTypeID



PagingRecordTypeID,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}


}

-- ***************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION

--

-- ***************************************************

PhysicalChannelReconfiguration ::= CHOICE {


v1







SEQUENCE {



v1-IEs






PhysicalChannelReconfiguration-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

PhysicalChannelReconfiguration-v1-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



state-Indicator




State-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



-- TABULAR: UL-ChannelRequirement contains the choice 



-- between UL DPCH info, PRACH info for RACH, CPCH SET info and CPCH set ID.



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL
}

-- ***************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION COMPLETE

--

-- ***************************************************

PhysicalChannelReconfigurationComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



-- TABULAR: UL-TimingAdvance is applicable for TDD mode only.



ul-TimingAdvance



UL-TimingAdvance




OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}


}

-- ***************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION FAILURE

--

-- ***************************************************

PhysicalChannelReconfigurationFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}


}

-- ***************************************************

--

-- PHYSICAL SHARED CHANNEL ALLOCATION (TDD only)

--

-- ***************************************************

PhysicalSharedChannelAllocation ::= CHOICE {


v1







SEQUENCE {



v1-IEs






PhysicalSharedChannelAllocation-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

PhysicalSharedChannelAllocation-v1-IEs ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



c-RNTI






C-RNTI







OPTIONAL,


-- Physical channel IEs



ul-TimingAdvance



UL-TimingAdvanceControl



OPTIONAL,



pusch-CapacityAllocationInfo
PUSCH-CapacityAllocationInfo

OPTIONAL,



pdsch-CapacityAllocationInfo
PDSCH-CapacityAllocationInfo

OPTIONAL,



confirmRequest




ENUMERATED {












confirmPDSCH, confirmPUSCH }
OPTIONAL,



-- TABULAR: If the above value is not present, the default value "No Confirm"



-- shall be used as specified in 10.2.23.





iscpTimeslotList




TimeslotList





OPTIONAL
}

-- ***************************************************

--

-- PUSCH CAPACITY REQUEST (TDD only)

--

-- ***************************************************

PUSCHCapacityRequest ::= SEQUENCE {


-- User equipment IEs



c-RNTI






C-RNTI







OPTIONAL,


-- Measurement IEs



trafficVolumeMeasuredResultsList











TrafficVolumeMeasuredResultsList,



timeslotListWithISCP


TimeslotListWithISCP



OPTIONAL,



primaryCCPCH-RSCP



PrimaryCCPCH-RSCP




OPTIONAL,



allocationConfirmation


CHOICE {




pdschConfirmation



PDSCH-Identity,




puschConfirmation



PUSCH-Identity



}
















OPTIONAL,



protocolErrorIndicator


ProtocolErrorIndicatorWithInfo,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}


}

-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION

--

-- ***************************************************

RadioBearerReconfiguration ::= CHOICE {


v1







SEQUENCE {



v1-IEs






RadioBearerReconfiguration-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

RadioBearerReconfiguration-v1-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



state-Indicator




State-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfo2List

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List
}

-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION COMPLETE

--

-- ***************************************************

RadioBearerReconfigurationComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



-- TABULAR: UL-TimingAdvance is applicable for TDD mode only.



ul-TimingAdvance



UL-TimingAdvance




OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}


}

-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION FAILURE

--

-- ***************************************************

RadioBearerReconfigurationFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Radio bearer IEs



potentiallySuccesfulBearerList
RB-IdentityList





OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}


}

-- ***************************************************

--

-- RADIO BEARER RELEASE

--

-- ***************************************************

RadioBearerRelease ::= CHOICE {


v1







SEQUENCE {



v1-IEs






RadioBearerRelease-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

RadioBearerRelease-v1-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



state-Indicator




State-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfo2List

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL
}

-- ***************************************************

--

-- RADIO BEARER RELEASE COMPLETE

--

-- ***************************************************

RadioBearerReleaseComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



-- TABULAR: UL-TimingAdvance is applicable for TDD mode only.



ul-TimingAdvance



UL-TimingAdvance




OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}

}

-- ***************************************************

--

-- RADIO BEARER RELEASE FAILURE

--

-- ***************************************************

RadioBearerReleaseFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Radio bearer IEs



potentiallySuccesfulBearerList
RB-IdentityList





OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}

}

-- ***************************************************

--

-- RADIO BEARER SETUP

--

-- ***************************************************

RadioBearerSetup ::= CHOICE {


v1







SEQUENCE {



v1-IEs






RadioBearerSetup-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

RadioBearerSetup-v1-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



state-Indicator




State-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL
}

-- ***************************************************

--

-- RADIO BEARER SETUP COMPLETE

--

-- ***************************************************

RadioBearerSetupComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



-- TABULAR: UL-TimingAdvance is applicable for TDD mode only.



ul-TimingAdvance



UL-TimingAdvance




OPTIONAL,



start



START




OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}


}

-- ***************************************************

--

-- RADIO BEARER SETUP FAILURE

--

-- ***************************************************

RadioBearerSetupFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Radio bearer IEs



potentiallySuccesfulBearerList
RB-IdentityList





OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}

}

-- ***************************************************

--

-- RRC CONNECTION RE-ESTABLISHMENT

--

-- ***************************************************

RRCConnectionReEstablishment ::= CHOICE {


v1







SEQUENCE {



v1-IEs






RRCConnectionReEstablishment-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

RRCConnectionReEstablishment-v1-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



state-Indicator




State-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-ResetIndicatorC-plane

BOOLEAN,



rlc-ResetIndicatorU-plane

BOOLEAN,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList


OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL
}

-- ***************************************************

--

-- RRC CONNECTION RE-ESTABLISHMENT for CCCH

--

-- ***************************************************

RRCConnectionReEstablishment-CCCH ::= CHOICE {


v1







SEQUENCE {



v1-IEs






RRCConnectionReEstablishment-CCCH-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

RRCConnectionReEstablishment-CCCH-v1-IEs ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,


-- The rest of the message is identical to the one sent on DCCH.



rrcConnectionReEstablishment
RRCConnectionReEstablishment-v1-IEs

}

-- ***************************************************

--

-- RRC CONNECTION RE-ESTABLISHMENT COMPLETE

--

-- ***************************************************

RRCConnectionReEstablishmentComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



-- TABULAR: UL-TimingAdvance is applicable for TDD mode only.



ul-TimingAdvance



UL-TimingAdvance




OPTIONAL,



start



START




OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}

}

-- ***************************************************

--

-- RRC CONNECTION RE-ESTABLISHMENT REQUEST

--

-- ***************************************************

RRCConnectionReEstablishmentRequest ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,



startList



STARTList,



am-RLC-ErrorIndicationC-plane
BOOLEAN,



am-RLC-ErrorIndicationU-plane
BOOLEAN,



protocolErrorIndicator


ProtocolErrorIndicatorWithInfo,



-- TABULAR: The IE above is MD in tabular, but making a 2-way choice



-- optional wastes one bit (using PER) and produces no additional 



-- information.


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}

}

-- ***************************************************

--

-- RRC CONNECTION REJECT

--

-- ***************************************************

RRCConnectionReject ::= CHOICE {


v1







SEQUENCE {



v1-IEs






RRCConnectionReject-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

RRCConnectionReject-v1-IEs ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



initialUE-Identity



InitialUE-Identity,



rejectionCause




RejectionCause,



waitTime





WaitTime,



redirectionInfo




RedirectionInfo





OPTIONAL
}

-- ***************************************************

--

-- RRC CONNECTION RELEASE

--

-- ***************************************************

RRCConnectionRelease::= CHOICE {


v1







SEQUENCE {



v1-IEs






RRCConnectionRelease-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

RRCConnectionRelease-v1-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-MessageTX-Count



RRC-MessageTX-Count




OPTIONAL,



-- The IE above is conditional on the UE state.



releaseCause




ReleaseCause
}

-- ***************************************************

--

-- RRC CONNECTION RELEASE for CCCH

--

-- ***************************************************

RRCConnectionRelease-CCCH::= CHOICE {


v1







SEQUENCE {



v1-IEs






RRCConnectionRelease-CCCH-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

RRCConnectionRelease-CCCH-v1-IEs ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,


-- The rest of the message is identical to the one sent on DCCH.



rrcConnectionRelease


RRCConnectionRelease-v1-IEs

}

-- ***************************************************

--

-- RRC CONNECTION RELEASE COMPLETE

--

-- ***************************************************

RRCConnectionReleaseComplete ::= SEQUENCE {


-- User equipment IEs



errorIndication




FailureCauseWithProtErr



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}

}

-- ***************************************************

--

-- RRC CONNECTION RELEASE COMPLETE for CCCH

--

-- ***************************************************

RRCConnectionReleaseComplete-CCCH ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,


-- The rest of the message is identical to the one sent on DCCH.



rrcConnectionReleaseComplete
RRCConnectionReleaseComplete

}

-- ***************************************************

--

-- RRC CONNECTION REQUEST

--

-- ***************************************************

RRCConnectionRequest ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



initialUE-Identity



InitialUE-Identity,



establishmentCause



EstablishmentCause,



protocolErrorIndicator


ProtocolErrorIndicator,



-- The IE above is MD, but for compactness reasons no default value



-- has been assigned to it.


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}


}

-- ***************************************************

--

-- RRC CONNECTION SETUP

--

-- ***************************************************

RRCConnectionSetup::= CHOICE {


v1







SEQUENCE {



v1-IEs






RRCConnectionSetup-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

RRCConnectionSetup-v1-IEs ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



initialUE-Identity



InitialUE-Identity,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI,



new-c-RNTI





C-RNTI







OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient,



capabilityUpdateRequirement

CapabilityUpdateRequirement


OPTIONAL,



-- TABULAR: If the IE is not present, the default value defined in 10.3.3.2 shall



-- be used.


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList2,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL
}

-- ***************************************************

--

-- RRC CONNECTION SETUP COMPLETE

--

-- ***************************************************

RRCConnectionSetupComplete ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



startList





STARTList,



ue-RadioAccessCapability

UE-RadioAccessCapability


OPTIONAL,



ue-SystemSpecificCapability

InterSystemMessage




OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}

}

-- ***************************************************

--

-- RRC STATUS

--

-- ***************************************************

RRCStatus ::= SEQUENCE {


-- Other IEs



protocolErrorInformation

ProtocolErrorInformation,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}

}

SecurityModeCommand ::= CHOICE {


v1







SEQUENCE {



v1-IEs






SecurityModeCommand-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

-- ***************************************************

--

-- SECURITY MODE COMMAND

--

-- ***************************************************

SecurityModeCommand-v1-IEs ::= SEQUENCE {

-- TABULAR: Integrity protection shall always be performed on this message.


-- User equipment IEs



securityCapability



SecurityCapability,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL
}

-- ***************************************************

--

-- SECURITY MODE COMPLETE

--

-- ***************************************************

SecurityModeComplete ::= SEQUENCE {

-- TABULAR: Integrity protection shall always be performed on this message.


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfoList


OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}

}

-- ***************************************************

--

-- SECURITY MODE FAILURE

--

-- ***************************************************

SecurityModeFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}

}

-- ***************************************************

--

-- SIGNALLING CONNECTION RELEASE

--

-- ***************************************************

SignallingConnectionRelease::= CHOICE {


v1







SEQUENCE {



v1-IEs






SignallingConnectionRelease-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

SignallingConnectionRelease-v1-IEs ::= SEQUENCE {


-- Core network IEs



signallingFlowInfoList


SignallingFlowInfoList
}

-- ***************************************************

--

-- SIGNALLING CONNECTION RELEASE REQUEST

--

-- ***************************************************

SignallingConnectionReleaseRequest ::= SEQUENCE {


-- Core network IEs



signallingFlowInfoList


SignallingFlowInfoList,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}


}

-- ***************************************************

--

-- SYSTEM INFORMATION for BCH

--

-- ***************************************************

SystemInformation-BCH ::= SEQUENCE {


-- Other information elements



sfn-Prime





SFN-Prime,



payload 





CHOICE {




noSegment





NULL,




firstSegment




FirstSegment,




subsequentSegment



SubsequentSegment,




lastSegmentShort





LastSegmentShort,




lastAndFirst




SEQUENCE {





lastSegmentShort





LastSegmentShort,





firstSegment




FirstSegmentShort




},




lastAndComplete




SEQUENCE {





completeSIB-List



CompleteSIB-List,





lastSegment





LastSegment




},




lastAndCompleteAndFirst


SEQUENCE {





lastSegment





LastSegment,





completeSIB-List



CompleteSIB-List,





firstSegment




FirstSegmentShort




},




completeSIB-List



CompleteSIB-List,




completeAndFirst



SEQUENCE {





completeSIB-List



CompleteSIB-List,





firstSegment




FirstSegmentShort




},




completeSIB





CompleteSIB,




lastSegment





LastSegment



}

}

-- ***************************************************

--

-- SYSTEM INFORMATION for FACH

--

-- ***************************************************

SystemInformation-FACH ::= SEQUENCE {


-- Other information elements



payload 





CHOICE {




noSegment





NULL,




firstSegment




FirstSegment,




subsequentSegment



SubsequentSegment,




lastSegmentShort





LastSegmentShort,




lastAndFirst




SEQUENCE {





lastSegmentShort





LastSegmentShort,





firstSegment




FirstSegmentShort




},




lastAndComplete




SEQUENCE {





completeSIB-List



CompleteSIB-List,





lastSegment





LastSegment




},




lastAndCompleteAndFirst


SEQUENCE {





lastSegment





LastSegment,





completeSIB-List



CompleteSIB-List,





firstSegment




FirstSegmentShort




},




completeSIB-List



CompleteSIB-List,




completeAndFirst



SEQUENCE {





completeSIB-List



CompleteSIB-List,





firstSegment




FirstSegmentShort




},




completeSIB





CompleteSIB,




lastSegment





LastSegment



}

}

-- ***************************************************

--

-- First segment

--

-- ***************************************************

FirstSegment ::=




SEQUENCE {


-- Other information elements



sib-Type





SIB-Type,



seg-Count





SegCount,



sib-Data-fixed




SIB-Data-fixed

}

-- ***************************************************

--

-- First segment (short)

--

-- ***************************************************

FirstSegmentShort ::=



SEQUENCE {


-- Other information elements



sib-Type





SIB-Type,



seg-Count





SegCount,



sib-Data-variable



SIB-Data-variable

}

-- ***************************************************

--

-- Subsequent segment

--

-- ***************************************************

SubsequentSegment ::=



SEQUENCE {


-- Other information elements



sib-Type





SIB-Type,



segmentIndex




SegmentIndex,



sib-Data-fixed




SIB-Data-fixed

}

-- ***************************************************

--

-- Last segment

--

-- ***************************************************

LastSegment ::=





SEQUENCE {


-- Other information elements



sib-Type





SIB-Type,



segmentIndex




SegmentIndex,



sib-Data-fixed




SIB-Data-fixed


-- In case the SIB data is less than 222 bits, padding shall be used


-- The same padding bits shall be used as defined in clause 12.1

}

LastSegmentShort ::=





SEQUENCE {


-- Other information elements



sib-Type





SIB-Type,



segmentIndex




SegmentIndex,



sib-Data-variable



SIB-Data-variable

}

-- ***************************************************

--

-- Complete SIB

--

-- ***************************************************

CompleteSIB-List ::=



SEQUENCE (SIZE (1..maxSIBperMsg)) OF











CompleteSIBshort

CompleteSIB ::=





SEQUENCE {


-- Other information elements



sib-Type





SIB-Type,



sib-Data-fixed




SIB-Data-fixed


-- In case the SIB data is less than 222 bits, padding shall be used


-- The same padding bits shall be used as defined in clause 12.1

}

CompleteSIBshort ::=





SEQUENCE {


-- Other information elements



sib-Type





SIB-Type,



sib-Data-variable



SIB-Data-variable

}

-- ***************************************************

--

-- SYSTEM INFORMATION CHANGE INDICATION

--

-- ***************************************************

SystemInformationChangeIndication ::= 
SEQUENCE {


-- Other IEs



bcch-ModificationInfo



BCCH-ModificationInfo,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}

}

-- ***************************************************

--

-- TRANSPORT CHANNEL RECONFIGURATION

--

-- ***************************************************

TransportChannelReconfiguration::= CHOICE {


v1







SEQUENCE {



v1-IEs






TransportChannelReconfiguration-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

TransportChannelReconfiguration-v1-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



state-Indicator




State-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL
}

-- ***************************************************

--

-- TRANSPORT CHANNEL RECONFIGURATION COMPLETE

--

-- ***************************************************

TransportChannelReconfigurationComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



-- TABULAR: UL-TimingAdvance is applicable for TDD mode only.



ul-TimingAdvance



UL-TimingAdvance




OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}

}

-- ***************************************************

--

-- TRANSPORT CHANNEL RECONFIGURATION FAILURE

--

-- ***************************************************

TransportChannelReconfigurationFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}

}

-- ***************************************************

--

-- TRANSPORT FORMAT COMBINATION CONTROL

--

-- ***************************************************

TransportFormatCombinationControl ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message when transmitting this message


-- on the transparent mode signalling DCCH.


modeSpecificInfo




CHOICE {



fdd








NULL,



tdd








SEQUENCE {




tfcs-ID







TFCS-Identity
OPTIONAL




}



},


dpch-TFCS-InUplink




TFC-Subset,


tfc-ControlDuration




TFC-ControlDuration




OPTIONAL,


-- The information element is not included when transmitting the message


-- on the transparent mode signalling DCCH and is optional otherwise


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}

}

-- ***************************************************

--

-- TRANSPORT FORMAT COMBINATION CONTROL FAILURE

--

-- ***************************************************

TransportFormatCombinationControlFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}



}

-- ***************************************************

--

-- UE CAPABILITY ENQUIRY

--

-- ***************************************************

UECapabilityEnquiry ::= CHOICE {


v1







SEQUENCE {



v1-IEs






UECapabilityEnquiry-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

UECapabilityEnquiry-v1-IEs ::= SEQUENCE {


-- User equipment IEs



capabilityUpdateRequirement

CapabilityUpdateRequirement
}

-- ***************************************************

--

-- UE CAPABILITY INFORMATION

--

-- ***************************************************

UECapabilityInformation ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability

UE-RadioAccessCapability


OPTIONAL,


-- Other IEs



ue-SystemSpecificCapability

InterSystemMessage




OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}

}

-- ***************************************************

--

-- UE CAPABILITY INFORMATION CONFIRM

--

-- ***************************************************

UECapabilityInformationConfirm ::= CHOICE {


v1







SEQUENCE {



v1-IEs






UECapabilityInformationConfirm-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

UECapabilityInformationConfirm-v1-IEs ::= SEQUENCE {

}

-- ***************************************************

--

-- UPLINK DIRECT TRANSFER

--

-- ***************************************************

UplinkDirectTransfer ::= SEQUENCE {


-- Core network IEs



flowIdentifier




FlowIdentifier,



nas-Message





NAS-Message,


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}

}

-- ***************************************************

--

-- UPLINK PHYSICAL CHANNEL CONTROL

--

-- ***************************************************

UplinkPhysicalChannelControl ::= CHOICE {


v1







SEQUENCE {



v1-IEs






UplinkPhysicalChannelControl-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

UplinkPhysicalChannelControl-v1-IEs ::= SEQUENCE {


-- Physical channel IEs



ccTrCH-PowerControlInfo


CCTrCH-PowerControlInfo



OPTIONAL,



timingAdvance




UL-TimingAdvanceControl



OPTIONAL,



prach-ConstantValue



ConstantValue





OPTIONAL,



pusch-ConstantValue



ConstantValue





OPTIONAL
}

-- ***************************************************

--

-- URA UPDATE

--

-- ***************************************************

URAUpdate ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,



ura-UpdateCause




URA-UpdateCause,



protocolErrorIndicator


ProtocolErrorIndicatorWithInfo,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}


}

-- ***************************************************

--

-- URA UPDATE CONFIRM

--

-- ***************************************************

URAUpdateConfirm ::= CHOICE {


v1







SEQUENCE {



v1-IEs






URAUpdateConfirm-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

URAUpdateConfirm-v1-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



state-Indicator




State-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL
}

-- ***************************************************

--

-- URA UPDATE CONFIRM for CCCH

--

-- ***************************************************

URAUpdateConfirm-CCCH ::= CHOICE {


v1







SEQUENCE {



v1-IEs






URAUpdateConfirm-CCCH-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

URAUpdateConfirm-CCCH-v1-IEs ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,


-- The rest of the message is identical to the one sent on DCCH.



uraUpdateConfirm



URAUpdateConfirm-v1-IEs

}

-- ***************************************************

--

-- UTRAN MOBILITY INFORMATION

--

-- ***************************************************

UTRANMobilityInformation ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



state-Indicator




State-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}

}

-- ***************************************************

--

-- UTRAN MOBILITY INFORMATION CONFIRM

--

-- ***************************************************

UTRANMobilityInformationConfirm ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}

}

-- ***************************************************

--

-- UTRAN MOBILITY INFORMATION FAILURE

--

-- ***************************************************

UTRANMobilityInformationFailure ::= SEQUENCE {


-- UE information elements



failureCause




FailureCauseWithProtErr,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}

}

END
/* Next Modified Section */

11.3.3
User equipment information elements

UserEquipment-IEs DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


CN-DomainIdentity,


IMEI,


IMSI-GSM-MAP,


LAI,


P-TMSI-GSM-MAP,


RAI,


TMSI-GSM-MAP

FROM CoreNetwork-IEs


RB-ActivationTimeInfoList

FROM RadioBearer-IEs


FrequencyInfo,


PowerControlAlgorithm,


TGPSI

FROM PhysicalChannel-IEs


InterSystemInfo

FROM Measurement-IEs


ProtocolErrorInformation

FROM Other-IEs


maxASC,


maxCNdomains,


maxDRACclasses,


maxFrequencybands,


maxPage1,


maxSystemCapability

FROM Constant-definitions;

ActivationTime ::=




INTEGER (0..255)

-- TABULAR : value 'now' always appear as default, and is encoded by absence of the field

BackoffControlParams ::=


SEQUENCE {


n-AP-RetransMax





N-AP-RetransMax,


n-AccessFails





N-AccessFails,


nf-BO-NoAICH





NF-BO-NoAICH,


ns-BO-Busy






NS-BO-Busy,


nf-BO-AllBusy





NF-BO-AllBusy,


nf-BO-Mismatch





NF-BO-Mismatch,


t-CPCH







T-CPCH

}

C-RNTI ::=






BIT STRING (SIZE (16))

CapabilityUpdateRequirement ::=

SEQUENCE {


ue-RadioCapabilityUpdateRequirement
BOOLEAN,


systemSpecificCapUpdateReqList

SystemSpecificCapUpdateReqList

OPTIONAL

}

CellUpdateCause ::=




ENUMERATED { 











cellReselection,











periodicCellUpdate,











ul-DataTransmission,











pagingResponse,











rb-ControlResponse,











re-enteredServiceArea,











spare1, spare2 }

ChipRateCapability ::=



ENUMERATED {











mcps3-84, mcps1-28 }

CipheringAlgorithm ::=



ENUMERATED {











uea0, uea1, spare1, spare2,











spare3, spare4, spare5, spare6,











spare7, spare8, spare9, spare10,











spare11, spare12, spare13, spare14 }
CipheringModeCommand ::=


CHOICE {


startRestart





CipheringAlgorithm,


stopCiphering





NULL

}

CipheringModeInfo ::=



SEQUENCE {


cipheringModeCommand



CipheringModeCommand,


-- TABULAR: The ciphering algorithm is included in 


-- the CipheringModeCommand.


activationTimeForDPCH



ActivationTime





OPTIONAL,


rb-DL-CiphActivationTimeInfo

RB-ActivationTimeInfoList


OPTIONAL

}

CN-DRX-CycleLengthCoefficient ::=
INTEGER (6..12)

CN-PagedUE-Identity ::=



CHOICE {


imsi-GSM-MAP





IMSI-GSM-MAP,


tmsi-GSM-MAP





TMSI-GSM-MAP,


p-TMSI-GSM-MAP





P-TMSI-GSM-MAP,


imsi-DS-41






IMSI-DS-41,


tmsi-DS-41






TMSI-DS-41,


spare1







NULL,


spare2







NULL,


spare3







NULL

}

CompressedModeMeasCapability ::= 
SEQUENCE {


fdd-Measurements




BOOLEAN,


-- TABULAR: The IEs below are made optional since they are conditional based


-- on another information element. Their absence corresponds to the case where


-- the condition is not true.


tdd-Measurements




BOOLEAN







OPTIONAL,


gsm-Measurements




GSM-Measurements




OPTIONAL,


multiCarrierMeasurements


BOOLEAN







OPTIONAL

}

CPCH-Parameters ::=




SEQUENCE {


initialPriorityDelayList


InitialPriorityDelayList


OPTIONAL,


backoffControlParams



BackoffControlParams,


powerControlAlgorithm



PowerControlAlgorithm,


-- TABULAR: TPC step size nested inside PowerControlAlgorithm


dl-DPCCH-BER





DL-DPCCH-BER

}

DL-DPCCH-BER ::=




INTEGER (0..63)

DL-PhysChCapabilityFDD ::=


SEQUENCE {


maxSimultaneousCCTrCH-Count


MaxSimultaneousCCTrCH-Count,


maxNoDPCH-PDSCH-Codes



INTEGER (1..8),


maxNoPhysChBitsReceived



MaxNoPhysChBitsReceived,


supportForSF-512




BOOLEAN,


supportOfPDSCH





BOOLEAN,


simultaneousSCCPCH-DPCH-Reception
SimultaneousSCCPCH-DPCH-Reception

}

DL-PhysChCapabilityTDD ::=


SEQUENCE {


maxSimultaneousCCTrCH-Count


MaxSimultaneousCCTrCH-Count,


maxTS-PerFrame





MaxTS-PerFrame,


maxPhysChPerFrame




MaxPhysChPerFrame,


minimumSF






MinimumSF-DL,


supportOfPDSCH





BOOLEAN,


maxPhysChPerTS





MaxPhysChPerTS


}

DL-TransChCapability ::=


SEQUENCE {


maxNoBitsReceived




MaxNoBits,


maxConvCodeBitsReceived



MaxNoBits,


turboDecodingSupport



TurboSupport,


maxSimultaneousTransChs



MaxSimultaneousTransChsDL,


maxReceivedTransportBlocks


MaxTransportBlocksDL,


maxNumberOfTFC-InTFCS



MaxNumberOfTFC-InTFCS-DL,


maxNumberOfTF





MaxNumberOfTF

}

DRAC-SysInfo ::=




SEQUENCE {


transmissionProbability



TransmissionProbability,


maximumBitRate





MaximumBitRate

}

DRAC-SysInfoList ::=



SEQUENCE (SIZE (1..maxDRACclasses)) OF











DRAC-SysInfo

DRX-Indicator ::=




ENUMERATED {











noDRX,











drxUsed,





















spare1 }

ESN-DS-41 ::=





BIT STRING (SIZE (32))

EstablishmentCause ::=



ENUMERATED {











originatingConversationalCall,











originatingStreamingCall, 











originatingInteractiveCall,











originatingBackgroundCall,











originatingSubscribedTrafficCall,











terminatingConversationalCall,











terminatingStreamingCall,











terminatingInteractiveCall,











terminatingBackgroundCall,











emergencyCall,











interSystemCellReselection,











registration,











detach,











sms,











callRe-establishment,











spare1, spare2, spare3, spare4,











spare5, spare6, spare7, spare8,











spare9, spare10, spare11, spare12,











spare13, spare14, spare15, spare16,











spare17 }

FailureCauseWithProtErr ::=


CHOICE {


configurationUnsupported


NULL,


physicalChannelFailure



NULL,


incompatibleSimultaneousReconfiguration











NULL,


compressedModeRuntimeError


TGPSI,


protocolError





ProtocolErrorInformation,


spare1







NULL,


spare2







NULL,


spare3







NULL

}

GSM-Measurements ::=



SEQUENCE {


gsm900







BOOLEAN,


dcs1800







BOOLEAN,


gsm1900







BOOLEAN

}

ICS-Version ::=





ENUMERATED {











r99,











spare1, spare2, spare3, spare4,











spare5, spare6, spare7 }

IMSI-and-ESN-DS-41 ::=



SEQUENCE {


imsi-DS-41






IMSI-DS-41,


esn-DS-41






ESN-DS-41

}

IMSI-DS-41 ::=





OCTET STRING (SIZE (5..7))

InitialPriorityDelayList ::=

SEQUENCE (SIZE (maxASC)) OF











NS-IP

InitialUE-Identity ::=



CHOICE {


imsi







IMSI-GSM-MAP,


tmsi-and-LAI





TMSI-and-LAI-GSM-MAP,


p-TMSI-and-RAI





P-TMSI-and-RAI-GSM-MAP,


imei







IMEI,


esn-DS-41






ESN-DS-41,


imsi-DS-41






IMSI-DS-41,


imsi-and-ESN-DS-41




IMSI-and-ESN-DS-41,


tmsi-DS-41






TMSI-DS-41,


spare1







NULL,


spare2







NULL,


spare3







NULL,


spare4







NULL,


spare5







NULL,


spare6







NULL,


spare7







NULL,


spare8







NULL

}

IntegrityCheckInfo ::=



SEQUENCE {


messageAuthenticationCode


MessageAuthenticationCode,


rrc-MessageSequenceNumber


RRC-MessageSequenceNumber

}

IntegrityProtActivationInfo ::=

SEQUENCE {


rrc-MessageSequenceNumberList

RRC-MessageSequenceNumberList

}

IntegrityProtectionAlgorithm ::=
ENUMERATED {











uia1, spare1, spare2, spare3,











spare4, spare5, spare6, spare7,











spare8, spare9, spare10, spare11,











spare12, spare13, spare14, spare15 }

IntegrityProtectionModeCommand ::= 
CHOICE {


startIntegrityProtection


SEQUENCE {



integrityProtInitNumber



IntegrityProtInitNumber


},


modify







SEQUENCE {



dl-IntegrityProtActivationInfo

IntegrityProtActivationInfo


},


spare1







NULL,


spare2







NULL

}

IntegrityProtectionModeInfo ::=

SEQUENCE {


integrityProtectionModeCommand

IntegrityProtectionModeCommand,


-- TABULAR: DL integrity protection activation info and Integrity


-- protection intialisation number have been nested inside 


-- IntegrityProtectionModeCommand.


integrityProtectionAlgorithm

IntegrityProtectionAlgorithm

OPTIONAL


}

IntegrityProtInitNumber ::=


BIT STRING (SIZE (32))

LCS-Capability ::=




SEQUENCE {


standaloneLocMethodsSupported

BOOLEAN,


ue-BasedOTDOA-Supported



BOOLEAN,


networkAssistedGPS-Supported

NetworkAssistedGPS-Supported,


gps-ReferenceTimeCapable


BOOLEAN,


supportForIDL





BOOLEAN

}

MaxHcContextSpace ::=




ENUMERATED
{












by512, by1024, by2048, by4096, 












by8192, spare1, spare2, spare3 }

MaximumAM-EntityNumberRLC-Cap ::=
ENUMERATED {











am3, am4, am5, am6, 











am8, am16, am32, spare1 }

-- Actual value = IE value * 16

MaximumBitRate ::=




INTEGER (0..32)

MaximumRLC-WindowSize ::=


ENUMERATED { mws2047, mws4095 }

MaxNoDPDCH-BitsTransmitted ::=

ENUMERATED {











b600, b1200, b2400, b4800, 











b9600, b19200, b28800, b38400,











b48000, b57600, spare1, spare2, 











spare3, spare4, spare5, spare6 }

MaxNoBits ::=





ENUMERATED {











b640, b1280, b2560, b3840, b5120,











b6400, b7680, b8960, b10240,











b20480, b40960, b81920, b163840,











spare1, spare2, spare3 }

MaxNoPhysChBitsReceived ::=


ENUMERATED {











b600, b1200, b2400, b3600, 











b4800, b7200, b9600, b14400, 











b19200, b28800, b38400, b48000, 











b57600, b67200, b76800, spare1 }

MaxNoSCCPCH-RL ::=




ENUMERATED {











rl1, spare1, spare2, spare3,











spare4, spare5, spare6, spare7 }

MaxNumberOfTF ::=




ENUMERATED {











tf32, tf64, tf128, tf256,











tf512, tf1024, spare1, spare2 }

MaxNumberOfTFC-InTFCS-DL ::=

ENUMERATED {











tfc16, tfc32, tfc48, tfc64, tfc96, 











tfc128, tfc256, tfc512, tfc1024,











spare1, spare2, spare3, spare4,











spare5, spare6, spare7 }

MaxNumberOfTFC-InTFCS-UL ::=

ENUMERATED {











tfc4, tfc8, tfc16, tfc32, tfc48, tfc64, 











tfc96, tfc128, tfc256, tfc512, tfc1024,











spare1, spare2, spare3, spare4,











spare5 }

-- TABULAR: Used range in Release99 is 1..224, values 225-256 are spare values

MaxPhysChPerFrame ::=



INTEGER (1..256)

MaxPhysChPerTimeslot ::=


ENUMERATED {











ts1, ts2 }

MaxPhysChPerTS ::=




INTEGER (1..16)

MaxSimultaneousCCTrCH-Count ::=

INTEGER (1..8)

MaxSimultaneousTransChsDL ::=

ENUMERATED {











e4, e8, e16, e32 }

MaxSimultaneousTransChsUL ::=

ENUMERATED {











e2, e4, e8, e16, e32,











spare1, spare2, spare3 }

MaxTransportBlocksDL ::=


ENUMERATED {











tb4, tb8, tb16, tb32, tb48,











tb64, tb96, tb128, tb256, tb512,











spare1, spare2, spare3,











spare4, spare5, spare6 }

MaxTransportBlocksUL ::=


ENUMERATED {











tb2, tb4, tb8, tb16, tb32, tb48,











tb64, tb96, tb128, tb256, tb512,











spare1, spare2, spare3,











spare4, spare5 }

-- TABULAR: Used range in Release99 is 1..14

MaxTS-PerFrame ::=




INTEGER (1..16)

-- TABULAR: This IE contains dependencies to UE-MultiModeRAT-Capability,

-- the conditional fields have been left mandatory for now.

MeasurementCapability ::=


SEQUENCE {


downlinkCompressedMode



CompressedModeMeasCapability,


uplinkCompressedMode



CompressedModeMeasCapability


}

MessageAuthenticationCode ::=

BIT STRING (SIZE (32))

MinimumSF-DL ::=




ENUMERATED {











sf1, sf16 }

MinimumSF-UL ::=




ENUMERATED {











sf1, sf2, sf4, sf8, sf16,











spare1, spare2, spare3 }

MultiModeCapability ::=



ENUMERATED {











tdd, fdd, fdd-tdd }

MultiRAT-Capability ::=



SEQUENCE {


supportOfGSM





BOOLEAN,


supportOfMulticarrier



BOOLEAN

} 

N-300 ::=






INTEGER (0..7)

N-301 ::=






INTEGER (0..7)

N-302 ::=






INTEGER (0..7)

N-303 ::=






INTEGER (0..7)

N-304 ::=






INTEGER (0..7)

N-310 ::=






INTEGER (0..7)

N-312 ::=






ENUMERATED {











s1, s50, s100, s200, s400,











s600, s800, s1000 }

N-313 ::=






ENUMERATED {











s1, s2, s4, s10, s20,











 s50, s100, s200 }

N-315 ::=






ENUMERATED {











s1, s50, s100, s200, s400,











s600, s800, s1000 }

N-AccessFails ::=




INTEGER (1..64)

N-AP-RetransMax ::=




INTEGER (1..64)

NetworkAssistedGPS-Supported ::=
ENUMERATED {











networkBased, 











ue-Based,











bothNetworkAndUE-Based,











noNetworkAssistedGPS }

NF-BO-AllBusy ::=




INTEGER (0..31)

NF-BO-NoAICH ::=




INTEGER (0..31)

NF-BO-Mismatch ::=




INTEGER (0..127)

NS-BO-Busy ::=





INTEGER (0..63)

NS-IP ::=






INTEGER (0..28)

P-TMSI-and-RAI-GSM-MAP ::=


SEQUENCE {


p-TMSI







P-TMSI-GSM-MAP,


rai








RAI

}

PagingCause ::=





ENUMERATED {











terminatingConversationalCall,











terminatingStreamingCall,











terminatingInteractiveCall,











terminatingBackgroundCall,











sms,











spare1, spare2, spare3 }

PagingRecord ::=




CHOICE {


cn-Page







SEQUENCE {



pagingCause






PagingCause,



cn-DomainIdentity




CN-DomainIdentity,



cn-pagedUE-Identity




CN-PagedUE-Identity


},


utran-Page






U-RNTI



pagingCause






PagingCause,



cn-DomainIdentity




CN-DomainIdentity,


}

}

PagingRecordList ::=



SEQUENCE (SIZE (1..maxPage1)) OF











PagingRecord

PDCP-Capability ::=




SEQUENCE {


losslessSRNS-RelocationSupport

BOOLEAN,


supportForRfc2507




CHOICE {



notSupported





NULL,



supported






MaxHcContextSpace


}

}

PhysicalChannelCapability ::=

SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




downlinkPhysChCapability


DL-PhysChCapabilityFDD,




uplinkPhysChCapability



UL-PhysChCapabilityFDD



},



tdd








SEQUENCE {




downlinkPhysChCapability


DL-PhysChCapabilityTDD,




uplinkPhysChCapability



UL-PhysChCapabilityTDD



}


}

}

ProtocolErrorCause ::=



ENUMERATED {











asn1-ViolationOrEncodingError,











messageTypeNonexistent,











messageNotCompatibleWithReceiverState,











ie-ValueNotComprehended,











conditionalInformationElementError,











messageExtensionNotComprehended,











spare1, spare2 }

ProtocolErrorIndicator ::=


ENUMERATED {











noError, errorOccurred }

ProtocolErrorIndicatorWithInfo ::= CHOICE {


noError







NULL,


errorOccurred





ProtocolErrorInformation

}

RadioFrequencyBand ::=



ENUMERATED {











a, b, c,











spare1 }

RadioFrequencyBandList ::=


SEQUENCE (SIZE (1..maxFrequencybands)) OF











RadioFrequencyBand

Re-EstablishmentTimer ::=


CHOICE {


t-314







T-314Value,


t-315







T-315Value

}

RedirectionInfo ::=




CHOICE {


frequencyInfo





FrequencyInfo,


interSystemInfo





InterSystemInfo,


spare







NULL

}

RejectionCause ::=




ENUMERATED {











congestion,











unspecified,











spare1, spare2 }

ReleaseCause ::=




ENUMERATED {











normalEvent,











unspecified,











pre-emptiveRelease,











congestion,











re-establishmentReject,









directedsignallingconnectionre-establishment,













userInactivity,











spare1, spare2, spare3, 











spare4, spare5, spare6, 











spare7, spare8, spare9 }

RF-Capability ::=




SEQUENCE {


modeSpecificInfo




CHOICE {



fdd







SEQUENCE {




ue-PowerClass




UE-PowerClass,




txRxFrequencySeparation


TxRxFrequencySeparation



},



tdd






SEQUENCE {




ue-PowerClass



UE-PowerClass,




radioFrequencyBandList

RadioFrequencyBandList,




chipRateCapability


ChipRateCapability



}


}

}

RLC-Capability ::=




SEQUENCE {


totalRLC-AM-BufferSize



TotalRLC-AM-BufferSize,


maximumRLC-WindowSize



MaximumRLC-WindowSize,


maximumAM-EntityNumber



MaximumAM-EntityNumberRLC-Cap

}

RRC-MessageSequenceNumber ::=

INTEGER (0..15)

RRC-MessageSequenceNumberList ::=
SEQUENCE (SIZE (4..5)) OF











RRC-MessageSequenceNumber

RRC-MessageTX-Count ::=



INTEGER (1..8)

S-RNTI ::=






BIT STRING (SIZE (20))

S-RNTI-2 ::=





INTEGER (0..1023)

SecurityCapability ::=



SEQUENCE {


cipheringAlgorithmCap




BIT STRING (SIZE (16)),


integrityProtectionAlgorithmCap

BIT STRING (SIZE (16))

}

SimultaneousSCCPCH-DPCH-Reception ::= CHOICE {


notSupported





NULL,


supported






SEQUENCE {



maxNoSCCPCH-RL





MaxNoSCCPCH-RL,



simultaneousSCCPCH-DPCH-DPDCH-Reception












BOOLEAN



-- The IE above is applicable only if IE Support of PDSCH = TRUE


}

}

SRNC-Identity ::=




BIT STRING (SIZE (12))

START ::=



BIT STRING (SIZE (20))

STARTList ::=





SEQUENCE (SIZE (1..maxCNdomains)) OF











STARTSingle

STARTSingle ::=





SEQUENCE {


cn-DomainIdentity




CN-DomainIdentity,


startValue






START




}
StateIndicator ::= CHOICE {

    CELL_FACH   NULL,

    CELL_DCH    NULL,

    CELL_PCH    DRX-Indicator,

    URA_PCH     DRX-Indicator

}
SystemSpecificCapUpdateReq ::=

ENUMERATED {











gsm, spare1, spare2, spare3,











spare4, spare5, spare6, spare7,











spare8, spare9, spare10, spare11,











spare12, spare13, spare14, spare15 }

SystemSpecificCapUpdateReqList ::= SEQUENCE (SIZE (1..maxSystemCapability)) OF 











SystemSpecificCapUpdateReq

T-300 ::=






ENUMERATED {











ms100, ms200, ms400, ms600, ms800,











ms1000, ms1200, ms1400, ms1600,











ms1800, ms2000, ms3000, ms4000,











ms6000, ms8000 }

T-301 ::=






ENUMERATED {











ms100, ms200, ms400, ms600, ms800,











ms1000, ms1200, ms1400, ms1600,











ms1800, ms2000, ms3000, ms4000,











ms6000, ms8000 }

T-302 ::=






ENUMERATED {











ms100, ms200, ms400, ms600, ms800,











ms1000, ms1200, ms1400, ms1600,











ms1800, ms2000, ms3000, ms4000,











ms6000, ms8000 }

T-303 ::=






ENUMERATED {











ms100, ms200, ms400, ms600, ms800,











ms1000, ms1200, ms1400, ms1600,











ms1800, ms2000, ms3000, ms4000,











ms6000, ms8000 }

T-304 ::=






ENUMERATED {











ms100, ms200, ms400, 











ms1000, ms2000,











spare1, spare2, spare3 }

T-305 ::=






ENUMERATED {











noUpdate, m5, m10, m30,











m60, m120, m360, m720 }

T-306 ::=






ENUMERATED {











noUpdate, m5, m10, m30,











m60, m120, m360, m720 }

T-307 ::=






ENUMERATED {











s5, s10, s15, s20,











s30, s40, s50, spare1 }

T-308 ::=






ENUMERATED {











ms40, ms80, ms160, ms320 }

T-309 ::=






INTEGER (1..8)

T-310 ::=






ENUMERATED {











ms40, ms80, ms120, ms160,











ms200, ms240, ms280, ms320 }

T-311 ::=






ENUMERATED {











ms250, ms500, ms750, ms1000,











ms1250, ms1500, ms1750, ms2000 }

T-312 ::=






INTEGER (0..15)

T-313 ::=






INTEGER (0..15)

T-314 ::=






ENUMERATED {











s0, s2, s4, s6, s8,











s12, s16, s20 }

T-314Value ::=





SEQUENCE {


t-314







T-314







OPTIONAL

}

T-315 ::=






ENUMERATED {











s0, s10, s30, s60, s180,











s600, s1200, s1800 }

T-315Value ::=





SEQUENCE {


t-315







T-315







OPTIONAL

}

T-CPCH ::=






ENUMERATED {











ct0, ct1 }

TMSI-and-LAI-GSM-MAP ::=


SEQUENCE {


tmsi







TMSI-GSM-MAP,


lai








LAI

}

TMSI-DS-41 ::=





OCTET STRING (SIZE (2..12))

TotalRLC-AM-BufferSize ::=


ENUMERATED {











kb2, kb10, kb50, kb100,











kb150, kb500, kb1000,











spare1 }

-- Actual value = IE value * 0.125

TransmissionProbability ::=


INTEGER (1..8)

TransportChannelCapability ::=

SEQUENCE {


dl-TransChCapability



DL-TransChCapability,


ul-TransChCapability



UL-TransChCapability


}

TurboSupport ::=




CHOICE {


notSupported





NULL,


supported






MaxNoBits

}

TxRxFrequencySeparation ::=


ENUMERATED {











mhz190, mhz174-8-205-2,











mhz134-8-245-2, spare1 }

U-RNTI ::=






SEQUENCE {


srnc-Identity





SRNC-Identity,


s-RNTI







S-RNTI

}

U-RNTI-Short ::=




SEQUENCE {


srnc-Identity





SRNC-Identity,


s-RNTI-2






S-RNTI-2

}

UE-ConnTimersAndConstants ::=

SEQUENCE {

-- Optional is used also for parameters for which the default value is the last one read in SIB1


t-301







T-301







DEFAULT ms2000,


n-301







N-301







DEFAULT 2,


t-302







T-302







DEFAULT ms4000,


n-302







N-302







DEFAULT 3,


t-303







T-303







DEFAULT ms2000,


n-303







N-303







DEFAULT 3,


t-304







T-304







OPTIONAL,


n-304







N-304







OPTIONAL,


t-305







T-305







DEFAULT m30,


t-306







T-306







DEFAULT m30,


t-307







T-307







DEFAULT s30,


t-308







T-308







OPTIONAL,


t-309







T-309







OPTIONAL,


t-310







T-310







DEFAULT ms160,


n-310







N-310







DEFAULT 4,


t-311







T-311







DEFAULT ms2000,


t-312







T-312







DEFAULT 1,


n-312







N-312







DEFAULT s1,


t-313







T-313







OPTIONAL,


n-313







N-313







OPTIONAL,


t-314







T-314







OPTIONAL,


t-315







T-315







OPTIONAL,


n-315







N-315







OPTIONAL

}

UE-DCHTimersAndConstants ::=

SEQUENCE {


t-304







T-304







DEFAULT ms2000,


n-304







N-304







DEFAULT 2,


t-308







T-308







DEFAULT ms160,


t-309







T-309







DEFAULT 5,


t-310







T-310







OPTIONAL,


n-310







N-310







OPTIONAL,


t-311







T-311







OPTIONAL,


t-313







T-313







DEFAULT 3,


n-313







N-313







DEFAULT s20,


t-314







T-314







DEFAULT s12,


t-315







T-315







DEFAULT s180,


n-315







N-315







DEFAULT s1

}

UE-IdleTimersAndConstants ::=

SEQUENCE {


t-300







T-300,


n-300







N-300,


t-312







T-312,


n-312







N-312


}

UE-MultiModeRAT-Capability ::=

SEQUENCE {


multiRAT-CapabilityList



MultiRAT-Capability,


multiModeCapability




MultiModeCapability

}

UE-PowerClass ::=




INTEGER (1..4)

UE-RadioAccessCapability ::=

SEQUENCE {


ics-Version






ICS-Version,


pdcp-Capability





PDCP-Capability,


rlc-Capability





RLC-Capability,


transportChannelCapability


TransportChannelCapability,


rf-Capability





RF-Capability,


physicalChannelCapability


PhysicalChannelCapability,


ue-MultiModeRAT-Capability


UE-MultiModeRAT-Capability,


securityCapability




SecurityCapability,


lcs-Capability





LCS-Capability,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




measurementCapability



MeasurementCapability



},



tdd








NULL


}

}

UL-PhysChCapabilityFDD ::=


SEQUENCE {


maxNoDPDCH-BitsTransmitted


MaxNoDPDCH-BitsTransmitted,


supportOfPCPCH





BOOLEAN


}

UL-PhysChCapabilityTDD ::=


SEQUENCE {


maxSimultaneousCCTrCH-Count


MaxSimultaneousCCTrCH-Count,


maxTS-PerFrame





MaxTS-PerFrame,


maxPhysChPerTimeslot



MaxPhysChPerTimeslot,


minimumSF






MinimumSF-UL,


supportOfPUSCH





BOOLEAN


}

UL-TransChCapability ::=


SEQUENCE {


maxNoBitsTransmitted



MaxNoBits,


maxConvCodeBitsTransmitted


MaxNoBits,


turboDecodingSupport



TurboSupport,


maxSimultaneousTransChs



MaxSimultaneousTransChsUL,


maxTransmittedBlocks



MaxTransportBlocksUL,


maxNumberOfTFC-InTFCS



MaxNumberOfTFC-InTFCS-UL,


maxNumberOfTF





MaxNumberOfTF

}

URA-UpdateCause ::=




ENUMERATED { 











changeOfURA, 











periodicURAUpdate, 











re-enteredServiceArea,











spare1, spare2, spare3,











spare4, spare5 }

UTRAN-DRX-CycleLengthCoefficient ::= INTEGER (3..12)

WaitTime ::=





INTEGER (0..15)

END

/* Next Modified Section */

11.3.6
Physical channel information elements

PhysicalChannel-IEs DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


hiPDSCHidentities,


hiPUSCHidentities,


maxASC,


maxASCmap,


maxASCpersist,


maxCCTrCH,


maxCPCHsets,


maxDPCH-DLchan,


maxDPCHcodesPerTS,


maxDPDCH-UL,


maxFACH,


maxPCPCH-APsig,


maxPCPCH-APsubCh,


maxPCPCH-CDsig,


maxPCPCH-CDsubCh,


maxPCPCH-SF,


maxPCPCHs,


maxPDSCH,


maxPDSCH-TFCIgroups,


maxPRACH,


maxPUSCH,


maxRL,


maxRL-1,


maxSCCPCH,


maxSig,


maxSubCh,


maxTF-CPCH,


maxTFCI-2-Combs,


maxTGPS,


maxTrCH,


maxTS,


maxTS-1

FROM Constant-definitions


ActivationTime

FROM UserEquipment-IEs


AllowedTFI-List,


CPCH-SetID,



TFCS,


TFCS-Identity,


TFCS-IdentityPlain,


TransportChannelIdentity,


TransportFormatSet

FROM TransportChannel-IEs


SIB-ReferenceListFACH

FROM Other-IEs;

AC-To-ASC-Mapping ::=



INTEGER (0..7)

AC-To-ASC-MappingTable ::=


SEQUENCE (SIZE (maxASCmap)) OF











AC-To-ASC-Mapping

AccessServiceClass ::=



SEQUENCE {


availableSignatureStartIndex

INTEGER (0..15),


availableSignatureEndIndex


INTEGER (0..15),


availableSubChannelStartIndex

INTEGER (0..11),


availableSubChannelEndIndex


INTEGER (0..11)

}

AccessServiceClassIndex ::=


INTEGER (1..8)

AICH-Info ::=





SEQUENCE {


secondaryScramblingCode



SecondaryScramblingCode



OPTIONAL,


channelisationCode256



ChannelisationCode256,


sttd-Indicator





BOOLEAN,


aich-TransmissionTiming



AICH-TransmissionTiming

}

AICH-PowerOffset ::=



INTEGER (-22..5)

AICH-TransmissionTiming ::=


ENUMERATED {











e0, e1 }

AllocationPeriodInfo ::=


SEQUENCE {


allocationActivationTime


INTEGER (1..256),


allocationDuration




INTEGER (1..256)

}

AP-AICH-ChannelisationCode ::=

INTEGER (0..255)

AP-PreambleScramblingCode ::=

INTEGER (0..79)

AP-Signature ::=




INTEGER (0..15)

AP-Signature-VCAM ::=



SEQUENCE {


ap-Signature





AP-Signature,


availableAP-SubchannelList


AvailableAP-SubchannelList OPTIONAL

}

AP-Subchannel ::=




INTEGER (0..11)

ASC ::=







SEQUENCE {


accessServiceClass




AccessServiceClassIndex,


repetitionPeriodAndOffset


ASC-RepetitionPeriodAndOffset

OPTIONAL


-- TABULAR: The offset is nested in the repetition period

}

ASC-RepetitionPeriodAndOffset ::=
CHOICE {


rp1








NULL,


rp2








INTEGER (0..1),


rp4








INTEGER (0..3),


rp8








INTEGER (0..7)

}

ASCSetting ::=





SEQUENCE {


-- TABULAR: This is MD in tabular description


-- Default value is previous ASC


-- If this is the first ASC, the default value is all available signature and sub-channels


accessServiceClass





AccessServiceClass

OPTIONAL

}

AvailableAP-Signature-VCAMList ::=
SEQUENCE (SIZE (1..maxPCPCH-APsig)) OF











AP-Signature-VCAM

AvailableAP-SignatureList ::=

SEQUENCE (SIZE (1..maxPCPCH-APsig)) OF











AP-Signature

AvailableAP-SubchannelList ::=

SEQUENCE (SIZE (1..maxPCPCH-APsubCh)) OF











AP-Subchannel

AvailableMinimumSF-ListVCAM ::=

SEQUENCE (SIZE (1..maxPCPCH-SF)) OF











AvailableMinimumSF-VCAM

AvailableMinimumSF-VCAM ::=


SEQUENCE {


minimumSpreadingFactor



MinimumSpreadingFactor,


nf-Max







NF-Max,


maxAvailablePCPCH-Number


MaxAvailablePCPCH-Number,


availableAP-Signature-VCAMList

AvailableAP-Signature-VCAMList

}

AvailableSignatures ::=


BIT STRING(SIZE(16))
AvailableSubChannelNumbers ::=

BIT STRING(SIZE(12))
BurstType ::=





ENUMERATED {











short1, long2 }

BurstType1 ::=





ENUMERATED { ms4, ms8, ms16 }

BurstType2 ::=





ENUMERATED { ms3, ms6 }

CCTrCH-PowerControlInfo ::=


SEQUENCE {


tfcs-Identity





TFCS-Identity





OPTIONAL,


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfo

}

CD-AccessSlotSubchannel ::=


INTEGER (0..11)

CD-AccessSlotSubchannelList ::=

SEQUENCE (SIZE (1..maxPCPCH-CDsubCh)) OF











CD-AccessSlotSubchannel

CD-CA-ICH-ChannelisationCode ::=
INTEGER (0..255)

CD-PreambleScramblingCode ::=

INTEGER (0..79)

CD-SignatureCode ::=



INTEGER (0..15)

CD-SignatureCodeList ::=


SEQUENCE (SIZE (1..maxPCPCH-CDsig)) OF











CD-SignatureCode

CellParametersID ::=



INTEGER (0..127)

Cfntargetsfnframeoffset ::=



INTEGER(0..255)
ChannelAssignmentActive ::=


CHOICE {


notActive






NULL,


isActive






AvailableMinimumSF-ListVCAM

}

ChannelisationCode256 ::=


INTEGER (0..255)

ChannelReqParamsForUCSM ::=


SEQUENCE {


availableAP-SignatureList


AvailableAP-SignatureList,


availableAP-SubchannelList


AvailableAP-SubchannelList


OPTIONAL

}

ClosedLoopTimingAdjMode ::=


ENUMERATED {











slot1, slot2 }

CodeNumberDSCH ::=




INTEGER (0..255)

CodeRange ::=





SEQUENCE {


pdsch-CodeMapList




PDSCH-CodeMapList,


codeNumberStart





CodeNumberDSCH,


codeNumberStop





CodeNumberDSCH

}

CodeWordSet ::=





ENUMERATED {











longCWS,











mediumCWS,











shortCWS,











ssdtOff }

CommonTimeslotInfo ::=



SEQUENCE {


-- TABULAR: The IE below is MD, but since it can be encoded in a single


-- bit it is not defined as OPTIONAL.


secondInterleavingMode



SecondInterleavingMode,


tfci-Coding






TFCI-Coding






OPTIONAL,


puncturingLimit





PuncturingLimit,


repetitionPeriodAndLength


RepetitionPeriodAndLength


OPTIONAL

}

CommonTimeslotInfoSCCPCH ::=

SEQUENCE {


-- TABULAR: The IE below is MD, but since it can be encoded in a single


-- bit it is not defined as OPTIONAL.


secondInterleavingMode



SecondInterleavingMode,


tfci-Coding






TFCI-Coding






OPTIONAL,


puncturingLimit





PuncturingLimit,


repetitionPeriodLengthAndOffset

RepetitionPeriodLengthAndOffset

OPTIONAL

}

-- Values from -35 to 10 are used in Release 99

ConstantValue ::=




INTEGER (-41..10)

CPCH-PersistenceLevels ::=


SEQUENCE {


cpch-SetID






CPCH-SetID,


dynamicPersistenceLevelTF-List

DynamicPersistenceLevelTF-List


}

CPCH-PersistenceLevelsList ::=

SEQUENCE (SIZE (1..maxCPCHsets)) OF











CPCH-PersistenceLevels

CPCH-SetInfo ::=




SEQUENCE {


cpch-SetID






CPCH-SetID,


transportFormatSet




TransportFormatSet,


tfcs







TFCS,


ap-PreambleScramblingCode


AP-PreambleScramblingCode,


ap-AICH-ScramblingCode



SecondaryScramblingCode



OPTIONAL,


ap-AICH-ChannelisationCode


AP-AICH-ChannelisationCode,


cd-PreambleScramblingCode


CD-PreambleScramblingCode,


cd-CA-ICH-ScramblingCode


SecondaryScramblingCode



OPTIONAL,


cd-CA-ICH-ChannelisationCode

CD-CA-ICH-ChannelisationCode,


cd-AccessSlotSubchannelList


CD-AccessSlotSubchannelList


OPTIONAL,


cd-SignatureCodeList



CD-SignatureCodeList



OPTIONAL,


deltaPp-m






DeltaPp-m,


ul-DPCCH-SlotFormat




UL-DPCCH-SlotFormat,


n-StartMessage





N-StartMessage,


n-EOT







N-EOT,


channelAssignmentActive



ChannelAssignmentActive,


-- TABULAR: VCAM info has been nested inside ChannelAssignmentActive,


-- which in turn is mandatory since it's only a binary choice.


cpch-StatusIndicationMode


CPCH-StatusIndicationMode,


pcpch-ChannelInfoList



PCPCH-ChannelInfoList

}

CPCH-SetInfoList ::=



SEQUENCE (SIZE (1..maxCPCHsets)) OF











CPCH-SetInfo

CPCH-StatusIndicationMode ::=

ENUMERATED {











pcpch-Availability,











pcpch-AvailabilityAndMinAvailableSF }

CSICH-PowerOffset ::=



INTEGER (-10..5)

-- Actual value = IE value * 512, only values from 0 to 599 used in Release 99. 

DefaultDPCH-OffsetValueFDD ::=

INTEGER (0..1023)

DefaultDPCH-OffsetValueTDD ::=

INTEGER (0..7)

DeltaPp-m ::=





INTEGER (-10..10)
-- Actual value = IE value * 0.1

DeltaSIR ::=





INTEGER (0..30)

DL-CCTrCh ::=





SEQUENCE {


tfcs-Identity





TFCS-IdentityPlain




OPTIONAL,


timeInfo






TimeInfo,


dl-CCTrCH-TimeslotsCodes


DownlinkTimeslotsCodes



OPTIONAL,


ul-CCTrChTPCList




UL-CCTrChTPCList




OPTIONAL


}

DL-CCTrChList ::=




SEQUENCE (SIZE (1..maxCCTrCH)) OF











DL-CCTrCh

DL-ChannelisationCode ::=


SEQUENCE {


secondaryScramblingCode



SecondaryScramblingCode



OPTIONAL,


sf-AndCodeNumber




SF512-AndCodeNumber,


scramblingCodeChange



ScramblingCodeChange



OPTIONAL

}

DL-ChannelisationCodeList ::=

SEQUENCE (SIZE (1..maxDPCH-DLchan)) OF











DL-ChannelisationCode

DL-CommonInformation ::=


SEQUENCE {


dl-DPCH-InfoCommon




DL-DPCH-InfoCommon


OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




defaultDPCH-OffsetValue



DefaultDPCH-OffsetValueFDD
OPTIONAL,




dpch-CompressedModeInfo



DPCH-CompressedModeInfo

OPTIONAL,




tx-DiversityMode




TX-DiversityMode


OPTIONAL,




ssdt-Information




SSDT-Information


OPTIONAL



},



tdd








SEQUENCE {




defaultDPCH-OffsetValue



DefaultDPCH-OffsetValueTDD
OPTIONAL



}


}

}

DL-CommonInformationPost ::=

SEQUENCE {


dl-DPCH-InfoCommon




DL-DPCH-InfoCommonPost



OPTIONAL

}

DL-CommonInformationPredef ::=

SEQUENCE {


dl-DPCH-InfoCommon




DL-DPCH-InfoCommonPredef
OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




defaultDPCH-OffsetValue



DefaultDPCH-OffsetValueFDD
DEFAULT 0



},



tdd








SEQUENCE {




defaultDPCH-OffsetValue



DefaultDPCH-OffsetValueTDD
DEFAULT 0



}


}

}

DL-CompressedModeMethod ::=


ENUMERATED {











puncturing, sf-2,











higherLayerScheduling }

DL-DPCH-InfoCommon ::=



SEQUENCE {


timingIndication




TimingIndication,


cfntargetsfnframeoffset



Cfntargetsfnframeoffset



OPTIONAL,

modeSpecificInfo




CHOICE {



fdd 







SEQUENCE {




dl-DPCH-PowerControlInfo


DL-DPCH-PowerControlInfo


OPTIONAL,




dl-rate-matching-restriction

Dl-rate-matching-restriction

OPTIONAL,




spreadingFactorAndPilot



SF512-AndPilot,


-- TABULAR: The number of pilot bits is nested inside the spreading factor.




positionFixedOrFlexible



PositionFixedOrFlexible,




tfci-Existence





BOOLEAN



},



tdd








SEQUENCE {




commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL



}


}

}

DL-DPCH-InfoCommonPost ::=


SEQUENCE {


timingIndication




TimingIndication,


cfntargetsfnframeoffset



Cfntargetsfnframeoffset




OPTIONAL,


dl-DPCH-PowerControlInfo


DL-DPCH-PowerControlInfo



OPTIONAL

}

DL-DPCH-InfoCommonPredef ::=

SEQUENCE {


timingIndication




TimingIndication,


cfntargetsfnframeoffset



Cfntargetsfnframeoffset



OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




spreadingFactorAndPilot



SF512-AndPilot,


-- TABULAR: The number of pilot bits is nested inside the spreading factor.




positionFixedOrFlexible



PositionFixedOrFlexible,




tfci-Existence





BOOLEAN



},



tdd








SEQUENCE {




commonTimeslotInfo




CommonTimeslotInfo



}


}

}

DL-DPCH-InfoPerRL ::=



CHOICE {


fdd








SEQUENCE {



pCPICH-UsageForChannelEst


PCPICH-UsageForChannelEst,



dcph-FrameOffset




DPCH-FrameOffset



OPTIONAL,



secondaryCPICH-Info




SecondaryCPICH-Info



OPTIONAL,



dl-ChannelisationCodeList


DL-ChannelisationCodeList,



tpc-CombinationIndex



TPC-CombinationIndex,



ssdt-CellIdentity




SSDT-CellIdentity



OPTIONAL,



closedLoopTimingAdjMode



ClosedLoopTimingAdjMode


OPTIONAL


},


tdd








DL-CCTrChList

}

DL-DPCH-InfoPerRL-PostFDD ::=







SEQUENCE {



pCPICH-UsageForChannelEst



PCPICH-UsageForChannelEst

OPTIONAL,



dl-ChannelisationCode




DL-ChannelisationCode,



tpc-CombinationIndex




TPC-CombinationIndex

}

DL-DPCH-InfoPerRL-PostTDD ::=



SEQUENCE {


dl-CCTrCH-TimeslotsCodes




DownlinkTimeslotsCodes

}

DL-DPCH-PowerControlInfo ::=


SEQUENCE {


modeSpecificInfo





CHOICE {



fdd









SEQUENCE {




dpc-Mode







DPC-Mode



},



tdd









SEQUENCE {




tpc-StepSizeTDD






TPC-StepSizeTDD


OPTIONAL



}


}

}

DL-FrameType ::=




ENUMERATED {











dl-FrameTypeA, dl-FrameTypeB }

DL-InformationPerRL ::=



SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info,




pdsch-SHO-DCH-Info




PDSCH-SHO-DCH-Info


OPTIONAL,




pdsch-CodeMapping




PDSCH-CodeMapping


OPTIONAL



},



tdd








PrimaryCCPCH-Info


},


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL




OPTIONAL,


secondaryCCPCH-Info




SecondaryCCPCH-Info




OPTIONAL,
    dl-PhysicalConfigurationFromSIB     BOOLEAN,

tfcs







TFCS







OPTIONAL,


fach-PCH-InformationList


FACH-PCH-InformationList


OPTIONAL,


sib-ReferenceList




SIB-ReferenceListFACH



OPTIONAL

}

DL-InformationPerRL-List ::=

SEQUENCE (SIZE (1..maxRL)) OF











DL-InformationPerRL

DL-InformationPerRL-ListPostFDD ::=
SEQUENCE (SIZE (1..maxRL)) OF











DL-InformationPerRL-PostFDD

DL-InformationPerRL-PostFDD ::=

SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info,


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL-PostFDD

}

DL-InformationPerRL-PostTDD ::=

SEQUENCE {


primaryCCPCH-Info




PrimaryCCPCH-InfoPost,


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL-PostTDD

}

DL-OuterLoopControl ::=



ENUMERATED {











increaseAllowed, increaseNotAllowed }

DL-PDSCH-Information ::=


SEQUENCE {


pdsch-SHO-DCH-Info




PDSCH-SHO-DCH-Info




OPTIONAL,


pdsch-CodeMapping




PDSCH-CodeMapping




OPTIONAL

}

Dl-rate-matching-restriction ::=
SEQUENCE {


restrictedTrCH-InfoList



RestrictedTrCH-InfoList



OPTIONAL

}

DL-TS-ChannelisationCode ::=

ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

DL-TS-ChannelisationCodesShort ::=
SEQUENCE {


codesRepresentation




CHOICE {



consecutive






SEQUENCE {




firstChannelisationCode



DL-TS-ChannelisationCode,




lastChannelisationCode



DL-TS-ChannelisationCode



},



bitmap







BIT STRING (SIZE (16))


}

}

DownlinkAdditionalTimeslots ::=

SEQUENCE {


parameters






CHOICE {



sameAsLast






SEQUENCE {




timeslotNumber





TimeslotNumber



},



newParameters





SEQUENCE {




individualTimeslotInfo



IndividualTimeslotInfo,




dl-TS-ChannelisationCodesShort

DL-TS-ChannelisationCodesShort



}


}

}

DownlinkTimeslotsCodes ::=

SEQUENCE {


firstIndividualTimeslotInfo


IndividualTimeslotInfo,


dl-TS-ChannelisationCodesShort

DL-TS-ChannelisationCodesShort,


moreTimeslots





CHOICE {



noMore







NULL,



additionalTimeslots




CHOICE {




consecutive






INTEGER (1..maxTS-1),




timeslotList





SEQUENCE (SIZE (1..maxTS-1)) OF














DownlinkAdditionalTimeslots



}


}

}

DPC-Mode ::=





ENUMERATED {











singleTPC,











tpcTripletInSoft }


-- The actual value of DPCCH power offset is the value of this IE * 2.

DPCCH-PowerOffset ::=



INTEGER (-82..-3)

DPCH-CompressedModeInfo ::=


SEQUENCE {


tgp-SequenceList




TGP-SequenceList

}

DPCH-CompressedModeStatusInfo ::=
SEQUENCE (SIZE (1..maxTGPS)) OF











TGP-SequenceShort

-- TABULAR: Actual value = IE value * 256

DPCH-FrameOffset::=




INTEGER (0..149)

DSCH-Mapping ::=




SEQUENCE {


maxTFCI-Field2Value




MaxTFCI-Field2Value,


spreadingFactor





SF-PDSCH,


codeNumber






CodeNumberDSCH,


multiCodeInfo





MultiCodeInfo

}

DSCH-MappingList ::=



SEQUENCE (SIZE (1..maxPDSCH-TFCIgroups)) OF











DSCH-Mapping

DSCH-RadioLinkIdentifier ::=

INTEGER (0..511)

DurationTimeInfo ::=



INTEGER (1..4096)

-- TABULAR : value [Duration = infinite] is the value by default, 

-- and is encoded by absence of the full sequence. If the sequence is present, 

-- thefield is absent, the default is respectivelyinfinite. Presence of the 

-- field absent should not be used, but shall be understood as if the

-- sequence was absent.

DynamicPersistenceLevel ::=


INTEGER (1..8)

DynamicPersistenceLevelList ::=

SEQUENCE (SIZE (1..maxPRACH)) OF











DynamicPersistenceLevel

DynamicPersistenceLevelTF-List ::= SEQUENCE (SIZE (1..maxTF-CPCH)) OF











DynamicPersistenceLevel

FACH-PCH-Information ::=


SEQUENCE {


transportFormatSet




TransportFormatSet,


transportChannelIdentity


TransportChannelIdentity,


ctch-Indicator





BOOLEAN

}

FACH-PCH-InformationList ::=

SEQUENCE (SIZE (1..maxFACH)) OF











FACH-PCH-Information

FrequencyInfo ::=




SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








FrequencyInfoFDD,



tdd








FrequencyInfoTDD
}

}

FrequencyInfoFDD ::=



SEQUENCE {


uarfcn-UL






UARFCN,


uarfcn-DL






UARFCN







OPTIONAL

}

FrequencyInfoTDD ::=



SEQUENCE {


uarfcn-Nt






UARFCN

}

IndividualTimeslotInfo ::=


SEQUENCE {


timeslotNumber





TimeslotNumber,


tfci-Existence





BOOLEAN






,


midambleShiftAndBurstType


MidambleShiftAndBurstType}

IndividualTS-Interference ::=

SEQUENCE {


timeslot






TimeslotNumber,


ul-TimeslotInterference



UL-Interference

}

IndividualTS-InterferenceList ::=
SEQUENCE (SIZE (1..maxTS)) OF











IndividualTS-Interference

ITP ::=







ENUMERATED {











mode0, mode1 }

-- Value range of -50..33 is used for Release 99

MaxAllowedUL-TX-Power ::=


INTEGER (-50..77)

MaxAvailablePCPCH-Number ::=

INTEGER (1..64)

MaxTFCI-Field2Value ::=



INTEGER (1..1023)

MidambleConfiguration ::=


SEQUENCE {


burstType1






BurstType1






DEFAULT ms8,


-- TABULAR: The default value for BurstType2 has not been specified due to


-- compactness reasons.


burstType2






BurstType2

}

MidambleShiftAndBurstType ::=

SEQUENCE {


burstType






CHOICE {




type1







SEQUENCE {




midambleAllocationMode



CHOICE {





defaultMidamble





NULL,





commonMidamble





NULL,





ueSpecificMidamble




SEQUENCE {






midambleShift





MidambleShiftLong





}




}



},



type2







SEQUENCE {




midambleAllocationMode



CHOICE {





defaultMidamble





NULL,





commonMidamble





NULL,





ueSpecificMidamble




SEQUENCE {






midambleShift





MidambleShiftShort





}




}



},



type3







SEQUENCE {




midambleAllocationMode



CHOICE {





defaultMidamble





NULL,





ueSpecificMidamble




SEQUENCE {






midambleShift





MidambleShiftAccess





}




}



}


}

}
MidambleShiftLong ::=



INTEGER (0..15)

MidambleShiftShort ::=



INTEGER (0..5)

MidambleShiftAccess ::=



INTEGER (0..7)

MinimumSpreadingFactor ::=


ENUMERATED {











sf4, sf8, sf16, sf32,











sf64, sf128, sf256 }

MultiCodeInfo ::=




INTEGER (1..16)

N-EOT ::=






INTEGER (0..7)

N-GAP ::=






ENUMERATED {











f2, f4, f8 }

N-PCH ::=






INTEGER (1..8)

N-StartMessage ::=




INTEGER (1..8)

NB01 ::=






INTEGER (0..50)

NF-Max ::=






INTEGER (1..64)

NumberOfDPDCH ::=




INTEGER (1..maxDPDCH-UL)

NumberOfFBI-Bits ::=



INTEGER (1..2)

PagingIndicatorLength ::=


ENUMERATED {











pi4, pi8, pi16 }

PC-Preamble ::=





ENUMERATED {











pcp0, pcp15 }

PCP-Length ::=





ENUMERATED {











as0, as8 }

PCPCH-ChannelInfo ::=



SEQUENCE {


pcpch-UL-ScramblingCode



INTEGER (0..79),


pcpch-DL-ChannelisationCode


INTEGER (0..511),


pcpch-DL-ScramblingCode



SecondaryScramblingCode



OPTIONAL,


pcp-Length






PCP-Length,


ucsm-Info






UCSM-Info






OPTIONAL

}

PCPCH-ChannelInfoList ::=


SEQUENCE (SIZE (1..maxPCPCHs)) OF











PCPCH-ChannelInfo

PCPICH-UsageForChannelEst ::=

ENUMERATED {











mayBeUsed,











shallNotBeUsed }

PDSCH-CapacityAllocationInfo ::=
SEQUENCE {


pdsch-PowerControlInfo



PDSCH-PowerControlInfo



OPTIONAL,


pdsch-AllocationPeriodInfo


AllocationPeriodInfo,


tfcs-Identity





TFCS-IdentityPlain




OPTIONAL,


configuration





CHOICE {



old-Configuration




SEQUENCE {




pdsch-Identity





PDSCH-Identity



},



new-Configuration




SEQUENCE {




pdsch-Info






PDSCH-Info,




pdsch-Identity





PDSCH-Identity



OPTIONAL



}


}

}

PDSCH-CodeInfo ::=




SEQUENCE {


spreadingFactor





SF-PDSCH,


codeNumber






CodeNumberDSCH,


multiCodeInfo





MultiCodeInfo

}

PDSCH-CodeInfoList ::=



SEQUENCE (SIZE (1..maxTFCI-2-Combs)) OF











PDSCH-CodeInfo

PDSCH-CodeMap ::=




SEQUENCE {


spreadingFactor





SF-PDSCH,


multiCodeInfo





MultiCodeInfo

}

PDSCH-CodeMapList ::=



SEQUENCE (SIZE (1..maxPDSCH-TFCIgroups)) OF











PDSCH-CodeMap

PDSCH-CodeMapping ::=



SEQUENCE {


dl-ScramblingCode




SecondaryScramblingCode



OPTIONAL,


signallingMethod




CHOICE {



codeRange






CodeRange,



tfci-Range






DSCH-MappingList,



explicit






PDSCH-CodeInfoList,



replace







ReplacedPDSCH-CodeInfoList


}

}


PDSCH-Identity ::=




INTEGER (1..hiPDSCHidentities)

PDSCH-Info ::=





SEQUENCE {


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


pdsch-TimeslotsCodes



DownlinkTimeslotsCodes



OPTIONAL

}

PDSCH-PowerControlInfo ::=


SEQUENCE {


tpc-StepSizeTDD





TPC-StepSizeTDD





OPTIONAL,


ul-CCTrChTPCList




UL-CCTrChTPCList




OPTIONAL

}

PDSCH-SHO-DCH-Info ::=



SEQUENCE {


dsch-RadioLinkIdentifier


DSCH-RadioLinkIdentifier,


tfci-CombiningSet




TFCI-CombiningSet




OPTIONAL,


rl-IdentifierList




RL-IdentifierList




OPTIONAL

}

PDSCH-SysInfo ::=




SEQUENCE {


pdsch-Identity





PDSCH-Identity,


pdsch-Info






PDSCH-Info,


dsch-TFS






TransportFormatSet




OPTIONAL,


dsch-TFCS






TFCS







OPTIONAL

}

PDSCH-SysInfoList ::=



SEQUENCE (SIZE (1..maxPDSCH)) OF











PDSCH-SysInfo

PDSCH-SysInfoList-SFN ::=


SEQUENCE (SIZE (1..maxPDSCH)) OF











SEQUENCE {


pdsch-SysInfo






PDSCH-SysInfo,


sfn-TimeInfo






SFN-TimeInfo




OPTIONAL

}

PersistenceScalingFactor ::=

ENUMERATED {











psf0-9, psf0-8, psf0-7, psf0-6,











psf0-5, psf0-4, psf0-3, psf0-2 }

PersistenceScalingFactorList ::=
SEQUENCE (SIZE (1..maxASCpersist)) OF











PersistenceScalingFactor

PI-CountPerFrame ::=



ENUMERATED {











e18, e36, e72, e144 }

PICH-Info ::=





CHOICE {


fdd








SEQUENCE {



secondaryScramblingCode



SecondaryScramblingCode


OPTIONAL,



channelisationCode256



ChannelisationCode256,



pi-CountPerFrame




PI-CountPerFrame,



sttd-Indicator





BOOLEAN


},


tdd








SEQUENCE {



channelisationCode




TDD-PICH-CCode




OPTIONAL,



timeslot






TimeslotNumber




OPTIONAL,



burstType






CHOICE {




type-1







MidambleShiftLong,




type-2







MidambleShiftShort



}
















OPTIONAL,



repetitionPeriodLengthOffset

RepPerLengthOffset-PICH


OPTIONAL,



pagingIndicatorLength



PagingIndicatorLength


DEFAULT pi4,



n-GAP







N-GAP






DEFAULT f4,



n-PCH







N-PCH






DEFAULT 2


}


}

PICH-PowerOffset ::=



INTEGER (-10..5)

PilotBits128 ::=




ENUMERATED {











pb4, pb8 }

PilotBits256 ::=




ENUMERATED {











pb2, pb4, pb8 }

PositionFixedOrFlexible ::=


ENUMERATED {











fixed,











flexible }

PowerControlAlgorithm ::=


CHOICE {


algorithm1






TPC-StepSizeFDD,


algorithm2






NULL

}

PowerRampStep ::=




INTEGER (1..8)

PRACH-Midamble ::=




ENUMERATED {











direct,











direct-Inverted }

PRACH-Partitioning ::=



CHOICE {


fdd








SEQUENCE (SIZE (1..maxASC)) OF












ASCSetting,


tdd








SEQUENCE (SIZE (1..maxASC)) OF












ASC

}


PRACH-PowerOffset ::=



SEQUENCE {


powerRampStep





PowerRampStep,


preambleRetransMax




PreambleRetransMax

}

PRACH-RACH-Info ::=




SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




availableSignatures




AvailableSignatures,




availableSF






SF-PRACH,




preambleScramblingCodeWordNumber
PreambleScramblingCodeWordNumber,




puncturingLimit





PuncturingLimit,




availableSubChannelNumbers


AvailableSubChannelNumbers



},



tdd








SEQUENCE {




timeslot






TimeslotNumber,




channelisationCode




TDD-PRACH-CCodeList,




prach-Midamble





PRACH-Midamble



OPTIONAL



}


}

}

PRACH-SystemInformation ::=


SEQUENCE {


prach-RACH-Info





PRACH-RACH-Info,


transportChannelIdentity


TransportChannelIdentity,


rach-TransportFormatSet



TransportFormatSet




OPTIONAL,


rach-TFCS






TFCS







OPTIONAL,


prach-Partitioning




PRACH-Partitioning




OPTIONAL,


persistenceScalingFactorList

PersistenceScalingFactorList

OPTIONAL,


ac-To-ASC-MappingTable



AC-To-ASC-MappingTable



OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-TX-Power



PrimaryCPICH-TX-Power

OPTIONAL,




constantValue





ConstantValue



OPTIONAL,




prach-PowerOffset




PRACH-PowerOffset


OPTIONAL,




rach-TransmissionParameters


RACH-TransmissionParameters
OPTIONAL,




aich-Info






AICH-Info




OPTIONAL



},



tdd








NULL


}


}

PRACH-SystemInformationList ::=

SEQUENCE (SIZE (1..maxPRACH)) OF











PRACH-SystemInformation

PreambleRetransMax ::=



INTEGER (1..64)

PreambleScramblingCodeWordNumber ::=
INTEGER (0..15)

PreDefPhyChConfiguration ::=

SEQUENCE {


ul-DPCH-InfoPredef




UL-DPCH-InfoPredef,


dl-CommonInformationPredef


DL-CommonInformationPredef
OPTIONAL

}

PrimaryCCPCH-Info ::=



CHOICE {


fdd








SEQUENCE {








tx-DiversityIndicator



BOOLEAN


},


tdd








SEQUENCE {



syncCase 






CHOICE {




syncCase1






SEQUENCE {





timeslot






TimeslotNumber









},




syncCase2






SEQUENCE {





timeslotSync2





TimeslotSync2




}



}
















OPTIONAL,



cellParametersID




CellParametersID



OPTIONAL,



blockSTTD-Indicator




BOOLEAN


}

}

PrimaryCCPCH-InfoPost ::=


SEQUENCE {


syncCase 






CHOICE {



syncCase1






SEQUENCE {




timeslot






TimeslotNumber








},



syncCase2






SEQUENCE {




timeslotSync2





TimeslotSync2



}


},


cellParametersID




CellParametersID,


blockSTTD-Indicator




BOOLEAN

}

PrimaryCCPCH-TX-Power ::=


INTEGER (6..43)

PrimaryCPICH-Info ::=



SEQUENCE {


primaryScramblingCode



PrimaryScramblingCode

}

-- Value range -10 .. 50 used for Release 99 

PrimaryCPICH-TX-Power ::=


INTEGER (-10..53)

PrimaryScramblingCode ::=


INTEGER (0..511)

PuncturingLimit ::=




ENUMERATED {











pl0-40, pl0-44, pl0-48, pl0-52, pl0-56,











pl0-60, pl0-64, pl0-68, pl0-72, pl0-76,











pl0-80, pl0-84, pl0-88, pl0-92, pl0-96, pl1 }

PUSCH-CapacityAllocationInfo ::=
SEQUENCE {


pusch-Allocation




CHOICE {



pusch-AllocationPending



NULL,



pusch-AllocationAssignment


SEQUENCE {




pdsch-AllocationPeriodInfo


AllocationPeriodInfo,




pusch-PowerControlInfo



UL-TargetSIR



OPTIONAL,




tfcs-Identity





TFCS-IdentityPlain


OPTIONAL,




configuration





CHOICE {





old-Configuration




SEQUENCE {






pusch-Identity





PUSCH-Identity





},





new-Configuration




SEQUENCE {






pusch-Info






PUSCH-Info,






pusch-Identity





PUSCH-Identity

OPTIONAL





}




}



}


}

}

PUSCH-Identity ::=




INTEGER (1..hiPUSCHidentities)

PUSCH-Info ::=





SEQUENCE {


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


pusch-TimeslotsCodes



UplinkTimeslotsCodes



OPTIONAL

}

PUSCH-SysInfo ::=




SEQUENCE {


pusch-Identity





PUSCH-Identity,


pusch-Info






PUSCH-Info,


usch-TFS






TransportFormatSet




OPTIONAL,


usch-TFCS






TFCS







OPTIONAL

}

PUSCH-SysInfoList ::=



SEQUENCE (SIZE (1..maxPUSCH)) OF











PUSCH-SysInfo

PUSCH-SysInfoList-SFN ::=


SEQUENCE (SIZE (1..maxPDSCH)) OF











SEQUENCE {


pusch-SysInfo






PUSCH-SysInfo,


sfn-TimeInfo






SFN-TimeInfo




OPTIONAL

}

RACH-TransmissionParameters ::=

SEQUENCE {


mmax







INTEGER (1..32),


nb01Min







NB01,


nb01Max







NB01

}

ReducedScramblingCodeNumber ::=

INTEGER (0..8191)

RepetitionPeriodAndLength ::=

CHOICE {


repetitionPeriod1




NULL,


repetitionPeriod2




INTEGER (1..1),


-- repetitionPeriod2 could just as well be NULL also.


repetitionPeriod4




INTEGER (1..3),


repetitionPeriod8




INTEGER (1..7),


repetitionPeriod16




INTEGER (1..15),


repetitionPeriod32




INTEGER (1..31),


repetitionPeriod64




INTEGER (1..63)

}

RepetitionPeriodLengthAndOffset ::= CHOICE {


repetitionPeriod1




NULL,


repetitionPeriod2




SEQUENCE {



length







NULL,



offset







INTEGER (0..1)


},


repetitionPeriod4




SEQUENCE {



length







INTEGER (1..3),



offset







INTEGER (0..3)


},


repetitionPeriod8




SEQUENCE {



length







INTEGER (1..7),



offset







INTEGER (0..7)


},


repetitionPeriod16




SEQUENCE {



length







INTEGER (1..15),



offset







INTEGER (0..15)


},


repetitionPeriod32




SEQUENCE {



length







INTEGER (1..31),



offset







INTEGER (0..31)


},


repetitionPeriod64




SEQUENCE {



length







INTEGER (1..63),



offset







INTEGER (0..63)


}

}

ReplacedPDSCH-CodeInfo ::=


SEQUENCE {


tfci-Field2






MaxTFCI-Field2Value,


spreadingFactor





SF-PDSCH,


codeNumber






CodeNumberDSCH,


multiCodeInfo





MultiCodeInfo

}

ReplacedPDSCH-CodeInfoList ::=

SEQUENCE (SIZE (1..maxTFCI-2-Combs)) OF











ReplacedPDSCH-CodeInfo

RepPerLengthOffset-PICH ::=


CHOICE {


rpp4-2







INTEGER (0..3), 


rpp8-2







INTEGER (0..7), 


rpp8-4







INTEGER (0..7),


rpp16-2







INTEGER (0..15), 


rpp16-4







INTEGER (0..15), 


rpp32-2







INTEGER (0..31), 


rpp32-4







INTEGER (0..31), 


rpp64-2







INTEGER (0..63), 


rpp64-4







INTEGER (0..63)

}

RestrictedTrCH ::=




SEQUENCE {


restrictedDL-TrCH-Identity


TransportChannelIdentity,


allowedTFIList





AllowedTFI-List
}

RestrictedTrCH-InfoList ::=


SEQUENCE (SIZE(1..maxTrCH)) OF











RestrictedTrCH
RL-AdditionInformation ::=


SEQUENCE {


primaryCPICH-Info




PrimaryCPICH-Info,


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL,


tfci-CombiningIndicator



BOOLEAN,


sccpch-InfoforFACH




SCCPCH-InfoForFACH




OPTIONAL

}

RL-AdditionInformationList ::=

SEQUENCE (SIZE (1..maxRL-1)) OF











RL-AdditionInformation

RL-IdentifierList ::=



SEQUENCE (SIZE (1..maxRL)) OF











PrimaryCPICH-Info

RL-RemovalInformationList ::=

SEQUENCE (SIZE (1..maxRL-1)) OF











PrimaryCPICH-Info

RPP ::=







ENUMERATED {











mode0, mode1 }

S-Field ::=






ENUMERATED {











e1bit, e2bits }

SCCPCH-ChannelisationCode ::=

ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

SCCPCH-ChannelisationCodeList ::=
SEQUENCE (SIZE (1..16)) OF











SCCPCH-ChannelisationCode

SCCPCH-InfoForFACH ::=



SEQUENCE {


secondaryCCPCH-Info




SecondaryCCPCH-Info,


tfcs







TFCS,


fach-PCH-InformationList


FACH-PCH-InformationList,


sib-ReferenceListFACH



SIB-ReferenceListFACH

}

SCCPCH-SystemInformation ::=

SEQUENCE {


secondaryCCPCH-Info




SecondaryCCPCH-Info,


tfcs







TFCS







OPTIONAL,


fach-PCH-InformationList


FACH-PCH-InformationList


OPTIONAL,


pich-Info






PICH-Info






OPTIONAL

}

SCCPCH-SystemInformationList ::=
SEQUENCE (SIZE (1..maxSCCPCH)) OF











SCCPCH-SystemInformation

ScramblingCodeChange ::=


ENUMERATED {











codeChange, noCodeChange }

ScramblingCodeType ::=



ENUMERATED {











shortSC,











longSC }

SecondaryCCPCH-Info ::=



SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




pCPICH-UsageForChannelEst

PCPICH-UsageForChannelEst,




secondaryCPICH-Info



SecondaryCPICH-Info



OPTIONAL,




secondaryScramblingCode


SecondaryScramblingCode


OPTIONAL,




sttd-Indicator




BOOLEAN,




sf-AndCodeNumber



SF256-AndCodeNumber,




pilotSymbolExistence


BOOLEAN,




tfci-Existence




BOOLEAN,




positionFixedOrFlexible


PositionFixedOrFlexible,




timingOffset




TimingOffset




DEFAULT 0



},



tdd 






SEQUENCE {




-- TABULAR: the offset is included in CommonTimeslotInfoSCCPCH




commonTimeslotInfo



CommonTimeslotInfoSCCPCH,




individualTimeslotInfo


IndividualTimeslotInfo,




channelisationCode



SCCPCH-ChannelisationCodeList



}


}

}

SecondaryCPICH-Info ::=



SEQUENCE {


secondaryDL-ScramblingCode


SecondaryScramblingCode



OPTIONAL,


channelisationCode




ChannelisationCode256

}

-- Value range 1..15 used for Release 99

SecondaryScramblingCode ::=


INTEGER (1..16)

SecondInterleavingMode ::=


ENUMERATED {











frameRelated, timeslotRelated }

-- SF256-AndCodeNumber encodes both "Spreading factor" and "Code Number"

SF256-AndCodeNumber ::=



CHOICE {


sf4








INTEGER (0..3),


sf8








INTEGER (0..7),


sf16







INTEGER (0..15),


sf32







INTEGER (0..31),


sf64







INTEGER (0..63),


sf128







INTEGER (0..127),


sf256







INTEGER (0..255)

}

-- SF512-AndCodeNumber encodes both "Spreading factor" and "Code Number"

SF512-AndCodeNumber ::=



CHOICE {


sf4








INTEGER (0..3),


sf8








INTEGER (0..7),


sf16







INTEGER (0..15),


sf32







INTEGER (0..31),


sf64







INTEGER (0..63),


sf128







INTEGER (0..127),


sf256







INTEGER (0..255),


sf512







INTEGER (0..511)

}

-- SF512-AndPilot encodes both "Spreading factor" and "Number of bits for Pilot bits"

SF512-AndPilot ::=




CHOICE {


sfd4







NULL, 


sfd8







NULL, 


sfd16







NULL, 


sfd32







NULL,


sfd64







NULL, 


sfd128







PilotBits128, 


sfd256







PilotBits256, 


sfd512







NULL

}

SF-PDSCH ::=





ENUMERATED {











sfp4, sfp8, sfp16, sfp32,











sfp64, sfp128, sfp256, spare }

SF-PRACH ::=





ENUMERATED {











sfpr32, sfpr64, sfpr128, sfpr256 }

SFN-TimeInfo ::=




SEQUENCE {


activationTimeSFN




INTEGER (0..4095),


physChDuration




DurationTimeInfo

}

Signature ::=





INTEGER (0..15)

SpreadingFactor::=




ENUMERATED {











sf4, sf8, sf16, sf32,











sf64, sf128, sf256 }

SSDT-CellIdentity ::=



ENUMERATED {











ssdt-id-a, ssdt-id-b, ssdt-id-c,











ssdt-id-d, ssdt-id-e, ssdt-id-f,











ssdt-id-g, ssdt-id-h }

SSDT-Information ::=



SEQUENCE {


s-Field







S-Field,


codeWordSet






CodeWordSet

}

TDD-PICH-CCode ::=




ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

TDD-PRACH-CCode8 ::=



ENUMERATED {











cc8-1, cc8-2, cc8-3, cc8-4,











cc8-5, cc8-6, cc8-7, cc8-8 }

TDD-PRACH-CCode16 ::=



ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

TDD-PRACH-CCodeList ::= 


CHOICE {


sf8








SEQUENCE (SIZE (1..8)) OF 












TDD-PRACH-CCode8,


sf16







SEQUENCE (SIZE (1..8)) OF












TDD-PRACH-CCode16

}

TFC-ControlDuration ::=



ENUMERATED {











tfc-cd1, tfc-cd2, tfc-cd4, tfc-cd8,











tfc-cd16, tfc-cd24, tfc-cd32,











tfc-cd48, tfc-cd64, tfc-cd128,











tfc-cd192, tfc-cd256, tfc-cd512,











spare1, spare2, spare3 }

TFCI-Coding ::=





ENUMERATED { 











tfci-bits-4, tfci-bits-8,











tfci-bits-16, tfci-bits-32 }

-- **TODO**, not defined

TFCI-CombiningSet ::=



SEQUENCE {

}

TGCFN ::=






INTEGER (0..255)

-- The value 270 represents "undefined" in the tabular description.

TGD ::=







INTEGER (15..270)

TGL ::=







INTEGER (1..14)

TGMP ::=






ENUMERATED {











tdd-Measurement, fdd-Measurement,











gsm-Measurement, otherMP }

TGP-Sequence ::=




SEQUENCE {


tgpsi







TGPSI,


tgps-StatusFlag





TGPS-StatusFlag,


tgps-ConfigurationParams


TGPS-ConfigurationParams


OPTIONAL

}

TGP-SequenceList ::=



SEQUENCE (SIZE (1..maxTGPS)) OF











TGP-Sequence

TGP-SequenceShort ::=



SEQUENCE {


tgpsi







TGPSI,


tgps-StatusFlag





TGPS-StatusFlag

}

TGPL ::=






INTEGER (1..144)

-- TABULAR: The value 0 represents "infinity" in the tabular description.

TGPRC ::=






INTEGER (0..63)

TGPS-ConfigurationParams ::=

SEQUENCE {


tgmp







TGMP,


tgprc







TGPRC,


tgcfn







TGCFN,


tgsn







TGSN,


tgl1







TGL,


tgl2







TGL








OPTIONAL,


tgd








TGD,


tgpl1







TGPL,


tgpl2







TGPL







OPTIONAL,


rpp








RPP,


itp








ITP,


ul-DL-Mode






UL-DL-Mode,


-- TABULAR: Compressed mode method is nested inside UL-DL-Mode


dl-FrameType





DL-FrameType,


deltaSIR1






DeltaSIR,


deltaSIRAfter1





DeltaSIR,


deltaSIR2






DeltaSIR






OPTIONAL,


deltaSIRAfter2





DeltaSIR






OPTIONAL

}

TGPS-StatusFlag ::=




ENUMERATED {











tgpsActive, tgpsInactive }

TGPSI ::=






INTEGER (1..maxTGPS)

TGSN ::=






INTEGER (0..14)

TimeInfo ::=





SEQUENCE {


activationTime





ActivationTime





OPTIONAL,


durationTimeInfo




DurationTimeInfo




OPTIONAL

}

TimeslotList ::=




SEQUENCE (SIZE (1..maxTS)) OF











TimeslotNumber

TimeslotNumber ::=





INTEGER (0..14)

TimeslotSync2 ::=



INTEGER (0..6)

TimingIndication ::=



ENUMERATED{











initialize, maintain}

-- Actual value = IE value * 256

TimingOffset ::=




INTEGER (0..149)

TPC-CombinationIndex ::=


INTEGER (0..5)

TPC-StepSizeFDD ::=




INTEGER (0..1)

TPC-StepSizeTDD ::=




INTEGER (1..3)

TX-DiversityMode ::=



ENUMERATED {











noDiversity,











sttd,











closedLoopMode1,











closedLoopMode2 }

UARFCN ::=





INTEGER (0..16383)

UCSM-Info ::=





SEQUENCE {


minimumSpreadingFactor



MinimumSpreadingFactor,


nf-Max







NF-Max,


channelReqParamsForUCSM



ChannelReqParamsForUCSM

}

UL-CCTrCH ::=





SEQUENCE {


tfcs-Identity





TFCS-IdentityPlain




OPTIONAL,


timeInfo






TimeInfo,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


ul-CCTrCH-TimeslotsCodes


UplinkTimeslotsCodes



OPTIONAL

}

UL-CCTrCHList ::=




SEQUENCE (SIZE (1..maxCCTrCH)) OF











UL-CCTrCH

UL-CCTrChTPCList ::=



SEQUENCE (SIZE (1..maxCCTrCH)) OF












TFCS-Identity
UL-ChannelRequirement ::=


CHOICE {


ul-DPCH-Info





UL-DPCH-Info,


prach-RACH-Info





PRACH-RACH-Info,
    ul-PhysicalConfigurationFromSIB     BOOLEAN,

cpch-SetInfo





CPCH-SetInfo,


cpch-SetID






CPCH-SetID,


spare







NULL

}

UL-CompressedModeMethod ::=


ENUMERATED {











sf-2, 











higherLayerScheduling }

UL-DL-Mode ::=





CHOICE {


ul








UL-CompressedModeMethod,


dl








DL-CompressedModeMethod

}

UL-DPCCH-SlotFormat ::=



ENUMERATED {











slf0, slf1, slf2 }

UL-DPCH-Info ::=




SEQUENCE {


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfo


OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




scramblingCodeType




ScramblingCodeType,




scramblingCode





UL-ScramblingCode,




numberOfDPDCH





NumberOfDPDCH



DEFAULT 1,




spreadingFactor





SpreadingFactor,




tfci-Existence





BOOLEAN,




numberOfFBI-Bits




NumberOfFBI-Bits


OPTIONAL,




-- The IE above is conditional based on history




puncturingLimit





PuncturingLimit



},



tdd








SEQUENCE {




ul-TimingAdvance




UL-TimingAdvanceControl

OPTIONAL,




ul-CCTrCHList





UL-CCTrCHList



}


}

}

UL-DPCH-InfoPostFDD ::=



SEQUENCE {


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfoPostFDD,




scramblingCodeType




ScramblingCodeType,




reducedScramblingCodeNumber


ReducedScramblingCodeNumber,




spreadingFactor





SpreadingFactor

}

UL-DPCH-InfoPostTDD ::=



SEQUENCE {


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfoPostTDD,


ul-TimingAdvance




UL-TimingAdvanceControl




OPTIONAL,


ul-CCTrCH-TimeslotsCodes


UplinkTimeslotsCodes

}

UL-DPCH-InfoPredef ::=



SEQUENCE {


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfoPredef,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




tfci-Existence





BOOLEAN,




puncturingLimit





PuncturingLimit



},



tdd








SEQUENCE {




commonTimeslotInfo




CommonTimeslotInfo



}


}

}

UL-DPCH-PowerControlInfo ::=

CHOICE {


fdd








SEQUENCE {



dpcch-PowerOffset




DPCCH-PowerOffset,



pc-Preamble






PC-Preamble,



powerControlAlgorithm



PowerControlAlgorithm



-- TABULAR: TPC step size nested inside PowerControlAlgorithm


},


tdd








SEQUENCE {



ul-TargetSIR





UL-TargetSIR,




ul-OL-PC-Signalling




CHOICE {





broadcast-UL-OL-PC-info



NULL,





handoverGroup





SEQUENCE {






individualTS-InterferenceList

IndividualTS-InterferenceList,






dpch-ConstantValue




ConstantValue,






primaryCCPCH-TX-Power



PrimaryCCPCH-TX-Power





}




}















OPTIONAL


}

}

UL-DPCH-PowerControlInfoPostFDD ::=
SEQUENCE {




powerControlAlgorithm



PowerControlAlgorithm




-- TABULAR: TPC step size nested inside PowerControlAlgorithm

}

UL-DPCH-PowerControlInfoPostTDD ::=
SEQUENCE {


ul-TargetSIR





UL-TargetSIR,


ul-TimeslotInterference



UL-Interference

}

UL-DPCH-PowerControlInfoPredef ::=

CHOICE {


fdd








SEQUENCE {



dpcch-PowerOffset




DPCCH-PowerOffset,



pc-Preamble






PC-Preamble


},


tdd








SEQUENCE {



dpch-ConstantValue




ConstantValue


}

}

-- Value range -110 .. -70 used for Release 99

UL-Interference ::=




INTEGER (-110..-47)

-- 

UL-ScramblingCode ::=



INTEGER (0..16777215)

-- Actual value = (IE value * 0.5) - 11

UL-TargetSIR ::=




INTEGER (0..62)

UL-TimingAdvance ::=



INTEGER (0..63)

UL-TimingAdvanceControl ::=


CHOICE {


disabled






NULL,


enabled







SEQUENCE {



ul-TimingAdvance




UL-TimingAdvance



OPTIONAL,



activationTime





ActivationTime




OPTIONAL


}

}

UL-TS-ChannelisationCode ::=

ENUMERATED {











cc1-1, cc2-1, cc2-2,











cc4-1, cc4-2, cc4-3, cc4-4,











cc8-1, cc8-2, cc8-3, cc8-4,











cc8-5, cc8-6, cc8-7, cc8-8,











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

UL-TS-ChannelisationCodeList ::= 
SEQUENCE (SIZE (1..2)) OF











UL-TS-ChannelisationCode

UplinkAdditionalTimeslots ::=

SEQUENCE {


parameters






CHOICE {



sameAsLast






SEQUENCE {




timeslotNumber





TimeslotNumber



},



newParameters





SEQUENCE {




individualTimeslotInfo





IndividualTimeslotInfo,




ul-TS-ChannelisationCodeList



UL-TS-ChannelisationCodeList



}


}

}

UplinkTimeslotsCodes ::=


SEQUENCE {


firstIndividualTimeslotInfo


IndividualTimeslotInfo,


ul-TS-ChannelisationCodeList

UL-TS-ChannelisationCodeList,


moreTimeslots





CHOICE {



noMore







NULL,



additionalTimeslots




CHOICE {




consecutive






SEQUENCE {





numAdditionalTimeslots



INTEGER (1..maxTS-1)




},




timeslotList





SEQUENCE (SIZE (1..maxTS-1)) OF














UplinkAdditionalTimeslots



}


}

}

END
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