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Reason for change:
(

In RAN WG1,  the unnecessary option of having secondary CPICH as a phase reference for PCH and CPCH indicator channels was removed. Thus, the primary CPICH is to be a phase reference for S-CCPCH carrying PCH, AP-AICH, CD/CA-ICH and CSICH. It was also agreed to narrow the options on scrambling codes that are used for PICH, AICH, AP-AICH, CD/CA-ICH, CSICH and S-CCPCH carrying PCH. These downlink channels are always transmitted using the primary scrambling code. RAN WG1 has requested RAN WG1 to update their signalling according to this decision and the necessary changes are proposed in this CR. 




Summary of change:
(

The secondary scrambling code is deleted from IEs "AICH Info" and "PICH Info" and for the AP-AICH and CD/CA-ICH from IE "CPCH set info". The IE "secondary CCPCH info" is modified so that the secondary CPICH and secondary scrambling code are optional and can be sent only when the SCCPCH does not carry a PCH. 




Consequences if 
(

not approved:
The UTRAN may send the UE rel. 99 RRC signalling, which requires L1 processing which is out of the scope of RAN WG1 specifications.




Clauses affected:
(

10.3.6.2, 10.3.6.12, 10.3.6.48. 10.3.6.70, 11.3.6




Other specs
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 Other core specifications
(



affected:

 Test specifications




 O&M Specifications





Other comments:
(

This CR is a consequence of the LS R2-002181 from RAN WG1 to RAN WG2.

10.3.6.2
AICH Info

NOTE:
Only for FDD.

Information Element/Group name
Need
Multi
Type and reference
Semantics description







Channelisation code
MP

Integer(0..255)
SF is fixed and equal to 256

STTD indicator
MP

STTD Indicator 10.3.6.77


AICH transmission timing
MP

Enumerated (0, 1)
See parameter AICH_Transmission_Timing in TS 25.211

10.3.6.12
CPCH set info
NOTE:
Only for FDD.

This IE may be broadcast in the System Information message or assigned by SRNC. It is pseudo-static in a cell.

Information Element/Group name
Need
Multi
Type and reference
Semantics description

CPCH set ID
MP

CPCH set ID 10.3.5.3
Indicates the ID number for a particular CPCH set allocated to a cell.

TFS
MP

Transport Format Set 10.3.5.23
Transport Format Set Information allocated to this CPCH set.

TFCS
MP

Transport Format Combination Set 10.3.5.20
Transport Format Set Information allocated to this CPCH set

AP preamble scrambling code
MP

Integer (0..79)
Preamble scrambling code for AP in UL








AP-AICH channelisation code
MP

Integer(0..255)
Channelisation code for AP-AICH in DL

CD preamble scrambling code
MP

Integer (0..79)
Preamble scrambling code for CD in UL








CD/CA-ICH channelisation code
MP

Integer (0..255)
Channelisation code for CD/CA-ICH in DL

Available CD access slot subchannel
CV-CDSigPresent
1 to <maxPCPCH-CDsubCh>

Lists the set of subchannels to be used for CD access preambles. Note: if not present, all subchannels are to be used without access delays.

>CD access slot subchannel
MP

Integer (0..11)


Available CD signatures 
OP
1 to <maxPCPCH-CDsig>

Signatures for CD preamble in UL. Note: if not present, all signatures are available for use.

>CD signatures
MP

Integer (0..15)


DeltaPp-m
MP

Integer (-10..10)
In dB. Power offset between the transmitted CD preamble and UL DPCCH of the power control preamble or message part (added to the preamble power to calculate the power of the UL DPCCH )

UL DPCCH Slot Format 
MP

Enumerated

(0,1,2)
Slot format for UL DPCCH in power control preamble and in message part

N_start_message
MP

Integer (1..8)
Number of Frames for start of message indication

N_EOT
MP

Integer(0...7)
Actual number of appended EOT indicators is T_EOT = N_TTI * ceil(N_EOT/N_TTI), where N_TTI is the number of frames per TTI and "ceil" refers to rounding up to nearest integer.

Channel Assignment Active
OP

Boolean
When present, indicates that Node B send a CA message and VCAM mapping rule (14.11) shall be used.

CPCH status indication mode
MP

Enumerated

(PCPCH availability, PCPCH availability and minimum available Spreading Factor)
Defines the status information type broadcast on the CPCH Status Indication Channel (CSICH)


PCPCH Channel Info.
MP
1 to <maxPCPCHs>



> UL scrambling code
MP

Integer (0..79)
For PCPCH message part

> DL channelisation code
MP

Integer 

(0…511)
For DL DPCCH for PCPCH message part

> DL scrambling code
MD

Secondary Scrambling Code

10.3.6.73
Default is the same scrambling code as for the primary CPICH.

> PCP length
MP

Enumerated (0, 8)
Indicates length of power control preamble, 0slots (no preamble used) or 8 slots

> UCSM Info
CV-NCAA










>>Minimum Spreading Factor
MP

Integer (4,8,16,32,64,128,256 )
The UE may use this PCPCH at any Spreading Factor equal to or greater than the indicated minimum Spreading Factor. The Spreading Factor for initial access is the minimum Spreading Factor.

>> NF_max 
MP

Integer (1…64)
Maximum number of frames for PCPCH message part

>> Channel request parameters for UCSM
MP
1 to <maxSig>

Required in UE channel selection mode.

>>>Available AP signature 
MP
1 to <maxPCPCH-APsig>

AP preamble signature codes for selection of this PCPCH channel.

>>>> AP signature
MP

Integer (0..15)


>>>Available AP access slot subchannel
OP
1 to <maxPCPCH-APsubCh>

Lists the set of subchannels to be used for AP access preambles in combination with the above AP signature(s). Note: if not present, all subchannels are to be used without access delays.

>>>> AP access slot subchannel
MP

Integer (0..11)


VCAM info
CV-CAA




> Available Minimum Spreading Factor
MP
1 to <maxPCPCH-SF>



>> Minimum Spreading Factor
MP

Enumerated (4,8,16,32,64,128,256 )


>>NF_max 
MP

Integer (1..64)
Maximum number of frames for PCPCH message part

>> Maximum available number of PCPCH
MP

Integer (1..64)
Maximum available number of PCPCH for the indicated Spreading Factor.

>> Available AP signatures
MP
1 to <maxPCPCH-APsig>

Signatures for AP preamble in UL. 

>>> AP signature


Integer (0..15)


>> Available AP sub-channel
OP
1 to <maxPCPCH-APsubCh>

AP sub-channels for the given AP signature in UL. Note: if not present, all subchannels are to be used without access delays.


>>> AP sub-channel
MP

Integer (0..11)


Condition
Explanation 

CDSigPresent
This IE may be included if IE "Available CD signatures" is present. 

NCAA
This IE is included if IE "Channel Assignment Active" is not present

CAA
This IE is included if IE ""Channel Assignment Active" is present.

10.3.6.48
PICH Info

Information Element/Group name
Need
Multi
Type and reference
Semantics description

CHOICE mode
MP




>FDD











>>Channelisation code
MP

Integer(0..255)
SF is fixed and equal to 256

>>Number of PI per frame
MP

Integer (18, 36 72 144)


>>STTD indicator
MP

STTD Indicator 10.3.6.77


>TDD





>>Channelisation code
MD

Enumerated (

(16/1)...(16/16))
Default value is the channelisation code used by the SCCPCH carrying the associated PCH.

>>Timeslot 
MD

Timeslot number 10.3.6.81
Default value is the timeslot used by the SCCPCH carrying the associated PCH.

>>Burst type
MP

Enumerated (Typ1,Typ2)


>>Midamble shift
MD

Midamble shift 10.3.6.40
Default value is the midamble shift used by the SCCPCH carrying the associated PCH.

>>Repetition period/length
MD

Enumerated((4/2),(8/2), (8/4),(16/2), (16/4), (32/2),(32/4),(64/2),(64/4))
Default value is "(64/2)".

>>Offset
MP

Integer (0...Repetition period -1)
SFN mod Repetitionperiod = Offset. 

>>Paging indicator length
MD

Integer (4, 8, 16)
Indicates the length of one paging indicator in Bits. Default value is 4.

>>NGAP
MD

Integer(2, 4, 8)
Number of frames between the last frame carrying PICH for this Paging Occasion and the first frame carrying paging messages for this Paging Occasion. Default value is 4.

>>NPCH
MD

Integer(1 .. 8)
Number of paging groups. Default value is 2.

10.3.6.70
Secondary CCPCH info

Information Element/Group name
Need
Multi
Type and reference
Semantics description

CHOICE mode
MP




>FDD





>>Primary CPICH usage for channel estimation
MP

Primary CPICH usage for channel estimation 10.3.6.61


>>Secondary CPICH info
OP

Secondary CPICH info 10.3.6.72
May only be sent for SCCPCH channels not carrying the PCH. 

>>Secondary scrambling code
OP

Secondary scrambling code 10.3.6.73
May only be sent for SCCPCH channels not carrying the PCH.

>>STTD indicator
MD

STTD Indicator 10.3.6.77
Default value is "TRUE"

>>Spreading factor
MP

Integer(4, 8, 16, 32, 64, 128, 256)


>>Code number
MP

Integer(0..Spreading factor - 1)


>>Pilot symbol existence
MD

Boolean
TRUE means the existence. Default value is "TRUE"

>>TFCI existence
MD

Boolean
TRUE means the existence. Default value is "TRUE"

>>Fixed or Flexible Position
MD

Enumerated (Fixed, Flexible)
Default value is "Flexible"

>>Timing Offset
MD

Integer(0..38144 by step of 256)
Chip

Delay of the Secondary CCPCH relative to the Primary CCPCH.

Default value is 0.

>TDD





>>Offset
MD

Integer (0...Repetition Period -1)
SFN modulo Repetition period = offset. Repetition period is the one indicated in the accompanying Common timeslot info IE

>>Common timeslot info
MP

Common timeslot info 10.3.6.9


>>Individual timeslot info
MP

Individual timeslot info 10.3.6.36


>>Code List
MP
1.. <maxCodesCount>



>>>Channelisation Code
MP

Enumerated((16/1)..(16/16))


11.3.6
Physical channel information elements

AICH-Info ::=





SEQUENCE {



channelisationCode256



ChannelisationCode256,


sttd-Indicator





BOOLEAN,


aich-TransmissionTiming



AICH-TransmissionTiming

}

CPCH-SetInfo ::=




SEQUENCE {


cpch-SetID






CPCH-SetID,


transportFormatSet




TransportFormatSet,


tfcs







TFCS,


ap-PreambleScramblingCode


AP-PreambleScramblingCode,



ap-AICH-ChannelisationCode


AP-AICH-ChannelisationCode,


cd-PreambleScramblingCode


CD-PreambleScramblingCode,



cd-CA-ICH-ChannelisationCode

CD-CA-ICH-ChannelisationCode,


cd-AccessSlotSubchannelList


CD-AccessSlotSubchannelList


OPTIONAL,


cd-SignatureCodeList



CD-SignatureCodeList



OPTIONAL,


deltaPp-m






DeltaPp-m,


ul-DPCCH-SlotFormat




UL-DPCCH-SlotFormat,


n-StartMessage





N-StartMessage,


n-EOT







N-EOT,


channelAssignmentActive



ChannelAssignmentActive,


-- TABULAR: VCAM info has been nested inside ChannelAssignmentActive,


-- which in turn is mandatory since it's only a binary choice.


cpch-StatusIndicationMode


CPCH-StatusIndicationMode,


pcpch-ChannelInfoList



PCPCH-ChannelInfoList

}

PICH-Info ::=





CHOICE {


fdd








SEQUENCE {




channelisationCode256



ChannelisationCode256,



pi-CountPerFrame




PI-CountPerFrame,



sttd-Indicator





BOOLEAN


},


tdd








SEQUENCE {



channelisationCode




TDD-PICH-CCode




OPTIONAL,



timeslot






TimeslotNumber




OPTIONAL,



burstType






CHOICE {




type-1







MidambleShiftLong,




type-2







MidambleShiftShort



}
















OPTIONAL,



repetitionPeriodLengthOffset

RepPerLengthOffset-PICH


OPTIONAL,



pagingIndicatorLength



PagingIndicatorLength


DEFAULT pi4,



n-GAP







N-GAP






DEFAULT f4,



n-PCH







N-PCH






DEFAULT 2


}


}
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