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***** NEXT MODIFIED SECTION******

10.2.48.8.18.2
System Information Block type 15.2

The system information block type 15.2 contains information useful for ephemeris and clock corrections of a particular satellite. These IE fields are extracted from the subframes 1 to 3 of the GPS navigation message [12].

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	Transmission TOW
	MP
	
	Enumerated(0. 1048575)
	The approximate GPS time-of-week when the message is broadcast

	SatID
	MP
	
	Enumerated(0..63)
	Satellite ID

	TLM Message
	MP
	
	Bit string(14)
	

	TLM Revd (C) 
	MP
	
	Bit string(2)
	

	HOW
	MP
	
	Bit string(22)
	

	WN
	MP
	
	Bit string(10)
	

	C/A or P on L2
	MP
	
	Bit string(2)
	

	URA Index
	MP
	
	Bit string(4)
	

	SV Health
	MP
	
	Bit string(6)
	

	IODC
	MP
	
	Bit string(10(1))
	

	L2 P Data Flag
	MP
	
	Bit string(1)
	

	SF 1 Reserved
	MP
	
	Bit string(87)
	

	TGD
	MP
	
	Bit string(8)
	

	toc
	MP
	
	Bit string(16(1))
	

	af2
	MP
	
	Bit string(8)
	

	af1
	MP
	
	Bit string(16)
	

	af0
	MP
	
	Bit string(22)
	

	Crs
	MP
	
	Bit string(16)
	

	(n
	MP
	
	Bit string(16)
	

	M0
	MP
	
	Bit string(32)
	

	Cuc
	MP
	
	Bit string(16)
	

	e
	MP
	
	Bit string(32(1))
	

	Cus
	MP
	
	Bit string(16)
	

	(A)1/2
	MP
	
	Bit string(32(1))
	

	toe
	MP
	
	Bit string(16(1))
	

	Fit Interval Flag
	MP
	
	Bit string(1)
	

	AODO
	MP
	
	Bit string(5)
	

	Cic
	MP
	
	Bit string(16)
	

	OMEGA0
	MP
	
	Bit string(32)
	

	Cis
	MP
	
	Bit string(16)
	

	i0
	MP
	
	Bit string(32)
	

	Crc
	MP
	
	Bit string(16)
	

	(
	MP
	
	Bit string(32)
	

	OMEGAdot
	MP
	
	Bit string(24)
	

	Idot
	MP
	
	Bit string(14)
	

	Satellite information
	OP
	1 to <maxSat>
	
	N_BAD_SAT=the number of bad satellites included in this IE

	>BadSatID
	MP
	
	Enumerated(0..63)
	Bad (failed/failing) Satellite ID

	
	
	
	)
	


***** NEXT MODIFIED SECTION******

11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=

-- ***************************************************

--

--     CORE NETWORK INFORMATION ELEMENTS (10.3.1)

--

-- ***************************************************

…

UP-Ephe-SIB-Data ::=



SEQUENCE {


transmissionTOW




INTEGER (0..1048575),


satID







SatID,


tlmMessage






BIT STRING (SIZE (14)),


tlmRevd







BIT STRING (SIZE (2)),


how








BIT STRING (SIZE (22)),


wn








BIT STRING (SIZE (10)),


navModel






NavModel,


Real-timeIntegrity




BadSatList
}
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