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8.3.2
Parameters

See TS 25.331 for a detailed description of the UE, RB and TrCH information elements.

a)
UE information elements
S-RNTI
SRNC identity
C-RNTI
Activation time

b)
RB information elements
RB multiplexing info (Transport channel identity, Logical channel identity, MAC logical channel priority)

c)
TrCH information elements
Transport Format Combination Set 

d)
Measurement information elements
Mode (periodic, event-triggered or both)
THU
THL
Measurement quantity identifiers
Report Interval

e)
Measurement result
Mode
Reporting Quantities
Event ID (4a or 4b)

f)
Status info
when set to value ""transmission unsuccessful"" this parameter indicates to RRC that transmission of a TM RLC PDU failed (due to e.g. Maximum number of preamble ramping cycles reached for RACH in FDD), when set to value "transmission successful" this parameter indicates to RRC that the requested TM RLC PDU(s) has been submitted for transmission by the physical layer.. 

g)
RACH transmission control elements 
Set of ASC parameters (identifier for PRACH partitions, persistence values)
Maximum number of preamble ramping cycles (FDD) or synchronisation attemps (1.28Mcps TDD) Mmax 
Minimum and maximum number of time units between two preamble ramping cycles, NBO1min and NBO1max (FDD only)
h)
Ciphering elements
Ciphering mode
Ciphering key
Ciphering sequence number

i)
CPCH transmission control elements
CPCH persistency value, P for each Transport Format
Maximum number of preamble ramping cycles N_access_fails
NF_max (Maximum number of frames for CPCH transmission for each Transport Format) 
N_EOT (Number of EOT for release of CPCH transmission)
Backoff control timer parameters
Transport Format Set
Initial Priority Delays
Channel Assignment Active indication

11.2
Control of RACH transmissions

The MAC sublayer is in charge of controlling the timing of RACH transmissions on transmission time interval level (i.e. on 10 ms-radio frame level; the timing on access slot level is controlled by L1). Note that retransmissions in case of erroneously received RACH message part are under control of higher layers, i.e. RLC, or RRC for CCCH (and SHCCH for TDD).

11.2.1
Access Service Class selection

The physical RACH resources (i.e. access slots and preamble signatures for FDD, timeslot and channelisation code for 3.84 Mcps TDD, SYNC1 code for 1.28 Mcps TDD) may be divided between different Access Service Classes in order to provide different priorities of RACH usage. It is possible for more than one ASC or for all ASCs to be assigned to the same access slot/signature space or SYNC1 code.

Access Service Classes are numbered in the range 0 ( i ( NumASC ( 7 (i.e. the maximum number of ASCs is NumASC+1 = 8). An ASC is defined by an identifier i that defines a certain partition of the PRACH resources and an associated persistence value Pi. A set of ASC parameters consists of NumASC+1 such parameters (i, Pi), i = 0, …, NumASC. The PRACH partitions and the persistence values Pi are derived by the RRC protocol from system information (see TS 25.331 [7]). The set of ASC parameters is provided to MAC with the CMAC-Config-REQ primitive. The ASC enumeration is such that it corresponds to the order of priority (ASC 0 = highest priority, ASC 7 = lowest priority). ASC 0 shall be used in case of Emergency Call or for reasons with equivalent priority.

At radio bearer setup/reconfiguration each involved logical channel is assigned a MAC Logical channel Priority (MLP) in the range 1,…,8. When the MAC sublayer is configured for RACH transmission in the UE, these MLP levels shall be employed for ASC selection on MAC.

The following ASC selection scheme shall be applied, where NumASC is the highest available ASC number and MinMLP the highest logical channel priority assigned to one logical channel:

-
in case all TBs in the TB set have the same MLP, select ASC = min(NumASC, MLP);

-
in case TBs in a TB set have different priority, determine the highest priority level MinMLP and select ASC = min(NumASC, MinMLP).

11.2.3  
Control of RACH transmissions for TDD

11.2.3.1    Control of RACH transmissions for 3.84 Mcps TDD

The RACH transmissions are performed by the UE as shown in figure 11.2.3.1.

NOTE:
The figure shall illustrate the operation of the transmission control procedure as specified below. It shall not impose restrictions on implementation.

MAC receives the following RACH transmission control parameters from RRC with the CMAC-Config-REQ primitive:

-
a set of Access Service Class (ASC) parameters, which includes for each ASC, i=0,…,NumASC an identification of a PRACH partition and a persistence value Pi (transmission probability).

When there is data to be transmitted, MAC selects the ASC from the available set of ASCs, which consists of an identifier i of a certain PRACH partition and an associated persistence value Pi. The procedure to be applied for ASC selection is described in subclause 11.2.1.

Based on the persistence value P, the UE decides whether to send the message on the RACH. If transmission is allowed, the PRACH transmission procedure is initiated by sending of a PHY-Data-REQ primitive. If transmission is not allowed, a new persistency check is performed in the next transmission time interval. The persistency check is repeated until transmission is permitted. 

Successful completion (TX status) of the MAC transmission control procedure shall be indicated to higher layer individually for each logical channel of which data was included in the transport block set of that access attempt. When transparent mode RLC is employed (i.e. for CCCH), transmission status is reported to RRC with CMAC-STATUS-Ind primitive. For logical channels employing acknowledged or unacknowledged mode RLC, transmission status is reported to RLC with MAC-STATUS-Ind primitive.
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Figure 11.2.3.1: RACH transmission control procedure for TDD (UE side, informative)

11.2.3.2 
Control of RACH Transmissions for 1.28 Mcps TDD 

The RACH transmissions are performed by the UE as shown in figure x.

NOTE:
The figure shall illustrate the operation of the transmission control procedure as specified below. It shall not impose restrictions on implementation.

UE MAC receives the following RACH transmission control parameters from RRC with the CMAC-Config-REQ primitive:

· a set of Access Service Class (ASC) parameters, which includes for each ASC, i=0,…,NumASC an identification of a PRACH partition  and a persistence value Pi  (transmission probability),

· maximum number of synchronisation attempts Mmax.

When there is data to be transmitted, MAC selects the ASC from the available set of ASCs, which consists of an identifier i of a certain PRACH partition and an associated persistence value Pi. 

Based on the persistence value Pi, the UE MAC decides whether to start the L1 PRACH procedure in the present transmission time interval or not. If transmission is allowed, the PRACH transmission procedure (starting with the selection and transmission of a SYNC1 burst) is initiated by the sending of a PHY-ACCESS-REQ primitive. MAC then waits for access information from L1 via the PHY-ACCESS-CNF primitive. If transmission is not allowed, a new persistency check is performed in the next transmission time interval. The persistency check is repeated until transmission is permitted.

If the synchronisation burst has been acknowledged on the FPACH, L1 access information with parameter “ready for RACH data transmission” is indicated to MAC with a PHY-ACCESS-CNF primitive. Then data transmission is requested with a PHY-DATA-REQ primitive, and the PRACH transmission procedure shall be completed with transmission of the PRACH message on the P-RACH resources associated with the FPACH.

If PHY received no acknowledgement on the FPACH and the maximum number of synchronisation attempts permitted has not been exceeded, then a new persistency test is performed in the next transmission time interval and the PHY-ACCESS-REQ procedure is repeated. The timer T2 ensures that two successive persistency tests are separated by at least one transmission time interval. If the maximum number of synchronisation attempts is exceeded then MAC abandons the RACH procedure and the message is discarded.
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Figure x: 
RACH transmission control procedure for 1.28 Mcps TDD 
                 

(UE side, informative)
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