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Reason for change:
(

Upon reception of a Security Mode Command (section 8.1.12.3), the UE needs to perform the actions specified in 8.6.3.5 (Integrity protection mode info). In 8.6.3.5, the variable LATEST_CONFIGURED_CN_DOMAIN is read but the initialization of this variable has not yet taken place (the initialization happens later in 8.1.12.3).






Summary of change:
(

In 8.6.3.5, instead of using the variable LATEST_CONFIGURED_CN_DOMAIN the UE shall use the IE "CN domain identity".

Isolated impact analysis: This CR would not affect implementations behaving like indicated in the CR, would affect implementations supporting the corrected functionality otherwise.
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The UE may not be able to initialise integrity protection.
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8.6.3.5
Integrity protection mode info

The IE "Integrity protection mode info" defines the new integrity protection configuration. If the IE "Integrity protection mode info" is present and if the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_STATUS is set to FALSE, the UE shall check the IE "Integrity protection mode command" as part of the IE "Integrity protection mode info", and perform the following. The UE shall:

-
if the IE "Integrity protection mode command" has the value "Modify" and the IE "Status" in the variable INTEGRITY_PROTECTION_INFO has the value "Not Started":

-
ignore this attempt to change the integrity protection configuration; and

-
set the variable INVALID_CONFIGURATION to TRUE;

-
else:

-
set the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_STATUS to TRUE;

-
if IE "Integrity protection mode command" has the value "start" and the IE "Status" in the variable INTEGRITY_PROTECTION_INFO has the value "Not started":

-
if the IE "Historical status" in the variable INTEGRITY_PROTECTION_INFO has the value "Never been active":

-
initialise the information for all signalling radio bearers in the variable INTEGRITY_PROTECTION_INFO according to the following:

-
calculate the START value as specified in subclauses 8.5.9 for the CN domain as indicated in the IE "CN domain identity";

-
set the 20 MSB of the "Uplink RRC HFN" and "Downlink RRC HFN" with the START value as calculated above;

-
set the remaining LSB of the "Uplink RRC HFN" and "Downlink RRC HFN" to zero;

-
set the IE "Uplink RRC Message sequence number" to zero;

-
do not include the IE "Downlink RRC Message sequence number";

-
set the IE "Historical status" in the variable INTEGRITY_PROTECTION_INFO to the value "Has been active";

-
set the IE "Status" in the variable INTEGRITY_PROTECTION_INFO to the value "Started";

-
perform integrity protection on the received message as described in subclause 8.5.10.1;

-
use the algorithm (UIA [40]) indicated by the IE "Integrity protection algorithm" contained in the IE "Integrity protection mode info";

-
use the IE "Integrity protection initialisation number", contained in the IE "Integrity protection mode info" as the value of FRESH [40];

-
if IE "Integrity protection mode command" has the value "start" and the IE "Status" in the variable INTEGRITY_PROTECTION_INFO has the value "Started":

NOTE:
This case is used in SRNS relocation

-
perform integrity protection on the received message as described in subclause 8.5.10.1;

-
use the algorithm (UIA [40]) indicated by the IE "Integrity protection algorithm" contained in the IE "Integrity protection mode info";

-
use the IE "Integrity protection initialisation number", contained in the IE "Integrity protection mode info" as the value of FRESH [40];

-
if IE "Integrity protection mode command" has the value "modify" and the IE "Status" in the variable INTEGRITY_PROTECTION_INFO has the value "Started":

-
store the (oldest currently used) integrity protection configuration until activation times have elapsed for the new integrity protection configuration to be applied on all signalling radio bearers;

-
if there are pending activation times set for integrity protection by a previous procedure changing the integrity protection configuration:

-
apply the integrity protection configuration at this pending activation time as indicated in this procedure;

-
only need to store at most two different integrity protection configurations at any given time for all signalling radio bearers, the old and newest integrity protection configurations, per CN domain;

-
start applying the new integrity protection configuration in the downlink at the RRC sequence number, for each radio bearer n, indicated by the entry for radio bearer n in the "RRC message sequence number list" in the IE "Downlink integrity protection activation info", included in the IE "Integrity protection mode info";

-
perform integrity protection on the received message as described in subclause 8.5.10.1;

-
if present, use the algorithm indicated by the IE "Integrity protection algorithm" (UIA [40]);

-
set the content of the variable INTEGRITY_PROTECTION_ACTIVATION_INFO according to the following:

-
for each established signalling radio bearer, stored in the variable ESTABLISHED_RABS:

-
select a value of the RRC sequence number at which (activation) time the new integrity protection configuration shall be applied in uplink for that signalling radio bearer according to the following:

-
for each signalling radio bearer that has no pending activation time as set for integrity protection by a previous procedure changing the integrity protection configuration:

-
set a suitable value that would ensure a minimised delay in the change to the latest integrity protection configuration;

-
for signalling radio bearer that has a pending activation time as set for integrity protection by a previous procedure changing the integrity protection configuration:

-
set the same value as the pending activation time for integrity protection;
-
consider this activation time to be elapsed when the selected activation time (as above) is equal to the next RRC sequence number to be used;

-
for signalling radio bearer RB0:

-
set the value of the included RRC sequence number to greater than or equal to the current value of the RRC sequence number for signalling radio bearer RB0 in the variable INTEGRITY_PROTECTION_INFO, plus the value of the constant N302 plus one;

-
let RBm be the signalling radio bearer on which the message containing the IE "integrity protection mode info" was received;

-
start applying the new integrity protection configuration in the uplink at the RRC sequence number, for each RBn, except for signalling radio bearer RBm, indicated by the entry for radio bearer n in the "RRC message sequence number list" in the IE "Uplink integrity protection activation info", included in the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

-
start applying the new integrity protection configuration in the uplink at the RRC sequence number for signalling radio bearer RBm, as specified for the procedure initiating the integrity protection reconfiguration;

If the IE "Integrity protection mode info" is present and if the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_STATUS is set to TRUE, the UE shall:

-
ignore this second attempt to change the integrity protection configuration; and

-
set the variable INCOMPATIBLE_SECURITY_RECONFIGURATION to TRUE.

If the IE "Integrity protection mode info" is not present, the UE shall not change the integrity protection configuration.
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