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10.3.6.71
Secondary CCPCH info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	>>Secondary scrambling code
	OP
	
	Secondary scrambling code 10.3.6.74
	May only be sent for SCCPCH channels not carrying the PCH.

	>>STTD indicator
	MD
	
	STTD Indicator 10.3.6.78
	Default value is "TRUE"

	>>Spreading factor
	MP
	
	Integer(4, 8, 16, 32, 64, 128, 256)
	

	>>Code number
	MP
	
	Integer(0..Spreading factor - 1)
	

	>>Pilot symbol existence
	MD
	
	Boolean
	TRUE means the existence. Default value is "TRUE"

	>>TFCI existence
	MD
	
	Boolean
	TRUE means the existence. Default value is "TRUE"

	>>Fixed or Flexible Position
	MD
	
	Enumerated (Fixed, Flexible)
	Default value is "Flexible"

	>>Timing Offset
	MD
	
	Integer(0..38144 by step of 256)
	Chip

Delay of the Secondary CCPCH relative to the Primary CCPCH.

Default value is 0.

	>TDD
	
	
	
	

	>>Offset
	MP
	
	Integer (0...Repetition Period -1)
	SFN modulo Repetition period = offset. Repetition period is the one indicated in the accompanying Common timeslot info IE

	>>Common timeslot info
	MP
	
	Common timeslot info 10.3.6.10
	

	>>Individual timeslot info
	MP
	
	Individual timeslot info 10.3.6.37
	

	>>Code List
	MP
	1 to 16
	
	

	>>>Channelisation Code
	MP
	
	Enumerated((16/1)..(16/16))
	


SecondaryCCPCH-Info ::=



SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




-- This IE is not used in this version of the specification and should be ignored.



dummy

PCPICH-UsageForChannelEst,




-- This IE is not used in this version of the specification.  It should not




-- be sent and if received it should be ignored.



dummy


SecondaryCPICH-Info



OPTIONAL,




secondaryScramblingCode


SecondaryScramblingCode


OPTIONAL,




sttd-Indicator




BOOLEAN,




sf-AndCodeNumber



SF256-AndCodeNumber,




pilotSymbolExistence


BOOLEAN,




tfci-Existence




BOOLEAN,




positionFixedOrFlexible


PositionFixedOrFlexible,




timingOffset




TimingOffset




DEFAULT 0



},



tdd 






SEQUENCE {




-- TABULAR: the offset is included in CommonTimeslotInfoSCCPCH




commonTimeslotInfo



CommonTimeslotInfoSCCPCH,




individualTimeslotInfo


IndividualTimeslotInfo,




channelisationCode



SCCPCH-ChannelisationCodeList



}


}

}
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