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Reason for change:
(

A few inconsistencies between tabular and ASN.1 have been identified. Furthermore superfluous elements are removed.




Summary of change:
(

Hysteresis

· The parameter Hysteresis is defined in intrafrequency related IEs in tabular as Real(0..7.5 by step 0.5) and in interrat related IEs in tabular as Integer(0..15). For both cases the element Hysteresis in ASN.1 is used which is defined as Integer(0..15) with Actual value = IE value * 0.5. In order to correct this inconsistency it is proposed to change the tabular to Real(0..7.5 by step 0.5) for the interrat Hysteresis.

Multiplicity values and type constraint values

· maxSubCh (obsolete because respective information is now coded with Bit String), maxSig (obsolete because respective information is now coded with Bit String) are not used in the specification and are therefore removed. No impact on implementations.

Obsolete elements in ASN.1

· InterRATMessage: Explicit elements are defined for GSM and CDMA 2000 now. Therefore InterRATMessage is not used any more. No impact on implementations.

· maxSig, maxSubCh: (see above) No impact on implementations.

· RL-RemovalInfoList: Both RL-RemovalInfoList and RL-RemovalInformationList are used in the specification. Both are identical. Therefore it is proposed to remove one of the (RL-RemovalInfoList) to avoid superfluous elements in the ASN.1. No impact on implementations.

· CellPosition: element is not used due to changes in ASN.1 in the past. No impact on implementations.

· CellToMeasure: element is not used due to changes in ASN.1 in the past. No impact on implementations.

· DL-PhysicalChannelBER: element is not used due to changes in ASN.1 in the past. No impact on implementations.

· QualityType: element is not used due to changes in ASN.1 in the past. No impact on implementations.

· UE-Positioning-EventID: element is not used due to changes in ASN.1 in the past. No impact on implementations.

· maxDPCHcodesPerTS: element is not used due to changes in ASN.1 in the past. No impact on implementations.

· Imported definitions not used by the respective module have been removed from IMPORTS sections. No impact on implementations. 

Corrections to ASN.1
· SCCPCH-InfoForFACH: In the previous meeting a CR introduced an inconsistency between tabular and ASN.1 with respect to this element. It is proposed to include the missing element FACH-PCH-InformationList in the TDD branch in order to keep the impact of this change isolated to shared channel operation in TDD mode.

· Rplmn-Information: Erroneously, the element FDD-UMTS-Frequency-List (element is used in RRC connection release) is used also for TDD. This is corrected. The change has an isolated impact on transfer of Rplmn information for TDD. 

· HandoverToUTRANInfo-r3-IEs: In the previous meeting a CR introduced an inconsistency in this element. The extended capabilities for UE capabilities for FDD have been forgotten to be included in this element due to erroneous usage of ASN.1. This has been fixed by this change. Furthermore changes with respect to UE-SecurityInformation were not introduced due to erroneous usage of ASN.1. This change affects the RRC container (isolated impact).
· A renaming of identifiers with the name ‘explicit’ has been done in accordance to 25.921, Chapter 10, “Usage of ASN.1”. Instead of this C++ keyword, ‘explicit-config’ is now used.
Impact Analysis (see also text above):

Affected functions: 

1) shared channel operation in TDD mode

2) transfer of Rplmn information for TDD

3) RRC container (RNCs are required to implement this change because signalling between RNCs is affected. Otherwise SRNS relocation does not work)

« Correction to a function where the specification was :

 Procedural text or rules were missing.

Would not affect implementations behaving like indicated in the CR, would affect implementations supporting the corrected functionality otherwise. »




Consequences if 
(

not approved:
Inconsistency between tabular and ASN.1 and thus possibly missing information in messages.
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10.3.7.30
Inter-RAT measurement reporting criteria

The triggering of the event-triggered reporting for an inter-RAT measurement. All events concerning inter-RAT measurements are labelled 3x where x is a,b,c..

Event 3a: The estimated quality of the currently used UTRAN frequency is below a certain threshold and the estimated quality of the other system is above a certain threshold.

Event 3b: The estimated quality of other system is below a certain threshold.

Event 3c: The estimated quality of other system is above a certain threshold.

Event 3d: Change of best cell in other system.

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Parameters required for each event
OP
1 to <maxMeasEvent>



>Inter-RAT event identity
MP

Inter-RAT event identity 10.3.7.24


>Threshold own system
CV–clause 0

Integer (-115..0)


>W
CV–clause 0

Real(0, 0.1..2.0 by step of 0.1)
In event 3a

>Threshold other system
CV–clause 1

Integer (-115..0)
In event 3a, 3b, 3c

>Hysteresis
MP

Real(0..7.5 by step of 0.5)


>Time to trigger
MP

Time to trigger 10.3.7.64
Indicates the period of time between the timing of event detection and the timing of sending Measurement Report.

>Reporting cell status
OP

Reporting cell status 10.3.7.61


Condition
Explanation

Clause 0
The IE is mandatory if " Inter-RAT event identity" is set to "3a", otherwise the IE is not needed

Clause 1
The IE is mandatory if " Inter-RAT event identity" is set to 3a, 3b or 3c, otherwise the IE is not needed

10.3.7.39
Intra-frequency measurement reporting criteria

The triggering of the event-triggered reporting for an intra-frequency measurement. All events concerning intra-frequency measurements are labelled 1x where x is a, b, c….

Event 1a: A Primary CPICH enters the Reporting Range (FDD only).

Event 1b: A Primary CPICH leaves the Reporting Range (FDD only).

Event 1c: A Non-active Primary CPICH becomes better than an active Primary CPICH (FDD only).

Event 1d: Change of best cell [Note 1] (FDD only).

Event 1e: A Primary CPICH becomes better than an absolute threshold (FDD only).

Event 1f: A Primary CPICH becomes worse than an absolute threshold (FDD only).

Event 1g: Change of best cell in TDD.

Event 1h: Timeslot ISCP below a certain threshold (TDD only).

Event 1i: Timeslot ISCP above a certain threshold (TDD only).

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Parameters required for each event
OP
1 to <maxMeasEvent>



>Intra-frequency event identity
MP

Intra-frequency event identity 10.3.7.34


>Triggering condition 1
CV–clause 0

Enumerated(Active set cells, Monitored set cells, Active set cells and monitored set cells)
Indicates which cells can trigger the event

>Triggering condition 2
CV–clause 6

Enumerated(Active set cells, Monitored set cells, Active set cells and monitored set cells, Detected set cells, Detected set cells and monitored set cells)
Indicates which cells can trigger the event

>Reporting Range Constant
CV–clause 2

Real(0..14.5 by step of 0.5)
In dB. In event 1a,1b. 

>Cells forbidden to affect Reporting range
CV–clause 1
1 to <maxCellMeas>

In event 1a,1b

>>CHOICE mode
MP




>>>FDD





>>>>Primary CPICH info
MP

Primary CPICH info 10.3.6.60


>>>TDD





>>>>Primary CCPCH info
MP

Primary CCPCH info 10.3.6.57


>W
CV–clause 2

Real(0.0..2.0 by step of 0.1)


>Hysteresis
MP

Real(0..7.5 by step of 0.5)
In dB.

>Threshold used frequency
CV-clause 3

Integer

(-115..165)


Range used depend on measurement quantity.

CPICH RSCP -115..-25 dBm

CPICH Ec/No -24..0 dB

Pathloss 30..165dB

ISCP -115..-25 dBm

>Reporting deactivation
 threshold
CV–clause 4

Integer(0, 1, 2, 3, 4, 5, 6, 7)
In event 1a

Indicates the maximum number of cells allowed in the active set in order for event 1a to occur.

0 means not applicable

.

>Replacement activation
 threshold
CV-clause 5

Integer(0, 1, 2, 3, 4, 5, 6, 7)
In event 1c

Indicates the minimum number of cells allowed in the active set in order for event 1c to occur.

0 means not applicable

>Time to trigger
MP

Time to trigger 10.3.7.64
Indicates the period of time between the timing of event detection and the timing of sending Measurement Report. Time in ms

>Amount of reporting
CV–clause 7

Integer(1, 2, 4, 8, 16, 32, 64, Infinity)


>Reporting interval
CV–clause 7

Integer(0, 250, 500, 1000, 2000, 4000, 8000, 16000)
Indicates the interval of periodical reporting when such reporting is triggered by an event. Interval in milliseconds.

0 means no periodical reporting

>Reporting cell status
OP

Reporting cell status 10.3.7.61


Condition
Explanation

Clause 0
The IE is mandatory if "Intra-frequency event identity" is set to "1b" or "1f", otherwise the IE is not needed

Clause 1
The IE is optional if "Intra-frequency event identity" is set to "1a" or "1b", otherwise the IE is not needed



Clause 2
The IE is mandatory if "Intra-frequency event identity" is set to "1a" or "1b", otherwise the IE is not needed

Clause 3
The IE is mandatory if "Intra-frequency event identity" is set to , "1e", "1f", "1h" or "1i", otherwise the IE is not needed

Clause 4
The IE is mandatory if "Intra-frequency event identity" is set to "1a", otherwise the IE is not needed

Clause 5
The IE is mandatory if "Intra-frequency event identity" is set to "1c", otherwise the IE is not needed

Clause 6
The IE is mandatory if "Intra-frequency event identity" is set to "1a" or "1e". 

Clause 7
The IE is mandatory if "Intra-frequency event identity" is set to "1a" or "1c". 

10.3.10
Multiplicity values and type constraint values

The following table includes constants that are either used as multi bounds (name starting with "max") or as high or low value in a type specification (name starting with "lo" or "hi"). Constants are specified only for values appearing more than once in the RRC specification. In case a constant is related to one or more other constants, an expression is included in the "value" column instead of the actual value.

Constant
Explanation
Value

CN information



maxCNdomains
Maximum number of CN domains
4

UTRAN mobility information



maxRAT
Maximum number or Radio Access Technologies
maxOtherRAT + 1

maxOtherRAT
Maximum number or other Radio Access Technologies
15

maxURA
Maximum number of URAs in a cell
8

maxInterSysMessages
Maximum number of Inter System Messages
4

maxRABsetup
Maximum number of RABs to be established
16

UE information



maxtransactions
Maximum number of parallel RRC transactions in downlink
25

maxPDCPalgoType
Maximum number of PDCP algorithm types
8

maxDRACclasses
Maximum number of UE classes which would require different DRAC parameters
8

maxFreqBandsFDD
Maximum number of frequency bands supported by the UE as defined in [21]
8

maxFreqBandsTDD
Maximum number of frequency bands supported by the UE as defined in [22]
4

maxFreqBandsGSM
Maximum number of frequency bands supported by the UE as defined in [45]
16

maxPage1
Number of UEs paged in the Paging Type 1 message
8

maxSystemCapability
Maximum number of system specific capabilities that can be requested in one message.
16

RB information



maxPredefConfig
Maximum number of predefined configurations
16

maxRB
Maximum number of RBs
32

maxSRBsetup
Maximum number of signalling RBs to be established 
8

maxRBperRAB
Maximum number of RBs per RAB
8

maxRBallRABs
Maximum number of non signalling RBs
27

maxRBMuxOptions
Maximum number of RB multiplexing options
8

maxLoCHperRLC
Maximum number of logical channels per RLC entity
2

TrCH information



maxTrCH
Maximum number of transport channels used in one direction (UL or DL)
32

maxTrCHpreconf
Maximum number of preconfigured Transport channels, per direction
16

maxCCTrCH
Maximum number of CCTrCHs
8

maxTF
Maximum number of different transport formats that can be included in the Transport format set for one transport channel
32

maxTF-CPCH
Maximum number of TFs in a CPCH set 
16

maxTFC
Maximum number of Transport Format Combinations
1024

maxTFCI-1-Combs
Maximum number of TFCI (field 1) combinations
512

maxTFCI-2-Combs
Maximum number of TFCI (field 2) combinations
512

maxCPCHsets
Maximum number of CPCH sets per cell
16

maxSIBperMsg
Maximum number of complete system information blocks per SYSTEM INFORMATION message
16

maxSIB
Maximum number of references to other system information blocks.
32

maxSIB-FACH
Maximum number of references to system information blocks on the FACH
8

PhyCH information







maxPCPCH-APsubCH
Maximum number of available sub-channels for AP signature on PCPCH
12

maxPCPCH-CDsubCH
Maximum number of available sub-channels for CD signature on PCPCH
12





maxPCPCH-APsig
Maximum number of available signatures for AP on PCPCH
16

maxPCPCH-CDsig
Maximum number of available signatures for CD on PCPCH
16

maxAC
Maximum number of access classes
16

maxASC
Maximum number of access service classes
8

maxASCmap
Maximum number of access class to access service classes mappings
7

maxASCpersist
Maximum number of access service classes for which persistence scaling factors are specified
6

maxPRACH
Maximum number of PRACHs in a cell
16

maxFACHPCH
Maximum number of FACHs and PCHs mapped onto one secondary CCPCHs
8

maxRL
Maximum number of radio links
8

maxSCCPCH
Maximum number of secondary CCPCHs per cell
16

maxDPDCH-UL
Maximum number of DPDCHs per cell
6

maxDPCH-DLchan
Maximum number of channelisation codes used for DL DPCH

8





maxPUSCH
Maximum number of PUSCHs
(8)

maxPDSCH
Maximum number of PDSCHs
8

maxPDSCHcodes
Maximum number of codes for PDSCH
16

maxPDSCH-TFCIgroups
Maximum number of TFCI groups for PDSCH
256

maxPDSCHcodeGroups
Maximum number of code groups for PDSCH
256

maxPCPCHs
Maximum number of PCPCH channels in a CPCH Set
64

maxPCPCH-SF
Maximum number of available SFs on PCPCH
7

maxTS
Maximum number of timeslots used in one direction (UL or DL)
14

HiPUSCHIdentities
Maximum number of PUSCH Identities
64

HiPDSCHIdentities
Maximum number of PDSCH Identities
64

Measurement information



maxTGPS
Maximum number of transmission gap pattern sequences 
6

maxAdditionalMeas
Maximum number of additional measurements for a given measurement identity
4

maxMeasEvent
Maximum number of events that can be listed in measurement reporting criteria
8

maxMeasParEvent
Maximum number of measurement parameters (e.g. thresholds) per event
2

maxMeasIntervals
Maximum number of intervals that define the mapping function between the measurements for the cell quality Q of a cell and the representing quality value
1

maxCellMeas
Maximum number of cells to measure
32

maxReportedGSMCells
Maximum number of GSM cells to be reported
6

maxFreq
Maximum number of frequencies to measure
8

maxSat
Maximum number of satellites to measure
16

HiRM
Maximum number that could be set as rate matching attribute for a transport channel
256

Frequency information



MaxFDDFreqList
Maximum number of FDD carrier frequencies to be stored in USIM
4 

MaxTDDFreqList
Maximum number of TDD carrier frequencies to be stored in USIM
4

maxFDDFreqCellList
Maximum number of neighbouring FDD cells to be stored in USIM
32

maxTDDFreqCellList
Maximum number of neighbouring TDD cells to be stored in USIM
32

MaxGSMCellList
Maximum number of GSM cells to be stored in USIM
32

Other information



maxNumGSMFreqRanges
Maximum number of GSM Frequency Ranges to store
32

MaxNumFDDFreqs
Maximum number of FDD centre frequencies to store
8

MaxNumTDDFreqs
Maximum number of TDD centre frequencies to store
8

maxNumCDMA200Freqs
Maximum number of CDMA2000 centre frequencies to store
8

11.2
PDU definitions

--**************************************************************
--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

-- Core Network IEs :


CN-DomainIdentity,


CN-InformationInfo,


CN-InformationInfoFull,


NAS-Message,


PagingRecordTypeID,

-- UTRAN Mobility IEs :


URA-Identity,

-- User Equipment IEs :


ActivationTime,


C-RNTI,


CapabilityUpdateRequirement,


CellUpdateCause,


CipheringAlgorithm,


CipheringModeInfo,


EstablishmentCause,


FailureCauseWithProtErr,


FailureCauseWithProtErrTrId,



InitialUE-Identity,


IntegrityProtActivationInfo,


IntegrityProtectionModeInfo,


N-308,


PagingCause,


PagingRecordList,


ProtocolErrorIndicator,


ProtocolErrorIndicatorWithMoreInfo,


Rb-timer-indicator,




RedirectionInfo,


RejectionCause,


ReleaseCause,


RRC-StateIndicator,


RRC-TransactionIdentifier,


SecurityCapability,


START-Value,


STARTList,


U-RNTI,


U-RNTI-Short,


UE-RadioAccessCapability,


UE-RadioAccessCapability-v370ext,

UE-ConnTimersAndConstants,


URA-UpdateCause,


UTRAN-DRX-CycleLengthCoefficient,


WaitTime,

-- Radio Bearer IEs :


DefaultConfigIdentity,


DefaultConfigMode,


DL-CounterSynchronisationInfo,


PredefinedConfigIdentity,


RAB-Info,


RAB-Info-Post,

RAB-InformationList,


RAB-InformationReconfigList,


RAB-InformationSetupList,




RB-ActivationTimeInfoList,


RB-COUNT-C-InformationList,


RB-COUNT-C-MSB-InformationList,


RB-IdentityList,


RB-InformationAffectedList,


RB-InformationReconfigList,


RB-InformationReleaseList,






SRB-InformationSetupList,


SRB-InformationSetupList2,


UL-CounterSynchronisationInfo,

-- Transport Channel IEs:


CPCH-SetID,


DL-AddReconfTransChInfo2List,


DL-AddReconfTransChInfoList,


DL-CommonTransChInfo,


DL-DeletedTransChInfoList,


DRAC-StaticInformationList,


TFC-Subset,


TFCS-Identity,


UL-AddReconfTransChInfoList,


UL-CommonTransChInfo,


UL-DeletedTransChInfoList,

-- Physical Channel IEs :




Alpha,


CCTrCH-PowerControlInfo,


ConstantValue,


CPCH-SetInfo,


DL-CommonInformation,


DL-CommonInformationPost,


DL-InformationPerRL,


DL-InformationPerRL-List,


DL-InformationPerRL-ListPostFDD,


DL-InformationPerRL-PostTDD,




DL-PDSCH-Information,


DPCH-CompressedModeStatusInfo,


FrequencyInfo,


FrequencyInfoFDD,


FrequencyInfoTDD,




MaxAllowedUL-TX-Power,


PDSCH-CapacityAllocationInfo,


PDSCH-Identity,






PrimaryCCPCH-TX-Power,


PUSCH-CapacityAllocationInfo,


PUSCH-Identity,


RL-AdditionInformationList,


RL-RemovalInformationList,


SpecialBurstScheduling,


SSDT-Information,


TFC-ControlDuration,


TimeslotList,


TX-DiversityMode,


UL-ChannelRequirement,


UL-ChannelRequirementWithCPCH-SetID,


UL-DPCH-Info,


UL-DPCH-InfoPostFDD,


UL-DPCH-InfoPostTDD,


UL-TimingAdvance,


UL-TimingAdvanceControl,

-- Measurement IEs :


AdditionalMeasurementID-List,


Frequency-Band,


EventResults,


InterRAT-TargetCellDescription,


MeasuredResults,


MeasuredResultsList,


MeasuredResultsOnRACH,


MeasurementCommand,


MeasurementIdentity,


MeasurementReportingMode,


PrimaryCCPCH-RSCP,


TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList,


UE-Positioning-GPS-AssistanceData,


UE-Positioning-OTDOA-AssistanceData,

-- Other IEs :


BCCH-ModificationInfo,


CDMA2000-MessageList,


GSM-MessageList,


InterRAT-ChangeFailureCause,


InterRAT-HO-FailureCause,


InterRAT-UE-RadioAccessCapabilityList,



InterRAT-UE-SecurityCapList,




IntraDomainNasNodeSelector,



ProtocolErrorMoreInformation,


Rplmn-Information,


SegCount,


SegmentIndex,


SFN-Prime,


SIB-Data-fixed,


SIB-Data-variable,


SIB-Type

FROM InformationElements


maxSIBperMsg


FROM Constant-definitions;

END

11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=
-- ***************************************************

--

--     CORE NETWORK INFORMATION ELEMENTS (10.3.1)

--

-- ***************************************************

BEGIN

IMPORTS


hiPDSCHidentities,


hiPUSCHidentities,


hiRM,


maxAC,


maxAdditionalMeas,


maxASC,


maxASCmap,


maxASCpersist,


maxCCTrCH,


maxCellMeas,


maxCellMeas-1,


maxCNdomains,


maxCPCHsets,


maxDPCH-DLchan,




maxDPDCH-UL,


maxDRACclasses,


maxFACHPCH,


maxFreq,


maxFreqBandsFDD,


maxFreqBandsTDD,


maxFreqBandsGSM,


maxInterSysMessages,


maxLoCHperRLC,


maxMeasEvent,


maxMeasIntervals,


maxMeasParEvent,


maxNumCDMA2000Freqs,

maxNumFDDFreqs,

maxNumGSMFreqRanges,

maxNumTDDFreqs,


maxOtherRAT,


maxPage1,


maxPCPCH-APsig,


maxPCPCH-APsubCh,


maxPCPCH-CDsig,


maxPCPCH-CDsubCh,


maxPCPCH-SF,


maxPCPCHs,


maxPDCPAlgoType,


maxPDSCH,


maxPDSCH-TFCIgroups,


maxPRACH,


maxPUSCH,


maxRABsetup,


maxRAT,


maxRB,


maxRBallRABs,


maxRBMuxOptions,


maxRBperRAB,


maxReportedGSMCells,


maxSRBsetup,


maxRL,


maxRL-1,


maxSCCPCH,


maxSat,


maxSIB,


maxSIB-FACH,




maxSystemCapability,


maxTF,


maxTF-CPCH,


maxTFC,


maxTFCI-2-Combs,


maxTGPS,


maxTrCH,


maxTS,


maxTS-1,


maxURA

FROM Constant-definitions;

...

-- ASN.1 for IE "Added or Reconfigured DL TrCH information" 

-- in case of messages other than: Radio Bearer Release message and 

-- Radio Bearer Reconfiguration message

DL-AddReconfTransChInformation ::= 
SEQUENCE {


dl-TransportChannelType



DL-TrCH-Type,

dl-transportChannelIdentity


TransportChannelIdentity,


tfs-SignallingMode




CHOICE {



explicit-config





TransportFormatSet,



sameAsULTrCH





UL-TransportChannelIdentity


},


dch-QualityTarget




QualityTarget





OPTIONAL,


tm-SignallingInfo




TM-SignallingInfo




OPTIONAL

}

-- ASN.1 for IE "Added or Reconfigured DL TrCH information" 

-- in case of Radio Bearer Release message and 

-- Radio Bearer Reconfiguration message

DL-AddReconfTransChInformation2 ::= SEQUENCE {


dl-TransportChannelType



DL-TrCH-Type,

transportChannelIdentity


TransportChannelIdentity,


tfs-SignallingMode




CHOICE {



explicit-config





TransportFormatSet,



sameAsULTrCH





UL-TransportChannelIdentity


},


qualityTarget





QualityTarget





OPTIONAL

}

...

IndividualDL-CCTrCH-Info ::=

SEQUENCE {


dl-TFCS-Identity




TFCS-Identity,


tfcs-SignallingMode




CHOICE {



explicit-config





TFCS,



sameAsUL






TFCS-Identity


}

}

...

TFCI-Field2-Information ::=


CHOICE {


tfci-Range






TFCI-RangeList,


explicit-config





ExplicitTFCS-Configuration

}

...

PDSCH-CodeMapping ::=



SEQUENCE {


dl-ScramblingCode




SecondaryScramblingCode



OPTIONAL,


signallingMethod




CHOICE {



codeRange






CodeRange,



tfci-Range






DSCH-MappingList,



explicit-config





PDSCH-CodeInfoList,



replace







ReplacedPDSCH-CodeInfoList


}

}


SCCPCH-InfoForFACH ::=



SEQUENCE {


secondaryCCPCH-Info




SecondaryCCPCH-Info,


tfcs







TFCS,


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




fach-PCH-InformationList


FACH-PCH-InformationList,




sib-ReferenceListFACH



SIB-ReferenceListFACH



},



tdd







SEQUENCE {




fach-PCH-InformationList


FACH-PCH-InformationList



}

}

}

...






...











...



...



...



...

RL-InformationLists ::=



SEQUENCE {


rl-AdditionInfoList




RL-AdditionInfoList




OPTIONAL,


rL-RemovalInformationList




RL-RemovalInformationList




OPTIONAL

}



...









...

-- Actual value = IE value * 0.5

Hysteresis ::=





INTEGER (0..15)

END

11.4
Constant definitions

Constant-definitions DEFINITIONS AUTOMATIC TAGS ::=
BEGIN

hiPDSCHidentities


INTEGER ::= 64

hiPUSCHidentities


INTEGER ::= 64

hiRM





INTEGER
::= 256

maxAC





INTEGER ::= 16

maxAdditionalMeas 


INTEGER
::= 4

maxASC





INTEGER ::= 8

maxASCmap




INTEGER ::= 7

maxASCpersist



INTEGER ::= 6

maxCCTrCH




INTEGER
::= 8

maxCellMeas 



INTEGER
::= 32

maxCellMeas-1



INTEGER ::= 31

maxCNdomains



INTEGER
::= 4

maxCPCHsets




INTEGER
::= 16

maxDPCH-DLchan



INTEGER ::= 8



maxDPDCH-UL




INTEGER
::= 6

maxDRACclasses



INTEGER
::= 8


maxFACHPCH




INTEGER
::= 8

maxFreq





INTEGER
::= 8

maxFreqBandsFDD



INTEGER
::= 8

maxFreqBandsTDD



INTEGER
::= 4

maxFreqBandsGSM



INTEGER
::= 16

maxInterSysMessages 

INTEGER
::= 4

maxLoCHperRLC



INTEGER ::= 2
maxMeasEvent



INTEGER
::= 8

maxMeasIntervals


INTEGER
::= 3

maxMeasParEvent



INTEGER ::= 2

maxNumCDMA2000Freqs


INTEGER
::=  8

maxNumGSMFreqRanges


INTEGER ::= 32

maxNumFDDFreqs



INTEGER
::=  8

maxNumTDDFreqs



INTEGER ::=  8
maxNoOfMeas




INTEGER ::= 16

maxOtherRAT




INTEGER
::= 15

maxPage1




INTEGER
::= 8

maxPCPCH-APsig



INTEGER ::= 16

maxPCPCH-APsubCh


INTEGER ::= 12

maxPCPCH-CDsig



INTEGER ::= 16

maxPCPCH-CDsubCh


INTEGER ::= 12

maxPCPCH-SF




INTEGER
::= 7

maxPCPCHs




INTEGER
::= 64

maxPDCPAlgoType



INTEGER
::= 8

maxPDSCH




INTEGER
::= 8

maxPDSCH-TFCIgroups
 

INTEGER
::= 256

maxPRACH




INTEGER
::= 16

maxPredefConfig



INTEGER
::= 16

maxPUSCH




INTEGER
::= 8

maxRABsetup




INTEGER
::= 16

maxRAT





INTEGER
::= 16

maxRB





INTEGER
::= 32

maxRBallRABs



INTEGER ::= 27

maxRBMuxOptions



INTEGER
::= 8

maxRBperRAB




INTEGER
::= 8

maxReportedGSMCells


INTEGER
::= 6

maxRL





INTEGER
::= 8

maxRL-1





INTEGER
::= 7

maxSat





INTEGER
::= 16

maxSCCPCH




INTEGER
::= 16

maxSIB





INTEGER
::= 32


maxSIB-FACH




INTEGER
::= 8

maxSIBperMsg



INTEGER ::= 16


maxSRBsetup




INTEGER
::= 8


maxSystemCapability


INTEGER
::= 16

maxTF





INTEGER
::= 32

maxTF-CPCH




INTEGER
::= 16

maxTFC





INTEGER
::= 1024

maxTFCI-2-Combs
 


INTEGER
::= 512

maxTGPS





INTEGER ::= 6

maxTrCH





INTEGER
::= 32

maxTrCHpreconf



INTEGER ::= 16

maxTS





INTEGER
::= 14

maxTS-1





INTEGER ::= 13 

maxURA





INTEGER
::= 8

END

11.5
RRC information between network nodes

Internode-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


HandoverToUTRANCommand,


MeasurementReport,


PhysicalChannelReconfiguration,


RadioBearerReconfiguration,


RadioBearerRelease,


RadioBearerSetup,


TransportChannelReconfiguration

FROM PDU-definitions

-- Core Network IEs :


CN-DomainIdentity,

CN-DomainInformationList,


NAS-SystemInformationGSM-MAP,

-- UTRAN Mobility IEs :


CellIdentity,


URA-Identity,

-- User Equipment IEs :


C-RNTI,


FailureCauseWithProtErr,

RRC-MessageSequenceNumber,


STARTList,


U-RNTI,


UE-RadioAccessCapability,

-- Radio Bearer IEs :




PredefinedConfigValueTag,


RAB-InformationSetupList,








SRB-InformationSetupList,

-- Transport Channel IEs :


CPCH-SetID,


DL-CommonTransChInfo,


DL-AddReconfTransChInfoList,


DRAC-StaticInformationList,


UL-CommonTransChInfo,


UL-AddReconfTransChInfoList,

-- Measurement IEs :


MeasurementIdentity,


MeasurementReportingMode,


MeasurementType,


AdditionalMeasurementID-List,


PositionEstimate,
-- Other IEs :


InterRAT-UE-RadioAccessCapabilityList
FROM InformationElements


maxCNdomains,

maxNoOfMeas,


maxPredefConfig,




maxRB,


maxSRBsetup


FROM Constant-definitions

UE-SecurityInformation,

UE-CapabilityInformation-Withv370ext
FROM UEtoOtherRAT-definitions;
-- Part 1: Class definitions similar to what has been defined in 11.1 for RRC messages

-- Information that is tranferred in the same direction and across the same path is grouped

-- ***************************************************

--

-- RRC information, to target RNC

--

-- ***************************************************
-- RRC Information to target RNC sent either from source RNC or from another RAT

ToTargetRNC-Container ::= CHOICE {


handoverToUTRAN





HandoverToUTRANInfo,


srncRelocation





SRNC-RelocationInfo,


extension






NULL

}

-- ***************************************************

--

-- RRC information, target RNC to source RNC

--

-- ***************************************************
TargetRNC-ToSourceRNC-Container::= CHOICE {


radioBearerSetup




RadioBearerSetup,


radioBearerReconfiguration


RadioBearerReconfiguration,


radioBearerRelease




RadioBearerRelease,


transportChannelReconfiguration

TransportChannelReconfiguration,


physicalChannelReconfiguration

PhysicalChannelReconfiguration,


rrc-InformationContainerFailureInfo
RRC-InformationContainerFailureInfo,


extension






NULL

}

-- ***************************************************

--

-- RRC information, target RNC to source RAT

--

-- ***************************************************
TargetRNC-ToSourceRAT-Container::= CHOICE {


handoverToUTRAN





HandoverToUTRANCommand,


rrc-InformationContainerFailureInfo
RRC-InformationContainerFailureInfo,


extension






NULL

}

-- Part2: Container definitions, similar to the PDU definitions in 11.2 for RRC messages
-- In alphabetical order
-- ***************************************************

--

-- Handover to UTRAN information

--

-- ***************************************************
HandoverToUTRANInfo ::= CHOICE {


r3







SEQUENCE {



handoverToUTRANInfo-r3


HandoverToUTRANInfo-r3-IEs,



nonCriticalExtensions


SEQUENCE {}
OPTIONAL


},


criticalExtensions



SEQUENCE {}

}

HandoverToUTRANInfo-r3-IEs::=

SEQUENCE {


-- User equipment IEs



uE-CapabilityInformation-Withv370ext 

UE-CapabilityInformation-Withv370ext,



uE-SecurityInformation





UE-SecurityInformation




OPTIONAL,


--
Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList
OPTIONAL,



predefinedConfigStatusList

PredefinedConfigStatusList



OPTIONAL

}

-- ***************************************************

--

-- RRC information container failure info 

--

-- ***************************************************
RRC-InformationContainerFailureInfo ::= CHOICE {


r3










SEQUENCE {



rRC-InformationContainerFailureInfo-r3

RRC-InformationContainerFailureInfo-r3-IEs,



nonCriticalExtensions





SEQUENCE {}
OPTIONAL


},


criticalExtensions






SEQUENCE {}

}

RRC-InformationContainerFailureInfo-r3-IEs ::=

SEQUENCE {


-- Non-RRC IEs



failureCauseWithProtErr


FailureCauseWithProtErr
}

-- ***************************************************

--

-- SRNC Relocation information

--

-- ***************************************************
SRNC-RelocationInfo ::= CHOICE {


r3







SEQUENCE {



sRNC-RelocationInfo-r3


SRNC-RelocationInfo-r3-IEs,



nonCriticalExtensions


SEQUENCE {}
OPTIONAL


},


criticalExtensions



SEQUENCE {}

}

SRNC-RelocationInfo-r3-IEs ::=



SEQUENCE {


-- Non-RRC IEs



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,



cipheringStatus




CipheringStatus,



calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



cipheringInfoPerRB-List


CipheringInfoPerRB-List



OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



integrityProtectionStatus

IntegrityProtectionStatus,



srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,

-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationList


OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList




OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList,



rab-InformationList



RAB-InformationSetupList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





transChDRAC-Info



DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList


OPTIONAL,


-- Measurement report



measurementReport



MeasurementReport




OPTIONAL

}

-- IE definitions

CalculationTimeForCiphering ::=

SEQUENCE {


cell-Id







CellIdentity,


sfn








INTEGER (0..4095)

}

CipheringInfoPerRB ::=



SEQUENCE {


dl-HFN







BIT STRING (SIZE (20..25)),


ul-HFN







BIT STRING (SIZE (20..25))

}

-- TABULAR: Multiplicity value numberOfRadioBearers has been replaced

-- with maxRB.

CipheringInfoPerRB-List ::=


SEQUENCE (SIZE (1..maxRB)) OF











CipheringInfoPerRB

CipheringStatus ::=




ENUMERATED {











started, notStarted }

COUNT-C-List ::=





SEQUENCE (SIZE (1..maxCNdomains)) OF











COUNT-CSingle

COUNT-CSingle ::=





SEQUENCE {


cn-DomainIdentity




CN-DomainIdentity,


count-C







BIT STRING (SIZE (32))




}

ImplementationSpecificParams ::=
BIT STRING (SIZE (1..512))

IntegrityProtectionStatus ::=

ENUMERATED {











started, notStarted }

MeasurementCommandWithType ::=

CHOICE {


setup







MeasurementType,


modify







NULL,


release







NULL

}

OngoingMeasRep ::=




SEQUENCE {


measurementIdentity


MeasurementIdentity,


measurementCommandWithType


MeasurementCommandWithType,


-- TABULAR: The CHOICE Measurement in the tabular description is included


-- in the IE above.


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL

}

OngoingMeasRepList ::=



SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep

PredefinedConfigStatusList ::=



SEQUENCE (SIZE (maxPredefConfig)) OF












PredefinedConfigStatusInfo

PredefinedConfigStatusInfo::=

SEQUENCE {


predefinedConfigValueTag



PredefinedConfigValueTag
OPTIONAL


-- Absence of the IE indicates that the UE has not stored the corresponding preconfiguration

}

SRB-SpecificIntegrityProtInfo ::=
SEQUENCE {


ul-RRC-HFN






BIT STRING (SIZE (28)),


dl-RRC-HFN






BIT STRING (SIZE (28)),


ul-RRC-SequenceNumber



RRC-MessageSequenceNumber,


dl-RRC-SequenceNumber



RRC-MessageSequenceNumber

}

SRB-SpecificIntegrityProtInfoList ::= SEQUENCE (SIZE (4..maxSRBsetup)) OF











SRB-SpecificIntegrityProtInfo

StateOfRRC ::=





ENUMERATED {











cell-DCH, cell-FACH,











cell-PCH, ura-PCH }

StateOfRRC-Procedure ::=


ENUMERATED {











awaitNoRRC-Message,











awaitRRC-ConnectionRe-establishmentComplete,











awaitRB-SetupComplete,











awaitRB-ReconfigurationComplete,











awaitTransportCH-ReconfigurationComplete,











awaitPhysicalCH-ReconfigurationComplete,











awaitActiveSetUpdateComplete,











awaitHandoverComplete,











sendCellUpdateConfirm,











sendUraUpdateConfirm,











sendRrcConnectionReestablishment,











otherStates 

}

UE-Positioning-LastKnownPos ::=

SEQUENCE { 



sfn







INTEGER (0..4095),



cell-id






CellIdentity,



positionEstimate



PositionEstimate
}

END

11.6
RRC information between UE and other RATs

UEtoOtherRAT-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS

-- User Equipment IEs :


START-Value,


UE-RadioAccessCapability,


UE-RadioAccessCapability-v370ext,

-- Radio Bearer IEs :


PredefinedConfigValueTag

FROM InformationElements;


-- Part 1: Class definitions similar to what has been defined in 11.1 for RRC messages

-- Information that is tranferred in the same direction and across the same path is grouped

-- ***************************************************

--

-- RRC information, to target RNC

--

-- ***************************************************
-- RRC Information to target RNC sent either from source RNC or from another RAT

-- Currently not used

-- ***************************************************

--

-- RRC information, target RNC to source RNC

--

-- ***************************************************
-- Currently not used

-- ***************************************************

--

-- RRC information, target RNC to source RAT

--

-- ***************************************************
-- Currently not used

-- Part 2: Container definitions, similar to the PDU definitions in 11.2 for RRC messages

-- In alphabetical order

-- Currently not used

-- Part 3: Non- extensible IE definitions

-- In alphabetical order






UE-CapabilityInformation-Withv370ext ::=


SEQUENCE {


ue-RadioAccessCapability


UE-RadioAccessCapability


OPTIONAL,


ue-RadioAccessCapabilityExt1

UE-RadioAccessCapability-v370ext
OPTIONAL
}

UE-SecurityInformation ::=


SEQUENCE {


start-CS






START-Value
}

END
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