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8.6.7.19.1
UE positioning reporting quantity

The UE shall:

-
ignore IE "Multiple Sets";

-
ignore IE "Response Time";

-
if IE "Accuracy" is included:

-
should try to achieve the requested positioning accuracy with 67% confidence;

-
if IE "Positioning Methods" is set to "Cell ID":

-
perform the Rx-Tx time difference type 2 measurement on the reference cell indicated in the OTDOA assistance data and report the measurement results back to the network in the RRC MEASUREMENT REPORT by using IE “UE positioning OTDOA measurement” excluding any measurements on neighbour cells in this IE;

-
if the IE "Method Type" is set to "UE based":

-
if the IE "Positioning Methods" is set to "GPS":

-
when a measurement report is triggered:

-
include the IE "UE positioning position estimate info" in the measurement report and set the contents of the IE as follows:

-
if the UE supports the capability to provide the GPS timing of the cell, and

-
if the IE "GPS timing of Cell wanted" is set to true:

-
include the IE "Primary CPICH Info" for FDD or the IE "cell parameters id" for TDD; and

-
include the IE "Reference SFN", the IE "GPS TOW msec"; and

-
the UE may include the IE "GPS TOW rem usec";

-
if the IE "Positioning Methods" is set to "OTDOA":

-
when a measurement report is triggered:

-
include the IE "UE positioning position estimate info" in the measurement report;

-
if the IE "Method Type" is set to "UE assisted":

-
if the IE "Positioning Methods" is set to "GPS":

-
when a measurement report is triggered:

-
include the IE "UE positioning GPS measured results" in the measurement report and set the contents of the IE as follows:

-
if the UE supports the capability to provide the GPS timing of the cell, and

-
if the IE "GPS timing of Cell wanted" is set to true:

-
include the IE "Primary CPICH Info" for FDD or the IE "cell parameters id" for TDD; and

-
include the IE "Reference SFN", the IE "GPS TOW msec"; and

-
the UE may include the IE "GPS TOW rem usec";

-
if the UE does not support the capability to provide the GPS timing of the cell:

-
include the IE "GPS TOW msec";

-
if the IE "Positioning Methods" is set to "OTDOA":

-
when a measurement report is triggered:

-
include the IE "UE positioning OTDOA measured results" in the measurement report.

The UE shall perform the following consistency check:

-
if UE, according to its capabilities, does not support UE based OTDOA and if IE "Positioning Methods" is set to "OTDOA" and if IE "Method Type" is set to "UE based":

-
act as specified in subclause 8.4.1.4;

-
if UE, according to its capabilities, does not support UE based GPS and if IE "Positioning Methods" is set to "GPS" and if IE "Method Type" is set to "UE based":

-
act as specified in subclause 8.4.1.4;

-
if UE, according to its capabilities, does not support UE assisted GPS and if IE "Positioning Methods" is set to "GPS" and if IE "Method Type" is set to "UE assisted":

-
act as specified in subclause 8.4.1.4;

-
if UE, according to its capabilities, does not support UE based positioning and if IE "Positioning Methods" is set to "OTDOAorGPS" and if IE "Method Type" is set to "UE based":

-
act as specified in subclause 8.4.1.4;

-
if UE, according to its capabilities, does not support Rx-Tx time difference type 2 measurement and if IE "Positioning Methods" is set to "Cell ID":

-
act as specified in subclause 8.4.1.4.
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