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Introduction

Editorial, minor and general clarifications to TS 25.331 are here proposed.

Discussion

[…]

8.6.3.3
Generic state transition rules depending on received information elements

The IE "RRC State Indicator" indicates the state the UE shall enter. The UE shall enter the state indicated by the IE "RRC State Indicator" even if the received message includes other IEs relevant only for states other than indicated by the IE "RRC State Indicator". E.g. if the RRC state indicator is set to CELL_FACH while other IEs provide information about a configuration including dedicated channels, the UE shall enter CELL_FACH state. If however the UE has no information about the configuration corresponding to the state indicated by the IE "RRC State Indicator", it shall consider the requested configuration as invalid.

The UE shall, if the IE "RRC State Indicator" in the received message has the value:

-
"CELL_FACH":

-
enter CELL_FACH state as dictated by the procedure governing the message received;

-
"CELL_DCH":

-
if neither DPCH is assigned in the message nor is the UE in CELL_DCH:

-
set the variable INVALID_CONFIGURATION to TRUE;

-
else:

-
enter CELL_DCH state as dictated by the procedure governing the message received;

[…]

10.3.6.88
Uplink DPCH info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Uplink DPCH power control info
	OP
	
	Uplink DPCH power control info 10.3.6.91
	

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>Scrambling code type
	MP
	
	Enumerated(short, long)
	

	>>Scrambling code number
	MP
	
	Integer(0..16777215)
	

	>>Number of DPDCH
	MD
	
	Integer(2..maxDPDCH)
	Default value is 1.

Number of DPDCH is 1 in HANDOVER TO UTRAN COMMAND

	>>Spreading factor
	MP
	
	Integer(4, 8, 16, 32, 64, 128, 256)
	Minimum allowed SF of the channelisation code for data part

	>>TFCI existence
	MD
	
	Boolean
	TRUE means existence. Default value is "TRUE"

	>>Number of FBI bits
	CH
	
	Integer (1, 2)
	In bits. Number of FBI bits is needed if SSDT or FB Mode Transmit Signalling is supported.If it is absent, the number of FBI bits is 0.


	>>Puncturing Limit
	MP
	
	Real(0.40 ..1 by step of 0.04)
	

	>TDD
	
	
	
	

	>>Uplink Timing Advance Control
	OP
	
	Uplink Timing Advance Control 10.3.6.96
	

	>>UL CCTrCH List
	MP 
	1 to <maxCCTrCH>
	
	

	>>>TFCS ID
	MD
	
	Integer(1..8)
	Default value is 1. 

	>>>UL target SIR 
	MP
	
	Real (-11 .. 20 by step of 0.5dB)
	In dB

	>>>Time info
	MP
	
	Time info 10.3.6.83
	

	>>>Common timeslot info
	MD
	
	Common timeslot info 10.3.6.10
	Default is the current Common timeslot info

	>>>Uplink DPCH timeslots and codes
	MD
	
	Uplink Timeslots and Codes 10.3.6.94
	Default is to use the old timeslots and codes.


	Condition
	Explanation

	Single
	This IE is mandatory present if the IE "Number of DPDCH" is "1" and not needed otherwise.


Conclusion

The corresponding CR will be presented at next meeting.

