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1. Introduction  

When RLC SDUs or PDUs are scheduled for transmission, the size of data of scheduled SDUs or PDUs are submitted to MAC by the parameter “RLC Entity Info” of the primitive MAC-STATUS. MAC will select a TFC based on this and other parameters. This is called the “TFC selection exchange” in [1].

If the TFC selection exchange has been initiated while the timer Timer_Discard of a SDU expires, the UE may wait until after it provides MAC with the requested set of PDUs before discarding the afore-mentioned SDUs. This is specified for TM, UM and AM in subclauses 11.1.4.2, 11.2.4.3, and 11.3.4.3.1 respectively in [1].

However, there are other cases where interruption of data transmission is unexpected and the behaviours of these cases are not specified in [1]. This contribution identifies these cases and analyses the functionality of each case.

2. Unexpected interruption of data transmission

In this contribution, “unexpected” means an event happens independently with the initiation of the TFC selection exchange. Timer_Discard is an example of this case. Other possible situations are: Reset procedure, Re-establishment function, Stop function, or Local Suspend function is initiated after the TFC selection exchange has been initiated by sending the RLC Entity Info parameter to MAC.

2.1 RLC reset procedure for AM RLC entities

When an RLC reset procedure is initiated, RLC SDUs that were transmitted before the reset in the transmitting side of the AM RLC entity shall be discarded. (See section 11.4.3.) This discard behaviour is “unexpected” to the initiation of the TFC selection exchange and can cause TFC selection and transmission scheduling of lower layers fail.

There are at least two possible solutions applicable: 

(A) Padding PDUs are used to substitute the segments of the discarded SDUs that have been scheduled and requested for transmission. 

(B) UE wait until after it provides MAC with the requested set of PDUs before discarding the afore-mentioned SDUs. 
Solution B is more consistent to the functionality of Time_Discard and is proposed by us.

2.2 Re-establishment function for UM and AM

When a re-establishment function is initiated, all AMD PDUs shall be discarded for AM RLC entities and RLC SDUs for which one or more segments have been submitted to a lower layer shall be discarded for UM RLC entities. This discard behaviour is “unexpected” to the initiation of the TFC selection exchange and can cause TFC selection and transmission scheduling of lower layers fail.

There are at least two possible solutions applicable: 

(A) Padding PDUs are used to substitute the segments of the discarded SDUs that have been scheduled and requested for transmission. 

(B) UE wait until after it provides MAC with the requested set of PDUs before discarding the afore-mentioned SDUs. 
Solution B is more consistent to the functionality of Time_Discard and is proposed by us.
2.3 Stop function for AM and UM

When a RLC entity is stopped by upper layers, the RLC entity shall not submit any RLC PDUs to lower layer or receive any RLC PDUs. This interruption behaviour is “unexpected” to the initiation of the TFC selection exchange and can cause TFC selection and transmission scheduling of lower layers fail.

There are at least two possible solutions applicable: 

(A) Padding PDUs are used to substitute the interrupted PDUs that have been scheduled and requested for transmission.

(B) UE wait until after it provides MAC with the requested set of PDUs before stopping submitting the afore-mentioned PDUs. 

Solution B is more consistent to the functionality of Time_Discard and is proposed by us.

2.4 Local Suspend function for AM and UM

When an RLC entity is suspended by upper layers with the parameter N, the RLC entity shall respond with current value of VT(US) or VT(S) and shall not send PDUs with sequence number SN(VT(US)+N or SN(VT(S)+N (the suspending point), for UM or AM, respectively.

This interruption behaviour is “unexpected” to the initiation of the TFC selection exchange and can cause TFC selection and transmission scheduling of lower layers fail. In general, for large enough value of N, this will not be a problem. For small value of N, this may cause problems. Since local suspend function relates to ciphering configuration change, this situation need to be considered more carefully than the other cases. 

In general, PDUs of sequence number after the suspending point will use a different ciphering configuration after the entity is resumed by upper layers. The timing for resuming depends on the transmission status of RRC messages “Security Mode Command” or “Security Mode Complete”. Any PDUs of SN after the suspending point transmitted before upper layers resume the entity will suffer from security deciphering error. Therefore, this function can not be simply delayed until after it provides MAC with the requested set of PDUs.
For AM, there are at least two possible solutions applicable: 

(1) STATUS PDUs consisting only of a NO_MORE SUFI are used to substitute the suspended PDUs that have been scheduled and requested for transmission. Note that padding PDUs of AMD PDU consisting only of padding LI and padding are not suitable since they will suffer from deciphering error.

(2) AMD PDUs of SN<VT(S)+N that are allowed to be retransmitted (VT(S)-1 for any Tx window size or any PDU not acknowledged for Tx window size<2048) are retransmitted.

Although Solution 2 is more efficient and more consistent to the concept that padding PDU shall not be transmitted on uplink, we have no preference between these two solutions. In addition, there is no suitable solution in the similar way for UM (see the next paragraph). Other solutions must be found.

For UM, UMD PDUs are not allowed to be retransmitted. There is no STATUS PDU to constitute padding PDUs. And UMD PDUs consisting only of padding LI and padding can not be robustly used because of possible ciphering synchronization problem.

Thus, a proper solution is to avoid the possibility that PDUs on and after the suspending point is to be requested to be sent in the next TTI when the TFC selection exchange has been initiated by sending the RLC Entity Info parameter to MAC. This can be done at least in one of the following solutions: (set m = the maximum number of transport blocks for the RLC entity within the transport format combination (TFC) and s = the current value of VT(US) or VT(S))

(A) When an RLC entity is suspended by upper layers with the parameter N, the RLC entity shall respond to upper layers with a value x equal to the highest value of SN of the PDU that has been counted in the RLC Entity Info plus one or equal to s, whichever is higher. The suspending point is SN = x + N.

(B) When an RLC entity is suspended by upper layers with the parameter N, the RLC entity shall respond with a value x equal to or greater than s + m so that it will work even for N=0 in the worst case. The suspending point is SN = x + N.

(C) When an RLC entity is suspended by upper layers with the parameter N, the RLC entity shall respond with a value x equal to or greater than s + m – N or equal to s, whichever is higher. The suspending point is SN = x + N.

(D) Upper layers choose suitable value of N for each radio bearer. The minimum value of N is m.

Solution (A) is simple. However, if the number of PDUs counted in the RLC Entity Info is over 4096 (212) for AM and over 128 (27) for UM, this solution will not work properly. Thus, this solution is not robust.

Solution (D) involves the upper layers and for cases when ciphering reconfiguration procedure and RLC reset procedure happen concurrently, N might be need to be set to 0 so that the new ciphering configuration may be applied immediately after resume and termination of RLC reset procedure.

Both Solutions (B) and (C) work robustly. Solution (B) is simpler than Solution (C). Thus, Solution (B), which can be apply to both UM and AM, is proposed by us.

3. Conclusions and Proposals

The attached CR is based on Solutions (B) for four unexpected data transmission interrupting situations: Reset procedure, Re-establishment function, Stop function, and Local Suspend function.
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8
Elements for layer-to-layer communication

The interaction between the RLC sublayer and other layers are described in terms of primitives where the primitives represent the logical exchange of information and control between the RLC sublayer and other layers. The primitives shall not specify or constrain the implementation.

8.1
Primitives between RLC and upper layers

The primitives between RLC and upper layers are shown in Table 8.1.

Table 8.1: Primitives between RLC and upper layers

	Generic Name
	Parameters

	
	Req.
	Ind.
	Resp.
	Conf.

	RLC-AM-DATA
	Data, CNF, MUI
	Data, DiscardInfo
	Not Defined
	MUI

	RLC-UM-DATA
	Data, Use special LI
	Data
	Not Defined
	Not Defined

	RLC-TM-DATA
	Data
	Data
	Not Defined
	Not Defined

	CRLC-CONFIG
	E/R, Stop, Continue, Ciphering Elements (UM/AM only),

TM_parameters (TM only), UM_parameters (UM only), AM_parameters (AM only)
	Not Defined
	Not Defined
	Not Defined

	CRLC-SUSPEND (UM/AM only)
	N
	Not Defined
	Not Defined
	Suspending Point (UM/AM only)

	CRLC-RESUME (UM/AM only)
	No Parameter
	Not Defined
	Not Defined
	Not Defined

	CRLC-STATUS
	Not Defined
	EVC
	Not Defined
	Not Defined


Each Primitive is defined as follows:

RLC-AM-DATA-Req/Ind/Conf

-
RLC-AM-DATA-Req is used by upper layers to request transmission of an RLC SDU in acknowledged mode.

-
RLC-AM-DATA-Ind is used by the AM RLC entity to deliver to upper layers an RLC SDU that has been transmitted in acknowledged mode and to indicate to upper layers of the discarded RLC SDU in the peer RLC AM entity.

-
RLC-AM-DATA-Conf is used by the AM RLC entity to confirm to upper layers the reception of an RLC SDU by the peer-RLC AM entity.

RLC-UM-DATA-Req/Ind

-
RLC-UM-DATA-Req is used by upper layers to request transmission of an RLC SDU in unacknowledged mode.

-
RLC-UM-DATA-Ind is used by the UM RLC entity to deliver to upper layers an RLC SDU that has been transmitted in unacknowledged mode.

RLC-TM-DATA-Req/Ind

-
RLC-TM-DATA-Req is used by upper layers to request transmission of an RLC SDU in transparent mode.

-
RLC-TM-DATA-Ind is used by the TM RLC entity to deliver to upper layers an RLC SDU that has been transmitted in transparent mode.

CRLC-CONFIG-Req

This primitive is used by upper layers to establish, re-establish, release, stop, continue or modify the RLC. Ciphering elements are included for UM and AM operation.

CRLC-SUSPEND-Req/Conf

-
CRLC-SUSPEND-Req is used by upper layers to suspend the UM or AM RLC entity.

-
CRLC-SUSPEND-Conf is used by the UM or AM RLC entity to confirm that the entity is suspended.

CRLC-RESUME-Req

This primitive is used by upper layers to resume the UM or AM RLC entity after the UM or AM RLC entity has been suspended.

CRLC-STATUS-Ind

It is used by an RLC entity to send status information to upper layers.

8.2
Primitive parameters

Following parameters are used in the primitives:

1)
The parameter Data is the RLC SDU that is mapped onto the Data field in RLC PDUs. When AM or UM RLC entities are used, the length of the Data parameter is a multiple of 8 bits, otherwise (TM RLC entity) the length of Data parameter is a bit-string whose length may not be a multiple of 8 bits.

2)
The parameter Confirmation Request (CNF) indicates whether the transmitting side of the AM RLC entity needs to confirm the reception of the RLC SDU by the peer-RLC AM entity. If required, once all AMD PDUs that make up the RLC SDU are positively acknowledged by the receiving AM RLC entity, the transmitting AM RLC entity notifies upper layers.

3)
The parameter Message Unit Identifier (MUI) is an identity of the RLC SDU, which is used to indicate which RLC SDU that is confirmed with the RLC-AM-DATA-Conf. primitive.

4)
The parameter E/R indicates establishment, re-establishment, release or modification of an RLC entity, where re-establishment is applicable to AM and UM RLC entities only. If re-establishment is requested, the state variables and configurable parameters are initialised according to subclause 9.7.7. If release is requested, all protocol parameters, variables and timers are released and the RLC entity enters the NULL state. If modification is requested, the protocol parameters indicated by upper layers (e.g. ciphering parameters) are only modified, while keeping the other protocol parameters, such as the protocol variables, protocol timers and protocol state unchanged. AM RLC entities are always re-established if the AMD PDU size is changed. The modification of other protocol parameters does not require a re-establishment.
5)
The parameter Event Code (EVC) indicates the reason for the CRLC-STATUS-Ind (e.g., unrecoverable errors such as data link layer loss or recoverable status events such as reset.).

6)
The parameter Ciphering Elements are only applicable for UM and AM operations. These parameters are Ciphering Mode, Ciphering Key, Transmitting Activation Time (SN to activate a new ciphering configuration at the Sender), Receiving Activation Time (SN to activate a new ciphering configuration at the Receiver) and HFN (Hyper Frame Number).

7)
The AM_parameters are only applicable for AM operation. These parameters are AMD PDU size, In-sequence Delivery Indication (indicating that RLC SDUs are delivered to upper layers in sequence or out of sequence), Timer values (see subclause 9.5), Protocol parameter values (see subclause 9.6), Polling triggers (see subclause 9.7.1), Status triggers (see subclause 9.7.2), Periodical Status blocking configuration (see subclause 9.7.2), SDU discard mode (see subclause 9.7.3), Minimum WSN (see subclause 9.2.2.11.3), and Send MRW. The Minimum WSN is always greater than or equal to the number of transport blocks in the smallest transport block set. The Send MRW indicates that the information of each discarded RLC SDU is sent to the Receiver, and the MRW SUFI is sent to the Receiver even if no segments of the RLC SDU to be discarded were submitted to a lower layer.
8)
The parameter DiscardInfo indicates to upper layer the discarded RLC SDU in the peer-RLC AM entity. It is applicable only when in-sequence delivery is configured and it is to be used when upper layers require the reliable data transfer.

9)
The Stop parameter indicates to the RLC entity to (see subclause 9.7.6):

-
discard all RLC PDUs received from the lower layer.

-
not submit to lower layer any RLC PDUs.

10)
The Continue parameter indicates to the RLC entity to continue transmission and reception of RLC PDUs.
11)
The parameter Use special LI indicates that the LI indicating that an RLC SDU begins in the beginning of an RLC PDU is to be used (see subclause 9.2.2.8).
12)
The UM_parameters are only applicable for UM operation. It contains Timer_Discard value (see subclause 9.5) and largest UMD PDU size (see subclause 9.2.2.8).

13)
The TM_parameters are only applicable for TM operation. It contains e.g. segmentation indication (see subclauses 9.2.2.9 and 11.1.2.1), Timer_Discard value (see subclause 9.5) and delivery of erroneous SDU indication (see subclause 11.1.3).
14)
The N parameter indicates that an RLC entity will not send a PDU with SN>=VT(S)+N for AM and SN>=VT(US)+N for UM, where N is a non-negative integer.

15)
The Suspending Point parameter is only applicable for UM and AM operations. This parameter indicates the sequence number on and after which PDUs are not allowed to be transmitted (see subclause 9.7.5). 

9.7.5
Local Suspend function for acknowledged and unacknowledged mode

The upper layers may suspend an RLC entity.
When an RLC entity operating in unacknowledged mode is suspended by upper layers with the parameter N, the RLC entity shall:

-
acknowledge the suspend request with a confirmation containing "Suspending Point", S, which is equal to the sum of the parameter N, the current value of VT(US) and the maximum number of transport blocks for the RLC entity within the transport format combination set;

-
not send UMD PDUs with sequence number SN ( S.
When an RLC entity operating in acknowledged mode is suspended by upper layers with the parameter N, the RLC entity shall:

-
acknowledge the suspend request with a confirmation containing "Suspending Point", S, which is equal to the sum of the parameter N, the current value of VT(S) and the maximum number of transport blocks for the RLC entity within the transport format combination (TFC) set;

-
not send AMD PDUs with sequence number SN ( S.
When an RLC entity operating in unacknowledged mode is resumed by upper layers, the RLC entity shall:

-
resume data transfer procedure.

When an RLC entity operating in acknowledged mode is resumed by upper layers, the RLC entity shall:

-
if the RLC entity is suspended and a RLC Reset procedure is not ongoing:

-
resume data transfer procedure.

-
otherwise, if the RLC entity is suspended and a RLC Reset procedure is ongoing:

-
remove the suspend constraint;

-
resume the RLC reset procedure according to subclause 11.4.

9.7.6
RLC Stop, RLC Continue function for acknowledged and unacknowledged mode
The upper layer may stop an RLC entity.

When an RLC entity is stopped, the RLC timers are not affected.
When a RLC entity is stopped by upper layers, the RLC entity shall:

-
if the TFC selection exchange has been initiated by sending the RLC Entity Info parameter to MAC:

-
provides MAC with the requested set of PDUs;
-
not submit any RLC PDUs to lower layer or receive any RLC PDUs;
-
delay triggered Polling functions or status transmissions until the RLC entity is continued.
When a RLC entity is continued by upper layers, the RLC entity shall:

-
if the RLC entity is stopped:

-
continue the data transmission and reception;

-
process the triggered Polling functions and status transmissions.

-
otherwise, if the RLC is not stopped:

-
take no action.

9.7.7
RLC re-establishment function for acknowledged and unacknowledged mode

The RLC re-establishment function is applicable for AM and UM and is used when upper layers request an RLC entity to be re-established.

When an RLC entity is re-established by upper layers, the RLC entity shall:

-
if the TFC selection exchange has been initiated by sending the RLC Entity Info parameter to MAC:

-
provides MAC with the requested set of PDUs;
-
reset the state variables to their initial value;

-
set the configurable parameters to their configured value;

-
set the hyper frame number (HFN) in UL and DL to the value configured by upper layers;

-
if the RLC entity is operating in unacknowledged mode:

-
if it is a receiving UM RLC entity:
-
discard all UMD PDUs;

-
if it is a transmitting UM RLC entity:
-
discard the RLC SDUs for which one or more segments have been submitted to a lower layer;

-
otherwise if the RLC entity is operating in acknowledged mode:

-
discard all AMD PDUs in the Receiver and Sender.

11
Elementary procedures

Procedures defined in this clause are normative.

This description assumes elementary procedures. Interactions between procedures are not described.

11.1
Transparent mode data transfer procedure

11.1.1
General

The transparent mode data transfer procedure is used for transferring data between two RLC peer entities, which are operating in transparent mode. Data is transferred from Sender to Receiver. This procedure should only apply to entities in DATA_TRANSFER_READY state. Figure 11.1 below illustrates the elementary procedure for transparent mode data transfer.

Channels that can be used are DTCH, CCCH (uplink only), SHCCH (uplink only), BCCH and PCCH. The type of logical channel depends on if the RLC entity is located in the user plane (DTCH) or in the control plane (CCCH/BCCH/SHCCH/PCCH).
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Figure 11.1: Transparent mode data transfer procedure

11.1.2
Transmission of TMD PDU

Upon a request of transparent mode data transfer from upper layer, the Sender shall:

-
if no SDU discard configuration has been made by upper layers:

-
discard SDUs received in previous TTIs upon reception of new SDUs from upper layers (see subclause 9.7.3.5);

-
otherwise (if "Timer Based SDU Discard without explicit signalling" is configured):

-
start a timer Timer_Discard for each SDU received from upper layers (see subclause 9.7.3);

-
schedule the RLC SDUs that have been received from upper layer for transmission;

-
if one or more RLC SDUs have been scheduled for transmission:

-
notify the lower layer of reception of data from upper layers;

-
perform the actions specified in subclause 11.1.2.2.

11.1.2.1
TMD PDU contents to set

The Sender shall set the data field of the TMD PDU to all or a subset of the data contained in the SDU as described in subclause 11.1.2.2.

11.1.2.2
Submission of TMD PDUs to the lower layer

If one or more RLC SDUs have been scheduled for transmission, according to Subclause 11.1.2, the Sender shall:

-
if it is configured for segmented operation:

-
inform the lower layer of the size of the next SDU to be sent;

-
segment the SDU according to the PDU size indicated by the lower layer.

-
otherwise (the Sender is configured for non-segmented operation):

-
inform the lower layer of the number and size of SDUs available for transmission;

-
submit to the lower layer, the requested number of TMD PDUs;

-
buffer the SDUs that are not submitted to the lower layer according to the discard configuration (see subclause 9.7.3).

11.1.3
Reception of TMD PDU

Upon delivery by the lower layer of a set of TMD PDUs (received within one TTI), the Receiver shall:

-
if it is configured for segmented operation:

-
reassemble the TMD PDUs received in one TTI into one RLC SDU.

-
otherwise ( it is configured for non-segmented operation):

-
treat each received TMD PDU as a SDU;

-
if "Delivery of Erroneous SDUs" is configured as "no":

-
submit only the RLC SDUs received without error to upper layers through the TM-SAP.

-
else if "Delivery of Erroneous SDUs" is configured as "yes":

-
submit all RLC SDUs to upper layers through the TM-SAP;

-
provide an error indication for each SDU received in error.

-
otherwise if "Delivery of Erroneous SDUs" is configured as "No detect":

-
submit all RLC SDUs to upper layers through the TM-SAP.

If segmentation is performed in transparent mode RLC, an SDU is erroneous if one or more of the TMD PDUs received in a TTI contains an error. If segmentation is not performed, an SDU is erroneous if the corresponding TMD PDU is erroneous.

11.1.4
Abnormal cases

11.1.4.1
Void
11.1.4.2
SDU discard without explicit signalling

Upon expiry of the timer Timer_Discard in the Sender, the Sender shall:

-
discard the associated SDU.
In the case where the TFC selection exchange has been initiated by sending the RLC Entity Info parameter to MAC, the UE may
 wait until after it provides MAC with the requested set of PDUs before discarding the afore-mentioned SDU.
11.2
Unacknowledged mode data transfer procedure

11.2.1
General

The unacknowledged mode data transfer procedure is used for transferring data between two RLC peer entities, which are operating in unacknowledged mode. Data is transferred from Sender to Receiver. This procedure should only apply to RLC entities in DATA_TRANSFER_READY state or LOCAL_SUSPEND state. Figure 11.2 below illustrates the elementary procedure for unacknowledged mode data transfer.

Channels that can be used are DTCH, DCCH, CCCH (downlink only), CTCH, SHCCH (downlink only). The type of logical channel depends on if the RLC entity is located in the user plane (DTCH, CTCH) or in the control plane (DCCH/CCCH(downlink only)/SHCCH(downlink only)). One or several PDUs may be transmitted in each transmission time interval (TTI). For each TTI, MAC decides which PDU size shall be used and how many PDUs shall be transmitted.
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Figure 11.2: Unacknowledged mode data transfer procedure

11.2.2
Transmission of UMD PDU

Upon a request of unacknowledged mode data transfer from upper layer, the Sender shall:

-
if no SDU discard configuration has been made by upper layers:

-
only discard SDUs when the Transmission buffer is full (see subclause 9.7.3);

-
if "Timer based SDU Discard without explicit signalling" is configured:

-
start a timer Timer_Discard for each SDU received from upper layer (see subclause 9.7.3);

-
schedule the RLC SDUs received from upper layer for transmission;

-
if one or more RLC SDUs have been scheduled for transmission:

-
notify the lower layer of reception of data from upper layers;

-
perform the actions specified in subclause 11.2.2.2.

A UMD PDU shall be considered to be a padding PDU if it consists only of an RLC Header with one length indicator (indicating that the rest of the PDU is padding) and padding.
11.2.2.1
UMD PDU contents to set

The Sender shall:

-
set the field "Sequence Number" equal to VT(US);

-
set a "Length Indicator" field for each SDU that ends in the UMD PDU according to subclause 9.2.2.8.

For each "Extension bit" field in the RLC header, the Sender shall:

-
if the next field in the UMD PDU is a "Length Indicator":

-
set the "Extension bit" to "1";

-
otherwise if the next field in the UMD PDU is data:

-
set the "Extension bit" to "0".

11.2.2.2
Submission of UMD PDUs to the lower layer

If one or more SDUs have been scheduled for transmission according to subclause 11.2.2, the Sender shall:

-
inform the lower layer of the number and size of SDUs scheduled for transmission;

-
segment, and if possible concatenate the SDUs according to the PDU sizes indicated by the lower layer;

-
submit to the lower layer, the requested number of UMD PDUs;

-
update VT(US) for each UMD PDU submitted to the lower layer (see subclause 9.4);

-
buffer the SDUs that are not submitted to the lower layer according to the discard configuration (see subclause 9.7.3).

11.2.3
Reception of UMD PDU

Upon delivery of a set of UMD PDUs from the lower layer, the Receiver shall:

-
update VR(US) according to each received UMD PDU (see subclause 9.4);

-
if the updating step of VR(US) is not equal to one (i.e. one or more UMD PDUs are missing):

-
discard the SDUs that have segments in the missing UMD PDUs;

-
reassemble the received UMD PDUs into RLC SDUs;

-
submit the RLC SDUs to upper layers through the UM-SAP.

11.2.4
Abnormal cases

11.2.4.1
Length Indicator value reserved for UMD PDU

Upon delivery by the lower layer of an UMD PDU that contains a "Length Indicator" value specified to be reserved for UMD PDUs in this version of the protocol, the Receiver shall:

-
discard that UMD PDU and treat the UMD PDU as missing.

11.2.4.2
Invalid length indicator value

If the "Length Indicator" of an UMD PDU has a value that is larger than the PDU size – RLC header size and is not one of the predefined values listed in the table of subclause 9.2.2.8, the Receiver shall:

-
discard the UMD PDU; and

-
treat the UMD PDU as missing.

11.2.4.3
SDU discard without explicit signalling

Upon expiry of the timer Timer_Discard in the Sender, the Sender shall:

-
discard the associated SDU;

-
for the first UMD PDU to be transmitted after the discard operation, the Sender shall:

-
increment VT(US) so that the "Sequence Number" field in this UMD PDU is incremented with two compared with the previous UMD PDU;

-
fill the first data octet in this UMD PDU with the first octet of an RLC SDU;

-
set the first "Length Indicator" in this UMD PDU to indicate that the previous RLC PDU was exactly filled with the last segment of an RLC SDU (to avoid that the Receiver unnecessarily discards an extra SDU).

In the case where the TFC selection exchange has been initiated by sending the RLC Entity Info parameter to MAC, the UE may
 wait until after it provides MAC with the requested set of PDUs before discarding the afore-mentioned SDU.

11.3
Acknowledged mode data transfer procedure

11.3.1
General

The acknowledged mode data transfer procedure is used for transferring data between two RLC peer entities, which are operating in acknowledged mode. Data is transferred from Sender to Receiver. This procedure should only apply to RLC entities in DATA_TRANSFER_READY state or LOCAL_SUSPEND state. Figure 11.3 below illustrates the elementary procedure for acknowledged mode data transfer.

The AMD PDUs shall be transmitted on the DCCH logical channel if the Sender is located in the control plane and on the DTCH if it is located in the user plane. One or several PDUs may be transmitted in each transmission time interval (TTI) and MAC decides how many PDUs shall be transmitted in each TTI.
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Figure 11.3: Acknowledged mode data transfer procedure

11.3.2
Transmission of AMD PDU

Upon a request of acknowledged mode data transfer from upper layers or upon retransmission of AMD PDUs, the Sender shall:

-
when RLC SDUs are received from upper layers:

-
segment the RLC SDUs into AMD PDUs where the fixed PDU size is configured by upper layer;

-
set a "Length Indicator" field for each SDU that ends in the AMD PDU according to subclause 9.2.2.8;

-
if "Timer based SDU Discard with explicit signalling" is configured:

-
start a timer Timer_Discard for each SDU received from upper layer (see subclause 9.7.3);

-
schedule the AMD PDUs for transmission;

-
if one or several AMD PDUs have been negatively acknowledged (see subclause 11.5.3):

-
schedule the AMD PDUs that were negatively acknowledged for retransmission;

-
if a poll has been triggered by either the poll triggers "Poll timer" or "Timer based" (see subclause 9.7.1);and

-
if no AMD PDU is scheduled for transmission or retransmission:

-
if the value of "Configured_Tx_Window_Size" is larger than or equal to "2048":

-
select the AMD PDU with "Sequence Number" equal to VT(S)-1.

-
otherwise if the "Configured_Tx_Window_Size" is less than "2048";

-
select the AMD PDU with "Sequence Number" equal to VT(S)-1; or

-
select an AMD PDU that has not yet been acknowledged by the peer entity;

-
schedule the selected AMD PDU for retransmission (in order to transmit a poll).

The Sender may also schedule an AMD PDU for retransmission even if none of the criteria above is fulfilled. In this case, the Sender may:

-
if the value of "Configured_Tx_Window_Size" is larger than or equal to "2048":

-
select the AMD PDU with "Sequence Number" equal to VT(S)-1.

-
otherwise if the "Configured_Tx_Window_Size" is less than "2048":

-
select the AMD PDU with "Sequence Number" equal to VT(S)-1; or

-
select an AMD PDU that has not yet been acknowledged by the peer entity;

-
schedule the selected AMD PDU for retransmission.

Each time an AMD PDU is scheduled for transmission or retransmission, the Sender shall:

-
notify the lower layer that data is available for transmission;

-
perform the actions specified in subclause 11.3.2.2.

In AM, a PDU shall be considered to be a padding PDU if it is:

-
an AMD PDU consisting only of an RLC Header with one "Length Indicator" (indicating that the rest of the PDU is padding) and padding; or

-
a Status PDU consisting only of a NO_MORE SUFI.
11.3.2.1
AMD PDU contents to set

If the AMD PDU is transmitted for the first time, the Sender shall:

-
set the "Sequence Number" field equal to VT(S);

-
set a "Length Indicator" field for each SDU that ends in the AMD PDU according to subclause 9.2.2.8.

-
otherwise if the AMD PDU is retransmitted:

-
use the same value of the "Sequence Number" field as in the original transmission of the AMD PDU;

-
if the "Length Indicator" fields needed in the AMD PDU according to subclause 9.2.2.8 has changed due to that a piggybacked STATUS PDU is included in the AMD PDU or a piggybacked STATUS PDU was included in the previous transmission of the AMD PDU:

-
update the "Length Indicator" fields according to 9.2.2.8.

-
set the "Polling bit" to the value specified in subclause 11.3.2.1.1.

11.3.2.1.1
Setting of the Polling bit

The Sender shall:

-
if a poll has been triggered by one or several poll triggers (see subclause 9.7.1):

-
if polling is not prohibited, see subclause 9.5:

-
set the "Polling bit" in the AMD PDU header to "1";

-
otherwise:

-
set the "Polling bit" in the AMD PDU header to "0".

11.3.2.1.2
Void
11.3.2.2
Submission of AMD PDUs to lower layer

If one or more AMD PDUs have been scheduled for transmission or retransmission according to Subclause 11.3.2, the Sender shall:

-
not submit any AMD PDUs to lower layer that is not allowed to transmit. AMD PDUs are only allowed to transmit:

-
if the AMD PDU has a "Sequence Number" < VT(MS); or

-
if the AMD PDU has a "Sequence Number" equal to VT(S)-1; and

-
if the AMD PDU is not restricted to be transmitted by the local suspend function, see subclause 9.7.5.

-
inform the lower layer of the number of AMD PDUs scheduled for transmission or retransmission;

-
submit to the lower layer the requested number of AMD PDUs;

-
set the AMD PDU contents according to clause 11.3.2.1;

-
treat retransmissions with higher priority than AMD PDUs transmitted for the first time;

-
update the state variables in clause 9.4 for each AMD PDU submitted to lower layer;

-
if the "Polling bit" is set to "1" in any of the AMD PDUs; and

-
if the timer Timer_Poll is configured;

-
start the timer Timer_Poll according to subclause 9.5;

-
buffer the AMD PDUs that are not submitted to the lower layer according to the discard configuration (see subclause 9.7.3).

11.3.3
Reception of AMD PDU by the Receiver

Upon reception of an AMD PDU, the Receiver shall:

-
update VR(R), VR(H) and VR(MR) state variables for each received AMD PDU (see clause 9.4);
-
if a received AMD PDU includes a "Polling bit" set to "1", or "Missing PDU Indicator" is configured and the Receiver detects that a PDU is missing:

-
initiate the STATUS PDU transfer procedure;

-
reassemble the received AMD PDUs into RLC SDUs;

-
if "In-Sequence Delivery" is configured:

-
submit the RLC SDUs in-sequence (i.e. in the same order as the RLC SDUs where originally transmitted by the peer entity) to upper layers through the AM-SAP.

-
otherwise if "In-Sequence Delivery" is not configured:

-
submit the RLC SDUs in arbitrary order to upper layers through the AM-SAP.

11.3.4
Abnormal cases

11.3.4.1
Timer_Poll timeout

Upon expiry of the timer Timer_Poll, the Sender shall:

-
if an AMD PDU is available for transmission:

-
transmit an AMD PDU with the "Polling bit" set to "1";

-
otherwise if no AMD PDU is available for transmission:

-
retransmit an AMD PDU even if that AMD PDU is not negatively acknowledged, with the "Polling bit" set to "1";

-
initiate the acknowledged mode data transfer procedure for the AMD PDU to be transmitted or retransmitted.
11.3.4.2
Receiving an AMD PDU outside the receiving window

Upon reception of an AMD PDU with sequence number outside the interval VR(R)(SN<VR(MR), the Receiver shall:

-
discard the AMD PDU;

-
if the "polling bit" in the discarded AMD PDU is set to "1":

-
initiate the STATUS PDU transfer procedure.

11.3.4.3
Timer_Discard timeout

11.3.4.3.1
SDU discard with explicit signalling

Upon expiry of the timer Timer_Discard, the Sender shall:

-
initiate the SDU discard with explicit signalling procedure, see subclause 11.6.2.
In the case where the TFC selection exchange has been initiated by sending the RLC Entity Info parameter to MAC, the UE may
 wait until after it provides MAC with the requested set of PDUs before discarding the afore-mentioned SDUs.
11.3.4.4
VT(DAT) ( MaxDAT

The Sender shall:

-
if VT(DAT) ( MaxDAT for any AMD PDU:

-
if "No_discard after MaxDAT number of transmissions" is configured:

-
initiate the RLC reset procedure, see subclause 11.4;
-
if "SDU discard after MaxDAT number of transmissions" is configured:

-
initiate the "SDU discard with explicit signalling" procedure, see subclause 11.6.
11.3.4.5
Invalid length indicator value

If the "Length Indicator" of an AMD PDU has a value that is larger than the PDU size – RLC header size and is not one of the predefined values listed in the table of subclause 9.2.2.8, the Sender shall:

-
discard that AMD PDU; and

-
treat the discarded AMD PDU as missing.

11.3.4.6
Length Indicator value reserved for AMD PDU

Upon delivery by the lower layer of an AMD PDU that contains a "Length Indicator" value specified to be reserved for AMD PDUs in this version of the protocol, the Receiver shall:

-
discard that AMD PDU;

-
treat the discarded AMD PDU as missing.

11.3.4.7
VT(DAT) ( MaxDAT-1

The Sender shall not perform the transmission of the PDU. Instead, it will only increment the corresponding VT(DAT).

11.4
RLC reset procedure

11.4.1
General

The RLC reset procedure is used to reset two RLC peer entities, which are operating in acknowledged mode. Figure 11.4 below illustrates the elementary procedure for an RLC reset. During the reset procedure the hyper frame numbers (HFN) in UTRAN and UE are synchronised. Two HFNs used for ciphering needs to be synchronised, DL HFN in downlink and UL HFN in uplink. In the reset procedure, the highest UL HFN and DL HFN used by the RLC entity in the transmitting sides, i.e. the HFNs associated with PDUs of SN=VT(S)-1 if at least one data PDU had been transmitted or of SN=0 if no data PDU had been transmitted, are exchanged between UE and UTRAN.

The RESET PDUs and the RESET ACK PDUs have higher priority than AMD PDUs.


[image: image4.wmf]RESET ACK

RESET

Sender

Receiver


Figure 11.4: RLC reset procedure

11.4.2
Initiation

The Sender shall:

-
if one of the following triggers is detected:

1)
"No_Discard after MaxDAT number of retransmissions" is configured and VT(DAT) equals the value MaxDAT (see subclause 9.7.3.4);

2)
VT(MRW) equals the value MaxMRW;

3)
A STATUS PDU including "erroneous Sequence Number" is received (see clause 10);

-
if the TFC selection exchange has been initiated by sending the RLC Entity Info parameter to MAC:

-
provides MAC with the requested set of PDUs;
-
stop transmitting any AMD PDU or STATUS PDU;

-
submit a RESET PDU to the lower layer;

-
start the timer Timer_RST and increase VT(RST) with 1.

When a reset procedure has been initiated it can only be ended upon reception of a RESET ACK PDU with the same RSN value as in the corresponding RESET PDU, or upon request of re-establishment or release from upper layer, a reset procedure is not interrupted by the reception of a RESET PDU from the peer entity.

11.4.2.1
RESET PDU contents to set

The Sender shall:

-
set the HFNI field to the currently highest used HFN (DL HFN when the RESET PDU is sent by UTRAN or UL HFN when the RESET PDU is sent by the UE);

-
set the RSN field to the sequence number of the RESET PDU. This sequence number is incremented every time a new RESET PDU is transmitted, but not when a RESET PDU is retransmitted.

11.4.3
Reception of the RESET PDU by the Receiver

Upon reception of a RESET PDU the Receiver shall:

-
submit a RESET ACK PDU to the lower layer;

-
reset the state variables described in subclause 9.4 except VT(RST) to their initial values;

-
stop all the timers described in subclause 9.5 except Timer_RST;

-
reset configurable parameters to their configured values;
-
discard all RLC PDUs in the receiving side of the AM RLC entity;

-
if the TFC selection exchange has been initiated by sending the RLC Entity Info parameter to MAC:

-
provides MAC with the requested set of PDUs;
-
discard all RLC SDUs that had been transmitted in the transmitting side of the AM RLC entity;
-
set the HFN (DL HFN when the RESET PDU is received in UE or UL HFN when the RESET PDU is received in UTRAN) equal to the HFNI field in the received RESET PDU;

-
increase with one the UL HFN and DL HFN, and the updated HFN values shall be used for the first transmitted and received PDUs after the reset procedure.

11.4.3.1
RESET ACK PDU contents to set

The Receiver shall:

-
set the hyper frame number indicator field (HFNI) to the currently highest used HFN (DL HFN when the RESET ACK PDU is sent by UTRAN or UL HFN when the RESET ACK PDU is sent by the UE);

-
set the RSN field to the same value as in the corresponding received RESET PDU.
11.4.4
Reception of the RESET ACK PDU by the Sender

Upon reception of a RESET ACK PDU, the Sender shall:

-
if the Sender has already transmitted a RESET PDU which has not been yet acknowledged by a RESET ACK PDU:

-
if the received RSN value is the same as the one in the corresponding RESET PDU:

-
set the HFN value (DL HFN when the RESET ACK PDU is received in UE or UL HFN when the RESET ACK PDU is received in UTRAN) to the HFNI field of the received RESET ACK PDU;

-
reset the state variables described in subclause 9.4 to their initial values;
-
stop all the timers described in subclause 9.5;
-
reset configurable parameters to their configured values;
-
discard all RLC PDUs in the receiving side of the AM RLC entity;
-
discard all RLC SDUs that had been transmitted in the transmitting side of the AM RLC entity;
-
increase with one the UL HFN and DL HFN, and the updated HFN values shall be used for the first transmitted and received PDUs after the reset procedure;
-
otherwise (if the received RSN value is not the same as the one in the corresponding RESET PDU):

-
discard the RESET ACK PDU;

-
otherwise (if the Sender has not transmitted a RESET PDU which has not been yet acknowledged by a RESET ACK PDU):

-
discard the RESET ACK PDU.

11.4.5
Abnormal cases

11.4.5.1
Timer_RST timeout

If Timer_RST expires before the reset procedure is terminated, the Sender shall:

-
if VT(RST)<MaxRST-1:

-
set the RESET PDU as previously transmitted (even if additional SDUs were discarded in the mean-time);
-
transmit RESET PDU;

-
increment VT(RST) by one;

-
restart Timer_RST.

11.4.5.2
Unrecoverable error (VT(RST) ( MaxRST)
The Sender shall:

-
if VT(RST) becomes larger than or equal to MaxRST:

-
indicate unrecoverable error to upper layer.

11.4.5.3
Reception of the RESET PDU by the Sender

Upon reception of a RESET PDU, the Sender shall:

-
submit a RESET ACK PDU to the lower layer;

-
reset the state variables described in subclause 9.4 except VT(RST) to their initial values;
-
stop all the timers described in subclause 9.5 except Timer_RST;
-
reset configurable parameters to their configured values;
-
discard all RLC PDUs in the receiving side of the AM RLC entity;
-
discard all RLC SDUs that were transmitted before the reset in the transmitting side of the AM RLC entity;
-
set the HFN (DL HFN when the RESET PDU is received in UE or UL HFN when the RESET PDU is received in UTRAN) equal to the HFNI field in the received RESET PDU;

-
increase with one the UL HFN and DL HFN, and the updated HFN values shall be used for the first transmitted and received PDUs after the reset procedure.
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