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Introduction

The IE “AC-to-ASC mapping”, which is included in IE “PRACH system information list”, is currently optional. It is not clear which ASC the UE is supposed to select in case the mapping is not present. Since to select the signature for RACH access the knowledge of the ASC is necessary (see 8.6.6.29, 10.3.6.55, 10.3.6.54 and 10.3.6.6), the IE “AC-to-ASC mapping” can not be optional.

Discussion

UTRAN may or may not use Access Service Classes to partition PRACH resources. However, if UTRAN chooses not to use ASC, the UE behaviour should be clearly specified. 

[…]

8.5.12
Establishment of Access Service Classes
The PRACH resources (i.e. access slots and preamble signatures for FDD), timeslot (with specific frame allocation and channelisation code for TDD) may be divided between different Access Service Classes in order to provide different priorities of RACH usage. It is possible for more than one ASC or for all ASCs to be assigned to the same access slot/signature space in FDD or frame allocation in TDD.

Access Service Classes shall be numbered in the range 0 ( i ( NumASC ( 7 (i.e. the maximum number of ASCs is "NumASC+1" = 8). An ASC is defined by an identifier, i, that defines a certain partition of the PRACH resources and an associated persistence value Pi. A set of ASC parameters consists of "NumASC+1" such parameters (i, Pi), i = 0, …, NumASC.

PRACH partitions shall be established using the information element "PRACH partition". The persistence values Pi to be associated with each ASC shall be derived from the dynamic persistence level N = 1,…, 8 which is broadcast in SIB 7, and the persistence scaling factors si, broadcast in System Information Block Type 5 and possibly also in System Information Block Type 6, as follows:

P(N) = 2((N ( 1)
	ASC # i
	0
	1
	2
	3
	4
	5
	6
	7

	Pi
	1
	P(N)
	s2 P(N)
	s3 P(N)
	s4 P(N)
	s5 P(N)
	s6P(N)
	s7 P(N)


Scaling factors si are provided optionally for i = 2,…, NumASC, where NumASC+1 is the number of ASCs as defined by PRACH partitioning. If no scaling factors are broadcast, default value 1 shall be used if NumASC ( 2.

If k ( 1 scaling factors are broadcast and NumASC ( k+2 then the last scaling factor sk+1 shall be used as default for the ASCs where i > k +1.

The set of ASC parameters is provided to MAC with the CMAC-Config-REQ primitive (see [15]), the PRACH partitioning is provided to PHY using the CPHY-RL-Setup-REQ primitive (see [34]).

The ASC enumeration shall be such that it corresponds to the order of priority (ASC 0 = highest priority, ASC 7 = lowest priority). ASC 0 shall be used in case of Emergency Call or for reasons with equivalent priority.

At radio bearer setup/reconfiguration each involved logical channel is assigned a MAC Logical channel Priority (MLP) in the range 1,…,8. When the MAC sublayer is configured for RACH transmission in the UE, these MLP levels shall be employed for ASC selection on MAC.

8.5.13
Mapping of Access Classes to Access Service Classes
Access Classes shall only be applied at initial access, i.e. when sending an RRC CONNECTION REQUEST message. A mapping between Access Class (AC) and Access Service Class (ASC) shall be indicated by the information element "AC-to-ASC mapping" in System Information Block type 5. The correspondence between AC and ASC shall be indicated as follows.

	AC
	0 - 9
	10
	11
	12
	13
	14
	15

	ASC
	1st IE
	2nd IE
	3rd IE
	4th IE
	5th IE
	6th IE
	7th IE


In the table, "nth IE" designates an ASC number i in the range 0 - 7 to AC.

For the random access, the parameters implied by the respective ASC shall be employed. In case the UE is member of several ACs it shall select the ASC for the highest AC number. In connected mode, AC shall not be applied.

[…]

8.6.6.29
ASC setting

If the IE "ASC setting" is included, the UE shall:

-
establish the available signatures for this ASC as specified in the following:

-
renumber the list of available signatures specified in the IE "Available signature" included in the IE "PRACH info" from signature index 0 to signature index N-1, where N is the number of available signatures, starting with the lowest available signature number and continuing in sequence, in the order of increasing signature numbers;

-
consider as available signatures for this ASC the signatures included in this renumbered list from the index specified by the IE "Available signature Start Index" to the index specified by the IE "Available signature End Index";

-
establish the available access slot sub-channels for this ASC as specified in the following:

-
if the IE "AICH transmission timing" included in the IE "AICH Info" is set to '0';

-
ignore the leftmost (most significant) bit (bit b3) of the bit string specified by the IE "Assigned Sub-Channel Number";

-
repeat 4 times the 3 rightmost (least significant) bits (bits b2-b0) of the bit string specified by the IE "Assigned Sub-Channel Number" to form a resulting bit string 'b2 b1 b0 b2 b1 b0 b2 b1 b0 b2 b1 b0' of length 12 bits, where the leftmost bit is the most significant;

-
if the IE "AICH transmission timing" included in the IE "AICH Info" is set to '1':

-
repeat 3 times the bit string (bits b3-b0) specified by the IE "Assigned Sub-Channel Number" to form a bit string 'b3 b2 b1 b0 b3 b2 b1 b0 b3 b2 b1 b0' of length 12 bits, where the leftmost bit is the most significant;

-
perform in both cases, for the resulting bit string (that includes the repetitions) bit-wise logical AND operation with the IE "Available Sub Channel number" included in IE "PRACH info (for RACH)";

-
consider as available sub-channels for this ASC the available sub-channels indicated in the resulting bit string, after logical AND operation i.e. each bit set to 1 or 0 indicates availability or non-availability, respectively, of sub-channel number x, with x from 0 to 11, for the respective ASC.

NOTE 1:
In FDD, the list of available signatures is renumbered from signature index 0 to signature index N-1, where N is the number of available signatures, starting with the lowest available signature number and continuing in sequence, in the order of increasing signature numbers.


- List of available signatures: 16 or fewer signatures are available.

- Example: only signatures 0, 5, 10 and 15 are available, then :

- Signature 0 is: available signature index 0

- Signature 5 is: available signature index 1

- Signature 10 is: available signature index 2
- Signature 15 is: available signature index 3

NOTE 2:
In TDD, the list of available channelisation codes (defined in PRACH info) is renumbered from channelisation code index 0 to channelisation code index N-1, where N is the number of available channelisation codes, starting with the lowest available channelisation code number and continuing in sequence, in the order of increasing channelisation code numbers

List of available channelisation codes : 8 or less channelisation codes are available.

The i-th bit of the bitmap defined in the IE "Available Channelisation Code indices" defines whether the channelisation code with the available channelisation code index i is to be used for this ASC (bit set means used, bit unset means not used). Only the low N bits shall be used in the bitmap, where N is the number of available channelisation codes defined in PRACH info.

Ex : spreading factor 16, channelisation codes 16/1, 16/2, 16/5, 16/10 are available :

Channelisation code 16/1 is: available channelisation code index 0
Channelisation code 16/2 is: available channelisation code index 1
Channelisation code 16/5 is: available channelisation code index 2
Channelisation code 16/10 is: available channelisation code index 3

Available Channelisation Code indices has the value '00001100' means: Channelisation Codes 16/5 and 16/10 are available for this ASC.

NOTE 3:
In TDD, the subchannel description is found in [33].

[…]

It is here proposed to change the IE “AC-to-ASC mapping” is from OP to MD (conditional to inclusion in SIB5) and to define the default value as the value of " AC-to-ASC mapping" for the previous PRACH in the list (note : the first occurrence is then MP in SIB5)

10.3.6.55
PRACH system information list

	Information element
	Need
	Multi
	Type and reference
	Semantics description

	PRACH system information
	MP
	1 .. <maxPRACH>
	
	

	>PRACH info
	MP
	
	PRACH info (for RACH) 10.3.6.52
	

	>Transport channel identity
	MP
	
	Transport channel identity 10.3.5.18
	

	>RACH TFS
	MD
	
	Transport format set 10.3.5.23
	Default value is the value of "RACH TFS" for the previous PRACH in the list

NOTE:
The first occurrence is then MP)

NOTE:
For TDD in this release there is a single TF within the RACH TFS.

	>RACH TFCS
	MD
	
	Transport Format Combination Set 10.3.5.20
	Default value is the value of "RACH TFCS" for the previous PRACH in the list.

NOTE:
The first occurrence is then MP).

NOTE:
For TDD in this release there is no TFCS required.

	>PRACH partitioning
	MD
	
	PRACH partitioning 10.3.6.53
	Default value is the value of "PRACH partitioning" for the previous PRACH in the list (note : the first occurrence is then MP)

	>Persistence scaling factors
	OP
	
	Persistence scaling factors 10.3.6.48
	This IE shall not be present if only ASC 0 and ASC 1 are defined. If this IE is absent, value is the value of "Persistence scaling factors" for the previous PRACH in the list if value exists

	>AC-to-ASC mapping
	CV-SIB5-MD
	
	AC-to-ASC mapping 10.3.6.1
	Only present in SIB 5

Default value is the value of "AC-to-ASC mapping" for the previous PRACH in the list (note : the first occurrence is then MP in SIB5)

	>CHOICE mode
	MP
	
	
	

	>>FDD
	
	
	
	

	>>>Primary CPICH TX power
	MD
	
	Primary CPICH TX power 10.3.6.61
	Default value is the value of "Primary CPICH TX power" for the previous PRACH in the list (note : the first occurrence is then MP)

	>>>Constant value
	MD
	
	Constant value 10.3.6.11
	Default value is the value of "Constant value" for the previous PRACH in the list (note : the first occurrence is then MP)

	>>>PRACH power offset 
	MD
	
	PRACH power offset 10.3.6.54
	Default value is the value of "PRACH power offset" for the previous PRACH in the list (note : the first occurrence is then MP)

	>>>RACH transmission parameters
	MD
	
	RACH transmission parameters 10.3.6.67
	Default value is the value of "RACH transmission parameters" for the previous PRACH in the list (note : the first occurrence is then MP)

	>>>AICH info
	MD
	
	AICH info 10.3.6.2
	Default value is the value of "AICH info" for the previous PRACH in the list (note : the first occurrence is then MP)

	>>TDD
	
	
	
	(no data)


	Condition
	Explanation

	SIB5-MD
	The information element is present only in SIB 5 and in SIB 5 it is mandatory with default.


NOTE:
If the setting of the PRACH information results in that a combination of a signature, preamble scrambling code and subchannel corresponds to a RACH with different TFS and/or TFCS, then for that combination only the TFS/TFCS of the PRACH listed first is valid, where PRACHs listed in System Information Block type 5 shall be counted first.

Conclusion

The proposed changes are included in the attached CR.
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10.3.6.55
PRACH system information list

	Information element
	Need
	Multi
	Type and reference
	Semantics description

	PRACH system information
	MP
	1 .. <maxPRACH>
	
	

	>PRACH info
	MP
	
	PRACH info (for RACH) 10.3.6.52
	

	>Transport channel identity
	MP
	
	Transport channel identity 10.3.5.18
	

	>RACH TFS
	MD
	
	Transport format set 10.3.5.23
	Default value is the value of "RACH TFS" for the previous PRACH in the list

NOTE:
The first occurrence is then MP)

NOTE:
For TDD in this release there is a single TF within the RACH TFS.

	>RACH TFCS
	MD
	
	Transport Format Combination Set 10.3.5.20
	Default value is the value of "RACH TFCS" for the previous PRACH in the list.

NOTE:
The first occurrence is then MP).

NOTE:
For TDD in this release there is no TFCS required.

	>PRACH partitioning
	MD
	
	PRACH partitioning 10.3.6.53
	Default value is the value of "PRACH partitioning" for the previous PRACH in the list (note : the first occurrence is then MP)

	>Persistence scaling factors
	OP
	
	Persistence scaling factors 10.3.6.48
	This IE shall not be present if only ASC 0 and ASC 1 are defined. If this IE is absent, value is the value of "Persistence scaling factors" for the previous PRACH in the list if value exists

	>AC-to-ASC mapping
	CV-SIB5-MD
	
	AC-to-ASC mapping 10.3.6.1
	Only present in SIB 5

Default value is the value of "AC-to-ASC mapping" for the previous PRACH in the list (note : the first occurrence is then MP in SIB5)

	>CHOICE mode
	MP
	
	
	

	>>FDD
	
	
	
	

	>>>Primary CPICH TX power
	MD
	
	Primary CPICH TX power 10.3.6.61
	Default value is the value of "Primary CPICH TX power" for the previous PRACH in the list (note : the first occurrence is then MP)

	>>>Constant value
	MD
	
	Constant value 10.3.6.11
	Default value is the value of "Constant value" for the previous PRACH in the list (note : the first occurrence is then MP)

	>>>PRACH power offset 
	MD
	
	PRACH power offset 10.3.6.54
	Default value is the value of "PRACH power offset" for the previous PRACH in the list (note : the first occurrence is then MP)

	>>>RACH transmission parameters
	MD
	
	RACH transmission parameters 10.3.6.67
	Default value is the value of "RACH transmission parameters" for the previous PRACH in the list (note : the first occurrence is then MP)

	>>>AICH info
	MD
	
	AICH info 10.3.6.2
	Default value is the value of "AICH info" for the previous PRACH in the list (note : the first occurrence is then MP)

	>>TDD
	
	
	
	(no data)


	Condition
	Explanation

	SIB5-MD
	The information element is present only in SIB 5 and in SIB 5 it is mandatory with default.


NOTE:
If the setting of the PRACH information results in that a combination of a signature, preamble scrambling code and subchannel corresponds to a RACH with different TFS and/or TFCS, then for that combination only the TFS/TFCS of the PRACH listed first is valid, where PRACHs listed in System Information Block type 5 shall be counted first.
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