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Reason for change:
(

When IE value ranges, multiplicity values and type constant values have been added in the tabular format in REL-4 compared to R99, there is a need to clearly indicate which of them that have been added in REL-4. 

The current recommendation is to include text in the version column on which values that are added in which release. However, this would cause a lack of overview as the number of releases and added values will increase. Therefore an improvement would be beneficial.




Summary of change:
(

The recommendation on how to indicate in which release a certain value is indicated has been changed. Te new recommendation states that a subrow shall be added which includes the new values and the version is indicated in the version column of that subrow.

Isolated impact

This CR concerns specification guidelines. Hence, the CR has no direct impact on implementations. Even the application of the proposed guidelines does not affect implementations since it only concerns how the information is represented in the tabular format, as shown in the CRs applying the guideline to 25.331.
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not approved:
The indications about which release a cerian value or constant is added may become hard to follow in the future.
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How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.
9.1.1.2.5
Version column

When an information element is added from one version to a latter one, the version in which the element is added (e.g.: REL-4, REL-5) is included in the version column.
When a new CHOICE group is added from one version to a later one, the version in which the group is added is included in the version column of all new rows. If some of the information elements in the new CHOICE group were included in the older version (but not inside a CHOICE group), the version column is not updated for those information elements (see also the example at the end of this clause).

When an existing CHOICE group is extended from one version to a later one to include more options, the version in which the new options are added is included in the version column of the rows describing the new options.

When the type of an information element is modified from one version to a later one to include more values, a new subrow is created in which the new values are added. The version in which the modification takes place is included in the version column of the new subrow. By convention the version column is left blank for the present release.
When the multiplicity of an IE is extended from one version to another, a new subrow is created in which the extended multiplicity values are included. The version in which the modification takes place is included in the version column of the new subrow.
The example below shows how the version column is used for the cases described above. The first table shows an example of a Release '99 table:

IE/Group Name
Need
Multi
Type and reference
Semantics description
Version

Element1-99
MP

Type1



Element2-99
MP

Type2



CHOICE choice1-99
MP





>first






>>Element3-99
MP

Type3



>second






>>Element4-99
MP

Type4



Element5-99
MP

Enumerated(a,b)



The second table shows extensions of the above table in Release 5, and how the REL-4 and REL-5 shall be included in the version column:

IE/Group Name
Need
Multi
Type and reference
Semantics description
Version

Element1-99
MP

Type1



Element6-r4
MP

Type6

REL-4

CHOICE choice2-r4
MP



REL-4

>old




REL-4

>>Element2-99
MP

Type2



>new




REL-4

>>Element7-r4
MP

Type7

REL-4

CHOICE choice1-99
MP





>first






>>Element3-99
MP

Type3



>second






>>Element4-99
MP

Type4



>third




REL-4

>>Element8-r4
MP

Type8

REL-4

Element5-99
MP

Enumerated(a,b,





1 to 2


REL-4




c)

REL-5
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