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	Reason for change:
(

	At the Joint RAN1-RAN2 meeting dedicated to R99 clean-up (5-6 Feb 2001 Sophia Antipolis) several R99 mandatory features in the UE have been identified as candidates for deferral to Release 4 in order to ease the UE implementation and therefore speed-up market readiness of UE terminals. SSDT was included in this list. However the discussions regarding the deferral to REL4 of the SSDT feature didn't reach consensus. The agreed way forward was to submit the CR to RAN2 for checking and then leave the final decision to RAN plenary.
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8.3.6.2
Initiation

The procedure is initiated when a radio access technology other than UTRAN, e.g. GSM, using radio access technology-specific procedures, orders the UE to make a handover to UTRAN.

A Handover to UTRAN command message is sent to the UE via the radio access technology from which inter- RAT handover is performed.

In case UTRAN decides to uses a predefined or default radio configuration that is stored in the UE, it should include the following information in the Handover to UTRAN command message.

-
the IE "New U-RNTI" to be assigned;

-
the IE "Predefined configuration identity", to indicate which pre-defined configuration of RB, transport channel and physical channel parameters shall be used; or

-
the IE "Default configuration mode" and IE "Default configuration identity", to indicate which default configuration of RB, transport channel and physical channel parameters shall be used;

-
PhyCH information elements.

NOTE 1:
When using a predefined or default configuration during handover to UTRAN, UTRAN can only assign values of IEs "New U-RNTI" and "scrambling code" that are within the special subranges defined exclusively for this procedure. UTRAN may re- assign other values after completion of the handover procedure.

NOTE 2:
When using a predefined or default configuration during handover to UTRAN, fewer IEs are signalled; when using this signalling option some parameters e.g. concerning compressed mode, DSCH can not be configured. In this case, the corresponding functionality can not be activated immediately.

In case UTRAN does not use a predefined radio configuration that is stored in the UE, it should include the following information in the Handover to UTRAN command message.

-
the IE "New U-RNTI" to be assigned;

-
the complete set of RB, TrCH and PhyCH information elements to be used.

8.6.6.25
SSDT Information
SSDT is not supported in Release 99 and UTRAN should not send this IE. If a Release 99 UE receives SSDT information, its behavior is unspecified.  This superseedes other descriptions of UE behaviour that could  be found in Release 99 specifications.






10.2.1
ACTIVE SET UPDATE

NOTE:
Only for FDD.

This message is used by UTRAN to add, replace or delete radio links in the active set of the UE.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Message Type
	MP
	
	Message Type
	

	UE information elements
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now".

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	

	CN information elements
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	

	RB information elements
	
	
	
	

	Downlink counter synchronisation info
	OP
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	

	Phy CH information elements
	
	
	
	

	Uplink radio resources
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing "maximum UL TX power.

	Downlink radio resources
	
	
	
	

	Radio link addition information
	OP
	1 to <maxRL-1>
	
	Radio link addition information required for each RL to add

	>Radio link addition information
	MP
	
	Radio link addition information 10.3.6.68
	

	Radio link removal information
	OP
	1 to <maxRL>
	
	Radio link removal information required for each RL to remove

	>Radio link removal information
	MP
	
	Radio link removal information 10.3.6.69
	

	TX Diversity Mode
	MD
	
	TX Diversity Mode 10.3.6.86
	Default value is the existing TX diversity mode.

	SSDT information
	OP
	
	SSDT information 10.3.6.77
	In this version of the protocol UTRAN should not send this IE


10.3.6.21
Downlink DPCH info for each RL

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>Primary CPICH usage for channel estimation
	MP
	
	Primary CPICH usage for channel estimation 10.3.6.62
	

	>>DPCH frame offset
	MP
	
	Integer(0..38144 by step of 256)
	Offset (in number of chips) between the beginning of the P-CCPCH frame and the beginning of the DPCH frame

This is called (DPCH,n in [26]

	>>Secondary CPICH info
	OP
	
	Secondary CPICH info 10.3.6.73
	

	>>DL channelisation code
	MP
	1 to <maxDPCH-DLchan>
	
	For the purpose of physical channel mapping [27] the DPCHs are numbered, starting from DPCH number 1, according to the order that they are contained in this IE.

	>>>Secondary scrambling code
	MD
	
	Secondary scrambling code 10.3.6.74
	Default is the same scrambling code as for the Primary CPICH 

	>>>Spreading factor
	MP
	
	Integer(4, 8, 16, 32, 64, 128, 256, 512)
	Defined in CHOICE SF512-AndCodenumber with "code number" in ASN.1.

	>>>Code number
	MP
	
	Integer(0..Spreading factor - 1)
	

	>>>Scrambling code change 
	CH-SF/2
	
	Enumerated (code change, no code change)
	Indicates whether the alternative scrambling code is used for compressed mode method 'SF/2'. 

	>>TPC combination index
	MP
	
	TPC combination index 10.3.6.85
	

	>>SSDT Cell Identity
	OP
	
	SSDT Cell Identity 10.3.6.76
	In this version of the protocol UTRAN should not send this IE

	>>Closed loop timing adjustment mode
	CH-TxDiversity Mode
	
	Integer(1, 2)
	It is present if current TX Diversity Mode in UE is "closed loop mode 1" or "closed loop mode 2".

Value in slots

	>TDD
	
	
	
	

	>>DL CCTrCh List
	MP
	1..<maxCCTrCH>
	
	

	>>>TFCS ID
	MD
	
	Integer(1..8)
	Identity of this CCTrCh.

Default value is 1 

	>>>Time info
	MP
	
	Time Info 10.3.6.83
	

	>>>Common timeslot info
	MD
	
	Common Timeslot Info 10.3.6.10
	Default is the current Common timeslot info

	>>>Downlink DPCH timeslots and codes
	MD
	
	Downlink Timeslots and Codes 10.3.6.32
	Default is to use the old timeslots and codes.

	>>>UL CCTrCH TPC List
	MD
	0..<maxCCTrCH>
	
	UL CCTrCH identities for TPC commands associated with this DL CCTrCH. Default is previous list or all defined UL CCTrCHs 

	>>>>UL TPC TFCS Identity
	MP
	
	Transport Format Combination Set Identity 10.3.5.21
	


	Condition
	Explanation

	SF/2
	The information element is mandatory present if the UE has an active compressed mode pattern sequence, which is using compressed mode method "SF/2". Otherwise the IE is not needed.

	TxDiversity Mode
	This IE is mandatory present if current TX Diversity Mode in UE is "closed loop mode 1" or "closed loop mode 2". Otherwise the IE is not needed.


10.3.6.24
Downlink information common for all radio links

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Downlink DPCH info common for all RL
	OP
	
	Downlink DPCH info common for all RL 10.3.6.18
	

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>DPCH compressed mode info
	MD
	
	DPCH compressed mode info 10.3.6.33
	Default value is the existing value of DPCH compressed mode information

	>>TX Diversity Mode
	MD
	
	TX Diversity Mode 10.3.6.86
	Default value is the existing value of TX Diversity mode

	>>SSDT information
	OP
	
	SSDT information 10.3.6.77
	In this version of the protocol UTRAN should not send this IE

	>TDD
	
	
	
	(no data)

	Default DPCH Offset Value
	OP
	
	Default DPCH Offset Value,

10.3.6.16
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