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	The changes in this CR are proposed for the following reasons:

· As pointed out by RAN WG1 in their LS on Physical channel reconfiguration (Tdoc R2-020862), 8.2.2.3 misleadingly suggests that hard handover is performed whenever one of the reconfiguration procedures is used. However, other subclauses clearly indicate that hard handover applies only when all existing RL(s) in the active set are removed while new RL(s) are established. 
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	The following changes are proposed in the original revision of this CR:

· The statement in 8.2.2.3 is rephrased to clarify that the UE shall apply the handover procedure defined in 8.5.3 in case the reconfiguration procedure is used to remove all existing RL(s) in the active set while new RL(s) are established. With this change, 8.2.2.3 is aligned with sentences included in 8.3.5.1.1 and 8.3.5.2.1: e.g. “The purpose of the timing re-initialised hard handover procedure is to remove all the RL(s) in the active set and establish new RL(s) along with a change in the UL transmission timing and the CFN in the UE according to the SFN of the target cell.(see subclause 8.5.15)”



	
	

	Consequences if 
(

not approved:
	The specification remains ambigous which may result in interoperability problems 



	
	

	Clauses affected:
(

	8.2.2.3

	
	

	Other specs
(

	
	 Other core specifications
(

	

	affected:
	
	 Test specifications
	

	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

8.2.2.3
Reception of RADIO BEARER SETUP or RADIO BEARER RECONFIGURATION or RADIO BEARER RELEASE or TRANSPORT CHANNEL RECONFIGURATION or PHYSICAL CHANNEL RECONFIGURATION message by the UE

The UE shall be able to receive any of the following messages:

-
RADIO BEARER SETUP message; or

-
RADIO BEARER RECONFIGURATION message; or

-
RADIO BEARER RELEASE message; or

-
TRANSPORT CHANNEL RECONFIGURATION message; or

-
PHYSICAL CHANNEL RECONFIGURATION message;

In case the reconfiguration procedure is used to remove all existing RL(s) in the active set while new RL(s) are established the UE shall also apply the hard handover procedure as specified in subclause 8.5.3. The UE shall be able to perform this procedure even if no prior UE measurements have been performed on the target cell and/or frequency.
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