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*** NEXT REFERENCE SECTION ***
10.3.7.88
UE positioning GPS acquisition assistance

This IE contains parameters that enable fast acquisition of the GPS signals in UE-assisted GPS positioning.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	GPS TOW msec
	MP
	
	Integer(0..6.048*108-1)
	GPS Time of Week in milliseconds rounded down to the nearest millisecond unit.

	UTRAN GPS reference time
	OP
	
	
	

	>UTRAN GPS timing of cell frames
	MP
	
	Integer(0 ... 2322431999999)
	GPS timing of cell frames in steps of 1 chip.

	>CHOICE mode
	OP
	
	
	

	>>FDD
	
	
	
	

	>>>Primary CPICH Info
	MP
	
	Primary CPICH Info 10.3.6.60
	Identifies the reference cell for the GPS TOW-SFN relationship

	>>TDD
	
	
	
	

	>>>cell parameters id
	MP
	
	Cell parameters id 10.3.6.9
	Identifies the reference cell for the GPS TOW-SFN relationship

	>SFN
	MP
	
	Integer(0..4095)
	The SFN which the UTRAN GPS timing of cell frames time stamps.

	Satellite information
	MP
	1 to <maxSat>
	
	

	>SatID
	MP
	
	Integer (0..63)
	

	>Doppler (0th order term)
	MP
	
	Real(-5120..5117.5 by step of 2.5)
	Hz 

	>Extra Doppler
	OP
	
	
	

	>>Doppler (1st order term)
	MP
	
	Real (-0.966..0.483 by step of 0.023)
	Scaling factor 1/42

	>>Doppler Uncertainty
	MP
	
	Enumerated (12.5,25,50,100,200)
	Hz.

Three spare values are needed.

	>Code Phase 
	MP
	
	Integer(0..1022)
	Chips, specifies the centre of the search window

	>Integer Code Phase 
	MP
	
	Integer(0..19)
	1023 chip segments

	>GPS Bit number 
	MP
	
	Integer(0..3)
	Specifies GPS bit number (20 1023 chip segments)

	>Code Phase Search Window
	MP
	
	Integer(1023,1,2,3,4,6,8,12,16,24,32,48,64,96,128,192)
	Specifies the width of the search window.

	>Azimuth and Elevation
	OP
	
	
	

	>>Azimuth
	MP
	
	Real(0..348.75 by step of 11.25)
	Degrees

	>>Elevation
	MP
	
	Real(0..78.75 by step of 11.25)
	Degrees


*** NEXT MODIFIED SECTION ***

10.3.7.96
UE positioning GPS reference time

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	GPS Week
	MP
	
	Integer(0..1023)
	

	GPS TOW msec
	MP
	
	Integer(0..6.048*108-1)
	GPS Time of Week in milliseconds (rounded down to the nearest millisecond unit).

	UTRAN GPS reference time
	OP
	
	
	

	>UTRAN GPS timing of cell frames
	MP
	
	Integer(0.. 2322431999999)
	UTRAN GPS timing of cell frames in steps of 1 chip

	>CHOICE mode
	OP
	
	
	

	>>FDD
	
	
	
	

	>>>Primary CPICH Info
	MP
	
	Primary CPICH Info 10.3.6.60
	Identifies the reference cell for the GPS TOW-SFN relationship

	>>TDD
	
	
	
	

	>>>cell parameters id 
	MP
	
	Cell parameters id 10.3.6.9 
	Identifies the reference cell for the GPS TOW-SFN relationship

	>SFN
	MP
	
	Integer(0..4095)
	The SFN which the UTRAN GPS timing of cell frames time stamps.





	GPS TOW Assist
	OP
	1 to <maxSat>
	
	

	>SatID
	MP
	
	Enumerated(0..63)
	

	>TLM Message
	MP
	
	Bit string(14)
	

	>TLM Reserved
	MP
	
	Bit string(2)
	

	>Alert
	MP
	
	Boolean
	

	>Anti-Spoof 
	MP
	
	Boolean


	


*** NEXT REFERENCE SECTION ***

-- ***************************************************

--

--     MEASUREMENT INFORMATION ELEMENTS (10.3.7)

--

-- ***************************************************

*** NEXT REFERENCE SECTION ***

UE-Positioning-GPS-AcquisitionAssistance ::=
SEQUENCE {


gps-ReferenceTime



INTEGER (0..604799999),


utran-GPSReferenceTime



UTRAN-GPSReferenceTime


OPTIONAL,


satelliteInformationList


AcquisitionSatInfoList

}

UE-Positioning-GPS-AdditionalAssistanceDataRequest ::=

SEQUENCE {


almanacRequest





BOOLEAN,


utcModelRequest





BOOLEAN,


ionosphericModelRequest



BOOLEAN,


navigationModelRequest



BOOLEAN,


dgpsCorrectionsRequest



BOOLEAN,


referenceLocationRequest


BOOLEAN,


referenceTimeRequest



BOOLEAN,


aquisitionAssistanceRequest


BOOLEAN,


realTimeIntegrityRequest


BOOLEAN,


navModelAddDataRequest



UE-Positioning-GPS-NavModelAddDataReq

OPTIONAL

}

UE-Positioning-GPS-Almanac ::=




SEQUENCE {


wn-a







BIT STRING (SIZE (8)),


almanacSatInfoList




AlmanacSatInfoList,


sv-GlobalHealth





BIT STRING (SIZE (364))



OPTIONAL

}

UE-Positioning-GPS-AssistanceData ::=


SEQUENCE {


ue-positioning-GPS-ReferenceTime



UE-Positioning-GPS-ReferenceTime



OPTIONAL,


ue-positioning-GPS-ReferenceLocation


ReferenceLocation



OPTIONAL,


ue-positioning-GPS-DGPS-Corrections



UE-Positioning-GPS-DGPS-Corrections



OPTIONAL,


ue-positioning-GPS-NavigationModel



UE-Positioning-GPS-NavigationModel



OPTIONAL,


ue-positioning-GPS-IonosphericModel



UE-Positioning-GPS-IonosphericModel



OPTIONAL,


ue-positioning-GPS-UTC-Model




UE-Positioning-GPS-UTC-Model




OPTIONAL,


ue-positioning-GPS-Almanac





UE-Positioning-GPS-Almanac





OPTIONAL,


ue-positioning-GPS-AcquisitionAssistance

UE-Positioning-GPS-AcquisitionAssistance

OPTIONAL,


ue-positioning-GPS-Real-timeIntegrity


BadSatList






OPTIONAL,


ue-positioning-GPS-referenceCellInfo


UE-Positioning-GPS-ReferenceCellInfo

OPTIONAL

}

UE-Positioning-GPS-DGPS-Corrections ::=

SEQUENCE {


gps-TOW







INTEGER (0..604799),


statusHealth





DiffCorrectionStatus,


dgps-CorrectionSatInfoList


DGPS-CorrectionSatInfoList

}

UE-Positioning-GPS-IonosphericModel ::=

SEQUENCE {


alfa0







BIT STRING (SIZE (8)),


alfa1







BIT STRING (SIZE (8)),


alfa2







BIT STRING (SIZE (8)),


alfa3







BIT STRING (SIZE (8)),


beta0







BIT STRING (SIZE (8)),


beta1







BIT STRING (SIZE (8)),


beta2







BIT STRING (SIZE (8)),


beta3







BIT STRING (SIZE (8))

}

UE-Positioning-GPS-MeasurementResults ::=



SEQUENCE {


referenceTime





CHOICE {



utran-GPSReferenceTimeResult

UTRAN-GPSReferenceTimeResult,



gps-ReferenceTimeOnly



INTEGER (0..604799999)


},


gps-MeasurementParamList


GPS-MeasurementParamList

}

UE-Positioning-GPS-NavigationModel ::=


SEQUENCE {


navigationModelSatInfoList


NavigationModelSatInfoList

}

UE-Positioning-GPS-NavModelAddDataReq ::=

SEQUENCE {


gps-Week






INTEGER (0..1023),


-- SPARE: gps-Toe, Max = 167


-- Values above Max are spare


gps-Toe







INTEGER (0..255),


-- SPARE: tToeLimit, Max = 10


-- Values above Max are spare


tToeLimit






INTEGER (0..15),


satDataList






SatDataList

}

UE-Positioning-GPS-ReferenceCellInfo ::=

SEQUENCE{


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




referenceIdentity



PrimaryCPICH-Info



},



tdd







SEQUENCE {




referenceIdentity



CellParametersID



}


}

}

UE-Positioning-GPS-ReferenceTime ::=


SEQUENCE {


gps-Week






INTEGER (0..1023),


gps-tow-1msec





GPS-TOW-1msec,


utran-GPSReferenceTime



UTRAN-GPSReferenceTime



OPTIONAL,


sfn-tow-Uncertainty




SFN-TOW-Uncertainty




OPTIONAL,


utran-GPS-DriftRate




UTRAN-GPS-DriftRate




OPTIONAL,


gps-TOW-AssistList




GPS-TOW-AssistList




OPTIONAL

}

UE-Positioning-GPS-UTC-Model ::=



SEQUENCE {


a1








BIT STRING (SIZE (24)),


a0








BIT STRING (SIZE (32)),


t-ot







BIT STRING (SIZE (8)),


wn-t







BIT STRING (SIZE (8)),


delta-t-LS






BIT STRING (SIZE (8)),


wn-lsf







BIT STRING (SIZE (8)),


dn








BIT STRING (SIZE (8)),


delta-t-LSF






BIT STRING (SIZE (8))

}

UE-Positioning-IPDL-Parameters ::=



SEQUENCE {


ip-Spacing






IP-Spacing,


ip-Length






IP-Length,


ip-Offset






INTEGER (0..9),


seed







INTEGER (0..63),


burstModeParameters




BurstModeParameters

OPTIONAL

}

UE-Positioning-MeasuredResults ::=



SEQUENCE {


ue-positioning-OTDOA-Measurement



UE-Positioning-OTDOA-Measurement



OPTIONAL,


ue-positioning-PositionEstimateInfo



UE-Positioning-PositionEstimateInfo





OPTIONAL,


ue-positioning-GPS-Measurement




UE-Positioning-GPS-MeasurementResults


OPTIONAL,


ue-positioning-Error






UE-Positioning-Error






OPTIONAL

}

UE-Positioning-MeasuredResults-v390ext ::=

SEQUENCE {


ue-Positioning-OTDOA-Measurement-v390ext

UE-Positioning-OTDOA-Measurement-v390ext

}

UE-Positioning-Measurement ::=




SEQUENCE {


ue-positioning-ReportingQuantity



UE-Positioning-ReportingQuantity,


reportCriteria





UE-Positioning-ReportCriteria,


ue-positioning-OTDOA-AssistanceData


UE-Positioning-OTDOA-AssistanceData


OPTIONAL,


ue-positioning-GPS-AssistanceData



UE-Positioning-GPS-AssistanceData



OPTIONAL

}

UE-Positioning-Measurement-v390ext ::=


SEQUENCE {


ue-positioning-ReportingQuantity-v390ext

UE-Positioning-ReportingQuantity-v390ext


OPTIONAL,


measurementValidity




MeasurementValidity




OPTIONAL,


ue-positioning-OTDOA-AssistanceData-UEB


UE-Positioning-OTDOA-AssistanceData-UEB




OPTIONAL

}

UE-Positioning-MeasurementEventResults ::=

CHOICE {


event7a







UE-Positioning-PositionEstimateInfo,


event7b







UE-Positioning-OTDOA-Measurement,


event7c







UE-Positioning-GPS-MeasurementResults,


spare







NULL


}

UE-Positioning-MeasurementInterval ::=


ENUMERATED {











e5, e15, e60, e300,











e900, e1800, e3600, e7200 }

UE-Positioning-MethodType ::=




ENUMERATED {











ue-Assisted,











ue-Based,











ue-BasedPreferred,











ue-AssistedPreferred }

UE-Positioning-OTDOA-AssistanceData ::=

SEQUENCE {


ue-positioning-OTDOA-ReferenceCellInfo


UE-Positioning-OTDOA-ReferenceCellInfo



OPTIONAL,


ue-positioning-OTDOA-NeighbourCellList



UE-Positioning-OTDOA-NeighbourCellList



OPTIONAL
}

UE-Positioning-OTDOA-AssistanceData-UEB ::=

SEQUENCE {


ue-positioning-OTDOA-ReferenceCellInfo-UEB


UE-Positioning-OTDOA-ReferenceCellInfo-UEB



OPTIONAL,


ue-positioning-OTDOA-NeighbourCellList-UEB


UE-Positioning-OTDOA-NeighbourCellList-UEB



OPTIONAL
}

UE-Positioning-OTDOA-Measurement ::=


SEQUENCE {


sfn








INTEGER (0..4095),


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




referenceCellIDentity



PrimaryCPICH-Info,




ue-RX-TX-TimeDifferenceType2Info
UE-RX-TX-TimeDifferenceType2Info



},



tdd







SEQUENCE {




referenceCellIdentity


CellParametersID



}
},


neighbourList





NeighbourList





OPTIONAL

}

UE-Positioning-OTDOA-Measurement-v390ext ::=


SEQUENCE {


neighbourList-v390ext



NeighbourList-v390ext

}

UE-Positioning-OTDOA-NeighbourCellInfo  ::= SEQUENCE {


modeSpecificInfo
CHOICE
{



fdd







SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info



},



tdd







SEQUENCE{




cellAndChannelIdentity



CellAndChannelIdentity



}


},


frequencyInfo





FrequencyInfo





OPTIONAL,


ue-positioning-IPDL-Paremeters




UE-Positioning-IPDL-Parameters




OPTIONAL,

sfn-SFN-RelTimeDifference


SFN-SFN-RelTimeDifference1,


sfn-SFN-Drift





SFN-SFN-Drift

OPTIONAL,


searchWindowSize




OTDOA-SearchWindowSize,


positioningMode
CHOICE{



ueBased








SEQUENCE {},



ueAssisted







SEQUENCE {}


}

}

UE-Positioning-OTDOA-NeighbourCellInfo-UEB  ::= SEQUENCE {


modeSpecificInfo
CHOICE
{



fdd







SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info



},



tdd







SEQUENCE{




cellAndChannelIdentity



CellAndChannelIdentity



}


},


frequencyInfo





FrequencyInfo





OPTIONAL,


ue-positioning-IPDL-Paremeters

UE-Positioning-IPDL-Parameters

OPTIONAL,

sfn-SFN-RelTimeDifference


SFN-SFN-RelTimeDifference1,


sfn-SFN-Drift





SFN-SFN-Drift





OPTIONAL,


searchWindowSize




OTDOA-SearchWindowSize,


relativeNorth





INTEGER (-20000..20000)



OPTIONAL,


relativeEast





INTEGER (-20000..20000)



OPTIONAL,


relativeAltitude




INTEGER (-4000..4000)



OPTIONAL,


fineSFN-SFN






FineSFN-SFN,


-- Actual value roundTripTime = (IE value * 0.0625) + 876

roundTripTime





INTEGER (0.. 32766)




OPTIONAL

}

UE-Positioning-OTDOA-NeighbourCellList ::= SEQUENCE (SIZE (1..maxCellMeas)) OF












UE-Positioning-OTDOA-NeighbourCellInfo

UE-Positioning-OTDOA-NeighbourCellList-UEB ::= SEQUENCE (SIZE (1..maxCellMeas)) OF












UE-Positioning-OTDOA-NeighbourCellInfo-UEB

UE-Positioning-OTDOA-Quality ::=


SEQUENCE {


stdResolution





BIT STRING (SIZE (2)),


numberOfOTDOA-Measurements


BIT STRING (SIZE (3)),


stdOfOTDOA-Measurements



BIT STRING (SIZE (5))

}

UE-Positioning-OTDOA-ReferenceCellInfo ::=


SEQUENCE {


sfn








INTEGER (0..4095)








OPTIONAL,


modeSpecificInfo CHOICE {



fdd









SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info



},



tdd









SEQUENCE{




cellAndChannelIdentity



CellAndChannelIdentity



}


},


frequencyInfo





FrequencyInfo





OPTIONAL,


positioningMode CHOICE {



ueBased








SEQUENCE {},



ueAssisted







SEQUENCE {}


},


ue-positioning-IPDL-Paremeters



UE-Positioning-IPDL-Parameters
OPTIONAL
}

UE-Positioning-OTDOA-ReferenceCellInfo-UEB ::=

SEQUENCE {


sfn








INTEGER (0..4095)








OPTIONAL,


modeSpecificInfo CHOICE {



fdd









SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info



},



tdd









SEQUENCE{




cellAndChannelIdentity



CellAndChannelIdentity



}


},


frequencyInfo





FrequencyInfo





OPTIONAL,


cellPosition





ReferenceCellPosition



OPTIONAL,


-- Actual value roundTripTime = (IE value * 0.0625) + 876

roundTripTime





INTEGER (0..32766)




OPTIONAL,


ue-positioning-IPDL-Paremeters

UE-Positioning-IPDL-Parameters

OPTIONAL
}

UE-Positioning-PositionEstimateInfo ::=




SEQUENCE {


referenceTime





CHOICE {



utran-GPSReferenceTimeResult

UTRAN-GPSReferenceTimeResult,



gps-ReferenceTimeOnly



INTEGER (0..604799999),



cell-Timing






SEQUENCE {




sfn








INTEGER (0..4095),




modeSpecificInfo CHOICE {





fdd









SEQUENCE {






primaryCPICH-Info




PrimaryCPICH-Info





},





tdd









SEQUENCE{






cellAndChannelIdentity



CellAndChannelIdentity





}




}



}


},


positionEstimate




PositionEstimate

}

UE-Positioning-ReportCriteria ::=



CHOICE {


ue-positioning-ReportingCriteria



UE-Positioning-EventParamList,


periodicalReportingCriteria


PeriodicalReportingCriteria,


noReporting






NULL

}

UE-Positioning-ReportingQuantity ::=


SEQUENCE {


methodType






UE-Positioning-MethodType,


positioningMethod




PositioningMethod,


-- dummy1 is not used in this version of specification and it should


-- be ignored.


dummy1







UE-Positioning-ResponseTime,


horizontal-Accuracy




UE-Positioning-Accuracy



OPTIONAL,


gps-TimingOfCellWanted



BOOLEAN,


-- dummy2 is not used in this version of specification and it should


-- be ignored.


dummy2







BOOLEAN,


additionalAssistanceDataRequest

BOOLEAN,


environmentCharacterisation


EnvironmentCharacterisation


OPTIONAL

}

UE-Positioning-ReportingQuantity-v390ext ::=

SEQUENCE {


vertical-Accuracy




UE-Positioning-Accuracy

}

UE-Positioning-ResponseTime ::=



ENUMERATED {











s1, s2, s4, s8, s16,











s32, s64, s128 }

-- SPARE: UTRA-CarrierRSSI, Max = 76

-- Values above Max are spare

UTRA-CarrierRSSI ::=



INTEGER (0..127)

UTRAN-GPS-DriftRate ::=



ENUMERATED {










utran-GPSDrift0, utran-GPSDrift1, utran-GPSDrift2,










utran-GPSDrift5, utran-GPSDrift10, utran-GPSDrift15,










utran-GPSDrift25, utran-GPSDrift50, utran-GPSDrift-1,










utran-GPSDrift-2, utran-GPSDrift-5, utran-GPSDrift-10,










utran-GPSDrift-15, utran-GPSDrift-25, utran-GPSDrift-50}

UTRAN-GPSReferenceTime ::=


SEQUENCE {


-- For utran-GPSTimingOfCell values above 2322431999999 are not 


-- used in this version of the specification


utran-GPSTimingOfCell


SEQUENCE {



ms-part 





INTEGER (0..1023),


ls-part






INTEGER (0..4294967295)


},

modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




referenceIdentity



PrimaryCPICH-Info



},



tdd







SEQUENCE {




referenceIdentity



CellParametersID



}


}


OPTIONAL,


sfn








INTEGER (0..4095)

}

UTRAN-GPSReferenceTimeResult ::=
SEQUENCE {


-- For ue-GPSTimingOfCell values above 37158911999999 are not 


-- used in this version of the specification


ue-GPSTimingOfCell


SEQUENCE {



ms-part 





INTEGER (0..16383),


ls-part






INTEGER (0..4294967295)


},

modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




referenceIdentity



PrimaryCPICH-Info



},



tdd







SEQUENCE {




referenceIdentity



CellParametersID



}


},


sfn






INTEGER (0..4095)

}

VarianceOfRLC-BufferPayload ::=

ENUMERATED {











plv0, plv4, plv8, plv16, plv32, plv64,











plv128, plv256, plv512, plv1024,











plv2k, plv4k, plv8k, plv16k, spare2, spare1 }

-- Actual value W = IE value * 0.1

W ::=







INTEGER (0..20)
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