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	Reason for change:
(

	· Changes made at WG2 #27 in R2-020447 corrected the SRNS relocation procedure. However, the changes made where affecting functionality not related to SRNS relocation, and the changes does not reflect the intended use of the "special length indicator" in RLC



	
	

	Summary of change:
(

	Corrections to support combined Cell/URA update and SRNS relocation procedure where done at WG2 #27 in document R2-020447. In the last revision of the document, the use of the special LI by UTRAN was modified and the end result does not reflect the intended use of the LI.

In particular the special LI on DCCH is only needed in special cases (SRNS relocation). It is proposed to correct the corresponding section.

Backwards analysis impact: 

The changes affect informative "UTRAN should" statements and are done to avoid misunderstanding. 

If the CR is implemented in UE and not in UTRAN: As the UTRAN should statements are not mandatory no impact is foreseen.

If the CR is implemented in UTRAN and not in the UE: UE implementations may be based on erroneous assumptions causing failure in the RLC protocol.

Impact on T1 specifications: The T1 specifications seems already to be aligned with the proposed clarifications.
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	Confusing specification. Potential failure in RLC based on erroneous assumptions in the UE. 
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6.3
Signalling Radio Bearers

The Radio Bearers (RB) available for transmission of RRC messages are defined as "signalling radio bearers" and are specified in the following. The UE and UTRAN shall select the signalling radio bearers for RRC messages using RLC-TM, RLC-UM or RLC-AM on the DCCH and CCCH, according to the following:

-
Signalling radio bearer RB0 shall be used for all messages sent on the CCCH (UL: RLC-TM, DL: RLC-UM).

-
Signalling radio bearer RB1 shall be used for all messages sent on the DCCH, when using RLC unacknowledged mode (RLC-UM).

-
Signalling radio bearer RB2 shall be used for all messages sent on the DCCH, when using RLC acknowledged mode (RLC-AM), except for the RRC messages carrying higher layer (NAS) signalling.

-
Signalling radio bearer RB3 and optionally Signalling radio bearer RB4 shall be used for the RRC messages carrying higher layer (NAS) signalling and sent on the DCCH in RLC acknowledged mode (RLC-AM), as specified in subclauses 8.1.8., 8.1.9 and 8.1.10.

-
RRC messages on the SHCCH are mapped either on RACH or on the USCH in the uplink using TM and either on FACH or on the DSCH using RLC-UM. These messages are only specified for TDD mode.

The Radio Bearer configuration for signalling radio bearer RB0, SHCCH, BCCH on FACH and PCCH on PCH are specified in subclauses 13.6, 13.6a, 13.6b and 13.6c.

When an RRC message is transmitted in DL on DCCH or CCCH or SHCCH using RLC UM, RRC may indicate to RLC that a special RLC length indicator indicating that an RLC SDU begins in the beginning of an RLC PDU should be used [16]. The UE shall follow the normal rules for discarding of RLC SDUs when this Length Indicator is not present. 
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