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	It is currently not well specified what actions shall be done in the UE when optional IEs in RLC info is omitted. It is unclear if this means that the prvious value is unchanged or if the parameter shall not be used. It is clear that the first alternative is not feasible since this means that options can only be added and not turned-off. However this would be beneficial to clarify in the spec to avoid interoperability problems.
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	It is clarified that when optional IEs in RLC info is omitted these parameters shall not be used. 
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8.6.4.5
RB information to reconfigure

If the IE "RB information to reconfigure" is included, the UE shall apply the following actions on the radio bearer identified with the value of the IE "RB identity". The UE shall:

1>
perform the actions for the IE "PDCP info", if present, according to subclause 8.6.4.10, applied for the radio bearer;


1>
if the IE "RLC info" is present:

2>
perform the actions for the IE "RLC info", according to subclause 8.6.4.9, applied for the radio bearer.

1>
else:

2>
continue using the current RLC configuration for the radio bearer.
1>
perform the actions for the IE "RB mapping info", according to subclause 8.6.4.8, applied for the radio bearer;

1>
if the IE "Downlink RLC mode" in the IE "RLC info" is set to "TM RLC":
2>
configure delivery of erroneous SDUs in lower layers according to indication from upper layer [5].
1>
if the IE "PDCP SN info" is included:

2>
perform the actions as specified in subclause 8.6.4.11 applied for the radio bearer.

1>
if the IE "RB stop/continue" is included; and

2>
if the "RB identity" has a value greater than 2; and

3>
if the value of the IE "RB stop/continue" is "stop":

4>
configure the RLC entity for the radio bearer to stop;

4>
set the IE "RB started" in the variable ESTABLISHED_RABS to "stopped" for that radio bearer.

3>
if the value of the IE "RB stop/continue" is "continue":

4>
configure the RLC entity for the radio bearer to continue;

4>
set the IE "RB started" in the variable ESTABLISHED_RABS to "started" for that radio bearer.

2>
if the IE "RB identity" is set to a value less than or equal to 2:

3>
set the variable INVALID_CONFIGURATION to TRUE.

8.6.4.9
RLC Info

Upon reception of the IE "RLC Info" , the UE shall:

1>
configure the transmitting and receiving RLC entities in the UE for that radio bearer accordingly;




1>
if the IE "Polling info" is present in the IE "RLC info":

2>
for each present IE in the IE "Polling info":
3>
configure RLC to use the corresponding function according to value of the IE.

2>
for each absent IE in the IE "Polling info":

3>
configure RLC to not use the corresponding function.
1>
if the IE "Polling info" is absent:

2>
configure RLC to not use the polling functionality.
1>
if the IE "Downlink RLC STATUS info" is present in the IE "RLC info" (this IE is present for AM RLC):

2>
for each present IE in the IE "Downlink RLC STATUS info":

3>
configure RLC to use the corresponding function according to value of the IE.

2>
for each absent IE in the IE "Downlink RLC STATUS info":

3>
configure RLC to not use the corresponding function.
1>
if the IE "Transmission RLC discard" is present:

2>
configure the discard procedure in RLC according to the IE "Transmission RLC discard"

1>
if the IE "Transmission RLC discard" is absent (only possible for TM RLC and UM RLC):

2>
do not configure SDU discard in RLC;
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