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Discussion and decision
1. Scope

In the last meeting, the following text was added to section 8.4.0 by CR1478:

If the IE "Cells for measurement" has been included in MEASUREMENT CONTROL or SIB 11 or SIB 12, only monitored set cells explicitly indicated for a given intra frequency (resp. inter frequency, interRAT) measurement by the IE "Cells for measurement" shall be considered for measurement. If the IE "Cells for measurement" has not been included in MEASUREMENT CONTROL or SIB 11 or SIB 12, all of the intra frequency (resp. inter frequency, inter RAT) cells stored in the variable CELL_INFO_LIST shall be considered for measurement.

2. Discussion

2.1. SIB11/12

The “Cells for measurement” IE is only included in the SIB11/12 in relation to Inter-RAT measurements (not for Intra-and Inter-frequency measurements). For the Inter-RAT case, section 8.6.7.3. indicates that this information shall be ignored by the receiver. The text in the above paragraph is therefore not applicable to SIB11 and SIB12.

2.2. Active/Monitored/Detected set cells

For an event triggered intra-frequency measurement, the cells that can trigger a certain event can be determined by looking at the corresponding triggering condition (1 or 2) and the specified “cells for measurement”. It is assumed that it is the common understanding in RAN2 that a cell can only trigger an event when:

For an active set cell:

· When the triggering condition includes active set cells, and 

· the active set cell is also included in the CELL_INFO_LIST.

This irrespective of the value of a “cells for measurements” IE included for the measurement.

For a monitored set cell:

· When the triggering condition includes monitored set cells and

· in addition, either the “cells for measurements” is not included for the measurement or the “cells for measurements” is included and points a.o. at the position at which the monitored set cell is stored in the CELL_INFO_LIST.

For a detected set cell:

· When the triggering condition includes detected set cells.

Since the “cells for measurements” will never point at detected set cells, always all detected set cells need to be taken into account.

3. Proposal

As a result of the above, it is proposed to agree to update the corresponding paragraph as follows:

If the IE "Cells for measurement" has been included in a MEASUREMENT CONTROL message , only monitored set cells explicitly indicated for a given intra frequency (resp. inter frequency, interRAT) measurement by the IE "Cells for measurement" shall be considered for measurement. If the IE "Cells for measurement" has not been include
ed in a MEASUREMENT CONTROL message, all of the intra frequency (resp. inter frequency, inter RAT) cells stored in the variable CELL_INFO_LIST shall be considered for measurement. The IE “Cells for measurement” cannot be used to exclude active set cells from being measured. 
If this update is acceptable to the RAN2 meeting, Ericsson will provide Rel99, Rel-4 and Rel-5 CR’s to RAN2#31.
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