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	Reason for change:
(

	Handling of measurements at the following state transitions do not seem to be specified unambiguously:

1. IDLE cell 1 -> DCH cell 2

2. FACH cell 2 -> DCH cell 2

3. DCH cell 1 -> FACH on cell with primary CPICH as indicated but another frequency

Case 1: IDLE cell 1 -> DCH cell 2

When entering the DCH state:

· In this case, there will be no measurements in the MEASUREMENT_IDENTITY variable which are setup or modified by a MEASUREMENT CONTROL message. The only entries that could be in the MEASUREMENT_IDENTITY variable are one intra-frequency measurement and one traffic volume measurement. These entries can only come from the broadcast in cell1 since the broadcast in cell2 will not have been read.

· The CELL_INFO_LIST may be empty or contain the cells from cell1.

Shall the UE in this situation start the measurements as obtained from the broadcast in cell1 ?

Case 2: FACH cell 1 -> DCH cell 2

When entering the DCH state:

· In this case, there could be intra-frequency, inter-frequency, traffic volume and/or user positioning measurements  in the MEASUREMENT_IDENTITY variable which are setup or modified by a MEASUREMENT CONTROL message. In addition there could be one intra-frequency measurement and one traffic volume measurement obtained from the broadcast in cell1 (again broadcast in cell2 will not have been read).

· The CELL_INFO_LIST will most likely contain the cells broadcasted in cell1. Alternatively it is empty if the UE did not have sufficient time to read SIB11/12 from cell1. 

Shall the UE in this situation start the intra-frequency/interfrequency measurements previously setup or modified by a MEASUREMENT CONTROL message or as obtained from the broadcast in cell1 ?

Case 3: DCH cell 1 -> FACH on cell with primary CPICH as indicated but another frequency

In this case, the UE selects a cell other than indicated by the UTRAN. It is assumed that the intention of  section 8.4.1.6.1/2 is that in that case the corresponding entries in the MEASUREMENT_IDENTITY variable shall be deleted.
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	Case 1 & 2
The general approach in 25.331 is not to maintain most MEASUREMENT_IDENTITY entries when changing cell (8.4.1.6a). In the current specification, the MEASUREMENT_ IDENTITY is mainly cleared upon cell reselection. Continuing along these lines, most MEASUREMENT_IDENTITY entries should be removed by the UE when going to CELL_DCH state in another cell.
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The assumed behaviour is clarified.
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8.4.1.6
Measurements after transition from CELL_DCH to CELL_FACH/CELL_PCH/URA_PCH state

The UE shall apply the following rules for different measurement types after transiting from CELL_DCH to CELL_FACH/CELL_PCH/URA_PCH state:

8.4.1.6.1
Intra-frequency measurement

Upon transition from CELL_DCH to CELL_FACH/CELL_PCH/URA_PCH state, the UE shall:

1>
stop intra-frequency type measurement reporting;

1>
if the transition is due to a reconfiguration message which included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects a cell other than that indicated by this IE on the current frequency (in case the IE “Frequency info” is not received) or other than that indicated  by this IE on the frequency indicated by the IE “Frequency info” (when the IE “Frequency info” is included); or

1>
if the transition is due to a reconfiguration message which does not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD); or

1>
if the transition is not due to a reconfiguration message:

2>
delete the measurements of type intra-frequency associated with the variable MEASUREMENT_IDENTITY.

1>
begin monitoring cells listed in the IE "intra-frequency cell info list" received in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11).

8.4.1.6.2
Inter-frequency measurement

Upon transition from CELL_DCH to CELL_FACH/ CELL_PCH/URA_PCH state, the UE shall:

1>
stop the inter-frequency type measurement reporting assigned in a MEASUREMENT CONTROL message;

1>
if the transition is due to a reconfiguration message which included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects a cell other than that indicated by this IE on the current frequency (in case the IE “Frequency info” is not received) or other than that indicated  by this IE on the frequency indicated by the IE “Frequency info” (when the IE “Frequency info” is included); or

1>
if the transition is due to a reconfiguration message which does not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD); or

1>
if the transition is not due to a reconfiguration message:

2>
delete the measurements of type inter-frequency associated with the variable MEASUREMENT_IDENTITY and delete the corresponding compressed mode pattern.

1>
begin monitoring cells listed in the IE "inter-frequency cell info list" received in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11);

1>
in CELL_FACH state:

2>
perform measurements on other frequencies according to the IE "FACH measurement occasion info".

8.4.1.6.3
Inter-RAT measurement

Upon transition from CELL_DCH to CELL_FACH/CELL_PCH/URA_PCH state, the UE shall:

1>
stop the inter-RAT type measurement reporting assigned in a MEASUREMENT CONTROL message;

1>
delete the measurements of type inter-RAT associated with the variable MEASUREMENT_IDENTITY and delete the corresponding compressed mode pattern;

1>
begin monitoring cells listed in the IE "inter-RAT cell info list" received in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11);

1>
in CELL_FACH state:

2>
perform measurements on other systems according to the IE "FACH measurement occasion info".

8.4.1.6.4
Quality measurement

Upon transition from CELL_DCH to CELL_FACH/CELL_PCH/URA_PCH state, the UE shall:

1>
stop quality type measurement reporting;

1>
delete all measurement control information of measurement type "quality" stored in the variable MEASUREMENT_IDENTITY.

8.4.1.6.5
UE internal measurement

Upon transition from CELL_DCH to CELL_FACH/CELL_PCH/URA_PCH state, the UE shall:

1>
stop UE internal measurement type measurement reporting;

1>
delete all measurement control information of measurement type "UE internal" stored in the variable MEASUREMENT_IDENTITY.

8.4.1.6.6
Traffic volume measurement

Upon transition from CELL_DCH to CELL_FACH or CELL_PCH or URA_PCH state, the UE shall:

1>
retrieve each set of measurement control information of measurement type "traffic volume" stored in the variable MEASUREMENT_IDENTITY; and

2>
if the optional IE "measurement validity" for this measurement has not been included:

3>
delete the measurement associated with the variable MEASUREMENT_IDENTITY.

2>
if the IE "measurement validity" for the measurement has been included, and the IE "UE state" has been assigned to value "CELL_DCH":

3>
stop measurement reporting;

3>
store the measurement associated with the variable MEASUREMENT_IDENTITY to be used after the next transition to CELL_DCH state.

2>
if the IE "measurement validity" for the measurement has been included, and the IE "UE state" has been assigned to value "all states":

3>
continue measurement reporting.

2>
if the IE "measurement validity" has been included and the IE "UE state" has been assigned to value "all states except CELL_DCH":

3>
resume this measurement and associated reporting.

1>
if no traffic volume type measurement has been assigned to the UE with a MEASUREMENT CONTROL message that is valid in CELL_FACH or CELL_PCH or URA_PCH states (stored in the variable MEASUREMENT_IDENTITY), which has the same identity as the one indicated in the IE "Traffic volume measurement system information":

2>
store the measurement control information from the IE "Traffic volume measurement system information" received in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11) in the variable MEASUREMENT_IDENTITY;

2>
begin traffic volume measurement reporting according to the assigned information.

8.4.1.6.7
UE positioning measurement

Upon transition from CELL_DCH to CELL_PCH or URA_PCH, the UE shall

1>
if the UE does not support UE positioning measurement validity in CELL_PCH and URA_PCH states as indicated in the IE "UE positioning capability" included in the IE "UE Radio Access Capability":

2>
stop UE positioning measurement reporting.

Upon transition from CELL_DCH to CELL_FACH, or upon transition from CELL_DCH to CELL_PCH or URA_PCH and if the UE supports UE positioning measurement validity in CELL_PCH and URA_PCH states as indicated in the IE "UE positioning capability" included in the IE "UE Radio Access Capability", the UE shall:

1>
retrieve each set of measurement control information of measurement type "UE positioning" stored in the variable MEASUREMENT_IDENTITY; and

2>
if the optional IE "measurement validity" for this measurement has not been included:

3>
delete the measurement associated with the variable MEASUREMENT_IDENTITY.

2>
if the IE "measurement validity" for the measurement has been included, and the IE "UE state" has been assigned to value "CELL_DCH":

3>
stop measurement reporting;

3>
store the measurement associated with the variable MEASUREMENT_IDENTITY to be used after the next transition to CELL_DCH state.

2>
if the IE "measurement validity" for the measurement has been included, and the IE "UE state" has been assigned to value "all states":

3>
upon transition from CELL_DCH to CELL_PCH or URA_PCH:

4>
if the choice in the IE "Reporting Criteria" included the IE "UE Positioning" stored in the variable MEASUREMENT_IDENTITY is set to "UE positioning reporting criteria" and the value of the IE "Measurement interval " included in this IE is less than 64 seconds:

5>
consider the value of the IE "Measurement interval " as being 64 seconds.

4>
if the choice in the IE "Reporting Criteria" included the IE "UE Positioning" stored in the variable MEASUREMENT_IDENTITY is set to "Periodical Reporting Criteria" and the value of the IE "Reporting interval" included in this IE is less than 64 seconds:

5>
consider the value of the IE "Reporting Interval" as being 64 seconds.

3>
continue measurement reporting according to its UE positioning measurement reporting capability.

2>
if the IE "measurement validity" has been included and the IE "UE state" has been assigned to value "all states except CELL_DCH":

3>
upon transition from CELL_DCH to CELL_PCH or URA_PCH:

4>
if the choice in the IE "Reporting Criteria" included the IE "UE Positioning" stored in the variable MEASUREMENT_IDENTITY is set to "UE positioning reporting criteria" and the value of the IE "Measurement interval " included in this IE is less than 64 seconds:

5>
consider the value of the IE "Measurement interval " as being 64 seconds.

4>
if the choice in the IE "Reporting Criteria" included the IE "UE Positioning" stored in the variable MEASUREMENT_IDENTITY is set to "Periodical Reporting Criteria" and the value of the IE "Reporting interval" included in this IE is less than 64 seconds:

5>
consider the value of the IE "Reporting Interval" as being 64 seconds.

3>
resume this measurement and associated reporting according to its UP measurement reporting capability.

1>
if the transition is due to a reconfiguration message which included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects a cell other than that indicated by this IE; or

1>
if the transition is due to a reconfiguration message which does not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD); or

1>
if the transition is not due to a reconfiguration message:

2>
delete the assistance data included in the variable UE_POSITIONING_OTDOA_DATA_UE_BASED, UE_POSITIONING_OTDOA_DATA_UE_ASSISTED and UE_POSITIONING_GPS_DATA.

1>
if the IE "Positioning Methods" stored in the variable MEASUREMENT_IDENTITY is set to "OTDOA" or "OTDOA or GPS":

2>
if the IE "Method type" stored in the variable MEASUREMENT_IDENTITY is set to "UE-based" or "UE assisted preferred but UE-based allowed" or "UE-based preferred but UE-assisted allowed":

3>
begin monitoring assistance data received in System Information Block type 15.4 and System Information Block type 15.5 according to subclause 8.1.1.6.15.

2>
if the IE "Method type" stored in the variable MEASUREMENT_IDENTITY is set to "UE-assisted":

3>
begin monitoring assistance data received in System Information Block type 15.4 according to subclause 8.1.1.6.15.

1>
if the UE is in CELL_FACH state:

2>
if the IE "UE positioning OTDOA neighbour cell list for UE assisted" stored in the variable UE_POSITIONING_OTDOA_DATA_UE_ASSISTED or UE_POSITIONING_OTDOA_DATA_UE_BASED contains neighbour cells on other frequencies than the current frequency:

3>
perform measurements on other frequencies according to the IE "FACH measurement occasion info".

The UE may:

1>
if the IE "Positioning Methods" stored in the variable MEASUREMENT_IDENTITY is set to "GPS" or "OTDOA or GPS":

2>
begin monitoring assistance data received in System Information Block type 15 and/or System Information Block type 15.1 and/or System Information Block type 15.2 and/or System Information Block type 15.3 according to subclause 8.1.1.6.15.

8.4.1.6a
Actions in CELL_FACH/CELL_PCH/URA/PCH state upon cell re-selection

Upon cell reselection while in CELL_FACH/CELL_PCH/URA/PCH state and the cell reselection has occurred after the measurement control information was stored, the UE shall:

1>
delete all measurements of type intra-frequency, inter-frequency, and inter-RAT associated with the variable MEASUREMENT_IDENTITY;

1>
delete all compressed mode patterns associated with inter-frequency and inter-RAT measurements;

1>
delete the traffic volume measurements that have not been set up or modified through a MEASUREMENT CONTROL message.
8.4.1.7
Measurements after transition from CELL_FACH to CELL_DCH state

The UE shall apply the following rules for different measurement types after transiting from CELL_FACH to CELL_DCH state: 

1> if the cell in which the UE transited from CELL_FACH state is not included in the active set for the CELL_DCH state:

2>
delete all measurements of type intra-frequency, inter-frequency, and inter-RAT associated with the variable MEASUREMENT_IDENTITY;

2>
delete all compressed mode patterns associated with inter-frequency and inter-RAT measurements;

2>
delete the traffic volume measurements that have not been set up or modified through a MEASUREMENT CONTROL message.
8.4.1.7.1
Intra-frequency measurement

Upon transition from CELL_FACH to CELL_DCH state, the UE shall:

1>
if intra-frequency measurements applicable to CELL_DCH state are stored in the variable MEASUREMENT_IDENTITY:

2>
resume the measurement reporting.

8.4.1.7.2
Inter-frequency measurement

Upon transition from CELL_FACH to CELL_DCH state, the UE shall:

1>
if inter-frequency measurements applicable to CELL_DCH state are stored in the variable MEASUREMENT_IDENTITY:

2>
resume the measurement reporting.

8.4.1.7.3
Inter-RAT measurement

Upon transition from CELL_FACH to CELL_DCH state, the UE shall:

1>
stop monitoring the list of cells assigned in the IE "inter-RAT cell info list" in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11).

8.4.1.7.4
Traffic volume measurement

Upon transition from CELL_FACH to CELL_DCH state, the UE shall:

1>
retrieve each set of measurement control information of measurement type "traffic volume" stored in the variable MEASUREMENT_IDENTITY;

2>
if the optional IE "measurement validity" for this measurement has not been included:

3>
delete the measurement associated with the variable MEASUREMENT_IDENTITY.

2>
if the IE "measurement validity" for the measurement has been included, and the IE "UE state" has been assigned to value "all states except CELL_DCH":

3>
stop measurement reporting; and

3>
save the measurement associated with the variable MEASUREMENT_IDENTITY to be used after the next transition to CELL_FACH/CELL_PCH/URA_PCH state.

2>
if the IE "measurement validity" for the measurement has been included, and the IE "UE state" has been assigned to value "all states":

3>
continue measurement reporting.

2>
if the IE "measurement validity" has been included and the IE "UE state" has been assigned to value "CELL_DCH":

3>
resume this measurement and associated reporting.

1>
if no traffic volume type measurement has been assigned to the UE with a MEASUREMENT CONTROL message that is valid in CELL_DCH and has the same identity as the one indicated in the IE "Traffic volume measurement system information":

2>
store the measurement control information from the IE "Traffic volume measurement system information" received in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11) in the variable MEASUREMENT_IDENTITY;

2>
begin traffic volume measurement reporting according to the assigned information.

8.4.1.7.5
UE positioning measurement

Upon transition from CELL_FACH to CELL_DCH state, the UE shall:

1>
retrieve each set of measurement control information of measurement type "UE positioning" stored in the variable MEASUREMENT_IDENTITY; and

2>
if the optional IE "Measurement validity" for this measurement has not been included:

3>
delete the measurement associated with the variable MEASUREMENT_IDENTITY.

2>
if the IE "measurement validity" for the measurement has been included, and the IE "UE state" has been assigned to value "all states except CELL_DCH":

3>
stop measurement reporting; and

3>
save the measurement associated with the variable MEASUREMENT_IDENTITY to be used after the next transition to CELL_FACH/CELL_PCH/URA_PCH state.

2>
if the IE "measurement validity" for the measurement has been included, and the IE "UE state" has been assigned to value "all states":

3>
continue measurement reporting.

2>
if the IE "measurement validity" has been included and the IE "UE state" has been assigned to value "CELL_DCH":

3>
resume this measurement and associated reporting.

1>
stop monitoring assistance data received in System Information Block type 15 or System Information Block type 15.1 or System Information Block type 15.2 or System Information Block type 15.3 or System Information Block type 15.4 or System Information Block 15.5.

8.4.1.8
Measurements after transition from idle mode to CELL_DCH state

The UE shall obey the following rules for different measurement types after transiting from idle mode to CELL_DCH state: 

1> if the cell in which the UE transited from idle mode is not included in the active set for the CELL_DCH state:

2>
delete all measurements from the variable MEASUREMENT_IDENTITY;
8.4.1.8.1
Intra-frequency measurement

Upon transition from idle mode to CELL_DCH state, the UE shall:

1>
if intra-frequency measurements applicable to CELL_DCH state are stored in the variable MEASUREMENT_IDENTITY:

2>
begin measurement reporting.

8.4.1.8.2
Inter-frequency measurement

Upon transition from idle mode to CELL_DCH state, the UE shall:

1>
stop monitoring the list of cells assigned in the IE "inter-frequency cell info list" in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11).

8.4.1.8.3
Inter-RAT measurement

Upon transition from idle mode to CELL_DCH state, the UE shall:

1>
stop monitoring the list of cells assigned in the IE "inter-RAT cell info list" in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11).

8.4.1.8.4
Traffic volume measurement

Upon transition from idle mode to CELL_DCH state, the UE shall:

1>
begin a traffic volume type measurement, assigned in System Information Block type 11 (or System Information Block type 12, according to subclause 8.1.1.6.11).

8.4.1.8.5
UE positioning measurement

Upon transition from idle mode to CELL_DCH state, the UE shall:

1>
stop monitoring assistance data received in System Information Block type 15 or System Information Block type 15.1 or System Information Block type 15.2 or System Information Block type 15.3 or System Information Block type 15.4 or System Information Block type 15.5.
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