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	The current specification says in section 8.6.7.22 that UE considers received  configuration is invalid when received measurement configuration in MEASUREMENT CONTROL and any measurement referenced in the "Additional Measurement List" do not all have the same validity.
However it is still unclear how UE should consider in the case that the IE "measurement validity" is not indicated for the parent measurement configuration. (Note that the section 8.6.6.22 says the IE "measurement validity" can not be omitted for referenced additional measurement.)

Currently there is no UE requirement to override empty “measurement validity” with the current UE RRC state. Measurement validity is kept empty in the variable MEASUREMENT_IDENTITY and only checked upon a state transition.
It is therefore likely that UE implementation has code point for the ‘empty’ and compares it with measurement validity of refereneced additional measurement(s).
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	It is clarified that UE always assumes measurement validity of parent measurement and any referenced additional measurement are different if the IE measurement validity is not configured for the parent measurement.
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8.6.7.22
Additional Measurement List

If the IE "Additional Measurement List" is received in a MEASUREMENT CONTROL message, the UE shall:

1>
if the received measurement configuration in this MEASUREMENT CONTROL message, or any measurement referenced in the "Additional Measurement List" do not all have the same validity (for this consistency check the UE shall assume "CELL_DCH" as the measurement validity for measurements of type "inter-RAT", "UE internal", and "quality"):

2>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

NOTE:
If no measurement validity is configured for the received measurement in the MEASUREMENT CONTROL message, UE always considers the received measurement has different measurement validity from any referenced additional measurement.
1>
if any of the measurements referenced in the "Additional Measurement List" is an intra-frequency, inter-frequency or inter-RAT measurement, and this measurement is configured with event based reporting:

2>
the UE behaviour is not specified.

1>
if any of the "intra-frequency", "inter-frequency", "traffic volume" or "UE positioning" measurements referenced in the "Additional Measurement List" has been setup without including the IE "measurement validity":

2>
the UE behaviour is not specified.
1>
if the result of this MEASUREMENT CONTROL message is such that more than one additional measurement of the same type will be referenced in the IE "Additional Measurement List" in the MEASUREMENT_IDENTITY variable:

2>
the UE behaviour is not specified.

1>
if the IE "Measurement command" has the value "modify", and the UE has no IE "Additional Measurement List" stored the in variable MEASUREMENT_IDENTITY associated with the identity indicated by the IE "measurement identity":

2>
store the received IE "Additional Measurement List" in the variable MEASUREMENT_IDENTITY;

1>
otherwise: 

2> 
the UE behaviour is not specified.

If the IE "Additional Measurement List" is not received in a MEASUREMENT CONTROL message and the IE "Measurement command" has the value "modify", the UE shall:

1>
leave the IE "Additional Measurement List" stored in the variable MEASUREMENT_IDENTITY associated with the identity indicated by the IE "measurement identity" unchanged.
If, at any time during the life-time of a measurement, any measurement referenced in the Additional Measurement List does not exist, the UE shall:

1>
remove this measurement identity from the Additional Measurement List.

NOTE:
A measurement referenced in the Additional Measurement List which is updated with a measurement command set to "modify", or replaced with a measurement command set to "setup", continues to exist.
If the measurement configured with the MEASUREMENT CONTROL message triggers a measurement report, the UE shall:

1>
also include the reporting quantities for the measurements referenced by the additional measurement identities. The contents of the IE "Additional Measured results" are completely determined by the measurement configuration of the referenced additional measurement.
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